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1
Introduction

This TP follows discussions in R3-186809.
2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.3.1.108
RAN Status Transfer Transparent Container
This IE is produced by the source NG-RAN node and is transmitted to the target NG-RAN node. It is used for intra 5GC NG handover.

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DRBs Subject to Status Transfer List
	
	1
	
	

	>DRBs Subject to Status Transfer Item
	
	1..<maxnoof DRBs>
	
	

	>>DRB ID
	M
	
	9.3.1.53
	

	>>CHOICE UL DRB Status
	M
	
	
	

	>>>12 bits
	
	
	
	

	>>>>UL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 12

9.3.1.109
	PDCP-SN and HFN of the first missing UL PDCP SDU in case of 12 bit long PDCP-SN.

	>>>>Receive Status of UL PDCP SDUs
	O
	
	BIT STRING (SIZE(1..2048))
	The IE is used in case of 12 bit long PDCP-SN.

The first bit indicates the status of the SDU after the First Missing UL PDCP SDU.

The Nth bit indicates the status of the UL PDCP SDU in position (N + First Missing SDU Number) modulo (1 + the maximum value of the PDCP-SN).
0: PDCP SDU has not been received.

1: PDCP SDU has been received correctly.

	>>>18 bits
	
	
	
	

	>>>>UL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 18

9.3.1.110
	PDCP-SN and HFN of the first missing UL PDCP SDU in case of 18 bit long PDCP-SN.

	>>>>Receive Status of UL PDCP SDUs
	O
	
	BIT STRING (SIZE(1..131072))
	The IE is used in case of 18 bit long PDCP-SN.

The first bit indicates the status of the SDU after the First Missing UL PDCP SDU.

The Nth bit indicates the status of the UL PDCP SDU in position (N + First Missing SDU Number) modulo (1 + the maximum value of the PDCP-SN).
0: PDCP SDU has not been received.

1: PDCP SDU has been received correctly.

	>>CHOICE DL DRB Status
	M
	
	
	

	>>>12 bits
	
	
	
	

	>>>>DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 12

9.3.1.109
	PDCP-SN and HFN that the target NG-RAN node should assign for the next DL PDCP SDU not having an SN yet in case of 12 bit long PDCP-SN.

	>>>18 bits
	
	
	
	

	>>>>DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 18

9.3.1.110
	PDCP-SN and HFN that the target NG-RAN node should assign for the next DL PDCP SDU not having an SN yet in case of 18 bit long PDCP-SN.

	Old Associated QoS Flow List - UL End Marker expected
	O
	9.3.1.99
	This IE is included to be used for indicating that QoS flow re-mapping is still ongoing on the source NG-RAN node, as described in TS 38.300 [8]. It shall only contain UL flow mapping for QoS flows for which no SDAP end marker was yet received on the source side.
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32.


<<<<<<<<<<<<<<<<<<<< Last Change >>>>>>>>>>>>>>>>>>>>

9.4.5
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>

-- D

DataCodingScheme ::= BIT STRING (SIZE(8))

DataForwardingAccepted ::= ENUMERATED {


data-forwarding-accepted,


...

}

DataForwardingNotPossible ::= ENUMERATED {


data-forwarding-not-possible,


...

}

DataForwardingResponseDRBList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DataForwardingResponseDRBItem

DataForwardingResponseDRBItem ::= SEQUENCE {


dRB-ID







DRB-ID,


dLForwardingUP-TNLInformation

UPTransportLayerInformation







OPTIONAL,


uLForwardingUP-TNLInformation

UPTransportLayerInformation







OPTIONAL,


iE-Extensions

ProtocolExtensionContainer {{DataForwardingResponseDRBItem-ExtIEs}}

OPTIONAL,


...

}

DataForwardingResponseDRBItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

DelayCritical ::= ENUMERATED {


delay-critical,


non-delay-critical,


...

}

DLForwarding ::= ENUMERATED {


dl-forwarding-proposed,


...

}

DirectForwardingPathAvailability ::= ENUMERATED {


direct-path-available,


...

}

DRB-ID ::= INTEGER (1..32, ...)

DRBsSubjectToStatusTransferList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsSubjectToStatusTransferItem
DRBsSubjectToStatusTransferItem ::= SEQUENCE {


dRB-ID











DRB-ID,

dRBStatusUL










DRBStatusUL,


dRBStatusDL










DRBStatusDL,

old-associatedQosFlowList-ULendmarkerexpected

AssociatedQosFlowList
OPTIONAL,

iE-Extension

ProtocolExtensionContainer { {DRBsSubjectToStatusTransferItem-ExtIEs} }
OPTIONAL,


...

}

DRBsSubjectToStatusTransferItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

DRBStatusDL ::= CHOICE {


dRBStatusDL12


DRBStatusDL12,


dRBStatusDL18


DRBStatusDL18,


choice-Extensions

ProtocolIE-SingleContainer { {DRBStatusDL-ExtIEs} }

}

DRBStatusDL-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
DRBStatusDL12 ::= SEQUENCE {


dL-COUNTValue

COUNTValueForPDCP-SN12,


iE-Extension

ProtocolExtensionContainer { {DRBStatusDL12-ExtIEs} }

OPTIONAL,


...

}

DRBStatusDL12-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

DRBStatusDL18 ::= SEQUENCE {


dL-COUNTValue

COUNTValueForPDCP-SN18,


iE-Extension

ProtocolExtensionContainer { {DRBStatusDL18-ExtIEs} }

OPTIONAL,


...

}

DRBStatusDL18-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

DRBStatusUL ::= CHOICE {


dRBStatusUL12


DRBStatusUL12,


dRBStatusUL18


DRBStatusUL18,

choice-Extensions

ProtocolIE-SingleContainer { {DRBStatusUL-ExtIEs} }

}

DRBStatusUL-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
DRBStatusUL12 ::= SEQUENCE {


uL-COUNTValue




COUNTValueForPDCP-SN12,


receiveStatusOfUL-PDCP-SDUs

BIT STRING (SIZE(1..2048))





OPTIONAL,


iE-Extension

ProtocolExtensionContainer { {DRBStatusUL12-ExtIEs} }

OPTIONAL,


...

}

DRBStatusUL12-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

DRBStatusUL18 ::= SEQUENCE {


uL-COUNTValue




COUNTValueForPDCP-SN18,


receiveStatusOfUL-PDCP-SDUs

BIT STRING (SIZE(1..131072))




OPTIONAL,


iE-Extension

ProtocolExtensionContainer { {DRBStatusUL18-ExtIEs} }

OPTIONAL,


...

}

DRBStatusUL18-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

DRBsToQosFlowsMappingList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToQosFlowsMappingItem

DRBsToQosFlowsMappingItem ::= SEQUENCE {


dRB-ID







DRB-ID,


associatedQosFlowList



AssociatedQosFlowList,


iE-Extensions

ProtocolExtensionContainer { {DRBsToQosFlowsMappingItem-ExtIEs} }

OPTIONAL,


...

}

DRBsToQosFlowsMappingItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Dynamic5QIDescriptor ::= SEQUENCE {


priorityLevelQos


PriorityLevelQos,


packetDelayBudget


PacketDelayBudget,


packetErrorRate



PacketErrorRate,

fiveQI





FiveQI












OPTIONAL,

delayCritical



DelayCritical










OPTIONAL,


averagingWindow



AveragingWindow










OPTIONAL,


maximumDataBurstVolume

MaximumDataBurstVolume








OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {Dynamic5QIDescriptor-ExtIEs} }
OPTIONAL,


...

}

Dynamic5QIDescriptor-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- E

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
