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	Reason for change:
	The 25.461 dependency between RAN3 and RAN4 is only a result of the fact that 25.461 contains a copy of the operating band tables defined in RAN4 specifications (instead of a reference to the band tables in the RAN4 specifications).

The easiest way to address this dependency would be to just replace the current operating band table in 25.461 with references to the RAN4 specifications that define the operating band tables. 

This would remove the need to update 25.461 every time a new operating band is added by RAN4, regardless of the RAT type for the operating band.

	
	

	Summary of change:
	Replace the oprating bands table with references to the RAN4 specifications defining the operating bands.

	
	

	Consequences if not approved:
	Dependancy with RAN4 band updates will remain
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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

●
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

●
For a specific reference, subsequent revisions do not apply.

●
For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 25.462: "UTRAN Iuant interface: Signalling transport".

[2]
ISO/IEC 8482 (1993-12): "Information technology - Telecommunications and information exchange between systems - Twisted pair multipoint interconnections".

[3]
TIA/EIA TSB89: "Application guidelines for TIA/EIA-485-A".
[x]
3GPP TS 25.101: "Technical Specification Group Radio Access Network; User Equipment (UE) radio transmission and reception (FDD)"

[x+1]
3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception"

[x+2]
3GPP TS 38.101: "NR; User Equipment (UE) radio transmission and reception (FDD)"

4.3.7
Operating bands

A UTRA/FDD BS, UTRA/TDD BS, E-UTRA BS, NR BS or antenna modem is designed to operate in one or several of the operating bands defined in TS 25.101 [x], TS 36.101 [x+1] and TS 38.101 [x+2].

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	









The operating bands of the BS modem or antenna modem shall be declared by the manufacturer.

