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	First change, omitted text not changed


9.3.4.4
PDU Session Resource Modify Response Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DL NG-U UP TNL Modify List
	
	0..1
	
	

	>DL NG-U UP TNL Modify Item
	
	1..<maxnoofMultiConnectivities>
	
	

	>>DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.

	>>UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node.

	QoS Flow Add or Modify Response List
	
	0..1
	
	

	>QoS Flow Add or Modify Response Item
	
	1..<maxnoofQoSFlows>
	
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	

	Additional QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information
9.3.2.8 
	NG-RAN node endpoint of the additional NG-U transport bearer, for delivery of DL PDUs for split PDU session.

	QoS Flow Failed to Add or Modify List
	O
	
	QoS Flow List

9.3.1.13
	


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofMultiConnectivities
	Maximum no. of connectivity allowed for a UE. Value is 4. The current version of the specification supports up to 2 connectivity.


	Unchanged Part Omit


9.3.4.6
PDU Session Resource Modify Indication Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DL UP TNL Information
	O
	
	UP TNL Information

9.3.2.1
	One or multiple NG-RAN Transport Layer Information

	DL NG-U UP TNL Modify List
	
	0..1
	
	

	>DL NG-U UP TNL Modify Item
	
	1..<maxnoofMultiConnectivities>
	
	

	>>DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.

	>>UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node.


	Range bound
	Explanation

	maxnoofMultiConnectivities
	Maximum no. of connectivity allowed for a UE. Value is 4. The current version of the specification supports up to 2 connectivity.


	Unchanged Part Omit


PDUSessionResourceModifyResponseTransfer ::= SEQUENCE {





DL-NGU-UP-TNLModifyList



DL-NGU-UP-TNLModifyList










OPTIONAL,

qosFlowAddOrModifyResponseList


QosFlowAddOrModifyResponseList









OPTIONAL,


additionalQosFlowPerTNLInformation

QosFlowPerTNLInformation










OPTIONAL,


qosFlowFailedToAddOrModifyList

QosFlowList















OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyResponseTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

<Skip unchanged part>
PDUSessionResourceModifyIndicationTransfer ::= SEQUENCE {


dL-UP-TNLInformation

UP-TNLInformation















OPTIONAL,


DL-NGU-UP-TNLModifyList


DL-NGU-UP-TNLModifyList










OPTIONAL,
iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyIndicationTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyIndicationTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

	Unchanged Part Omit


9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

<Skip unchanged part>
-- D

DL-NGU-UP-TNLModifyList ::= SEQUENCE (SIZE(0..maxnoofMultiConnectivities)) OF DL-NGU-UP-TNLModifyItem

DL-NGU-UP-TNLModifyItem ::= SEQUENCE {


uL-NGU-UP-TNLInformation

UPTransportLayerInformation,


dL-NGU-UP-TNLInformation

UPTransportLayerInformation,


iE-Extensions

ProtocolExtensionContainer { {DL-NGU-UP-TNLModifyItem-ExtIEs} } OPTIONAL,


...

}

DL-NGU-UP-TNLModifyItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

	End of change


