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1
Introduction

This document discusses the RRC container in the SN MODIFICATION CONFIRM message. It is proposed to correct the Semantics description for this container.
2
Discussion
For the SN initiated Modification procedure, if the UE applies the new configuration and sends the MN RRC reconfiguration complete message, the MN sends SN MODIFICATION CONFIRM message carrying SN RRC reconfiguration complete to the SN, it is reflected in the below figure, step 6 in TS37.340.
SN initiated SN Modification with MN involvement
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Figure 10.3.2-2: SN Modification procedure - SN initiated with MN involvement
But in TS38.423, The container in S-NODE MODIFICATION CONFIRM message is described that this container includes the CG-ConfigInfo IE. It is mistaking the LTE SENB MODIFICATION CONFIRM style. In EN-DC and MR-DC with 5GC, the MN forwards the encoded NR RRC message to the SN in the modification confirm message. Therefore the correction CR is provided in R3-190431. It is proposed to agree the correction CR. 
9.1.2.9
S-NODE MODIFICATION CONFIRM
This message is sent by the M-NG-RAN node to inform the S-NG-RAN node about the successful modification.

Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	ignore

	PDU sessions Admitted To Be Modified List
	
	0..1
	
	
	YES
	ignore

	……
	
	
	
	
	
	

	PDU sessions Released List
	
	0..1
	
	
	YES
	ignore

	……
	
	
	
	
	
	

	M-NG-RAN node to S-NG-RAN node Container 
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2 of TS 38.331 [10] or the SCG-ConfigInfo message as defined in subclause 10.2.2 of TS 36.331 [14].
	YES
	ignore

	Additional DRB IDs
	O
	
	DRB List

9.2.1.29
	Indicates additional list of DRB IDs that the S-NG-RAN node may use for SN-terminated bearers.
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore


Proposal 1 It is proposed to agree the correction CR. 
3
Conclusion:
This document discussed RRC container in the SN MODIFICATION CONFIRM message and it is proposed to agree the correction CR in R3-190431.
4
Reference:
[1] TS37.340
[2] TS38.423

[3] R3-190431 Correction for RRC container in SN MODIFICATION CONFIRM message Samsung
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