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5.4
Elementary procedures

5.4.1
Transfer of DL PDU Session Information 
5.4.1.1
Successful operation

The purpose of the Transfer of DL PDU Session Information procedure is to send control information elements related to the PDU Session from UPF/NG-RAN to NG-RAN. 

A PDU Session user plane instance making use of the Transfer of DL PDU Session Information procedure is associated to a single PDU Session. The Transfer of DL PDU Session Information procedure may be invoked whenever packets for that particular PDU Session need to be transferred across the related interface instance.

The DL PDU SESSION INFORMATION frame includes a QoS Flow Identifier (QFI) field associated with the transferred packet. The NG-RAN shall use the received QFI to determine the QoS flow and QoS profile which are associated with the received packet. 
The DL PDU SESSION INFORMATION frame including a QFI field shall be sent with the End Marker for data forwarding between 5GS and EPS as specified in [3].
/****Skip the unchanged****/
	Next change


5.4.2
Transfer of UL PDU Session Information 
5.4.2.1
Successful operation

The purpose of the Transfer of UL PDU Session Information procedure is to send control information elements related to the PDU Session from NG-RAN to UPF. 

An UL PDU Session user plane instance making use of the Transfer of UL PDU Session Information procedure is associated to a single PDU Session. The Transfer of UL PDU Session Information procedure may be invoked whenever packets for that particular PDU Session need to be transferred across the related interface instance.

The UL PDU SESSION INFORMATION frame includes a QoS Flow Identifier (QFI) field associated with the transferred packet.
The UL PDU SESSION INFORMATION frame including a QFI field shall be sent with the End Marker for data forwarding between 5GS and EPS as specified in [3].
/****Skip the unchanged****/
	Next change


5.5.3.3
QoS Flow Identifier (QFI)

Description: When present this parameter indicates the QoS Flow Identifier of the QoS flow to which the transferred packet belongs, or with which the transferred End Marker associates. 
Value range: {0..26-1}. 
Field length: 6 bits.
	End of change


