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<<<<<< FIRST CHANGE >>>>>>
8.4
RRC Message Transfer procedures
8.4.1
Initial UL RRC Message Transfer

8.4.1.1
General

The purpose of the Initial UL RRC Message Transfer procedure is to transfer the initial RRC message to the gNB-CU. The procedure uses non-UE-associated signaling.
8.4.1.2
Successful operation
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Figure 8.4.1.2-1: Initial UL RRC Message Transfer procedure.

The establishment of the UE-associated logical F1-connection shall be initiated as part of the procedure.

If the DU to CU RRC Container IE is not included in the INITIAL UL RRC MESSAGE TRANSFER, the gNB-CU should reject the UE under the assumption that the gNB-DU is not able to serve such UE. If the gNB-DU is able to serve the UE, the gNB-DU shall include the DU to CU RRC Container IE.

If the SUL Access Indication IE is included in the INITIAL UL RRC MESSAGE TRANSFER, the gNB-CU shall consider that the UE has performed access on SUL carrier.
8.4.1.3
Abnormal Conditions

Not applicable.

<<<<<< NEXT CHANGE >>>>>>
9.2.3
RRC Message Transfer messages
9.2.3.1
INITIAL UL RRC MESSAGE TRANSFER

This message is sent by the gNB-DU to transfer the initial layer 3 message to the gNB-CU over the F1 interface.

Direction: gNB-DU (gNB-CU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	NR CGI
	M
	
	9.3.1.12
	NG-RAN Cell Global Identifier (NR CGI)
	YES
	reject

	C-RNTI
	M
	
	9.3.1.32
	C-RNTI allocated at the gNB-DU
	YES
	reject

	RRC-Container
	M
	
	9.3.1.6
	Includes the UL-CCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8].
	YES
	reject

	DU to CU RRC Container
	O
	
	OCTET STRING 
	CellGroupConfig IE as defined in subclause 6.3.2 in TS 38.331 [8]. Required at least to carry SRB1 configuration
	YES
	reject

	SUL Access Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	Ignore


<<<<<< NEXT CHANGE >>>>>>
-- **************************************************************
--

-- INITIAL UL RRC Message Transfer

--

-- **************************************************************

InitialULRRCMessageTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ InitialULRRCMessageTransferIEs}},


...

}

InitialULRRCMessageTransferIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-DU-UE-F1AP-ID

CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID


PRESENCE mandatory
}|


{ ID id-NRCGI




CRITICALITY reject
TYPE NRCGI





PRESENCE mandatory
}|


{ ID id-C-RNTI




CRITICALITY reject
TYPE C-RNTI





PRESENCE mandatory
}|


{ ID id-RRCContainer



CRITICALITY reject
TYPE RRCContainer



PRESENCE mandatory
}|


{ ID id-DUtoCURRCContainer

CRITICALITY reject
TYPE DUtoCURRCContainer


PRESENCE optional
}|


{ ID id-SULAccessIndication

CRITICALITY ignore
TYPE SULAccessIndication

PRESENCE optional
}|

{ ID id-TransactionID


CRITICALITY ignore
TYPE TransactionID



PRESENCE mandatory
},


...

}

<<<<<< END OF CHANGES >>>>>>
