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[bookmark: _Toc534720214]8.2.3	PDU Session Resource Modify
[bookmark: _Toc534720215]8.2.3.1	General
The purpose of the PDU Session Resource Modify procedure is to enable configuration modifications of already established PDU session(s) for a given UE. It is also to enable the setup, modification and release of the QoS flow for already established PDU session(s). The procedure uses UE-associated signalling.
[bookmark: _Toc534720216]8.2.3.2	Successful Operation


Figure 8.2.3.2-1: PDU session resource modify: successful operation
<Unchanged Text Omitted>
If the RAN Paging Priority IE is included in the PDU SESSION RESOURCE MODIFY REQUEST message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
For each PDU session which associates with a default S-NSSAI after EPS to 5GC handover, if the S-NSSAI IE is included in the PDU Session Resource Modify Request Item IE contained in the PDU SESSION RESOURCE MODIFY REQUEST message, the NG-RAN node shall replace the previously provided S-NSSAI by the received S-NSSAI for the concerned PDU session.
For each PDU session, if the Network Instance IE is included in the PDU Session Resource Modify Request Transfer IE contained in the PDU SESSION RESOURCE MODIFY REQUEST message, the NG-RAN node shall, if supported, use it as specified in TS 23.501 [9].
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[bookmark: _Toc534720448]9.2.1.5	PDU SESSION RESOURCE MODIFY REQUEST
This message is sent by the AMF and is used to request the NG-RAN node to enable modifications of already established PDU session resources for a given UE.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	RAN Paging Priority
	O 
	
	9.3.3.15
	
	YES
	ignore

	PDU Session Resource Modify Request List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Modify Request Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>NAS-PDU
	O
	
	9.3.3.4
	
	-
	

	>>PDU Session Resource Modify Request Transfer 
	M
	
	OCTET STRING
	Containing the PDU Session Resource Modify Request Transfer IE specified in subclause 9.3.4.3.
	-
	

	>>S-NSSAI 
	O
	
	9.3.1.24
	Only valid for inter-system handover for home-routed roaming scenario for this protocol version.
	YES
	reject



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.
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