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	*********First change**********


8.4.x
AMF Mobility
8.4.x.1
General

The purpose of the AMF Mobility procedure is to indicate to the NG-RAN node that UE’s AMF has changed. The procedure uses UE-associated signalling.

8.4.x.2
Successful Operation
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Figure 8.4.x.2-1:AMF mobility: successful operation

The AMF initiates the procedure by sending an AMF MOBILITY REQUEST to the NG-RAN node. 
Upon receipt of the INITIAL CONTEXT SETUP REQUEST message the NG-RAN node shall release the logical NG-connection towards an AMF identified by the Old AMF IE and consider this the “first message”.

	*********Next change**********


9.2.3.x
AMF MOBILITY REQUEST

This message is sent by the AMF to request the NG-RAN node to create a new UE association and to release the UE association with the old AMF.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	Old AMF
	O
	
	AMF Name

9.3.3.22
	
	YES
	reject


	*********Next change**********


9.2.3.y
AMF MOBILITY RESPONSE

This message is sent by the NG-RAN node to confirm the UE mobility from the old AMF.
Direction: NG-RAN node ( AMF

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	*********End of changes**********
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