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8.1
Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs.

Table 8.1-1: Class 1 Elementary Procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Handover Preparation
	HANDOVER REQUEST
	HANDOVER REQUEST ACKNOWLEDGE
	HANDOVER PREPARATION FAILURE

	Retrieve UE Context
	RETRIEVE UE CONTEXT REQUEST
	RETRIEVE UE CONTEXT RESPONSE
	RETRIEVE UE CONTEXT FAILURE

	S-NG-RAN node Addition Preparation
	S-NODE ADDITION REQUEST
	S-NODE ADDITION REQUEST ACKNOWLEDGE
	S-NODE ADDITION REQUEST REJECT

	M-NG-RAN node initiated S-NG-RAN node Modification Preparation
	S-NODE MODIFICATION REQUEST
	S-NODE MODIFICATION REQUEST ACKNOWLEDGE
	S-NODE MODIFICATION REQUEST REJECT

	S-NG-RAN node initiated S-NG-RAN node Modification
	S-NODE MODIFICATION REQUIRED
	S-NODE MODIFICATION CONFIRM
	S-NODE MODIFICATION REFUSE

	S-NG-RAN node initiated S-NG-RAN node CHANGE
	S-NODE CHANGE REQUIRED
	S-NODE CHANGE CONFIRM
	S-NODE CHANGE REFUSE

	M-NG-RAN node initiated S-NG-RAN node Release
	S-NODE RELEASE REQUEST
	S-NODE RELEASE REQUEST ACKNOWLEDGE
	S-NODE RELEASE REJECT

	S-NG-RAN node initiated S-NG-RAN node Release
	S-NODE RELEASE REQUIRED
	S-NODE RELEASE CONFIRM
	

	Xn Setup 
	XN SETUP REQUEST
	XN SETUP RESPONSE
	XN SETUP FAILURE

	NG-RAN node Configuration Update
	NG-RAN NODE CONFIGURATION UPDATE
	NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE
	NG-RAN NODE CONFIGURATION UPDATE FAILURE

	Cell Activation
	CELL ACTIVATION REQUEST
	CELL ACTIVATION RESPONSE
	CELL ACTIVATION FAILURE

	Reset
	RESET REQUEST
	RESET RESPONSE
	

	Xn Removal
	Xn REMOVAL REQUEST
	Xn REMOVAL RESPONSE
	Xn REMOVAL FAILURE

	E-UTRA - NR Cell Resource Coordination
	E-UTRA - NR CELL RESOURCE COORDINATION REQUEST
	E-UTRA - NR CELL RESOURCE COORDINATION RESPONSE
	


Table 8.1-2: Class 2 Elementary Procedures

	Elementary Procedure
	Initiating Message

	Handover Cancel
	HANDOVER CANCEL

	SN Status Transfer
	SN STATUS TRANSFER

	RAN Paging
	RAN PAGING

	Xn-U Address Indication
	XN-U ADDRESS INDICATION

	S-NG-RAN node Reconfiguration Completion
	S-NODE RECONFIGURATION COMPLETE

	S-NG-RAN node Counter Check
	S-NODE COUNTER CHECK REQUEST

	UE Context Release
	UE CONTEXT RELEASE

	RRC Transfer
	RRC TRANSFER

	Error Indication
	ERROR INDICATION

	Notification Control Indication
	NOTIFICATION CONTROL INDICATION

	Activity Notification
	ACTIVITY NOTIFICATION

	Secondary RAT Data Usage Report
	SECONDARY RAT DATA USAGE REPORT

	Load Indication
	LOAD INFORMATION


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
8.4.x
Load Indication

8.4.x.1
General

The purpose of the Load Indication procedure is to transfer interference co-ordination information between NG-RAN nodes controlling inter-frequency neighbouring cells for TDD.
The procedure uses non UE-associated signalling.
8.4.x.2
Successful Operation
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Figure 8.4.x.2-1: Load Indication, successful operation.

A NG-RAN node1 initiates the procedure by sending LOAD INFORMATION message to a peer NG-RAN node2.
If the Intended DL-UL Configuration IE is included in the LOAD INFORMATION message, it indicates the DL-UL configuration intended to be used by the indicated cell. The receiving NG-RAN node may take such information into account when setting its scheduling policy and shall consider the received Intended DL-UL Configuration IE value valid until reception of a new LOAD INFORMATION message carrying an update of the same IE. If the DL Symbols IE and/or the UL Symbols IE is/are included in the Intended DL-UL Configuration IE, the receiving NG-RAN node shall interpret that the symbols which this information does not indicate are unused.
8.4.x.3
Unsuccessful Operation

Not applicable.

8.4.x.4
Abnormal Conditions

Void.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.1.3.x
LOAD INFORMATION

This message is sent by NG-RAN node1 to neighboring NG-RAN nodes to transfer interference co-ordination information.

Direction: NG-RAN node1 ( NG-RAN node2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Cell Information List
	
	1
	
	
	YES
	reject

	>Cell Information Item
	
	1 .. <maxnoofCellsinNG-RANnode>
	
	
	
	

	>>NR CGI
	M
	
	9.2.2.7
	
	–
	

	>>Intended DL-UL Configuration
	O
	
	9.2.3.x
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by an NG-RAN node.

Value is 16384.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.3.x
Intended DL-UL Configuration
This IE indicates DL-UL configuration intended to be used.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Reference SCS
	O
	
	ENUMERATED (scs15, scs30, scs60, scs120, …)
	This values scs15, scs30, scs60 and scs120 corresponds to the sub carrier spacing in TS 38.104 [24].

	TDD-DL-UL Pattern
	
	1 .. <maxnoofPatterns>
	
	

	>Common TDD-DL-UL Configuration
	
	0.. 1
	
	

	>>Pattern Periodicity
	M
	
	ENUMRATED (ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms5, ms10)
	This IE is defined TS 38.331 [10].

	>>DL Slots
	O
	
	INTEGER (1..80, …)
	Number of consecutive full DL slots at the beginning of each DL-UL pattern.

	>>DL Symbols
	O
	
	INTEGER (1..13)
	Number of consecutive DL symbols in the beginning of the slot following the last full DL slot.

	>>UL Slots
	O
	
	INTEGER (1..80, …)
	Number of consecutive full UL slots at the end of each DL-UL pattern.

	>>UL Symbols
	O
	
	INTEGER (1..13)
	Number of consecutive UL symbols in the end of the slot preceding the first full UL slot.

	>Flexible TDD-DL-UL Configuration
	
	0.. 1
	
	

	>>RACH Periodicity
	M
	
	ENUMRATED (ms5, ms10, ms20, ms40, ms80, ms160)
	This IE is defined TS 38.211 [xx].

	>>Slot Index
	
	1 .. <maxnoofSlots>
	
	

	>>>CHOICE Symbol UL-DL Region Indication
	M
	
	
	

	>>>>All Symbols
	
	
	
	

	>>>>>DL-UL Direction
	M
	
	ENUMERATED (DL, UL)
	Indicate whether all symbols in this slot are used for downlink or uplink.

	>>>>Partial Symbols
	
	
	
	

	>>>>>DL Symbols
	O
	
	INTEGER (1..13)
	Number of consecutive DL symbols in the beginning of the slot identified by slot index.

	>>>>>UL Symbols
	O
	
	INTEGER (1..13)
	Number of consecutive UL symbols in the end of the slot identified by slot index.


	Range bound
	Explanation

	maxnoofPatterns
	Maximum no. of concatenated TDD DL-UL patterns which can be configured. Value is 2.

	maxnoofSlots
	Maximum no. of slots corresponding to flexible resources. Value is 80.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.3
Elementary Procedure Definitions

-- ASN1START

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

XnAP-PDU-Descriptions {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM XnAP-CommonDataTypes


HandoverRequest,


HandoverRequestAcknowledge,


HandoverPreparationFailure,


SNStatusTransfer,


UEContextRelease,


HandoverCancel,


NotificationControlIndication,


RANPaging,


RetrieveUEContextRequest,


RetrieveUEContextResponse,


RetrieveUEContextFailure,


XnUAddressIndication,


SecondaryRATDataUsageReport,


SNodeAdditionRequest,


SNodeAdditionRequestAcknowledge,


SNodeAdditionRequestReject,


SNodeReconfigurationComplete,


SNodeModificationRequest,


SNodeModificationRequestAcknowledge,


SNodeModificationRequestReject,


SNodeModificationRequired,


SNodeModificationConfirm,


SNodeModificationRefuse,


SNodeReleaseRequest,


SNodeReleaseRequestAcknowledge,


SNodeReleaseReject,


SNodeReleaseRequired,


SNodeReleaseConfirm,


SNodeCounterCheckRequest,


SNodeChangeRequired,


SNodeChangeConfirm,


SNodeChangeRefuse,


RRCTransfer,


XnRemovalRequest,


XnRemovalResponse,


XnRemovalFailure,


XnSetupRequest,


XnSetupResponse,


XnSetupFailure,


NGRANNodeConfigurationUpdate,


NGRANNodeConfigurationUpdateAcknowledge,


NGRANNodeConfigurationUpdateFailure,


E-UTRA-NR-CellResourceCoordinationRequest,


E-UTRA-NR-CellResourceCoordinationResponse,


ActivityNotification,


CellActivationRequest,


CellActivationResponse,


CellActivationFailure,


ResetRequest,


ResetResponse,


ErrorIndication,

LoadInformation,

PrivateMessage

FROM XnAP-PDU-Contents


id-handoverPreparation,


id-sNStatusTransfer,


id-handoverCancel,


id-notificationControl,


id-retrieveUEContext,


id-rANPaging,


id-xnUAddressIndication,


id-uEContextRelease,


id-secondaryRATDataUsageReport,


id-sNGRANnodeAdditionPreparation,


id-sNGRANnodeReconfigurationCompletion,


id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation,


id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation,


id-mNGRANnodeinitiatedSNGRANnodeRelease,


id-sNGRANnodeinitiatedSNGRANnodeRelease,


id-sNGRANnodeCounterCheck,


id-sNGRANnodeChange,


id-activityNotification,


id-rRCTransfer,


id-xnRemoval,


id-xnSetup,


id-nGRANnodeConfigurationUpdate,


id-e-UTRA-NR-CellResourceCoordination,


id-cellActivation,


id-reset,


id-errorIndication,

id-loadIndication,

id-privateMessage

FROM XnAP-Constants;

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

XNAP-ELEMENTARY-PROCEDURES XNAP-ELEMENTARY-PROCEDURE ::= {


XNAP-ELEMENTARY-PROCEDURES-CLASS-1


|


XNAP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

XNAP-ELEMENTARY-PROCEDURES-CLASS-1 XNAP-ELEMENTARY-PROCEDURE ::= {


handoverPreparation









|

retrieveUEContext









|


sNGRANnodeAdditionPreparation






|


mNGRANnodeinitiatedSNGRANnodeModificationPreparation
|


sNGRANnodeinitiatedSNGRANnodeModificationPreparation
|


mNGRANnodeinitiatedSNGRANnodeRelease




|


sNGRANnodeinitiatedSNGRANnodeRelease




|


sNGRANnodeChange









|


xnRemoval











|


xnSetup












|


nGRANnodeConfigurationUpdate






|


e-UTRA-NR-CellResourceCoordination





|


cellActivation










|


reset












,


...

}

XNAP-ELEMENTARY-PROCEDURES-CLASS-2 XNAP-ELEMENTARY-PROCEDURE ::= {


sNStatusTransfer





|


handoverCancel






|


rANPaging







|


xnUAddressIndication




|


uEContextRelease





|


sNGRANnodeReconfigurationCompletion

|


sNGRANnodeCounterCheck




|


rRCTransfer







|


errorIndication






|


privateMessage






|


notificationControl





|


activityNotification




|


secondaryRATDataUsageReport



|

loadIndication






,

...
}

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

handoverPreparation
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverRequest


SUCCESSFUL OUTCOME

HandoverRequestAcknowledge


UNSUCCESSFUL OUTCOME
HandoverPreparationFailure


PROCEDURE CODE


id-handoverPreparation


CRITICALITY



reject

}

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
privateMessage


XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


PROCEDURE CODE


id-privateMessage


CRITICALITY



ignore

}

secondaryRATDataUsageReport
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SecondaryRATDataUsageReport


PROCEDURE CODE


id-secondaryRATDataUsageReport


CRITICALITY



reject

}

loadIndication
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LoadInformation

PROCEDURE CODE


id-loadIndication

CRITICALITY



ignore
}
END
-- ASN1STOP

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for XnAP.

--

-- **************************************************************

XnAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ActivationIDforCellActivation,


ActivationIDforCellActivation,


AMF-Set-Information,


AMF-UE-NGAP-ID,


AS-SecurityInformation,


AssistanceDataForRANPaging,


BitRate,


Cause,


CellAssistanceInfo-NR,


CPTransportLayerInformation,


TNLA-To-Add-List,


TNLA-To-Update-List,


TNLA-To-Remove-List,


TNLA-Setup-List,


TNLA-Failed-To-Setup-List,

CriticalityDiagnostics,


XnUAddressInfoperPDUSession-List,


DataTrafficResourceIndication,


DeliveryStatus,


DesiredActNotificationLevel,


DRB-ID,


DRB-List,


DRB-Number,


DRBsSubjectToStatusTransfer-List,

DRBToQoSFlowMapping-List,

E-UTRA-CGI,


ExpectedUEBehaviour,


GlobalNG-RANNode-ID,


GlobalNG-RANCell-ID,


GUAMI,


I-RNTI,


LocationInformationSNReporting,

LocationReportingInformation,


LowerLayerPresenceStatusChange,


MR-DC-ResourceCoordinationInfo,


ServedCells-E-UTRA,


ServedCells-NR,


ServedCellsToUpdate-E-UTRA,


ServedCellsToUpdate-NR,


MAC-I,


MaskedIMEISV,


MobilityRestrictionList,


NG-RAN-Cell-Identity,


NG-RANnodeUEXnAPID,


NR-CGI,


PagingDRX,


PagingPriority,


PLMN-Identity,

PDCPChangeIndication,


PDUSessionAggregateMaximumBitRate,

PDUSession-ID,


PDUSession-List,


PDUSession-List-withCause,


PDUSession-List-withDataForwardingFromTarget,


PDUSession-List-withDataForwardingRequest,


PDUSessionResourcesAdmitted-List,


PDUSessionResourcesNotAdmitted-List,


PDUSessionResourcesToBeSetup-List,


PDUSessionResourceChangeRequiredInfo-SNterminated,


PDUSessionResourceChangeRequiredInfo-MNterminated,


PDUSessionResourceChangeConfirmInfo-SNterminated,


PDUSessionResourceChangeConfirmInfo-MNterminated,


PDUSessionResourceSecondaryRATUsageList,


PDUSessionResourceSetupInfo-SNterminated,


PDUSessionResourceSetupInfo-MNterminated,


PDUSessionResourceSetupResponseInfo-SNterminated,


PDUSessionResourceSetupResponseInfo-MNterminated,


PDUSessionResourceModificationInfo-SNterminated,


PDUSessionResourceModificationInfo-MNterminated,


PDUSessionResourceModificationResponseInfo-SNterminated,


PDUSessionResourceModificationResponseInfo-MNterminated,


PDUSessionResourceModConfirmInfo-SNterminated,


PDUSessionResourceModConfirmInfo-MNterminated,


PDUSessionResourceModRqdInfo-SNterminated,


PDUSessionResourceModRqdInfo-MNterminated,


PDUSessionType,


QoSFlowIdentifier,


QoSFlowNotificationControlIndicationInfo,


QoSFlows-List,


RANPagingArea,


ResetRequestTypeInfo,

ResetResponseTypeInfo,


RFSP-Index,


RRCConfigIndication,


RRCResumeCause,


SCGConfigurationQuery,


SecurityIndication,


ServedCells-NR,


S-NG-RANnode-SecurityKey,


SpectrumSharingGroupID,


SplitSRBsTypes,

S-NSSAI,


TAISupport-List,

Target-CGI,


TimeToWait,

TraceActivation,


TraceActivation,

UEAggregateMaximumBitRate,


UEContextID,


UEContextInfoRetrUECtxtResp,


UEContextKeptIndicator,

UEHistoryInformation,

UEIdentityIndexValue,


UERANPagingIdentity,


UESecurityCapabilities,


UPTransportLayerInformation,


UserPlaneTrafficActivityReport,

XnBenefitValue,

CellInformation-List
FROM XnAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


XNAP-PRIVATE-IES,


XNAP-PROTOCOL-EXTENSION,


XNAP-PROTOCOL-IES,


XNAP-PROTOCOL-IES-PAIR

FROM XnAP-Containers


id-ActivatedServedCells,


id-ActivationIDforCellActivation,


id-AdditionalDRBIDs,

id-AMF-Set-Information,


id-AssistanceDataForRANPaging,


id-AvailableDRBIDs,


id-Cause,


id-cellAssistanceInfo-NR,


id-ConfigurationUpdateInitiatingNodeChoice,


id-UEContextID,


id-CriticalityDiagnostics,


id-XnUAddressInfoperPDUSession-List,


id-DesiredActNotificationLevel,


id-DRBsSubjectToStatusTransfer-List,


id-ExpectedUEBehaviour,


id-GlobalNG-RAN-node-ID,


id-GUAMI,


id-indexToRatFrequSelectionPriority,


id-List-of-served-cells-E-UTRA,


id-List-of-served-cells-NR,


id-LocationInformationSNReporting,


id-LocationReportingInformation,

id-MAC-I,


id-MaskedIMEISV,


id-MN-to-SN-Container,

id-MobilityRestrictionList,

id-M-NG-RANnodeUEXnAPID,


id-new-NG-RAN-Cell-Identity,


id-newNG-RANnodeUEXnAPID,


id-oldNG-RANnodeUEXnAPID,


id-OldtoNewNG-RANnodeResumeContainer,


id-PagingDRX,


id-PagingPriority,


id-PCellID,


id-PDUSessionResourceSecondaryRATUsageList,


id-PDUSessionResourcesActivityNotifyList,

id-PDUSessionResourcesAdmitted-List,


id-PDUSessionResourcesNotAdmitted-List,


id-PDUSessionResourcesNotifyList,


id-PDUSessionToBeAddedAddReq,


id-PDUSessionToBeReleased-RelReqAck,


id-PDUSession-List-withDataForwardingRequest,


id-RANPagingArea,


id-requestedSplitSRB,


id-RequiredNumberOfDRBIDs,


id-ResetRequestTypeInfo,


id-ResetResponseTypeInfo,


id-RespondingNodeTypeConfigUpdateAck,


id-RRCResumeCause,


id-selectedPLMN,

id-ServedCellsToActivate,


id-servedCellsToUpdate-E-UTRA,


id-ServedCellsToUpdateInitiatingNodeChoice,


id-servedCellsToUpdate-NR,


id-sourceNG-RANnodeUEXnAPID,


id-SpareDRBIDs,

id-S-NG-RANnodeMaxIPDataRate-UL,


id-S-NG-RANnodeMaxIPDataRate-DL,

id-S-NG-RANnodeUEXnAPID,


id-TAISupport-list,


id-Target2SourceNG-RANnodeTranspContainer,


id-targetCellGlobalID,


id-targetNG-RANnodeUEXnAPID,


id-TimeToWait,


id-TNLA-To-Add-List,


id-TNLA-To-Update-List,


id-TNLA-To-Remove-List,


id-TNLA-Setup-List,


id-TNLA-Failed-To-Setup-List,


id-TraceActivation,


id-TraceActivation,


id-UEContextInfoHORequest,


id-UEContextInfoRetrUECtxtResp,


id-UEContextKeptIndicator,

id-UEContextRefAtSN-HORequest,


id-UEHistoryInformation,

id-UEIdentityIndexValue,


id-UERANPagingIdentity,


id-UESecurityCapabilities,

id-UserPlaneTrafficActivityReport,

id-XnRemovalThreshold,


id-PDUSessionAdmittedAddedAddReqAck,


id-PDUSessionNotAdmittedAddReqAck,


id-SN-to-MN-Container,


id-admittedSplitSRB,


id-RRCConfigIndication,


id-SplitSRB-RRCTransfer,

id-UEReportRRCTransfer,


id-PDUSessionReleasedList-RelConf,


id-BearersSubjectToCounterCheck,


id-PDUSessionReleasedList-RelConf,


id-PDUSessionToBeReleasedList-RelRqd,


id-ResponseInfo-ReconfCompl,

id-initiatingNodeType-ResourceCoordRequest,


id-respondingNodeType-ResourceCoordResponse,


id-PDUSessionToBeReleased-RelReq,


id-PDUSession-SNChangeRequired-List,


id-PDUSession-SNChangeConfirm-List,


id-PDCPChangeIndication,


id-SCGConfigurationQuery,


id-UEContextInfo-SNModRequest,


id-requestedSplitSRBrelease,


id-PDUSessionAdmitted-SNModResponse,


id-PDUSessionNotAdmitted-SNModResponse,


id-admittedSplitSRB,


id-admittedSplitSRBrelease,


id-PDUSessionAdmittedModSNModConfirm,

id-PDUSessionReleasedSNModConfirm,


id-s-ng-RANnode-SecurityKey,


id-PDUSessionToBeModifiedSNModRequired,


id-S-NG-RANnodeUE-AMBR,


id-PDUSessionToBeReleasedSNModRequired,


id-target-S-NG-RANnodeID,


id-SecurityResult,


id-S-NSSAI,


id-MR-DC-ResourceCoordinationInfo,

id-CellInformation-List,


id-IntendedDLULConfiguration,

maxnoofCellsinNG-RANnode,


maxnoofDRBs,


maxnoofPDUSessions,


maxnoofQoSFlows

FROM XnAP-Constants;

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- **************************************************************

--

-- ERROR INDICATION

--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ErrorIndication-IEs}},


...

}

ErrorIndication-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-oldNG-RANnodeUEXnAPID




CRITICALITY ignore

TYPE NG-RANnodeUEXnAPID






PRESENCE optional }|


{ ID id-newNG-RANnodeUEXnAPID




CRITICALITY ignore

TYPE NG-RANnodeUEXnAPID






PRESENCE optional }|


{ ID id-Cause








CRITICALITY ignore

TYPE Cause










PRESENCE optional }|


{ ID id-CriticalityDiagnostics




CRITICALITY ignore

TYPE CriticalityDiagnostics





PRESENCE optional },


...

}

-- **************************************************************

--

-- LOAD INFORMATION
--

-- **************************************************************

LoadInformation ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{LoadInformation-IEs}},


...

}

LoadInformation-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-CellInformation-List





CRITICALITY ignore

TYPE CellInformation-List






PRESENCE optional },


...

}

-- **************************************************************

--

-- PRIVATE MESSAGE

--

-- **************************************************************

PrivateMessage ::= SEQUENCE {


privateIEs

PrivateIE-Container
{{PrivateMessage-IEs}},


...

}

PrivateMessage-IEs XNAP-PRIVATE-IES ::= {


...

}

END
-- ASN1STOP

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XnAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


id-Additional-UL-NG-U-TNLatUPF-List,


id-SecondarydataForwardingInfoFromTarget-List,

id-LastE-UTRANPLMNIdentity,


id-MaxIPrate-DL,


maxEARFCN,


maxnoofAllowedAreas,


maxnoofAMFSets,


maxnoofAoIs,


maxnoofBPLMNs,


maxnoofCellsinAoI,


maxnoofCellsinNG-RANnode,


maxnoofCellsinRNA,


maxnoofCellsinUEHistoryInfo,


maxnoofCellsUEMovingTrajectory,

maxnoofDRBs,


maxnoofEPLMNs,


maxnoofEUTRABands,

maxnoofForbiddenTACs,


maxnoofMBSFNEUTRA,


maxnoofMultiConnectivityMinusOne,


maxnoofNeighbours,


maxnoofNRCellBands,


maxnoofPDUSessions,


maxnoofPLMNs,


maxnoofProtectedResourcePatterns,


maxnoofQoSFlows,


maxnoofRANAreaCodes,


maxnoofRANAreasinRNA,


maxnoofSCellGroups,


maxnoofSCellGroupsplus1,


maxnoofSliceItems,

maxnoofsupportedTACs,


maxnoofsupportedPLMNs,


maxnoofTAI,


maxnoofTAIsinAoI,


maxnoofTNLAssociations,

maxnoofUEContexts,


maxNRARFCN,


maxNrOfErrors,


maxnoofRANNodesinAoI,


maxnooftimeperiods,


maxnoofPatterns,

maxnoofSlots
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetworkLayer,


transport


CauseTransportLayer,


protocol


CauseProtocol,


misc



CauseMisc,


choice-extension
ProtocolIE-Single-Container { {Cause-ExtIEs} }

}

Cause-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
CellAssistanceInfo-NR
::= CHOICE {


limitedNR-List



SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF NR-CGI,


full-List




ENUMERATED {all-served-cells-NR, ...},


choice-extension


ProtocolIE-Single-Container { {CellAssistanceInfo-NR-ExtIEs} }

}

CellAssistanceInfo-NR-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

CellGroupID ::= INTEGER (0..maxnoofSCellGroups)

CellInformation-List

::= SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF CellInformation-Item

CellInformation-Item

::= SEQUENCE {


nRCGI




NR-CGI,


iE-Extensions


ProtocolExtensionContainer { {CellInformation-Item-ExtIEs} } OPTIONAL,


...

}

CellInformation-Item-ExtIEs
XNAP-PROTOCOL-EXTENSION ::= {


{ ID id-IntendedDLULConfiguration
CRITICALITY
ignore
EXTENSION IntendedDLULConfiguration
PRESENCE optional},


...

}
Connectivity-Support

::= SEQUENCE {


eNDC-Support


ENUMERATED {supported, not-supported, ...},


iE-Extensions


ProtocolExtensionContainer { {Connectivity-Support-ExtIEs} }
OPTIONAL,


...

}

Connectivity-Support-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...
}

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- D

XnUAddressInfoperPDUSession-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF XnUAddressInfoperPDUSession-Item

XnUAddressInfoperPDUSession-Item ::= SEQUENCE {


pduSession-ID


PDUSession-ID,


dataForwardingInfoFromTargetNGRANnode

DataForwardingInfoFromTargetNGRANnode









OPTIONAL,


pduSessionResourceSetupCompleteInfo-SNterm


PDUSessionResourceBearerSetupCompleteInfo-SNterminated

OPTIONAL,

iE-Extension


ProtocolExtensionContainer { { XnUAddressInfoperPDUSession-Item-ExtIEs} }




OPTIONAL,


...

}

XnUAddressInfoperPDUSession-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {

{ ID id-SecondarydataForwardingInfoFromTarget-List
CRITICALITY ignore
EXTENSION SecondarydataForwardingInfoFromTarget-List
PRESENCE optional},


...

}
<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
DeliveryStatus
::= INTEGER (0..4095, ...)

DesiredActNotificationLevel
::= ENUMERATED {none, qos-flow, pdu-session, ue-level, ...}

DLForwarding
::= ENUMERATED {dl-forwarding-proposed, ...}

DLSlots
::= INTEGER (1..80, ...)

DLSymbols ::= INTEGER (1..13)
DRB-ID
::= INTEGER (1..32, ...)

DRB-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRB-ID
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- I

IntendedDLULConfiguration ::= SEQUENCE {


referenceSCS

ReferenceSCS














OPTIONAL,


tddDLULPattern
SEQUENCE (SIZE(1..maxnoofPatterns)) OF TddDLULPattern,


iE-Extensions
ProtocolExtensionContainer { {IntendedDLULConfiguration-ExtIEs} }
OPTIONAL,


...

}

IntendedDLULConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
I-RNTI ::= CHOICE {


i-RNTI-full


BIT STRING (SIZE(40)), 


i-RNTI-short

BIT STRING (SIZE(24)),


choice-extension
ProtocolIE-Single-Container { {I-RNTI-ExtIEs} }
}

I-RNTI-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- P

PacketDelayBudget ::= INTEGER (0..1023, ...)

PacketErrorRate ::= SEQUENCE {


pER-Scalar


PER-Scalar,


pER-Exponent

PER-Exponent,


iE-Extensions

ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }
OPTIONAL,


...

}

PacketErrorRate-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

PER-Scalar ::= INTEGER (0..9, ...)

PER-Exponent ::= INTEGER (0..9, ...)

PacketLossRate ::= INTEGER (0..1000, ...)

PagingDRX
::= ENUMERATED {


v32,


v64,


v128,


v256,


...


}
PagingPriority ::= ENUMERATED {


priolevel1,


priolevel2,


priolevel3,


priolevel4,


priolevel5,


priolevel6,


priolevel7,


priolevel8,


...

}

PatternPeriodicity ::= ENUMERATED {

ms0p5,

ms0p625,

ms1,

ms1p25,

ms2,

ms2p5,

ms5,

ms10
}
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- R

RACHPeriodicity ::= ENUMERATED {

ms5,

ms10,

ms20,

ms40,

ms80,

ms160
}
RANAC ::= INTEGER (0..255)
RANAreaID ::= SEQUENCE {


tAC




TAC,


rANAC



RANAC











OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {RANAreaID-ExtIEs} } 
OPTIONAL,


...

}

RANAreaID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

RANAreaID-List ::= SEQUENCE (SIZE(1..maxnoofRANAreasinRNA)) OF RANAreaID

RANPagingArea ::= SEQUENCE {


pLMN-Identity


PLMN-Identity,


rANPagingAreaChoice

RANPagingAreaChoice,


iE-Extensions


ProtocolExtensionContainer { {RANPagingArea-ExtIEs} } OPTIONAL,


...

}

RANPagingArea-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

RANPagingAreaChoice ::= CHOICE {


cell-List


NG-RAN-Cell-Identity-ListinRANPagingArea,


rANAreaID-List

RANAreaID-List,


choice-extension
ProtocolIE-Single-Container { {RANPagingAreaChoice-ExtIEs} }

}

RANPagingAreaChoice-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

RANPagingAttemptInfo ::= SEQUENCE {


pagingAttemptCount




INTEGER (1..16, ...),


intendedNumberOfPagingAttempts

INTEGER (1..16, ...),


nextPagingAreaScope




ENUMERATED {same, changed, ...}
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {RANPagingAttemptInfo-ExtIEs} } OPTIONAL,


...

}

RANPagingAttemptInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ReferenceID ::= INTEGER (1..64, ...) -- This IE may need to be refined.
ReferenceSCS ::= ENUMERATED {

scs15,

scs30,

scs60,

scs120,

...
}
ReflectiveQoSAttribute ::= ENUMERATED {subject-to-reflective-QoS, ...}

ReportArea ::= ENUMERATED {


cell,


...

}

RequestReferenceID ::= INTEGER (1..64, ...)
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- S

SecondarydataForwardingInfoFromTarget-Item::= SEQUENCE {


SecondarydataForwardingInfoFromTarget



DataForwardingInfoFromTargetNGRANnode,


iE-Extensions

ProtocolExtensionContainer { { SecondarydataForwardingInfoFromTarget-Item-ExtIEs} }
OPTIONAL,


...

}

SecondarydataForwardingInfoFromTarget-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SecondarydataForwardingInfoFromTarget-List ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivityMinusOne)) OF SecondarydataForwardingInfoFromTarget-Item

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
SliceSupport-List
::= SEQUENCE (SIZE(1..maxnoofSliceItems)) OF S-NSSAI

SlotIndex ::= SEQUENCE {


symbolDLULRegionIndication

SymbolDLULRegionIndication,


iE-Extensions




ProtocolExtensionContainer { {SlotIndex-ExtIEs} }
OPTIONAL,


...

}

SlotIndex-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
S-NG-RANnode-SecurityKey ::= BIT STRING (SIZE(256))

S-NSSAI ::= SEQUENCE {


sst





OCTET STRING (SIZE(1)),


sd





OCTET STRING (SIZE(3))






OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {S-NSSAI-ExtIEs} } OPTIONAL,


...

}

S-NSSAI-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

SpecialSubframeInfo-E-UTRA ::= SEQUENCE {


specialSubframePattern
SpecialSubframePatterns-E-UTRA,


cyclicPrefixDL


CyclicPrefix-E-UTRA-DL,


cyclicPrefixUL


CyclicPrefix-E-UTRA-UL,


iE-Extensions


ProtocolExtensionContainer { {SpecialSubframeInfo-E-UTRA-ExtIEs} } OPTIONAL,


...

}

SpecialSubframeInfo-E-UTRA-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

SpecialSubframePatterns-E-UTRA ::= ENUMERATED {


ssp0,


ssp1,

ssp2,

ssp3,


ssp4,


ssp5,


ssp6,


ssp7,


ssp8,

ssp9,

ssp10,

...

}
SpectrumSharingGroupID ::= INTEGER (1..maxnoofCellsinNG-RANnode)

SplitSRBsTypes ::= ENUMERATED {srb1, srb2, srb1and2, ...}

SUL-FrequencyBand ::= INTEGER (1..1024)

SUL-Information ::= SEQUENCE {


sulFrequencyInfo


NRARFCN,


sulTransmissionBandwidth
NRTransmissionBandwidth,


iE-Extensions



ProtocolExtensionContainer { {SUL-Information-ExtIEs} } OPTIONAL,


...

}

SUL-Information-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

SupportedSULBandList ::= SEQUENCE (SIZE(1..maxnoofNRCellBands)) OF SupportedSULBandItem
SupportedSULBandItem ::= SEQUENCE {


sulBandItem




SUL-FrequencyBand,


iE-Extensions



ProtocolExtensionContainer { {SupportedSULBandItem-ExtIEs} } OPTIONAL,


...

}

SupportedSULBandItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

SymbolAllDirection ::= ENUMERATED {DL, UL}

SymbolDLULRegionIndication ::= CHOICE {


symbolsAll


SymbolAllDirection,


symbolsPartial

SymbolPartialDirection,


choice-extension

ProtocolIE-Single-Container { {SymbolDLULRegionIndication-ExtIEs} }


...

}

SymbolDLULRegionIndication-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

SymbolPartialDirection ::= SEQUENCE {


dLSymbols


DLSymbols













OPTIONAL,


uLSymbols


ULSymbols













OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {SymbolPartialDirection-ExtIEs} }
OPTIONAL,


...

}

SymbolPartialDirection-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- T

TAC ::= OCTET STRING (SIZE (3))

TAISupport-List
::= SEQUENCE (SIZE(1..maxnoofsupportedTACs)) OF TAISupport-Item

TAISupport-Item ::= SEQUENCE {


tac







TAC,


broadcastPLMNs




SEQUENCE (SIZE(1..maxnoofsupportedPLMNs)) OF BroadcastPLMNinTAISupport-Item,

iE-Extensions




ProtocolExtensionContainer { {TAISupport-Item-ExtIEs} } OPTIONAL,


...

}

TAISupport-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

Target-CGI ::= CHOICE {


nr






NR-CGI,


e-utra





E-UTRA-CGI,


choice-extension


ProtocolIE-Single-Container { {TargetCGI-ExtIEs} }
}

TargetCGI-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}
TddDLULPattern ::= SEQUENCE {


tddDLULConfigurationCommon

TddDLULConfigurationCommon






OPTIONAL,


tddDLULConfigurationFlexible

TddDLULConfigurationFlexible






OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {TddDLULPattern-ExtIEs} } OPTIONAL,


...

}

TddDLULPattern-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

TddDLULConfigurationCommon ::= SEQUENCE {

patternPeriodicity
PatternPeriodicity,


dLSlots



DLSlots














OPTIONAL,


dLSymbols


DLSymbols













OPTIONAL,


uLSlots



ULSlots














OPTIONAL,


uLSymbols


ULSymbols













OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {TddDLULConfigurationCommon-ExtIEs} } OPTIONAL,


...

}

TddDLULConfigurationCommon-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

TddDLULConfigurationFlexible ::= SEQUENCE {

rACHPeriodicity

RACHPeriodicity,


slotIndex


SEQUENCE (SIZE(1..maxnoofSlots)) OF SlotIndex,


iE-Extensions

ProtocolExtensionContainer { {TddDLULConfigurationFlexible-ExtIEs}}
OPTIONAL,


...

}

TddDLULConfigurationFlexible-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
TimeToWait ::= ENUMERATED {


v1s,


v2s,


v5s,


v10s,


v20s,


v60s,


...

}
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- U

UEAggregateMaximumBitRate ::= SEQUENCE {


dl-UE-AMBR



BitRate,


ul-UE-AMBR



BitRate,


iE-Extension


ProtocolExtensionContainer { {UEAggregateMaximumBitRate-ExtIEs} } OPTIONAL,


...

}

UEAggregateMaximumBitRate-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
ULConfiguration::= SEQUENCE {


uL-PDCP






UL-UE-Configuration,


iE-Extensions




ProtocolExtensionContainer { {ULConfiguration-ExtIEs} } OPTIONAL,


...

}

ULConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
UL-UE-Configuration::= ENUMERATED {no-data, shared, only, ...}

ULForwarding
::= ENUMERATED {ul-forwarding-proposed, ...}

ULSlots ::= INTEGER (1..80, ...)

ULSymbols ::= INTEGER (1..13)
UPTransportLayerInformation ::= CHOICE {


gtpTunnel




GTPtunnelTransportLayerInformation,


choice-extension


ProtocolIE-Single-Container { {UPTransportLayerInformation-ExtIEs} }
}

UPTransportLayerInformation-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}
UPTransportParameters ::= SEQUENCE (SIZE(1..maxnoofSCellGroupsplus1)) OF UPTransportParametersItem

UPTransportParametersItem ::= SEQUENCE {


upTNLInfo

UPTransportLayerInformation,


cellGroupID

CellGroupID,


iE-Extension
ProtocolExtensionContainer { {UPTransportParametersItem-ExtIEs} } OPTIONAL,


...

}

UPTransportParametersItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
UserPlaneTrafficActivityReport ::= ENUMERATED {inactive, re-activated, ...}

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.7
Constant definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XnAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM XnAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0
id-sNStatusTransfer











ProcedureCode ::= 1
id-handoverCancel











ProcedureCode ::= 2
id-retrieveUEContext










ProcedureCode ::= 3
id-rANPaging












ProcedureCode ::= 4
id-xnUAddressIndication










ProcedureCode ::= 5
id-uEContextRelease











ProcedureCode ::= 6
id-sNGRANnodeAdditionPreparation







ProcedureCode ::= 7
id-sNGRANnodeReconfigurationCompletion






ProcedureCode ::= 8
id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation


ProcedureCode ::= 9
id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation


ProcedureCode ::= 10
id-mNGRANnodeinitiatedSNGRANnodeRelease






ProcedureCode ::= 11
id-sNGRANnodeinitiatedSNGRANnodeRelease






ProcedureCode ::= 12
id-sNGRANnodeCounterCheck









ProcedureCode ::= 13
id-sNGRANnodeChange











ProcedureCode ::= 14
id-rRCTransfer












ProcedureCode ::= 15

id-xnRemoval












ProcedureCode ::= 16
id-xnSetup













ProcedureCode ::= 17
id-nGRANnodeConfigurationUpdate








ProcedureCode ::= 18
id-cellActivation











ProcedureCode ::= 19
id-reset













ProcedureCode ::= 20
id-errorIndication











ProcedureCode ::= 21

id-privateMessage











ProcedureCode ::= 22

id-notificationControl










ProcedureCode ::= 23

id-activityNotification










ProcedureCode ::= 24

id-e-UTRA-NR-CellResourceCoordination






ProcedureCode ::= 25

id-secondaryRATDataUsageReport








ProcedureCode ::= 26

id-loadIndication











ProcedureCode ::= xx
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 262143
maxnoofAllowedAreas






INTEGER ::= 16
maxnoofAMFSets







INTEGER ::= 16

maxnoofAoIs








INTEGER ::= 64

maxnoofBPLMNs







INTEGER ::= 12
maxnoofCellsinAoI






INTEGER ::= 256

maxnoofCellsinUEHistoryInfo




INTEGER ::= 16

maxnoofCellsinNG-RANnode




INTEGER ::= 16384

maxnoofCellsinRNA






INTEGER ::= 32

maxnoofCellsUEMovingTrajectory



INTEGER ::= 16
maxnoofDRBs








INTEGER ::= 32

maxnoofEUTRABands






INTEGER ::= 16

maxnoofEPLMNs







INTEGER ::= 15

maxnoofForbiddenTACs






INTEGER ::= 4096

maxnoofMBSFNEUTRA






INTEGER ::= 8

maxnoofMultiConnectivityMinusOne            INTEGER ::= 3

maxnoofNeighbours






INTEGER ::= 1024

maxnoofNRCellBands






INTEGER ::= 32

maxnoofPLMNs







INTEGER ::= 16

maxnoofPDUSessions






INTEGER ::= 256

maxnoofProtectedResourcePatterns


INTEGER ::= 16
maxnoofQoSFlows







INTEGER ::= 64
maxnoofRANAreaCodes






INTEGER ::= 32

maxnoofRANAreasinRNA





INTEGER ::= 16

maxnoofRANNodesinAoI





INTEGER ::= 64
maxnoofSCellGroups






INTEGER ::= 3

maxnoofSCellGroupsplus1





INTEGER ::= 4

maxnoofSliceItems






INTEGER ::= 1024

maxnoofsupportedPLMNs





INTEGER ::= 12
maxnoofsupportedTACs





INTEGER ::= 256
maxnoofTAI








INTEGER ::= 16
maxnoofTAIsinAoI 






INTEGER ::= 16

maxnooftimeperiods






INTEGER ::= 2

maxnoofTNLAssociations





INTEGER ::= 32
maxnoofUEContexts






INTEGER ::= 8192
maxNRARFCN








INTEGER ::= 3279165

maxNrOfErrors







INTEGER ::= 256

maxnoofPatterns







INTEGER ::= 2

maxnoofSlots








INTEGER ::= 80
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-ActivatedServedCells



















ProtocolIE-ID ::= 0

id-ActivationIDforCellActivation
















ProtocolIE-ID ::= 1

id-admittedSplitSRB




















ProtocolIE-ID ::= 2

id-admittedSplitSRBrelease


















ProtocolIE-ID ::= 3

id-AMF-Set-Information



















ProtocolIE-ID ::= 4

id-AssistanceDataForRANPaging

















ProtocolIE-ID ::= 5

id-BearersSubjectToCounterCheck

















ProtocolIE-ID ::= 6

id-Cause






















ProtocolIE-ID ::= 7

id-cellAssistanceInfo-NR


















ProtocolIE-ID ::= 8

id-ConfigurationUpdateInitiatingNodeChoice














ProtocolIE-ID ::= 9

id-CriticalityDiagnostics


















ProtocolIE-ID ::= 10
id-XnUAddressInfoperPDUSession-List
















ProtocolIE-ID ::= 11

id-DRBsSubjectToStatusTransfer-List
















ProtocolIE-ID ::= 12

id-ExpectedUEBehaviour



















ProtocolIE-ID ::= 13
id-GlobalNG-RAN-node-ID



















ProtocolIE-ID ::= 14

id-GUAMI






















ProtocolIE-ID ::= 15

id-indexToRatFrequSelectionPriority
















ProtocolIE-ID ::= 16
id-initiatingNodeType-ResourceCoordRequest














ProtocolIE-ID ::= 17

id-List-of-served-cells-E-UTRA

















ProtocolIE-ID ::= 18

id-List-of-served-cells-NR


















ProtocolIE-ID ::= 19

id-LocationReportingInformation

















ProtocolIE-ID ::= 20

id-MAC-I






















ProtocolIE-ID ::= 21

id-MaskedIMEISV





















ProtocolIE-ID ::= 22

id-M-NG-RANnodeUEXnAPID



















ProtocolIE-ID ::= 23
id-MN-to-SN-Container



















ProtocolIE-ID ::= 24
id-MobilityRestrictionList


















ProtocolIE-ID ::= 25
id-new-NG-RAN-Cell-Identity


















ProtocolIE-ID ::= 26

id-newNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 27

id-UEReportRRCTransfer


















ProtocolIE-ID ::= 28

id-oldNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 29

id-OldtoNewNG-RANnodeResumeContainer















ProtocolIE-ID ::= 30

id-PagingDRX





















ProtocolIE-ID ::= 31

id-PCellID






















ProtocolIE-ID ::= 32

id-PDCPChangeIndication



















ProtocolIE-ID ::= 33
id-PDUSessionAdmittedAddedAddReqAck
















ProtocolIE-ID ::= 34

id-PDUSessionAdmittedModSNModConfirm















ProtocolIE-ID ::= 35

id-PDUSessionAdmitted-SNModResponse
















ProtocolIE-ID ::= 36

id-PDUSessionNotAdmittedAddReqAck
















ProtocolIE-ID ::= 37

id-PDUSessionNotAdmitted-SNModResponse















ProtocolIE-ID ::= 38

id-PDUSessionReleasedList-RelConf
















ProtocolIE-ID ::= 39
id-PDUSessionReleasedSNModConfirm
















ProtocolIE-ID ::= 40
id-PDUSessionResourcesActivityNotifyList














ProtocolIE-ID ::= 41
id-PDUSessionResourcesAdmitted-List
















ProtocolIE-ID ::= 42
id-PDUSessionResourcesNotAdmitted-List















ProtocolIE-ID ::= 43
id-PDUSessionResourcesNotifyList
















ProtocolIE-ID ::= 44
id-PDUSession-SNChangeConfirm-List
















ProtocolIE-ID ::= 45
id-PDUSession-SNChangeRequired-List
















ProtocolIE-ID ::= 46

id-PDUSessionToBeAddedAddReq

















ProtocolIE-ID ::= 47
id-PDUSessionToBeModifiedSNModRequired















ProtocolIE-ID ::= 48
id-PDUSessionToBeReleasedList-RelRqd















ProtocolIE-ID ::= 49

id-PDUSessionToBeReleased-RelReq
















ProtocolIE-ID ::= 50

id-PDUSessionToBeReleasedSNModRequired















ProtocolIE-ID ::= 51

id-RANPagingArea




















ProtocolIE-ID ::= 52
id-PagingPriority




















ProtocolIE-ID ::= 53
id-requestedSplitSRB



















ProtocolIE-ID ::= 54
id-requestedSplitSRBrelease


















ProtocolIE-ID ::= 55

id-ResetRequestTypeInfo



















ProtocolIE-ID ::= 56
id-ResetResponseTypeInfo


















ProtocolIE-ID ::= 57
id-RespondingNodeTypeConfigUpdateAck















ProtocolIE-ID ::= 58

id-respondingNodeType-ResourceCoordResponse














ProtocolIE-ID ::= 59

id-ResponseInfo-ReconfCompl


















ProtocolIE-ID ::= 60

id-RRCConfigIndication



















ProtocolIE-ID ::= 61

id-RRCResumeCause




















ProtocolIE-ID ::= 62

id-SCGConfigurationQuery


















ProtocolIE-ID ::= 63
id-selectedPLMN





















ProtocolIE-ID ::= 64
id-ServedCellsToActivate


















ProtocolIE-ID ::= 65

id-servedCellsToUpdate-E-UTRA

















ProtocolIE-ID ::= 66

id-ServedCellsToUpdateInitiatingNodeChoice














ProtocolIE-ID ::= 67

id-servedCellsToUpdate-NR


















ProtocolIE-ID ::= 68

id-s-ng-RANnode-SecurityKey


















ProtocolIE-ID ::= 69

id-S-NG-RANnodeUE-AMBR



















ProtocolIE-ID ::= 70

id-S-NG-RANnodeUEXnAPID



















ProtocolIE-ID ::= 71
id-SN-to-MN-Container



















ProtocolIE-ID ::= 72

id-sourceNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 73

id-SplitSRB-RRCTransfer



















ProtocolIE-ID ::= 74
id-TAISupport-list




















ProtocolIE-ID ::= 75

id-TimeToWait





















ProtocolIE-ID ::= 76

id-Target2SourceNG-RANnodeTranspContainer














ProtocolIE-ID ::= 77
id-targetCellGlobalID



















ProtocolIE-ID ::= 78

id-targetNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 79

id-target-S-NG-RANnodeID


















ProtocolIE-ID ::= 80

id-TraceActivation




















ProtocolIE-ID ::= 81

id-UEContextID





















ProtocolIE-ID ::= 82

id-UEContextInfoHORequest


















ProtocolIE-ID ::= 83

id-UEContextInfoRetrUECtxtResp

















ProtocolIE-ID ::= 84

id-UEContextInfo-SNModRequest

















ProtocolIE-ID ::= 85
id-UEContextKeptIndicator


















ProtocolIE-ID ::= 86

id-UEContextRefAtSN-HORequest

















ProtocolIE-ID ::= 87
id-UEHistoryInformation



















ProtocolIE-ID ::= 88

id-UEIdentityIndexValue



















ProtocolIE-ID ::= 89
id-UERANPagingIdentity



















ProtocolIE-ID ::= 90

id-UESecurityCapabilities


















ProtocolIE-ID ::= 91
id-UserPlaneTrafficActivityReport
















ProtocolIE-ID ::= 92
id-XnRemovalThreshold 



















ProtocolIE-ID ::= 93

id-DesiredActNotificationLevel

















ProtocolIE-ID ::= 94
id-AvailableDRBIDs 




















ProtocolIE-ID ::= 95

id-AdditionalDRBIDs 



















ProtocolIE-ID ::= 96

id-SpareDRBIDs 





















ProtocolIE-ID ::= 97

id-RequiredNumberOfDRBIDs 


















ProtocolIE-ID ::= 98

id-TNLA-To-Add-List




















ProtocolIE-ID ::= 99
id-TNLA-To-Update-List



















ProtocolIE-ID ::= 100
id-TNLA-To-Remove-List



















ProtocolIE-ID ::= 101
id-TNLA-Setup-List




















ProtocolIE-ID ::= 102
id-TNLA-Failed-To-Setup-List

















ProtocolIE-ID ::= 103
id-PDUSessionToBeReleased-RelReqAck
















ProtocolIE-ID ::= 104
id-S-NG-RANnodeMaxIPDataRate-UL

















ProtocolIE-ID ::= 105

id-PDUSession-List-withDataForwardingRequest













ProtocolIE-ID ::= 106

id-PDUSessionResourceSecondaryRATUsageList














ProtocolIE-ID ::= 107

id-Additional-UL-NG-U-TNLatUPF-List
















ProtocolIE-ID ::= 108

id-SecondarydataForwardingInfoFromTarget-List













ProtocolIE-ID ::= 109

id-LocationInformationSNReporting
















ProtocolIE-ID ::= 110

id-LastE-UTRANPLMNIdentity


















ProtocolIE-ID ::= 111

id-S-NG-RANnodeMaxIPDataRate-DL

















ProtocolIE-ID ::= 112

id-MaxIPrate-DL





















ProtocolIE-ID ::= 113

id-SecurityResult




















ProtocolIE-ID ::= 114

id-S-NSSAI






















ProtocolIE-ID ::= 115

id-MR-DC-ResourceCoordinationInfo
















ProtocolIE-ID ::= 116

id-CellInformation-List

















ProtocolIE-ID ::= xxx
id-IntendedDLULConfiguration
















ProtocolIE-ID ::= yyy
END

-- ASN1STOP

<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
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