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1   Introduction
In case of state transition from RRC_CONNECTED state to RRC_INACTIVE state, the gNB-CU will send UE Context Release Command message to gNB-DU to release the UE context. Therefore, when the UE resumes, the gNB-CU should provide the latest full configuration to the gNB-DU in UE Context Setup message to enable the gNB-DU generates the delta configuration.

In this paper, we discuss how to guarantee the CellGroupConfig IE stored in gNB-CU is the latest configuration.

2   Discussion
The gNB-DU may modify a UE configuration in the following two procedures:
· gNB-CU initiated UE Context Modification procedure.
· gNB-DU initiated UE Context Modification Required procedure.
In case of gNB-CU initiated UE Context Modification procedure, it was agreed that

“If the GNB-DU Configuration Query IE is contained in the UE CONTEXT MODIFICATION REQUEST message, gNB-DU shall include the CellGroupConfig IE in the DU To CU RRC Information IE in the UE CONTEXT MODIFICATION RESPONSE message.”
To make sure that the gNB-CU CellGroupConfig IE stored in gNB-CU is the latest configuration, there are three options. 
· The first option is that the gNB-CU requests the CellGroupConfig IE at each UE Context Modification procedure, i.e., modify the presence of GNB-DU Configuration Query IE contained in the UE CONTEXT MODIFICATION REQUEST message from “O” to “M”.
· The second option is extending the gNB-DU configuration query mechanism to the UE Context Release procedure, so that gNB-DU can return the latest configuration (i.e., CellGroupConfig IE) to the gNB-CU in the UE Context Release Complete message.
· The third option is, before invoking the Context Release procedure to transit the connected UE to inactive state, the gNB-CU requests the CellGroupConfig IE by invoking UE Context Modification procedure.
In case of gNB-DU initiated UE Context Modification Required procedure, there are also three options to make sure that the gNB-CU CellGroupConfig IE stored in gNB-CU is the latest configuration.

· The first option is that, if the gNB-DU modify the configuration of one UE, it contains the CellGroupConfig IE in the UE CONTEXT MODIFICATION REQUIRED message.

· The second and the third options are the same as the case of gNB-CU initiated UE Context Modification procedure.
Considering the standard impact and not-backward compatible of the specification, we adopt the third option in R15.
Proposal: It is proposed RAN3 agree that gNB-CU shall initiate UE Context Modification procedure before sending the connected UE to inactive state, if delta RRC configuration is to be supported.  
The CR to TS 38.473 is captured in [1].

3   Conclusion
In this contribution, we how to guarantee the CellGroupConfig IE stored in gNB-CU is the latest configuration in case of state transition from RRC_CONNECTED state to RRC_INACTIVE state, and we have the following proposal:
Proposal: It is proposed RAN3 agree that gNB-CU shall initiate UE Context Modification procedure before sending the connected UE to inactive state, if delta RRC configuration is to be supported.  
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