Page 1



3GPP TSG-RAN WG3 Meeting #104
R3-192850
Reno, Nevada, US, 13th-17th May 2019

	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.473
	CR
	0203
	rev
	2
	Current version:
	15.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Clarification of SRB ID in UE CONTEXT RELEASE COMMAND

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2019-05-13

	
	
	
	
	

	Category:
	F DOCPROPERTY  Cat  \* MERGEFORMAT 
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In order to be able to use the UE Context Release Command message to carry either RRC-Release or RRC-Reject, an indication about the SRB ID IE is included. The presence of the SRB ID IE is actually conditional to the presence of the RRC container IE. This is not clearly depicted.

	
	

	Summary of change:
	We propose to make the presence of the SRB ID IE conditional to the presence of the RRC container IE.

Impact assessment towards the previous version of the specification (same release): 
This CR is backward compatible since it has no impact.

	
	

	Consequences if not approved:
	Relation between SRB ID IE and RRC container IE not depicted correctly. gNB-DU has to make assumptions potentially creating interoperability problems. By including it, it makes it easier to cater for error handling.

	
	

	Clauses affected:
	9.2.2.5 and 9.4.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


<<<<<< NEXT CHANGE >>>>>>
9.2.2.5
UE CONTEXT RELEASE COMMAND

This message is sent by the gNB-CU to request the gNB-DU to release the UE-associated logical F1 connection.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8] encapsulated in a PDCP PDU, or the DL-CCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8].
	YES
	ignore

	SRB ID
	C-if RRC-Container 
	
	9.3.1.7
	. The gNB-DU shall send the RRC message on the indicated SRB.
	YES
	ignore

	old gNB-DU UE F1AP ID
	O
	
	9.3.1.5
	Include it if RRCReestablishmentRequest is not accepted
	YES
	ignore

	Execute Duplication
	O
	
	ENUMERATED (true, ...)
	This IE may be sent only if duplication has been configured for the UE. 
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore


	Condition
	Explanation

	if RRC-Container
	This IE shall be present if the RRC-Container IE is present.


<<<<<< NEXT CHANGE >>>>>>
-- **************************************************************

--

-- UE CONTEXT RELEASE COMMAND 

--

-- **************************************************************

UEContextReleaseCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextReleaseCommandIEs} },


...

}

UEContextReleaseCommandIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID



PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID



CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID



PRESENCE mandatory
}|


{ ID id-Cause






CRITICALITY ignore
TYPE Cause






PRESENCE mandatory
}|


{ ID id-RRCContainer





CRITICALITY ignore
TYPE RRCContainer




PRESENCE optional
}|


{ ID id-SRBID






CRITICALITY ignore
TYPE SRBID






PRESENCE conditional

}|


{ ID id-oldgNB-DU-UE-F1AP-ID


CRITICALITY ignore
TYPE GNB-DU-UE-F1AP-ID



PRESENCE optional
}|


{ ID id-ExecuteDuplication



CRITICALITY ignore
TYPE ExecuteDuplication



PRESENCE optional}|


{ ID id-RRCDeliveryStatusRequest


CRITICALITY ignore
TYPE RRCDeliveryStatusRequest



PRESENCE optional },


...

} 

<<<<<< END OF CHANGES >>>>>>
