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1
Introduction

The current text describing the cardinality for the NG-RAN architecture is not very precise. This contribution aims at clarifying the description of the cardinality to make it more precise, to avoid mis understandings.

2
Discussion

The description of the Overall architecture for separation of gNB-CU-CP and gNB-CU-UP (in section 6.1.2) states the following:

A gNB may consist of a gNB-CU-CP, multiple gNB-CU-UPs and multiple gNB-DUs.

This is not very clear since one possible interpretation is that it has to include two or more gNB-CU-UPs and two or more gNB-DUs. Part of the unclarity comes from the “plural s” added to “gNB-CU-UP” and “gNB-DU”. 
This is however not the correct interpretation, since the agreed cardinality is that a gNB may consist of one gNB-CU-CP, one or more gNB-CU-UP(s) and one or more gNB-DU(s). This is also the terminology used in section 6.1.1 for the description of the Overall Architecture of NG-RAN, that also include the possibility for a non-disaggregated gNB.
There are also several statements like “One xxxx is connected to only one yyyy”, and this is also not really crystal clear, since another xxxx could be connected in a different way. It is proposed to use this construct instead “A xxxx is connected to only one yyyy”, since this cannot be mis-interpreted. 
3
Conclusions and Proposals
It is proposed to update and clarify the description of the cardinality by replacing the term “multiple” by “one or more” in section 6.1.2, using text in 6.1.1 as a template. 
It is also proposed to replace “One xxx” with “A xxx” to be more precise. 

It is proposed to agree the CR in R3-192855.

