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[bookmark: _Toc525680103]<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc534711730]8.9.2	Bearer context setup over F1-U
Figure 8.9.2-1 shows the procedure used to setup the bearer context in the gNB-CU-UP. 



Figure 8.9.2-1: Bearer context setup over F1-U
0.	Bearer context setup (e.g., following an SGNB ADDITION REQUEST message from the MeNB) is triggered in gNB-CU-CP.
1.	The gNB-CU-CP sends a BEARER CONTEXT SETUP REQUEST message containing UL TNL address information for S1-U or NG-U, and if required, DL TNL address information for X2-U or Xn-U to setup the bearer context in the gNB-CU-UP. For NG-RAN, the gNB-CU-CP decides flow-to-DRB mapping and sends the generated SDAP and PDCP configuration to the gNB-CU-UP.
2.	The gNB-CU-UP responds with a BEARER CONTEXT SETUP RESPONSE message containing the UL TNL address information for F1-U, and DL TNL address information for S1-U or NG-U, and if required, UL TNL address information for X2-U or Xn-U.
NOTE:	The indirect data transmission for split bearer through the gNB-CU-UP is not precluded.
3.	F1 UE context setup procedure is performed to setup one or more bearers in the gNB-DU.
4.	The gNB-CU-CP sends a BEARER CONTEXT MODIFICATION REQUEST message containing the DL TNL address information for F1-U and PDCP status.
5.	The gNB-CU-UP responds with a BEARER CONTEXT MODIFICATION RESPONSE message.
NOTE: For PDU Session Split at UPF, if in-order delivery is required, the SN-gNB-CU-UP buffers the first packets received from the UE until it receives end marker packets over the UL forwarding tunnel indicating that the MN has delivered all UL packets from the source side to UPF.
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