
3GPP TSG-RAN WG3 #105bis













                    R3-195020
Chongqing, CN, 14 Oct-18 Oct 2019
Agenda item:

10.2.1
Source:



Samsung


Title:
NGAP impacts for Successful HO report in MRO features
Document for:

Approval
1
Introduction

In R3-195019 some proposals have been made on the solutions to transfer Successful handover report from target NG-RAN node to source NG-RAN node. In this contribution a TP to TS38.413 is presented reflecting those proposals.
2
TP to TS 38.413
Option 1:
============ Start of 1st change ==============

9.3.3.7
SON Information

This IE identifies the nature of the configuration information transferred, i.e., a request, a reply or a report.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE SON Information
	M
	
	
	
	
	

	>SON Information Request
	
	
	
	
	
	

	>>SON Information Request
	M
	
	ENUMERATED

(Xn TNL Configuration Info, …)
	
	-
	

	>SON Information Reply
	
	
	
	
	
	

	>>SON Information Reply
	M
	
	9.3.3.8
	
	-
	

	>Successful Handover  Report
	
	
	
	
	
	

	>>Successful Handover Report
	M
	
	9.3.3.xx
	
	YES
	ignore


============ End of 1st change ==============
============ Start of 2nd change ==============

9.3.3.xx
Successful Handover Report 

This IE contains the Successful Handover Report information to be transferred to the source NG-RAN node from the target NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Successful Handover Report Container
	M
	
	OCTET STRING
	Editor's note


Editor's note:
The IE depends on RAN2’s decisions.
============ End of 2nd change ==============

Option 2:
============ Start of 1rd change ==============

9.2.3.7
HANDOVER NOTIFY

This message is sent by the target NG-RAN node to inform the AMF that the UE has been identified in the target cell and the handover has been completed.

Direction: NG-RAN node ( AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	ignore

	Successful Handover Report
	O
	
	9.3.3.xx
	
	YES
	ignore


============End of 1rd change ==============

============ Start of 2nd change ==============

9.2.2.5
UE CONTEXT RELEASE COMMAND

This message is sent by the AMF to request the release of the UE-associated logical NG-connection over the NG interface.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	CHOICE UE NGAP IDs
	M
	
	
	
	YES
	reject

	>UE NGAP ID pair
	
	
	
	
	
	

	>>AMF UE NGAP ID
	M
	
	9.3.3.1
	
	-
	

	>>RAN UE NGAP ID
	M
	
	9.3.3.2
	
	-
	

	>AMF UE NGAP ID
	
	
	
	
	
	

	>>AMF UE NGAP ID
	M
	
	9.3.3.1
	
	-
	

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Successful Handover Report
	O
	
	9.3.3.xx
	
	YES
	ignore


============ End of 2nd change ==============

============ Start of 3nd change ==============

9.3.3.xx
Successful Handover Report 

This IE contains the Successful Handover Report information to be transferred to the source NG-RAN node from the target NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Successful Handover Report Container
	M
	
	OCTET STRING
	Editor's note


Editor's note:
The IE depends on RAN2’s decisions.
// **************************** end of proposal ****************************
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