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Beginning of Text Proposal to TS 38.463
 
[bookmark: _Toc14788080]9.3.3.11	PDU Session Resource To Modify List
This IE contains PDU session resource to modify related information used at Bearer Context Modification Request
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resource To Modify Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>Security Indication 
	O
	
	9.3.1.23
	This IE is not used in this release.
	-
	-

	>PDU Session Resource DL Aggregate Maximum Bit Rate
	O
	
	Bit Rate 9.3.1.20
	
	-
	-

	>NG UL UP Transport Layer Information
	O
	
	UP Transport Layer Information
9.3.2.1
	
	-
	-

	>PDU Session Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 
9.3.2.5
	Requesting forwarding information from the target gNB-CU-UP.
	-
	-

	>PDU Session Data Forwarding Information
	O
	
	Data Forwarding Information 
9.3.2.6
	Providing forwarding information to the source gNB-CU-UP.
	-
	-

	>PDU Session Inactivity Timer
	O
	
	Inactivity Timer 
9.3.1.54
	Included if the Activity Notification Level is set to PDU Session.
	-
	-

	>Network Instance
	O
	
	9.3.1.62
	This IE is ignored if the Common Network Instance IE is included.
	YES
	ignore

	>Common Network Instance
	O
	
	9.3.1.66
	
	YES
	ignore

	>DRB To Setup List
	
	[bookmark: _GoBack]0..1
	
	
	-
	-

	>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	>>>SDAP Configuration
	M
	
	9.3.1.39
	
	-
	-

	>>>PDCP Configuration
	M
	
	9.3.1.38
	
	-
	-

	>>>Cell Group Information
	M
	
	9.3.1.11
	
	-
	-

	>>>QoS Flows Information To Be SetupFlow Mapping Information 
	M
	
	QoS Flow QoS Parameters List
9.3.1.25
	
	-
	-

	>>>DRB Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 
9.3.2.5
	Requesting forwarding information from the target gNB-CU-UP.
	-
	-

	>>>DRB Inactivity Timer
	O
	
	Inactivity Timer 
9.3.1.54
	Included if the Activity Notification Level is set to DRB.
	-
	-

	>>>PDCP SN Status Information
	O
	
	9.3.1.58
	Provides the PDCP SN Status at setup after Resume to the target gNB-CU-UP.
	-
	-

	>>>DRB QoS 
	O
	
	9.3.1.26
	Indicates the DRB QoS when more than one QoS Flow is mapped to the DRB 
	YES
	ignore

	>DRB To Modify List
	
	0.. 1
	
	
	-
	-

	>>DRB To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>SDAP Configuration
	O
	
	9.3.1.39
	
	-
	-

	>>>PDCP Configuration 
	O
	
	9.3.1.38
	
	-
	-

	>>>DRB Data forwarding information
	O
	
	Data Forwarding Information 
9.3.2.6
	Providing forwarding information to the source gNB-CU-UP.
	-
	-

	>>>PDCP SN Status Request
	O
	
	ENUMERATED (requested, …)
	The gNB-CU-CP requests the gNB-CU-UP to provide the PDCP SN Status in the response message.
	-
	-

	>>>PDCP SN Status Information
	O
	
	9.3.1.58
	Provides the PDCP SN Status to the target gNB-CU-UP.
	-
	-

	>>>DL UP Parameters
	O
	
	UP Parameters 
9.3.1.13
	
	-
	-

	>>>Cell Group To Add
	O
	
	Cell Group Information 
9.3.1.11
	
	-
	-

	>>>Cell Group To Modify 
	O
	
	Cell Group Information 
9.3.1.11
	
	-
	-

	>>>Cell Group To Remove 
	O
	
	Cell Group Information 
9.3.1.11
	
	-
	-

	>>>Flow Mapping Information 
	O
	
	QoS Flow QoS Parameters List
9.3.1.25
	Overrides previous mapping information. 
	-
	-

	>>>DRB Inactivity Timer
	O
	
	Inactivity Timer 
9.3.1.54
	Included if the Activity Notification Level is set to DRB.
	-
	-

	>>>Old QoS Flow List - UL End Marker expected
	O
	
	QoS Flow List
9.3.1.12
	Indicates that the source NG-RAN node has initiated QoS flow re-mapping and has not yet received SDAP end markers, as described in TS 38.300 [8].

	YES
	reject

	>>>DRB QoS
	O
	
	9.3.1.26
	Indicates the DRB QoS when more than one QoS Flow is mapped to the DRB
	YES
	ignore

	>DRB To Remove List
	
	0.. 1
	
	
	-
	-

	>>DRB To Remove Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>S-NSSAI
	O
	
	9.3.1.9
	
	YES
	reject



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.
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