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8.4.2.2
Successful Operation
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Figure 8.4.2.2-1: Handover resource allocation: successful operation

The AMF initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node.

If the Masked IMEISV IE is contained in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.

Upon receipt of the HANDOVER REQUEST message the target NG-RAN node shall
-
attempt to execute the requested PDU session configuration and associated security;

-
store the received UE Aggregate Maximum Bit Rate in the UE context, and use the received UE Aggregate Maximum Bit Rate for all Non-GBR QoS flows for the concerned UE as specified in TS 23.501 [9];

-
store the received Mobility Restriction List in the UE context;

-
store the received UE Security Capabilities in the UE context;

-
store the received Security Context in the UE context and take it into use as defined in TS 33.501 [13].

Upon reception of the UE History Information IE, which is included within the Source to Target Transparent Container IE of the HANDOVER REQUEST message, the target NG-RAN node shall collect the information defined as mandatory in the UE History Information IE and shall, if supported, collect the information defined as optional in the UE History Information IE, for as long as the UE stays in one of its cells, and store the collected information to be used for future handover preparations.

Upon receiving the PDU Session Resource Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall behave the same as defined in the PDU Session Resource Setup procedure. If the Alternative QoS Flow Level QoS Parameters List IE is contained in the PDU Session Resource Setup Request Transfer IE in the HANDOVER REQUEST message, then the target NG-RAN node shall, if supported, check if the current QoS profile or one of the Alternative QoS Profile(s) could be fulfilled by the target NG-RAN node. If the Alternative QoS Flow Level QoS Parameters List IE is included then the receiving NG-RAN node may use these alternative QoS profiles as specified in TS 23.501 [9]. The target NG-RAN node shall report to the AMF in the HANDOVER REQUEST ACKNOWLEDGE message the result for each PDU session resource requested to be setup. In particular, for each PDU session resource successfully setup, it shall include the Handover Request Acknowledge Transfer IE containing the following information:

-
The list of QoS flows which have been successfully established in the QoS Flow Setup Response List IE.

-
The Data Forwarding Accepted IE if the data forwarding for the QoS flow is accepted.

-
The list of QoS flows which have failed to be established, if any, in the QoS Flow Failed to Setup List IE.
-
The UP transport layer information to be used for the PDU session.

-
The security result associated to the PDU session.
The target NG-RAN node shall, if supported, include the Fulfilled QoS Profile Reference for each QoS flow that has been successfully established, which is included in the QoS Flow Setup Response List IE contained in the Handover Request Acknowledge Transfer IE in the HANDOVER REQUEST ACKNOWLEDGE message for each PDU session the target NG-RAN node decides to admit an alternative QoS.
For each PDU session resource which failed to be setup, the Handover Resource Allocation Unsuccessful Transfer IE shall be included in the HANDOVER REQUEST ACKNOWLEDGE message containing a cause value that should be precise enough to enable the SMF to know the reason for the unsuccessful establishment. 

Upon reception of the HANDOVER REQUEST ACKNOWLEDGE message the AMF shall, for each PDU session indicated in the PDU Session ID IE, transfer transparently the Handover Request Acknowledge Transfer IE or Handover Resource Allocation Unsuccessful Transfer IE to the SMF associated with the concerned PDU session.
If the HANDOVER REQUEST message contains the Data Forwarding Not Possible IE associated with a given PDU session within the Handover Request Transfer IE set to "data forwarding not possible", the target NG-RAN node may not include the DL Forwarding UP TNL Information IE and for intra-system handover the Data Forwarding Response DRB List IE within the Handover Request Acknowledge Transfer IE in the HANDOVER REQUEST ACKNOWLEDGE message for that PDU session.

In case of intra-system handover, if the target NG-RAN node accepts the downlink data forwarding for at least one QoS flow for which the DL Forwarding IE is set to "DL forwarding proposed", it may include the DL Forwarding UP TNL Information IE in the Handover Request Acknowledge Transfer IE as forwarding tunnel for the QoS flows listed in the QoS Flow Setup Response List IE of the HANDOVER REQUEST ACKNOWLEDGE message.
In case of intra-system handover, if the target NG-RAN node accepts the uplink data forwarding for at least one QoS flow for which the UL Forwarding IE is set to "UL forwarding proposed", it may include the UL Forwarding UP TNL Information IE in the Handover Request Acknowledge Transfer IE for the PDU session within the PDU Session Resource Admitted List IE of the HANDOVER REQUEST ACKNOWLEDGE message.
In case of intra-system handover, for each PDU session for which the Additional DL UP TNL Information for HO List IE is included in the Handover Request Acknowledge Transfer IE of the HANDOVER REQUEST ACKNOWLEDGE message, the SMF shall consider the included Additional DL NG-U UP TNL Information IE as the downlink termination point for the associated flows indicated in the Additional QoS Flow Setup Response List IE for this PDU session split in different tunnels and shall consider the Additional DL Forwarding UP TNL Information IE, if included, as the forwarding tunnel associated to these QoS flows.
In case of intra-system handover, if the target NG-RAN node accepts the data forwarding for a successfully configured DRB, the target NG-RAN node may include the DL Forwarding UP TNL Information IE for the DRB within the Data Forwarding Response DRB List IE within Handover Request Acknowledge Transfer IE of the HANDOVER REQUEST ACKNOWLEDGE message.
If the HANDOVER REQUEST ACKNOWLEDGE message contains the UL Forwarding UP TNL Information IE for a given DRB in the Data Forwarding Response DRB List IE within the Handover Request Acknowledge Transfer IE, it indicates the target NG-RAN node has requested the forwarding of uplink data for the DRB.
In case of inter-system handover from E-UTRAN, the target NG-RAN node includes the Data Forwarding Accepted IE for each QoS flow that the DL Forwarding IE is set to "DL forwarding proposed" for the corresponding E-RAB in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE and that the target NG-RAN node has admitted the proposed forwarding of downlink data for the QoS flow. If the target NG-RAN node accepts the downlink data forwarding for at least one QoS flow of an admitted PDU session it shall include the DL Forwarding UP TNL Information IE in the PDU Session Resource Setup Response Transfer IE for that PDU session within the PDU Session Resources Admitted List IE of the HANDOVER REQUEST ACKNOWLEDGE message. 
The target NG-RAN node shall use the information in the Mobility Restriction List IE if present in the HANDOVER REQUEST message to

-
determine a target for subsequent mobility action for which the target NG-RAN node provides information about the target of the mobility action towards the UE;

-
select a proper SCG during dual connectivity operation;

-
assign proper RNA(s) for the UE when moving the UE to RRC_INACTIVE state.

If the Mobility Restriction List IE is not contained in the HANDOVER REQUEST message, the target NG-RAN node shall consider that no roaming and no access restriction apply to the UE. The target NG-RAN node shall also consider that no roaming and no access restriction apply to the UE when:

-
one of the QoS flows includes a particular ARP value (TS 23.501 [9]).

If the Trace Activation IE is included in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [11]. 

If the Location Reporting Request Type IE is included in the HANDOVER REQUEST message, the target NG-RAN node should perform the requested location reporting functionality for the UE as described in subclause 8.12.

If the Core Network Assistance Information for RRC INACTIVE IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information in the UE context and use it for e.g. the RRC_INACTIVE state decision and RNA configuration for the UE and RAN paging if any for a UE in RRC_INACTIVE state, as specified in TS 38.300 [8].
If the CN Assisted RAN Parameters Tuning IE is included in the HANDOVER REQUEST message, the NG-RAN node may use it as described in TS 23.501 [9].
If the New Security Context Indicator IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall use the information as specified in TS 33.501 [13].

If the NASC IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall use it towards the UE as specified in TS 33.501 [13].

If the RRC Inactive Transition Report Request IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, store this information in the UE context.

If the Redirection for Voice EPS Fallback IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, store it and use it in a subsequent decision of EPS fallback for voice as specified in TS 23.502 [10].
After all necessary resources for the admitted PDU session resources have been allocated, the target NG-RAN node shall generate the HANDOVER REQUEST ACKNOWLEDGE message.

Interactions with RRC Inactive Transition Report procedure:

If the RRC Inactive Transition Report Request IE is included in the HANDOVER REQUEST message and set to "subsequent state transition report", the NG-RAN node shall, if supported, send the RRC INACTIVE TRANSITION REPORT message to the AMF to report the RRC state of the UE when the UE enters or leaves RRC_INACTIVE state.
--------------------------------------------------------------Next CHANGE --------------------------------------------------------------

9.2.3.4
HANDOVER REQUEST

This message is sent by the AMF to the target NG-RAN node to request the preparation of resources.

Direction: AMF ( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	M
	
	9.3.1.58
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	UE Security Capabilities 
	M
	
	9.3.1.86
	
	YES
	reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	reject

	New Security Context Indicator
	O
	
	9.3.1.55
	
	YES
	reject

	NASC
	O
	
	NAS-PDU

9.3.3.4
	Containing either the “Intra N1 mode NAS transparent container” or the “S1 mode to N1 mode NAS transparent container” specified in TS 24.501 [26].
	YES
	reject

	PDU Session Resource Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Setup Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>S-NSSAI
	M
	
	9.3.1.24
	
	-
	

	>>Handover Request Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network.
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	ignore

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


--------------------------------------------------------------Next CHANGE --------------------------------------------------------------
9.2.3.5
HANDOVER REQUEST ACKNOWLEDGE

This message is sent by the target NG-RAN node to inform the AMF about the prepared resources at the target.

Direction: NG-RAN node ( AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	Allocated at the target NG-RAN node.
	YES
	ignore

	PDU Session Resource Admitted List
	
	1
	
	
	YES
	ignore

	>PDU Session Resource Admitted Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>Handover Request Acknowledge Transfer
	M
	
	OCTET STRING
	Containing the Handover Request Acknowledge Transfer IE specified in subclause 9.3.4.11.
	-
	

	PDU Session Resource Failed to Setup List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Failed to Setup Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Handover Resource Allocation Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the Handover Resource Allocation Unsuccessful Transfer IE specified in subclause 9.3.4.19.
	-
	

	Target to Source Transparent Container
	M
	
	9.3.1.21
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


--------------------------------------------------------------Next CHANGE --------------------------------------------------------------
9.3.1.X
Fulfillable QoS parameters
This IE indicates QoS parameters which NG-RAN can guarantee for a GBR QoS flow.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Flow Bit Rate Downlink
	M
	
	Bit Rate

9.3.1.4
	Fulfillable Bit Rate (provided there is data to deliver) in DL. Details in TS 23.501 [9].

	Flow Bit Rate Uplink
	M
	
	Bit Rate

9.3.1.4
	Fulfillable Bit Rate (provided there is data to deliver). Details in TS 23.501 [9].

	Packet Delay Budget
	M
	
	9.3.1.80
	Fulfillable Packet Delay Budget. Details in TS 23.501 [9].

	Packet Error Rate
	M
	
	9.3.1.81
	Fulfillable Packet Error Rate. Details in TS 23.501 [9].


--------------------------------------------------------------Next CHANGE --------------------------------------------------------------
9.3.2.13
QoS Flow List with Data Forwardings
This IE is used to provide a list of QoS flows with indication if forwarding is accepted.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	QoS Flow Item with Data Forwarding
	
	1..<maxnoofQoSFlows>
	
	

	>QoS Flow Identifier
	M
	
	9.3.1.51
	

	>Data Forwarding Accepted
	O
	
	9.3.1.62
	

	>Fulfillable GBR QoS Profile Reference
	O
	
	INTEGER (0..8, …)
	

	>Fulfillable GBR QoS Parameters 
	O
	
	9.3.1.X
	


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


------------------------------------------------------------ NEXT CHANGE ------------------------------------------------------------

9.3.4.1
PDU Session Resource Setup Request Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Aggregate Maximum Bit Rate
	O
	
	9.3.1.102
	This IE shall be present when at least one Non-GBR QoS flow is being setup.
	YES
	reject

	UL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs.
	YES
	reject

	Additional UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information List

9.3.2.12
	UPF endpoint of the additional NG-U transport bearer(s), for delivery of UL PDUs for split PDU session.
	YES
	reject

	Data Forwarding Not Possible
	O
	
	9.3.1.63
	This IE may be present in case of HANDOVER REQUEST message and shall be ignored otherwise.
	YES
	reject

	PDU Session Type
	M
	
	9.3.1.52
	
	YES
	reject

	Security Indication
	O
	
	9.3.1.27
	
	YES
	reject

	Network Instance
	O
	
	9.3.1.113
	Shall be ignored if the Common Network Instance IE is included.
	YES
	reject

	QoS Flow Setup Request List
	
	1
	
	
	YES
	reject

	>QoS Flow Setup Request Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.12
	
	-
	

	>>E-RAB ID
	O
	
	9.3.2.3
	
	-
	

	>>Alternative QoS Flow Level QoS Parameters List
	O
	
	
	
	
	

	>>>Alternative QoS Flow Level QoS Parameters Item
	
	1..<maxnoofQoSProfiles>
	
	
	
	

	>>>>QoS Flow Level QoS Parameters
	
	
	9.3.1.12
	
	
	

	Common Network Instance
	O
	
	9.3.1.120
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofQoSProfiles
	Maximum no. of QoS profiles allowed for one QoS flow. Value is 8.


--------------------------------------------------------------Next CHANGE --------------------------------------------------------------

9.3.4.11
Handover Request Acknowledge Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	To deliver forwarded DL PDUs.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the DL NG-U UP TNL Information IE.
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause

9.3.1.13
	
	-
	

	Data Forwarding Response DRB List
	O
	
	9.3.1.77
	
	-
	

	Additional DL UP TNL Information for HO List
	
	0..1
	
	
	YES
	ignore

	>Additional DL UP TNL Information for HO Item
	
	1..<maxnoofMultiConnectivityMinusOne>
	
	Additional DL UP TNL Information for split PDU session, in the same order as the UPF endpoint of the additional NG-U transport bearer(s) received in the PDU Session Request Setup Transfer IE of the Handover Request message.
	-
	

	>>Additional DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the additional NG-U transport bearer for delivery of DL PDUs.
	-
	

	>>Additional QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the Additional DL NG-U UP TNL Information IE.
	-
	

	>>Additional DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint to deliver forwarded DL PDUs.
	-
	

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	To deliver forwarded UL PDUs
	YES
	reject


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofMultiConnectivityMinusOne
	Maximum no. of connectivity allowed for a UE minus one. Value is 3. The current version of the specification supports 1.


--------------------------------------------------------------Next CHANGE --------------------------------------------------------------

9.4.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-AdditionalDLForwardingUPTNLInformation,


id-AdditionalDLQosFlowPerTNLInformation,


id-AdditionalDLUPTNLInformationForHOList,


id-AdditionalNGU-UP-TNLInformation,


id-AdditionalUL-NGU-UP-TNLInformation,

id-AlternativeQoSFlowLevelQoSParametersList,

id-Cause,


id-CNTypeRestrictionsForEquivalent,


id-CNTypeRestrictionsForServing,


id-CommonNetworkInstance,


id-DataForwardingNotPossible,


id-DL-NGU-UP-TNLInformation, 


id-FulfillableGBRQoSParameters,


id-FulfillableQoSProfileReferences,


id-LastEUTRAN-PLMNIdentity,


id-MaximumIntegrityProtectedDataRate-DL,


id-NetworkInstance,


id-OldAssociatedQosFlowList-ULendmarkerexpected,


id-PDUSessionAggregateMaximumBitRate,


id-PDUSessionResourceFailedToSetupListCxtFail,


id-PDUSessionResourceReleaseResponseTransfer,


id-PDUSessionType,


id-PSCellInformation,


id-QosFlowAddOrModifyRequestList,


id-QosFlowSetupRequestList,


id-QosFlowToReleaseList,


id-SecondaryRATUsageInformation,


id-SecurityIndication,


id-SecurityResult,


id-S-NSSAI,


id-UL-NGU-UP-TNLInformation,


id-UL-NGU-UP-TNLModifyList,


id-ULForwarding,


id-ULForwardingUP-TNLInformation,


maxnoofAllowedAreas,


maxnoofAllowedS-NSSAIs,


maxnoofBPLMNs,


maxnoofCellIDforWarning,


maxnoofCellinAoI,


maxnoofCellinEAI,


maxnoofCellsingNB,


maxnoofCellsinngeNB,


maxnoofCellinTAI,


maxnoofCellsinUEHistoryInfo,


maxnoofCellsUEMovingTrajectory,


maxnoofDRBs,


maxnoofEmergencyAreaID,


maxnoofEAIforRestart,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofE-RABs,


maxnoofErrors,


maxnoofForbTACs,


maxnoofMultiConnectivity,


maxnoofMultiConnectivityMinusOne,


maxnoofNGConnectionsToReset,


maxnoofPDUSessions,


maxnoofPLMNs,


maxnoofQosFlows,


maxnoofRANNodeinAoI,


maxnoofRecommendedCells,


maxnoofRecommendedRANNodes,


maxnoofAoI,


maxnoofServedGUAMIs,


maxnoofSliceItems,


maxnoofTACs,


maxnoofTAIforInactive,


maxnoofTAIforPaging,


maxnoofTAIforRestart,


maxnoofTAIforWarning,


maxnoofTAIinAoI,


maxnoofTimePeriods,


maxnoofTNLAssociations,


maxnoofXnExtTLAs,


maxnoofXnGTP-TLAs,


maxnoofXnTLAs

FROM NGAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM NGAP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Container{},


NGAP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


NGAP-PROTOCOL-IES

FROM NGAP-Containers;

-- A

AdditionalDLUPTNLInformationForHOList ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivityMinusOne)) OF AdditionalDLUPTNLInformationForHOItem

AdditionalDLUPTNLInformationForHOItem ::= SEQUENCE {


additionalDL-NGU-UP-TNLInformation



UPTransportLayerInformation,


additionalQosFlowSetupResponseList



QosFlowListWithDataForwarding,


additionalDLForwardingUPTNLInformation


UPTransportLayerInformation 






OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { AdditionalDLUPTNLInformationForHOItem-ExtIEs} }
OPTIONAL,


...

}

AdditionalDLUPTNLInformationForHOItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AdditionalQosFlowInformation ::= ENUMERATED {


more-likely,


...

}

AllocationAndRetentionPriority ::= SEQUENCE {


priorityLevelARP



PriorityLevelARP,


pre-emptionCapability


Pre-emptionCapability,


pre-emptionVulnerability

Pre-emptionVulnerability,


iE-Extensions

ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationAndRetentionPriority-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AllowedNSSAI ::= SEQUENCE (SIZE(1..maxnoofAllowedS-NSSAIs)) OF AllowedNSSAI-Item

AllowedNSSAI-Item ::= SEQUENCE {


s-NSSAI



S-NSSAI,


iE-Extensions

ProtocolExtensionContainer { {AllowedNSSAI-Item-ExtIEs} } OPTIONAL,


...

}

AllowedNSSAI-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AllowedTACs ::= SEQUENCE (SIZE(1..maxnoofAllowedAreas)) OF TAC
AlternativeQoSFlowLevelQoSParametersList ::= SEQUENCE (SIZE(1..maxnoofQoSProfiles)) OF AlternativeQoSFlowLevelQoSParametersItem

AlternativeQoSFlowLevelQoSParametersItem ::= SEQUENCE {


alternativeQoSFlowLevelQoSParameters

QoSFlowLevelQoSParameters,


iE-Extensions

ProtocolExtensionContainer { {AlternativeQoSFlowLevelQoSParametersItem-ExtIEs} } OPTIONAL,


...

}

AlternativeQoSFlowLevelQoSParametersItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AMFName ::= PrintableString (SIZE(1..150, ...))

AMFPagingTarget ::= CHOICE {


globalRANNodeID


GlobalRANNodeID,


tAI





TAI,


choice-Extensions

ProtocolIE-SingleContainer { {AMFPagingTarget-ExtIEs} }

}

AMFPagingTarget-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

AMFPointer ::= BIT STRING (SIZE(6))

AMFRegionID ::= BIT STRING (SIZE(8))

AMFSetID ::= BIT STRING (SIZE(10))

AMF-TNLAssociationSetupList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF AMF-TNLAssociationSetupItem

AMF-TNLAssociationSetupItem ::= SEQUENCE {


aMF-TNLAssociationAddress

CPTransportLayerInformation,


iE-Extensions

ProtocolExtensionContainer { {AMF-TNLAssociationSetupItem-ExtIEs} }
OPTIONAL,


...

}

AMF-TNLAssociationSetupItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AMF-TNLAssociationToAddList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF AMF-TNLAssociationToAddItem

AMF-TNLAssociationToAddItem ::= SEQUENCE {


aMF-TNLAssociationAddress

CPTransportLayerInformation,


tNLAssociationUsage



TNLAssociationUsage









OPTIONAL,


tNLAddressWeightFactor


TNLAddressWeightFactor,


iE-Extensions

ProtocolExtensionContainer { {AMF-TNLAssociationToAddItem-ExtIEs} }
OPTIONAL,


...

}

AMF-TNLAssociationToAddItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AMF-TNLAssociationToRemoveList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF AMF-TNLAssociationToRemoveItem

AMF-TNLAssociationToRemoveItem ::= SEQUENCE {


aMF-TNLAssociationAddress

CPTransportLayerInformation,


iE-Extensions

ProtocolExtensionContainer { {AMF-TNLAssociationToRemoveItem-ExtIEs} }
OPTIONAL,


...

}

AMF-TNLAssociationToRemoveItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AMF-TNLAssociationToUpdateList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF AMF-TNLAssociationToUpdateItem

AMF-TNLAssociationToUpdateItem ::= SEQUENCE {


aMF-TNLAssociationAddress

CPTransportLayerInformation,


tNLAssociationUsage



TNLAssociationUsage










OPTIONAL,


tNLAddressWeightFactor


TNLAddressWeightFactor









OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {AMF-TNLAssociationToUpdateItem-ExtIEs} }
OPTIONAL,


...

}

AMF-TNLAssociationToUpdateItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AMF-UE-NGAP-ID ::= INTEGER (0..1099511627775)

AreaOfInterest ::= SEQUENCE {


areaOfInterestTAIList


AreaOfInterestTAIList





OPTIONAL,


areaOfInterestCellList


AreaOfInterestCellList





OPTIONAL,

 
areaOfInterestRANNodeList

AreaOfInterestRANNodeList




OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {AreaOfInterest-ExtIEs} }
OPTIONAL,


...

}

AreaOfInterest-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AreaOfInterestCellList ::= SEQUENCE (SIZE(1..maxnoofCellinAoI)) OF AreaOfInterestCellItem

AreaOfInterestCellItem ::= SEQUENCE {


nGRAN-CGI


NGRAN-CGI,


iE-Extensions

ProtocolExtensionContainer { {AreaOfInterestCellItem-ExtIEs} }
OPTIONAL,


...

}

AreaOfInterestCellItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AreaOfInterestList ::= SEQUENCE (SIZE(1..maxnoofAoI)) OF AreaOfInterestItem

AreaOfInterestItem ::= SEQUENCE {


areaOfInterest





AreaOfInterest,


locationReportingReferenceID

LocationReportingReferenceID,


iE-Extensions

ProtocolExtensionContainer { {AreaOfInterestItem-ExtIEs} }
OPTIONAL,


...

}

AreaOfInterestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AreaOfInterestRANNodeList ::= SEQUENCE (SIZE(1..maxnoofRANNodeinAoI)) OF AreaOfInterestRANNodeItem

AreaOfInterestRANNodeItem ::= SEQUENCE {


globalRANNodeID

GlobalRANNodeID,


iE-Extensions

ProtocolExtensionContainer { {AreaOfInterestRANNodeItem-ExtIEs} }
OPTIONAL,


...

}

AreaOfInterestRANNodeItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AreaOfInterestTAIList ::= SEQUENCE (SIZE(1..maxnoofTAIinAoI)) OF AreaOfInterestTAIItem

AreaOfInterestTAIItem ::= SEQUENCE {


tAI




TAI,


iE-Extensions

ProtocolExtensionContainer { {AreaOfInterestTAIItem-ExtIEs} }
OPTIONAL,


...

}

AreaOfInterestTAIItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AssistanceDataForPaging ::= SEQUENCE {


assistanceDataForRecommendedCells

AssistanceDataForRecommendedCells


OPTIONAL,


pagingAttemptInformation



PagingAttemptInformation




OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {AssistanceDataForPaging-ExtIEs} } OPTIONAL,


...

}

AssistanceDataForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AssistanceDataForRecommendedCells ::= SEQUENCE {


recommendedCellsForPaging

RecommendedCellsForPaging, 


iE-Extensions

ProtocolExtensionContainer { {AssistanceDataForRecommendedCells-ExtIEs} }
OPTIONAL,


...

}

AssistanceDataForRecommendedCells-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AssociatedQosFlowList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF AssociatedQosFlowItem

AssociatedQosFlowItem ::= SEQUENCE {


qosFlowIdentifier



QosFlowIdentifier,


qosFlowMappingIndication

ENUMERATED {ul, dl, ...}






OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {AssociatedQosFlowItem-ExtIEs} }
OPTIONAL,


...

}

AssociatedQosFlowItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AveragingWindow ::= INTEGER (0..4095, ...)

-- B

------------------------------------------------------------ NEXT CHANGE ------------------------------------------------------------
-- F

FiveG-S-TMSI ::= SEQUENCE {


aMFSetID


AMFSetID,


aMFPointer


AMFPointer,


fiveG-TMSI


FiveG-TMSI,


iE-Extensions

ProtocolExtensionContainer { {FiveG-S-TMSI-ExtIEs} }
OPTIONAL,


...

}

FiveG-S-TMSI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

FiveG-TMSI ::= OCTET STRING (SIZE(4))

FiveQI ::= INTEGER (0..255, ...)

ForbiddenAreaInformation ::= SEQUENCE (SIZE(1.. maxnoofEPLMNsPlusOne)) OF ForbiddenAreaInformation-Item

ForbiddenAreaInformation-Item ::= SEQUENCE {


pLMNIdentity

PLMNIdentity,


forbiddenTACs

ForbiddenTACs,


iE-Extensions

ProtocolExtensionContainer { {ForbiddenAreaInformation-Item-ExtIEs} } OPTIONAL,


...

}

ForbiddenAreaInformation-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

ForbiddenTACs ::= SEQUENCE (SIZE(1..maxnoofForbTACs)) OF TAC

FulfillableGBRQoSParameters ::= SEQUENCE {


flowBitRateDL



BitRate,


flowBitRateUL



BitRate,


packetDelayBudget


PacketDelayBudget,


packetErrorRate



PacketErrorRate,


iE-Extensions



ProtocolExtensionContainer { {FulfillableGBRQoSParameters-ExtIEs} }
OPTIONAL,


...

}

FulfillableGBRQoSParameters-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...}

FulfillableQoSProfileReferences ::= INTEGER (0..8, ...)

-- G

------------------------------------------------------------ NEXT CHANGE ------------------------------------------------------------
-- Q

QosCharacteristics ::= CHOICE {


nonDynamic5QI

NonDynamic5QIDescriptor,


dynamic5QI


Dynamic5QIDescriptor,


choice-Extensions

ProtocolIE-SingleContainer { {QosCharacteristics-ExtIEs} }

}

QosCharacteristics-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

QosFlowAcceptedList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowAcceptedItem

QosFlowAcceptedItem ::= SEQUENCE {


qosFlowIdentifier

QosFlowIdentifier,


iE-Extensions

ProtocolExtensionContainer { {QosFlowAcceptedItem-ExtIEs} } OPTIONAL,


...

}

QosFlowAcceptedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QosFlowAddOrModifyRequestList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowAddOrModifyRequestItem

QosFlowAddOrModifyRequestItem ::= SEQUENCE {


qosFlowIdentifier



QosFlowIdentifier,


qosFlowLevelQosParameters

QosFlowLevelQosParameters








OPTIONAL,


e-RAB-ID





E-RAB-ID












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {QosFlowAddOrModifyRequestItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowAddOrModifyRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QosFlowAddOrModifyResponseList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowAddOrModifyResponseItem

QosFlowAddOrModifyResponseItem ::= SEQUENCE {


qosFlowIdentifier

QosFlowIdentifier,


iE-Extensions

ProtocolExtensionContainer { {QosFlowAddOrModifyResponseItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowAddOrModifyResponseItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QosFlowIdentifier ::= INTEGER (0..63, ...)

QosFlowInformationList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowInformationItem

QosFlowInformationItem ::= SEQUENCE {


qosFlowIdentifier
QosFlowIdentifier,


dLForwarding

DLForwarding












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {QosFlowInformationItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowInformationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ID id-ULForwarding
CRITICALITY reject
EXTENSION ULForwarding
PRESENCE optional},


...

}

QosFlowLevelQosParameters ::= SEQUENCE {


qosCharacteristics




QosCharacteristics,


allocationAndRetentionPriority

AllocationAndRetentionPriority,


gBR-QosInformation




GBR-QosInformation








OPTIONAL,


reflectiveQosAttribute



ReflectiveQosAttribute







OPTIONAL,


additionalQosFlowInformation

AdditionalQosFlowInformation





OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {QosFlowLevelQosParameters-ExtIEs} }
OPTIONAL,


...

}

QosFlowLevelQosParameters-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QosFlowListWithCause ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowWithCauseItem

QosFlowWithCauseItem ::= SEQUENCE {


qosFlowIdentifier

QosFlowIdentifier,


cause




Cause,


iE-Extensions

ProtocolExtensionContainer { {QosFlowWithCauseItem-ExtIEs} } OPTIONAL,


...

}

QosFlowWithCauseItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QosFlowModifyConfirmList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowModifyConfirmItem

QosFlowModifyConfirmItem ::= SEQUENCE {


qosFlowIdentifier

QosFlowIdentifier,


iE-Extensions

ProtocolExtensionContainer { {QosFlowModifyConfirmItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowModifyConfirmItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QosFlowNotifyList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowNotifyItem

QosFlowNotifyItem ::= SEQUENCE {


qosFlowIdentifier


QosFlowIdentifier,


notificationCause


NotificationCause,


iE-Extensions

ProtocolExtensionContainer { {QosFlowNotifyItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowNotifyItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {

...

}

QosFlowPerTNLInformation ::= SEQUENCE {


uPTransportLayerInformation

UPTransportLayerInformation,


associatedQosFlowList


AssociatedQosFlowList,


iE-Extensions

ProtocolExtensionContainer { { QosFlowPerTNLInformation-ExtIEs} }
OPTIONAL,


...

}

QosFlowPerTNLInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QosFlowPerTNLInformationList ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivityMinusOne)) OF QosFlowPerTNLInformationItem

QosFlowPerTNLInformationItem ::= SEQUENCE {


qosFlowPerTNLInformation



QosFlowPerTNLInformation,


iE-Extensions

ProtocolExtensionContainer { { QosFlowPerTNLInformationItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowPerTNLInformationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QosFlowSetupRequestList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowSetupRequestItem

QosFlowSetupRequestItem ::= SEQUENCE {


qosFlowIdentifier



QosFlowIdentifier,


qosFlowLevelQosParameters

QosFlowLevelQosParameters,


e-RAB-ID





E-RAB-ID










OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {QosFlowSetupRequestItem-ExtIEs} } OPTIONAL,


...

}

QosFlowSetupRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ID id-AlternativeQoSFlowLevelQoSParametersList

CRITICALITY
ignore
EXTENSION AlternativeQoSFlowLevelQoSParametersList PRESENCE optional},

...

}

QosFlowListWithDataForwarding ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowItemWithDataForwarding

QosFlowItemWithDataForwarding ::= SEQUENCE {


qosFlowIdentifier


QosFlowIdentifier,


dataForwardingAccepted

DataForwardingAccepted










OPTIONAL,

{ID
id-FulfillableQoSProfileReferences

CRITICALITY
ignore
EXTENSION FulfillableQoSProfileReferences PRESENCE optional}|


{ID
id-FulfillableGBRQoSParameters


CRITICALITY
ignore
EXTENSION FulfillableGBRQoSParameters PRESENCE optional},

iE-Extensions

ProtocolExtensionContainer { {QosFlowItemWithDataForwarding-ExtIEs} }
OPTIONAL,


...

}

QosFlowItemWithDataForwarding-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QosFlowSetupResponseListSURes ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowSetupResponseItemSURes

QosFlowSetupResponseItemSURes ::= SEQUENCE {


qosFlowIdentifier

QosFlowIdentifier,


iE-Extensions

ProtocolExtensionContainer { {QosFlowSetupResponseItemSURes-ExtIEs} } OPTIONAL,


...

}

QosFlowSetupResponseItemSURes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QosFlowToBeForwardedList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowToBeForwardedItem

QosFlowToBeForwardedItem ::= SEQUENCE {


qosFlowIdentifier

QosFlowIdentifier,


iE-Extensions

ProtocolExtensionContainer { {QosFlowToBeForwardedItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowToBeForwardedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QoSFlowsUsageReportList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QoSFlowsUsageReport-Item

QoSFlowsUsageReport-Item ::= SEQUENCE {


qosFlowIdentifier




QosFlowIdentifier,


rATType







ENUMERATED {nr, eutra, ...},


qoSFlowsTimedReportList



VolumeTimedReportList,


iE-Extensions

ProtocolExtensionContainer { {QoSFlowsUsageReport-Item-ExtIEs} } OPTIONAL,

...

}

QoSFlowsUsageReport-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

------------------------------------------------------------ NEXT CHANGE ------------------------------------------------------------
9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NGAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-AMFConfigurationUpdate




ProcedureCode ::= 0

id-AMFStatusIndication





ProcedureCode ::= 1

id-CellTrafficTrace






ProcedureCode ::= 2

id-DeactivateTrace






ProcedureCode ::= 3

id-DownlinkNASTransport





ProcedureCode ::= 4

id-DownlinkNonUEAssociatedNRPPaTransport
ProcedureCode ::= 5

id-DownlinkRANConfigurationTransfer


ProcedureCode ::= 6

id-DownlinkRANStatusTransfer



ProcedureCode ::= 7

id-DownlinkUEAssociatedNRPPaTransport

ProcedureCode ::= 8

id-ErrorIndication






ProcedureCode ::= 9

id-HandoverCancel






ProcedureCode ::= 10

id-HandoverNotification





ProcedureCode ::= 11

id-HandoverPreparation





ProcedureCode ::= 12

id-HandoverResourceAllocation



ProcedureCode ::= 13

id-InitialContextSetup





ProcedureCode ::= 14

id-InitialUEMessage






ProcedureCode ::= 15

id-LocationReportingControl




ProcedureCode ::= 16

id-LocationReportingFailureIndication

ProcedureCode ::= 17

id-LocationReport






ProcedureCode ::= 18

id-NASNonDeliveryIndication




ProcedureCode ::= 19

id-NGReset








ProcedureCode ::= 20

id-NGSetup








ProcedureCode ::= 21

id-OverloadStart






ProcedureCode ::= 22

id-OverloadStop







ProcedureCode ::= 23

id-Paging








ProcedureCode ::= 24

id-PathSwitchRequest





ProcedureCode ::= 25

id-PDUSessionResourceModify




ProcedureCode ::= 26

id-PDUSessionResourceModifyIndication

ProcedureCode ::= 27

id-PDUSessionResourceRelease



ProcedureCode ::= 28

id-PDUSessionResourceSetup




ProcedureCode ::= 29

id-PDUSessionResourceNotify




ProcedureCode ::= 30

id-PrivateMessage






ProcedureCode ::= 31

id-PWSCancel







ProcedureCode ::= 32

id-PWSFailureIndication





ProcedureCode ::= 33

id-PWSRestartIndication





ProcedureCode ::= 34

id-RANConfigurationUpdate




ProcedureCode ::= 35

id-RerouteNASRequest





ProcedureCode ::= 36

id-RRCInactiveTransitionReport



ProcedureCode ::= 37

id-TraceFailureIndication




ProcedureCode ::= 38

id-TraceStart







ProcedureCode ::= 39

id-UEContextModification




ProcedureCode ::= 40

id-UEContextRelease






ProcedureCode ::= 41

id-UEContextReleaseRequest




ProcedureCode ::= 42

id-UERadioCapabilityCheck




ProcedureCode ::= 43

id-UERadioCapabilityInfoIndication


ProcedureCode ::= 44

id-UETNLABindingRelease





ProcedureCode ::= 45

id-UplinkNASTransport





ProcedureCode ::= 46

id-UplinkNonUEAssociatedNRPPaTransport

ProcedureCode ::= 47
id-UplinkRANConfigurationTransfer


ProcedureCode ::= 48

id-UplinkRANStatusTransfer




ProcedureCode ::= 49

id-UplinkUEAssociatedNRPPaTransport


ProcedureCode ::= 50

id-WriteReplaceWarning





ProcedureCode ::= 51

id-SecondaryRATDataUsageReport



ProcedureCode ::= 52

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************


maxnoofAllowedAreas




INTEGER ::= 16


maxnoofAllowedS-NSSAIs



INTEGER ::= 8


maxnoofBPLMNs





INTEGER ::= 12


maxnoofCellIDforWarning



INTEGER ::= 65535


maxnoofCellinAoI




INTEGER ::= 256


maxnoofCellinEAI




INTEGER ::= 65535


maxnoofCellinTAI




INTEGER ::= 65535


maxnoofCellsingNB




INTEGER ::= 16384


maxnoofCellsinngeNB




INTEGER ::= 256


maxnoofCellsinUEHistoryInfo


INTEGER ::= 16


maxnoofCellsUEMovingTrajectory

INTEGER ::= 16


maxnoofDRBs






INTEGER ::= 32


maxnoofEmergencyAreaID



INTEGER ::= 65535


maxnoofEAIforRestart



INTEGER ::= 256


maxnoofEPLMNs





INTEGER ::= 15


maxnoofEPLMNsPlusOne



INTEGER ::= 16


maxnoofE-RABs





INTEGER ::= 256


maxnoofErrors





INTEGER ::= 256


maxnoofForbTACs





INTEGER ::= 4096


maxnoofMultiConnectivity



INTEGER ::= 4


maxnoofMultiConnectivityMinusOne
INTEGER ::= 3


maxnoofNGConnectionsToReset


INTEGER ::= 65536


maxnoofPDUSessions




INTEGER ::= 256


maxnoofPLMNs





INTEGER ::= 12


maxnoofQosFlows





INTEGER ::= 64

maxnoofQoSProfiles




INTEGER ::= 8

maxnoofRANNodeinAoI




INTEGER ::= 64


maxnoofRecommendedCells



INTEGER ::= 16


maxnoofRecommendedRANNodes


INTEGER ::= 16


maxnoofAoI






INTEGER ::= 64


maxnoofServedGUAMIs




INTEGER ::= 256


maxnoofSliceItems




INTEGER ::= 1024


maxnoofTACs






INTEGER ::= 256


maxnoofTAIforInactive



INTEGER ::= 16


maxnoofTAIforPaging




INTEGER ::= 16


maxnoofTAIforRestart



INTEGER ::= 2048


maxnoofTAIforWarning



INTEGER ::= 65535


maxnoofTAIinAoI





INTEGER ::= 16


maxnoofTimePeriods




INTEGER ::= 2


maxnoofTNLAssociations



INTEGER ::= 32


maxnoofXnExtTLAs




INTEGER ::= 2


maxnoofXnGTP-TLAs




INTEGER ::= 16


maxnoofXnTLAs





INTEGER ::= 16

-- **************************************************************

--

-- IEs

--

-- **************************************************************


id-AllowedNSSAI










ProtocolIE-ID ::= 0


id-AMFName











ProtocolIE-ID ::= 1


id-AMFOverloadResponse








ProtocolIE-ID ::= 2


id-AMFSetID











ProtocolIE-ID ::= 3


id-AMF-TNLAssociationFailedToSetupList




ProtocolIE-ID ::= 4


id-AMF-TNLAssociationSetupList






ProtocolIE-ID ::= 5


id-AMF-TNLAssociationToAddList






ProtocolIE-ID ::= 6


id-AMF-TNLAssociationToRemoveList





ProtocolIE-ID ::= 7


id-AMF-TNLAssociationToUpdateList





ProtocolIE-ID ::= 8


id-AMFTrafficLoadReductionIndication




ProtocolIE-ID ::= 9


id-AMF-UE-NGAP-ID









ProtocolIE-ID ::= 10


id-AssistanceDataForPaging







ProtocolIE-ID ::= 11


id-BroadcastCancelledAreaList






ProtocolIE-ID ::= 12


id-BroadcastCompletedAreaList






ProtocolIE-ID ::= 13


id-CancelAllWarningMessages







ProtocolIE-ID ::= 14


id-Cause











ProtocolIE-ID ::= 15


id-CellIDListForRestart








ProtocolIE-ID ::= 16


id-ConcurrentWarningMessageInd






ProtocolIE-ID ::= 17


id-CoreNetworkAssistanceInformationForInactive


ProtocolIE-ID ::= 18


id-CriticalityDiagnostics







ProtocolIE-ID ::= 19


id-DataCodingScheme









ProtocolIE-ID ::= 20


id-DefaultPagingDRX









ProtocolIE-ID ::= 21


id-DirectForwardingPathAvailability





ProtocolIE-ID ::= 22


id-EmergencyAreaIDListForRestart





ProtocolIE-ID ::= 23


id-EmergencyFallbackIndicator






ProtocolIE-ID ::= 24


id-EUTRA-CGI










ProtocolIE-ID ::= 25


id-FiveG-S-TMSI










ProtocolIE-ID ::= 26


id-GlobalRANNodeID









ProtocolIE-ID ::= 27


id-GUAMI











ProtocolIE-ID ::= 28


id-HandoverType










ProtocolIE-ID ::= 29


id-IMSVoiceSupportIndicator







ProtocolIE-ID ::= 30


id-IndexToRFSP










ProtocolIE-ID ::= 31


id-InfoOnRecommendedCellsAndRANNodesForPaging


ProtocolIE-ID ::= 32


id-LocationReportingRequestType






ProtocolIE-ID ::= 33


id-MaskedIMEISV










ProtocolIE-ID ::= 34


id-MessageIdentifier








ProtocolIE-ID ::= 35


id-MobilityRestrictionList







ProtocolIE-ID ::= 36


id-NASC












ProtocolIE-ID ::= 37


id-NAS-PDU











ProtocolIE-ID ::= 38


id-NASSecurityParametersFromNGRAN





ProtocolIE-ID ::= 39


id-NewAMF-UE-NGAP-ID








ProtocolIE-ID ::= 40


id-NewSecurityContextInd







ProtocolIE-ID ::= 41


id-NGAP-Message










ProtocolIE-ID ::= 42


id-NGRAN-CGI










ProtocolIE-ID ::= 43


id-NGRANTraceID










ProtocolIE-ID ::= 44


id-NR-CGI











ProtocolIE-ID ::= 45


id-NRPPa-PDU










ProtocolIE-ID ::= 46


id-NumberOfBroadcastsRequested






ProtocolIE-ID ::= 47


id-OldAMF











ProtocolIE-ID ::= 48


id-OverloadStartNSSAIList







ProtocolIE-ID ::= 49


id-PagingDRX










ProtocolIE-ID ::= 50


id-PagingOrigin










ProtocolIE-ID ::= 51


id-PagingPriority









ProtocolIE-ID ::= 52
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