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------Start of the Change------
[bookmark: _Toc535237619]9.1.2.18	RLF INDICATION
This message is sent by the eNB2 to indicate an RRC re-establishment attempt or a reception of an RLF Report from a UE that suffered a connection failure at eNB1.
Direction: eNB2  eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Failure cell PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier
	YES
	ignore

	Re-establishment cell ECGI
	M
	
	ECGI
9.2.14
	
	YES
	ignore

	C-RNTI
	M
	
	BIT STRING (SIZE (16))
	C-RNTI contained in the RRC Re-establishment Request message (TS 36.331 [9])
	YES
	ignore

	ShortMAC-I
	O
	
	BIT STRING (SIZE (16))
	ShortMAC-I contained in the RRC Re-establishment Request message (TS 36.331 [9])
	YES
	ignore

	UE RLF Report Container
	O
	
	OCTET STRING
	RLF -Report-r9 IE or the RLF-Report-NB IE [pending to RAN2 discussion]contained in the UEInformationResponse message (TS 36.331 [9])
	YES
	ignore

	RRC Conn Setup Indicator
	O
	
	ENUMERATED(RRC Conn Setup, ...)
	Included if the RLF Report within the UE RLF Report Container IE is retrieved after an RRC connection setup or an incoming successful handover
	YES
	reject

	RRC Conn Reestab Indicator
	O
	
	ENUMERATED(reconfigurationFailure, handoverFailure, otherFailure, ...)
	The Reestablishment Cause in RRCConnectionReestablishmentRequest message(TS 36.331 [9])
	YES
	ignore

	UE RLF Report Container for extended bands
	O
	
	OCTET STRING
	RLF-Report-v9e0 or the RLF-Report-NB IE [pending to RAN2 discussion] IE contained in the UEInformationResponse message (TS 36.331 [9])
	YES
	ignore


------End of the Change------
