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[bookmark: _Toc5694322]                                            -----First change----
8.3.X SN change Report
8.3.X.1	General
The purpose of the SN change Report procedure is to transfer SN change failure related information between NG-RAN nodes.
The procedure uses non UE-associated signalling.
8.3.X.2	Successful Operation


Figure 8.3.X.2-1: SN Change Report, successful operation
An M-NG-RAN node initiates the procedure by sending an SN CHANGE REPORT ssage to S-NG-RAN node. By sending the message M-NG-RAN node indicates to S-NG-RAN node that a sn change failure related problem was detected.
If the SN change Report Type IE is set to "SN change too early", then the M-NG-RAN node indicates to S-NG-RAN node that, following a successful SN change from a source S-NG-RAN node to a target S-NG-RAN node, a SCG failure occurred. Else if the SN change Report Type IE is set to "SN change too late", then the M-NG-RAN node indicates to S-NG-RAN node that, following a before SN change trigger from a source S-NG-RAN node to a target S-NG-RAN node, a SCG failure occurred. Else if the SN change Report Type IE is set to " SN change to wrong cell ", then the M-NG-RAN node indicates to S-NG-RAN node that, following a successful SN change from a source S-NG-RAN node to a target S-NG-RAN node, a SCG failure occurred.
8.3.X.3 Abnormal Conditions
void

-----Next change----
9.1.2.X SN CHANGE REPORT
This message is sent by the M-NG-RAN node to report a SN change failure event to S-NG-RAN node.
Direction: M-NG-RAN node  S-NG-RAN node.
	IE/Group Na
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	SN change Report Type
	M
	
	ENUMERATED (SN change too early, SN change too late,SN change to wrong cell, …, )
	
	YES
	ignore

	Source SN cell CGI
	M
	
	NG-RAN node CELL ID
9.2.2.X
	CGI of source S-NG-RAN node for SN change procedure 
	YES
	ignore

	Failure SN cell CGI
	O
	
	NG-RAN node CELL ID
9.2.2.X
	CGI of target S-NG-RAN node for SN change procedure
	YES
	ignore

	Selected SN cell CGI
	C-
ifSNchangereportType HoToWrongCell
	
	NG-RAN node CELL ID
9.2.2.X
	CGI of cell which is the proper target Pscell after SN change failure
	
	

	UE SCGfailureinformation Report Container
	O
	
	OCTET STRING
	The UE SCGfailureinformation Report Container IE received from UE the SCG failure information message.
	YES
	ignore



	Condition
	Explanation

	ifSN changeReportType HoToWrongCell
	This IE shall be present if the SN change Report Type IE is set to the value "SN change to wrong cell"



9.2.2.X NG-RAN node CELL ID
This IE is used to globally identify an NG cell (see TS 38.300 [9]).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Cell ID
	M
	
	
	

	>E-UTRAN
	
	
	
	

	>>Cell Identifier
	M
	
	[bookmark: _Toc14165859]E-UTRA CGI
9.2.2.8	

	

	>NR
	
	
	
	

	>>Cell Identifier
	M
	
	NR CGI
9.2.2.7
	



                                                              -----End of change----
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