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[bookmark: _Toc5694402][bookmark: _Toc535237692][bookmark: _Toc534900834][bookmark: _Toc525567631][bookmark: _Toc525567067]
<<<<<<<<<<<<<<<<<<<< Change begins>>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc14165513]8.2.1	PDU Session Resource Setup
[bookmark: _Toc14165514]8.2.1.1	General
The purpose of the PDU Session Resource Setup procedure is to assign resources on Uu and NG-U for one or several PDU sessions and the corresponding QoS flows, and to setup corresponding DRBs for a given UE. The procedure uses UE-associated signalling.
[bookmark: _Toc14165515]8.2.1.2	Successful Operation


Figure 8.2.1.2-1: PDU session resource setup: successful operation
The AMF initiates the procedure by sending a PDU SESSION RESOURCE SETUP REQUEST message to the NG-RAN node.
<Unchanged Text Omitted>
For each PDU session successfully established the NG-RAN node shall pass to the UE the PDU Session NAS-PDU IE, if included, and the value contained in the PDU Session ID IE received for the PDU session. The NG-RAN node shall not send to the UE the PDU Session NAS PDUs associated to the failed PDU sessions. 
If the NAS-PDU IE is included in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall pass it to the UE.
If the NAS-PDU IE and one or multiple PDU Session NAS-PDU IE are included in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall pass to the UE the NAS-PDU IE first.  


<<<<<<<<<<<<<<<<<<<< Next change>>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc14165538]8.3.1	Initial Context Setup
[bookmark: _Toc14165539]8.3.1.1	General
The purpose of the Initial Context Setup procedure is to establish the necessary overall initial UE context at the NG-RAN node, when required, including PDU session context, the Security Key, Mobility Restriction List, UE Radio Capability and UE Security Capabilities, etc. The AMF may initiate the Initial Context Setup procedure if a UE-associated logical NG-connection exists for the UE or if the AMF has received the RAN UE NGAP ID IE in an INITIAL UE MESSAGE message or if the NG-RAN node has already initiated a UE-associated logical NG-connection by sending an INITIAL UE MESSAGE message via another NG interface instance. The procedure uses UE-associated signalling.
[bookmark: _Toc14165540]8.3.1.2	Successful Operation


Figure 8.3.1.2-1: Initial context setup: successful operation
<Unchanged Text Omitted>
If the NAS-PDU IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall pass it transparently towards the UE.
If the NAS-PDU IE and one or multiple PDU Session NAS-PDU IE are included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall pass to the UE the NAS-PDU IE first. 


<<<<<<<<<<<<<<<<<<<< Change ends>>>>>>>>>>>>>>>>>>>>




image1.emf
NG-RAN node

PDU SESSION RESOURCE SETUP REQUEST

PDU SESSION RESOURCE SETUP RESPONSE

AMF


Microsoft_Visio_2003-2010___1.vsd
NG-RAN node


AMF


PDU SESSION RESOURCE SETUP REQUEST


PDU SESSION RESOURCE SETUP RESPONSE



image2.emf
NG-RAN node

INITIAL CONTEXT SETUP REQUEST

INITIAL CONTEXT SETUP RESPONSE

AMF


Microsoft_Visio_2003-2010___2.vsd
NG-RAN node


AMF


INITIAL CONTEXT SETUP REQUEST


INITIAL CONTEXT SETUP RESPONSE



