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[bookmark: _Toc445891665][bookmark: _Toc534730167]<Unchanged Text omitted>
<Start of first changed section>
9.2.23	Positioning SIB Type
This parameter defines a specific positioning SIB, as defined in TS 36.355 [13].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Positioning SIB Type
	M
	
	ENUMERATED ( posSibType1-1, 
posSibType1-2, 
posSibType1-3, 
posSibType1-4, 
posSibType1-5,
posSibType1-6, 
posSibType1-7, 
posSibType2-1, 
posSibType2-2, 
posSibType2-3,
posSibType2-4, 
posSibType2-5, 
posSibType2-6, 
posSibType2-7, 
posSibType2-8,
posSibType2-9, 
posSibType2-10, 
posSibType2-11, 
posSibType2-12, 
posSibType2-13, 
posSibType2-14, 
posSibType2-15, 
posSibType2-16,
posSibType2-17, 
posSibType2-18, 
posSibType2-19,
posSibType3-1,  
...,
posSibTypeX-Y)
	



<Next changed section>

9.3.3 Elementary Procedure Definitions
-- ASN1START
-- **************************************************************
--
-- Elementary Procedure definitions
--

<Unchanged Text omitted>

PosSIB-Type ::= ENUMERATED {
	posSibType1-1, 
	posSibType1-2, 
	posSibType1-3, 
	posSibType1-4, 
	posSibType1-5,
	posSibType1-6, 
	posSibType1-7, 
	posSibType2-1, 
	posSibType2-2, 
	posSibType2-3,
	posSibType2-4, 
	posSibType2-5, 
	posSibType2-6, 
	posSibType2-7, 
	posSibType2-8,
	posSibType2-9, 
	posSibType2-10, 
	posSibType2-11, 
	posSibType2-12, 
	posSibType2-13, 
	posSibType2-14, 
	posSibType2-15, 
	posSibType2-16,
	posSibType2-17, 
	posSibType2-18, 
	posSibType2-19,
	posSibType3-1,
	...,
	posSibTypeX-Y
}

<End of changes>


