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Start of the first change
[bookmark: _Toc14165595]8.5.1	Paging
[bookmark: _Toc14165596]8.5.1.1	General
The purpose of the Paging procedure is to enable the AMF to page a UE in the specific NG-RAN node.
[bookmark: _Toc14165597]8.5.1.2	Successful Operation


Figure 8.5.1.2-1: Paging 
<Unchanged Text Omitted>

If the Paging Origin IE is included in the PAGING message, the NG-RAN node shall transfer it to the UE according to TS 38.331 [18] and TS 36.331 [21].
If the Allowed CAG Id List IE and CAG Only Access IE are included in the PAGING message, the NG-RAN node shall perform paging the UE only in cells whose CAG IDs appear in the Allowed CAG List IE.
If the Serving NID IE is included in the PAGING message, the NG-RAN node shall perform paging the UE only in cells whose NID is same as the Serving NID IE.

Start of the next change
[bookmark: _Toc14165793]9.2.4	Paging Messages
[bookmark: _Toc14165794]9.2.4.1	PAGING
This message is sent by the AMF and is used to page a UE in one or several tracking areas.
Direction: AMF  gNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	UE Paging Identity
	M
	
	9.3.3.18
	
	YES
	ignore

	Paging DRX
	O
	
	9.3.1.90
	
	YES
	ignore

	TAI List for Paging
	
	1
	
	
	YES
	ignore

	>TAI List for Paging Item
	
	1..<maxnoofTAIforPaging>
	
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	Paging Priority
	O
	
	9.3.1.78
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	Paging Origin
	O
	
	9.3.3.22
	
	YES
	ignore

	Assistance Data for Paging
	O
	
	9.3.1.69
	
	YES
	ignore

	Allowed CAG Id List
	O
	
	
	
	YES
	ignore

	>Allowed CAG Id List Item
	
	1..< maxnoofAllowedCAGs>
	
	
	
	

	 >CAG ID
	
	
	9.3.1.x
	
	-
	

	 CAG Only Access
	O
	
	ENUMERATED (true, ...)
	Indicates whether the UE is only allowed to access CAG cells.
	YES
	ignore

	Serving NID
	O
	
	NID
9.3.1.y
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTAIforPaging
	Maximum no. of TAIs for paging. Value is 16.

	maxnoofAllowedCAGs
	Maximum no. of allowed CAGs. Value is FFS



Start of the next change

[bookmark: _Toc14165849]9.3	Information Element Definitions
[bookmark: _Toc14165850]9.3.1	Radio Network Layer Related IEs
<Unchanged Text Omitted>

[bookmark: _Toc14165867]9.3.1.x	CAG ID
This IE uniquely identifies a CAG per PLMN.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CAG ID
	M
	
	FFS
	Corresponds to the FFS defined in TS 38.331 [8].



9.3.1.y	NID
This IE uniquely identifies a NID per PLMN.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NID
	M
	
	FFS
	Corresponds to the FFS defined in TS 38.331 [8].




End of the next change
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