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1. Introduction
Last RAN3 meeting discussed the TSC assistance information, and agreed the baseline CRs. In this document we further discuss where to put the TSC assistance information. . 
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]2. Discussion
The offline summary was provided in [1] with the following three options for the location of TAC assistance information. 
	Question: Where to introduce the TSC Assistance Information IE?
A)	Within the GBR QoS Flow Information IE.
B)	Within the QoS Flow Level QoS Parameters IE and clarify the IE description to e.g. “This IE indicates the QoS parameters and traffic characteristics of a QoS flow”.
             C)	Same level as the QoS Flow Level QoS Parameters IE.



Generally all three options could work, where the TSCAI is provided per QoS flow. According to the offline discussion [1], people may have different understandings whether the TSC Assistance Information should be categorised into QoS flow parameters or not. 
In TS 23. 501, The TSC assistance information describes the TSC traffic characterises as follows.    
· TSC assistance information describes TSC traffic characteristics for use in the 5G System;
But meanwhile the in TS 23. 501, this TSCAI is described together with 5QI, delay critical GBR resource type and PDB as follows.  
TSC QoS flows use a Delay Critical GBR resource type, standardized 5QIs as in clause 5.7.4 and TSC Assistance Information. 
The following is applicable for the 5QI defined for TSC QoS flows:
1.	The TSCAI Burst Size may be used to set the MDBV.
2.	The PDB is explicitly divided into 5G-AN PDB and CN PDB. The 5G-AN PDB is the packet delay budget applicable to the radio interface, including AN processing. The CN PDB is the delay between a UPF terminating N6 and a 5G-AN. Separate delay budgets are necessary for calculation of expected packet transmit times on 5G System interfaces.
3.	The TSCAI Burst Arrival Time calculation uses UE-DS-TT residence time and CN PDB as per clause 5.27.5. For DL TSCAI Burst Arrival Time determination, CN PDB is needed. For UL TSCAI Burst Arrival Time determination, UE-DS-TT residence time are needed
In addition, importantly, the burst size (i.e. message size) is also as part of the TSCAI. This is represented and set as the MDBV. While the MDBV is provided within the  QoS flow level QoS parameters.  
So this TSCAI should be considered as the QoS flow level QoS parameters, so that the NG-RAN can treat the TSCAI, the 5QIs, burst size, and the PDB together for the optimized scheduling. 
In light of the discussion above, option A) or option B) could be selected. Though currently the TSCAI can only be applied to delay critical GBR resource type, it is forward capability way to select B) in case the Time Sensitive Network is evolved in later release. 

[bookmark: _Toc423019661][bookmark: _Toc423019946][bookmark: _Toc423020275][bookmark: _Toc423020292][bookmark: _Toc423020300]The TSC assistance information is introduced within the QoS Flow Level QoS Parameters IE.
[bookmark: _Toc423019950][bookmark: _Toc423020279][bookmark: _Toc423020296]4. Conclusion
Based on the discussion in this paper, we propose the detailed proposal:
1. [bookmark: _Toc423020280]The TSC assistance information is introduced within the QoS Flow Level QoS Parameters IE.

The TPs for TS 38.423, TS 38.473 and TS 38.463 can be found in [2-4]. 
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[bookmark: _Toc14165513]8.2.1	PDU Session Resource Setup
[bookmark: _Toc14165514]8.2.1.1	General
The purpose of the PDU Session Resource Setup procedure is to assign resources on Uu and NG-U for one or several PDU sessions and the corresponding QoS flows, and to setup corresponding DRBs for a given UE. The procedure uses UE-associated signalling.
[bookmark: _Toc14165515]8.2.1.2	Successful Operation


Figure 8.2.1.2-1: PDU session resource setup: successful operation
The AMF initiates the procedure by sending a PDU SESSION RESOURCE SETUP REQUEST message to the NG-RAN node.
<Unchanged Text Omitted>
For each PDU session in the PDU SESSION RESOURCE SETUP REQUEST message, if the Additional QoS Flow Information IE is included in the QoS Flow Level QoS Parameters IE in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node may consider it for the DRB allocation process. It is up to NG-RAN node implementation to decide whether and how to use it.
For each PDU session in the PDU SESSION RESOURCE SETUP REQUEST message, if the TSC Traffic Characteristics IE is included in the QoS Flow Level QoS Parameters IE in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node may consider it for the scheduling process as specified in TS 23.501 [9]. 
[bookmark: _Toc14165525]8.2.3.2	Successful Operation


Figure 8.2.3.2-1: PDU session resource modify: successful operation
The AMF initiates the procedure by sending a PDU SESSION RESOURCE MODIFY REQUEST message to the NG-RAN node.
<Unchanged Text Omitted>
For each PDU session included in the PDU Session Resource Modify Request List IE:
-	For each QoS flow included in the QoS Flow Add or Modify Request List IE, based on the QoS Flow Level QoS Parameters IE, the NG-RAN node may establish, modify or release the DRB configuration and may change allocation of resources on NG or Uu accordingly. The NG-RAN node shall associate each QoS flow accepted to setup or modify with a DRB of the PDU session. The associated DRB for the QoS flow accepted to modify may not change. If the if the TSC Traffic Characteristics IE is included in the QoS Flow Add or Modify Request List IE, the NG-RAN node shall replace the preciously provided TSC Traffic Characteristics by the received TSC Traffic Characteristics, and consider it for the scheduling process as specified in TS 23.501 [9]. 
-	For each QoS flow included in the QoS Flow to Release List IE, the NG-RAN node shall de-associate the QoS flow with the previously associated DRB.

<Unchanged Text Omitted>

[bookmark: _Toc14165523][bookmark: _Toc14165862]8.2.3	PDU Session Resource Modify
[bookmark: _Toc14165524]8.2.3.1	General
The purpose of the PDU Session Resource Modify procedure is to enable configuration modifications of already established PDU session(s) for a given UE. It is also to enable the setup, modification and release of the QoS flow for already established PDU session(s). The procedure uses UE-associated signalling.
<Unchanged Text Omitted>

9.3.1.12	QoS Flow Level QoS Parameters
This IE defines the QoS parameters to be applied to a QoS flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE QoS Characteristics
	M
	
	
	
	-
	

	>Non-dynamic 5QI
	
	
	
	
	
	

	>>Non Dynamic 5QI Descriptor
	M
	
	9.3.1.28
	
	-
	

	>Dynamic 5QI
	
	
	
	
	
	

	>>Dynamic 5QI Descriptor
	M
	
	9.3.1.18
	
	-
	

	Allocation and Retention Priority
	M
	
	9.3.1.19
	
	-
	

	GBR QoS Flow Information
	O
	
	9.3.1.10
	This IE shall be present for GBR QoS Flows only.
	-
	

	Reflective QoS Attribute
	O
	
	ENUMERATED (subject to, …)
	Details in TS 23.501 [9]. This IE may be present in case of Non-GBR QoS flows and shall be ignored otherwise.
	-
	

	Additional QoS Flow Information
	O
	
	ENUMERATED (more likely, …)
	This IE indicates that traffic for this QoS flow is likely to appear more often than traffic for other flows established for the PDU session.
This IE may be present in case of Non-GBR QoS flows and shall be ignored otherwise.
	-
	

	TSC Traffic Characteristics
	O
	
	9.3.1.x
	This IE indicates the TSC traffic characteristics as described in TS 23.501 [9]. This IE may be present in case of GBR QoS flows and shall be ignored otherwise
	YES
	ignore




<Unchanged Text Omitted>
[bookmark: _Toc14166041]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************


<Unchanged Text Omitted>

id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,
	id-AdditionalDLUPTNLInformationForHOList,
	id-AdditionalNGU-UP-TNLInformation,
	id-AdditionalUL-NGU-UP-TNLInformation,
	id-Cause,
	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-CommonNetworkInstance,
	id-DataForwardingNotPossible,
	id-DL-NGU-UP-TNLInformation,
	id-LastEUTRAN-PLMNIdentity,
	id-MaximumIntegrityProtectedDataRate-DL,
	id-NetworkInstance,
	id-OldAssociatedQosFlowList-ULendmarkerexpected,
	id-PDUSessionAggregateMaximumBitRate,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceReleaseResponseTransfer,
	id-PDUSessionType,
	id-PSCellInformation,
	id-QosFlowAddOrModifyRequestList,
	id-QosFlowSetupRequestList,
	id-QosFlowToReleaseList,
	id-SecondaryRATUsageInformation,
	id-SecurityIndication,
	id-SecurityResult,
	id-S-NSSAI,
	id-UL-NGU-UP-TNLInformation,
	id-UL-NGU-UP-TNLModifyList,
	id-ULForwarding,
	id-ULForwardingUP-TNLInformation,
	id-TSCTrafficCharacteristics,



<Unchanged Text Omitted>
QosFlowLevelQosParameters ::= SEQUENCE {
	qosCharacteristics					QosCharacteristics,
	allocationAndRetentionPriority		AllocationAndRetentionPriority,
	gBR-QosInformation					GBR-QosInformation									OPTIONAL,
	reflectiveQosAttribute				ReflectiveQosAttribute								OPTIONAL,
	additionalQosFlowInformation		AdditionalQosFlowInformation						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowLevelQosParameters-ExtIEs} }	OPTIONAL,
	...
}

QosFlowLevelQosParameters-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-TSCTrafficCharacteristics	CRITICALITY ignore	EXTENSION TSCTrafficCharacteristics	PRESENCE optional	},
	...
}

[bookmark: _Toc14166043]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************
	id-ULForwardingUP-TNLInformation						ProtocolIE-ID ::= 164
	id-CNAssistedRANTuning									ProtocolIE-ID ::= 165
	id-CommonNetworkInstance								ProtocolIE-ID ::= 166
	id-TSCTrafficCharacteristics							ProtocolIE-ID ::= xxx
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