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[bookmark: _Ref349588338]1. 	Discussion
As summarized in TR 38.855, the following issues need to be addressed when the normative specifications for the location management functionality in NG-RAN are developed [1]:
(a)	Impact of UE mobility in support of location management functionality in NG-RAN;
(b)	co-existence of LMC in NG-RAN and LMF.
An NG-RAN LMC and 5GC LMF can coexist in a network by considering the availability of LMCs in the LMF selection procedures performed by an AMF as specified in TS 23.271 [2].
This contribution provides a text proposal on the coexistence of NG-RAN LMC and 5GC LMF. 

Proposal: Add the attached text proposal to TR 38.856.
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[bookmark: _Toc16508699]5.3		Coordination and coexistence with LMF in the 5GC
A 5GC LMF and NG-RAN LMC can coexist in a network. The LMF selection criteria defined in TS 23.273 [xx] can consider the availablility of NG-RAN LMCs. 
The location procedures are instigated by a serving AMF after receiving a Namf_Location_ProvidePositioningInfo Request from LCS entities (in case of MT-LR), after receiving an emergency registration for an IMS emergency call from the UE (in case of an NI-LR), or after receiving a SS MO-LR Request (in case of an MO-LR). In all cases, the AMF can determine a suitable 5GC LMF or a NG-RAN LMC for location estimation of the target UE or for providing assistance data to the target UE, as illustrated in Figure 5.3-1 below.


Figure 5.3.-1: Coexistence of NG-RAN LMC and 5GC LMF.
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