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1
Introduction

During RAN3#105, signalling based MDT activation and deactivation has been discussed over various interfaces and agreements were reached. In this contribution we propose contributions to implementsthose agreements on activating/de-activating MDT over Xn, NG, F1 and E1.
2
Discussion

During the last RAN3#105 meeting MDT activating/De-activating has been discussed. The list below summarizes the agreemnts reached during the meeting [1], [2]:
· MDT Activation/Deactivation procedures:
· UE Context Management procedures with addition of Trace Start on F1, 
· Bearer context Setup with addition of Trace Start on E1, 
· Handover request and Retrieve UE Context Response over Xn 
· Trace Start, Trace Failure Indication and Deactivate Trace over NG
· The EM of each node may send the MDT activation to CU-CP, DU, and CU-UP directly. If a gNB-CU receives a management based MDT activation, it may propagate the MDT configuration to DU and/or CU-UP over F1 and E1 if needed.
· The EM of each node may send the MDT deactivation to CU-CP, DU, and CU-UP directly. If a gNB-CU receives a management based MDT deactivation, it may propagate the management based MDT deactivation to DU and/or gNB-CU-UP if needed.
Based on the above agreements the following MDT configuration contribtutions are proposed

1. MDT Configuration support for NGAP 

2. MDT Configuration support for XnAP
3. MDT Configuration support for F1AP

4. MDT Configuration support for E1AP

3
Conclusion

Proposal 1: Agree CRs in [3], [4], [5], [6]
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