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<<<<<<<<<<<<<<<<<<<< 2nd Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc5699396]8	E1AP procedures
[bookmark: _Toc5699397]8.1	List of E1AP Elementary Procedures
In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):
Table 1: Class 1 procedures
	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	gNB-CU-UP E1 Setup
	GNB-CU-UP E1 SETUP REQUEST
	GNB-CU-UP E1 SETUP RESPONSE
	GNB-CU-UP E1 SETUP FAILURE

	gNB-CU-CP E1 Setup
	GNB-CU-CP E1 SETUP REQUEST
	GNB-CU-CP E1 SETUP RESPONSE
	GNB-CU-CP E1 SETUP FAILURE

	gNB-CU-UP Configuration Update
	GNB-CU-UP CONFIGURATION UPDATE
	GNB-CU-UP CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU-UP CONFIGURATION UPDATE FAILURE

	gNB-CU-CP Configuration Update
	GNB-CU-CP CONFIGURATION UPDATE
	GNB-CU-CP CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU-CP CONFIGURATION UPDATE FAILURE

	E1 Release 
	E1 RELEASE REQUEST
	E1 RELEASE RESPONSE
	

	Bearer Context Setup
	BEARER CONTEXT SETUP REQUEST
	BEARER CONTEXT SETUP RESPONSE
	BEARER CONTEXT SETUP FAILURE

	Bearer Context Modification (gNB-CU-CP initiated)
	BEARER CONTEXT MODIFICATION REQUEST
	BEARER CONTEXT MODIFICATION RESPONSE
	BEARER CONTEXT MODIFICATION FAILURE

	Bearer Context Modification Required (gNB-CU-UP initiated)
	BEARER CONTEXT MODIFICATION REQUIRED
	BEARER CONTEXT MODIFICATION CONFIRM
	

	Bearer Context Release (gNB-CU-CP initiated)
	BEARER CONTEXT RELEASE COMMAND
	BEARER CONTEXT RELEASE COMPLETE
	



Table 2: Class 2 procedures
	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	Bearer Context Release Request (gNB-CU-UP initiated)
	BEARER CONTEXT RELEASE REQUEST

	Bearer Context Inactivity Notification 
	BEARER CONTEXT INACTIVITY NOTIFICATION

	DL Data Notification
	DL DATA NOTIFICATION

	UL Data Notification
	UL DATA NOTIFICATION

	Data Usage Report
	DATA USAGE REPORT

	gNB-CU-UP Counter Check
	GNB-CU-UP COUNTER CHECK

	gNB-CU-UP Status Indication
	GNB-CU-UP STATUS INDICATION

	MR-DC Data Usage Report
	MR-DC DATA USAGE REPORT

	Trace Start
	TRACE START

	Deactivate Trace
	DEACTIVATE TRACE



<<<<<<<<<<<<<<<<<<<< End of 2nd Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< 3rd Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955493][bookmark: _Toc5699440][bookmark: _Toc5699565]8.3.1	Bearer Context Setup
[bookmark: _Toc20955494]8.3.1.1	General
The purpose of the Bearer Context Setup procedure is to allow the gNB-CU-CP to establish a bearer context in the gNB-CU-UP. The procedure uses UE-associated signalling.
[bookmark: _Toc20955495]8.3.1.2	Successful Operation


Figure 8.3.1.2-1: Bearer Context Setup procedure: Successful Operation.
The gNB-CU-CP initiates the procedure by sending the BEARER CONTEXT SETUP REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to establish the requested resources, it replies to the gNB-CU-CP with the BEARER CONTEXT SETUP RESPONSE message.
The gNB-CU-UP shall report to the gNB-CU-CP, in the BEARER CONTEXT SETUP RESPONSE message, the result for all the requested resources in the following way:
For E-UTRAN:
-	A list of DRBs which are successfully established shall be included in the DRB Setup List IE;
-	A list of DRBs which failed to be established shall be included in the DRB Failed List IE;
For NG-RAN:
-	A list of PDU Session Resources which are successfully established shall be included in the PDU Session Resource Setup List IE;
-	A list of PDU Session Resources which failed to be established shall be included in the PDU Session Resource Failed List IE;
-	For each established PDU Session Resource, a list of DRBs which are successfully established shall be included in the DRB Setup List IE;
-	For each established PDU Session Resource, a list of DRBs which failed to be established shall be included in the DRB Failed List IE;
-	For each established DRB, a list of QoS Flows which are successfully established shall be included in the Flow Setup List IE;
-	For each established DRB, a list of QoS Flows which failed to be established shall be included in the Flow Failed List IE;
When the gNB-CU-UP reports the unsuccessful establishment of a PDU Session Resource, DRB or QoS Flow the cause value should be precise enough to enable the gNB-CU-CP to know the reason for the unsuccessful establishment.
If the Existing Allocated S1 DL UP Transport Layer Information IE or the Existing Allocated NG DL UP Transport Layer Information IE is contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP may re-use the indicated resources already allocated for this bearer context. If the gNB-CU-UP decides to re-use the indicated resources, it shall include the S1 DL UP Unchanged IE or the NG DL UP Unchanged IE in the BEARER CONTEXT SETUP RESPONSE message.
If the PDU Session Resource DL Aggregate Maximum Bit Rate IE is contained in the PDU Session Resource To Setup List IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall store and use the information for the down link traffic policing for the Non-GBR QoS flows for the concerned UE as specified in TS 23.501 [20].
If the Data Forwarding Information Request IE, PDU Session Data Forwarding Information Request IE or the DRB Data Forwarding Information Request IE are included in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall include the requested forwarding information in the Data Forwarding Information Response IE, PDU Session Data Forwarding Information Response IE or the DRB Data Forwarding Information Response IE in the BEARER CONTEXT SETUP RESPONSE message.
If the DL UP Parameters IE is contained in the DRB To Setup List IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall configure the corresponding information.
For each PDU session for which the Security Indication IE is included in the PDU Session Resource To Setup List IE of the BEARER CONTEXT SETUP REQUEST message, and the Integrity Protection Indication IE or Confidentiality Protection Indication IE is set to "preferred", then the gNB-CU-UP should, if supported, perform user plane integrity protection or ciphering, respectively, for the concerned PDU session and shall notify whether it performed the user plane integrity protection or ciphering by including the Integrity Protection Result IE or Confidentiality Protection Result IE, respectively, in the PDU Session Resource Setup List IE of the BEARER CONTEXT SETUP RESPONSE message.
For each PDU session for which the Security Indication IE is included in the PDU Session Resource To Setup List IE of the BEARER CONTEXT SETUP REQUEST message, and the Integrity Protection Indication IE or Confidentiality Protection Indication IE is set to "required", then the gNB-CU-UP shall perform user plane integrity protection or ciphering, respectively, for the concerned PDU Session. If the gNB-CU-UP cannot perform the user plane integrity protection or ciphering, it shall reject the setup of the PDU Session Resources with an appropriate cause value. 
For each PDU session for which the Security Indication IE is included in the PDU Session Resource To Setup List IE of the BEARER CONTEXT SETUP REQUEST message: 
-	if the Integrity Protection Indication IE is set to "not needed", then the gNB-CU-UP shall not perform user plane integrity protection for the concerned PDU session; 
-	if the Confidentiality Protection Indication IE is set to "not needed", then the gNB-CU-UP shall not perform user plane ciphering for the concerned PDU session.
If the UE DL Maximum Integrity Protected Data Rate IE is contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall use this value when enforcing the maximum integrity protected data rate for the UE.
If the Bearer Context Status Change IE is contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall consider the UE RRC state and act as specified in TS 38.401 [2].
For each requested DRB, if the PDCP Duplication IE is included in the PDCP Configuration IE contained in the BEARER CONTEXT SETUP REQUEST message, and one cell group is included in Cell Group Information IE, then the gNB-CU-UP shall include two UP Transport Layer Information IEs in the BEARER CONTEXT SETUP RESPONSE message to support packet duplication for intra-gNB-DU CA. The first UP Transport Layer Information IE of the two UP Transport Layer Information IEs is for the primary path.
If the PDCP SN Status Information IE is contained within the DRB To Setup List IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall take it into account and act as specified in TS 38.401 [2].
If the QoS Flow Mapping Indication IE is contained in the QoS Flows Information To Be Setup IE within the DRB To Setup List IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP may take it into account that only the uplink or downlink QoS flow is mapped to the DRB.
For each PDU Session Resource, if the Network Instance IE is included in the PDU Session Resource To Setup List IE in the BEARER CONTEXT SETUP REQUEST message and the Common Network Instance IE is not included, the gNB-CU-UP shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [20].
For each PDU session, if the Common Network Instance IE is included in the PDU Session Resource To Setup List IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [20].
If UE Inactivity Timer IE or PDU session Inactivity Timer IE or DRB Inactivity Timer IE is contained in BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall take it into account when perform inactivity monitoring.
If the DRB QoS IE is contained within the DRB To Setup List IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, take it into account as specified in TS 28.552 [22].
If the gNB-DU-ID IE is contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall store the information received.
If the RAN UE ID IE is contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall store the information received.
For each successfully established DRB, the gNB-CU-UP shall provide, in the respective UL UP Parameters IE of the BEARER CONTEXT SETUP RESPONSE, one UL UP Transport Layer Information Item per cell group entry contained in the respective Cell Group Information IE of the BEARER CONTEXT SETUP REQUEST message.
[bookmark: _Toc20955496]8.3.1.3	Unsuccessful Operation


Figure 8.3.1.3-1: Bearer Context Setup procedure: Unsuccessful Operation.
If the gNB-CU-UP cannot establish the requested bearer context, or cannot even establish one bearer it shall consider the procedure as failed and respond with a BEARER CONTEXT SETUP FAILURE message and appropriate cause value.
[bookmark: _Toc20955497]8.3.1.4	Abnormal Conditions
If the gNB-CU-UP receives a BEARER CONTEXT SETUP REQUEST message containing a E-UTRAN QoS IE in the DRB To Setup List IE for a GBR QoS DRB but where the GBR QoS Information IE is not present, the gNB-CU-UP shall report the establishment of the corresponding DRB as failed in the DRB Failed List IE of the BEARER CONTEXT SETUP RESPONSE message with an appropriate cause value.
If the gNB-CU-UP receives a BEARER CONTEXT SETUP REQUEST message containing a QoS Flow Level QoS Parameters IE in the PDU Session Resource To Setup List IE for a GBR QoS Flow but where the GBR QoS Flow Information IE is not present, the gNB-CU-UP shall report the establishment of the corresponding QoS Flow as failed in the corresponding  Flow Failed List IE of the BEARER CONTEXT SETUP RESPONSE message with an appropriate cause value.
If the Trace Activation IE is included in the BEARER CONTEXT SETUP REQUEST message which includes the MDT Activation IE set to “Immediate MDT and Trace”, the gNB-CU-UP shall if supported, initiate the requested trace session and MDT session as described in TS 32.422[x].
If the Trace Activation IE is included in the BEARER CONTEXT SETUP REQUEST message which includes the MDT Activation IE set to “Immediate MDT Only”, “Logged MDT only” or “Logged MBSFN MDT gNB-CU-UP shall, if supported, initiate the requested MDT session as described in TS 32.422[x] and the target gNB-DU shall ignore Interfaces To Trace IE, and Trace Depth IE.
If the Trace Activation IE includes the MDT Location Information IE, within the MDT Configuration IE, the gNB-CU-UP shall, if supported, store this information and take it into account in the requested MDT session.
If the Trace Activation IE is included in the BEARER CONTEXT SETUP REQUEST message which includes the MDT Activation IE set to “Immediate MDT Only”, “Logged MDT only” or “Logged MBSFN MDT” and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, the gNB-CU-UP may use it to propagate the MDT Configuration as described in TS 37.320 [y].
If the Trace Activation IE includes the MBSFN-ResultToLog IE, within the MDT Configuration IE, the gNB-CU-UP shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [y].
If the Trace Activation IE includes the MBSFN-AreaId IE in the MBSFN-ResultToLog IE, within the MDT Configuration IE, the gNB-CU-UP shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [y].
If the Trace Activation IE includes the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, the gNB-CU-UP shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [y].
If the Trace Activation IE includes the WLAN Measurement Configuration IE, within the MDT Configuration IE, the gNB-CU-UP shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [y].

[bookmark: _Toc5699443]8.3.1.3	Unsuccessful Operation


Figure 8.3.1.3-1: Bearer Context Setup procedure: Unsuccessful Operation.
If the gNB-CU-UP cannot establish the requested bearer context, or cannot even establish one bearer it shall consider the procedure as failed and respond with a BEARER CONTEXT SETUP FAILURE message and appropriate cause value.
[bookmark: _Toc5699444]8.3.1.4	Abnormal Conditions
Not applicable.
<<<<<<<<<<<<<<<<<<<< End of 3rd Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< 4th Change >>>>>>>>>>>>>>>>>>>>
8.x	Trace Procedures
8.x.1	Trace Start
8.x.1.1	General
The purpose of the Trace Start procedure is to allow the gNB-CU-CP to request the gNB-CU-UP to initiate a trace session for a UE. The procedure uses UE-associated signalling.
8.x.1.2	Successful Operation


[bookmark: _Hlk1652028]Figure 8.x.1.2-1: Trace start procedure: Successful Operation.
Upon reception of the TRACE START message, the gNB-CU-UP shall initiate the requested trace session for the requested UE, as described in TS 32.422 [x].
If the Trace Activation IE is included in the TRACE START message which includes the MDT Activation IE set to “Immediate MDT and Trace”, the gNB-CU-UP shall if supported, initiate the requested trace session and MDT session as described in TS 32.422[x].
If the Trace Activation IE is included in the TRACE START message which includes the MDT Activation IE set to “Immediate MDT Only”, “Logged MDT only” or “Logged MBSFN MDT gNB-CU-UP shall, if supported, initiate the requested MDT session as described in TS 32.422[x] and the target gNB-DU shall ignore Interfaces To Trace IE, and Trace Depth IE.
If the Trace Activation IE includes the MDT Location Information IE, within the MDT Configuration IE, the gNB-CU-UP shall, if supported, store this information and take it into account in the requested MDT session.
If the Trace Activation IE is included in the TRACE START message which includes the MDT Activation IE set to “Immediate MDT Only”, “Logged MDT only” or “Logged MBSFN MDT” and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, the gNB-CU-UP may use it to propagate the MDT Configuration as described in TS 37.320 [y].
If the Trace Activation IE includes the MBSFN-ResultToLog IE, within the MDT Configuration IE, the gNB-CU-UP shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [y].
If the Trace Activation IE includes the MBSFN-AreaId IE in the MBSFN-ResultToLog IE, within the MDT Configuration IE, the gNB-CU-UP shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [y].
If the Trace Activation IE includes the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, the gNB-CU-UP shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [y].
If the Trace Activation IE includes the WLAN Measurement Configuration IE, within the MDT Configuration IE, the gNB-CU-UP shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [y].

8.x.1.3	Abnormal Conditions
Void.
8.x.2	Deactivate Trace
8.x.2.1	General
The purpose of the Deactivate Trace procedure is to allow the gNB-CU-CP to request the gNB-CU-UP to stop the trace session for the indicated trace reference. The procedure uses UE-associated signalling.
8.x.2.2	Successful Operation


Figure 8.x.2.2-1: Deactivate trace procedure: Successful Operation.
Upon reception of the DEACTIVATE TRACE message, the gNB-CU-UP node shall stop the trace session for the indicated trace reference contained in the Trace ID IE, as described in TS 32.422 [x] and TS 37.320 [y].

8.x.2.3	Abnormal Conditions
Void.
<<<<<<<<<<<<<<<<<<<< End of 4th Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< 5th Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955563][bookmark: _Toc5699510]9.2.2.1	BEARER CONTEXT SETUP REQUEST
This message is sent by the gNB-CU-CP to request the gNB-CU-UP to setup a bearer context. 
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	Security Information
	M
	
	9.3.1.10
	
	YES
	reject

	UE DL Aggregate Maximum Bit Rate
	M
	
	Bit Rate 9.3.1.20
	
	YES
	reject

	UE DL Maximum Integrity Protected Data Rate
	O
	
	Bit Rate 9.3.1.20
	The Bit Rate is a portion of the UE’s Maximum Integrity Protected Data Rate, and is enforced by the gNB-CU-UP node.
	YES
	reject

	Serving PLMN
	M
	
	PLMN Identity 
9.3.1.7
	
	YES
	ignore

	Activity Notification Level
	M
	
	9.3.1.67
	
	YES
	reject

	UE Inactivity Timer
	O
	
	Inactivity Timer 
9.3.1.54
	Included if the Activity Notification Level is set to UE. 
	-
	-

	Bearer Context Status Change
	O
	
	ENUMERATED (Suspend, Resume, …)
	Indicates the status of the Bearer Context
	YES
	reject

	CHOICE System
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	M
	
	DRB To Setup List E-UTRAN 
9.3.3.1
	
	YES
	reject

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	M
	
	9.3.3.2
	
	YES
	reject

	RAN UE ID
	O
	
	OCTET STRING (SIZE(8))
	
	YES
	ignore

	gNB-DU ID
	O
	
	9.3.1.65
	Included whenever it is known by the gNB-CU-CP 
	YES
	ignore

	Trace Activation
	O
	
	9.3.1.x1
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.



<<<<<<<<<<<<<<<<<<<< End of 5th Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< 6th Change >>>>>>>>>>>>>>>>>>>>
9.2.x	Trace Messages
9.2.x.1	TRACE START
This message is sent by the gNB-CU-CP to initiate a trace session for a UE.
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Trace Activation
	M
	
	9.3.1.x1
	
	YES
	ignore



9.2.x.2	DEACTIVATE TRACE
This message is sent by the gNB-CU-CP to deactivate a trace session.
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	[bookmark: _Hlk980695]Trace ID
	M
	
	OCTET STRING (SIZE(8))
	As per Trace ID in Trace Activation IE
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< End of 6th Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< 7th Change >>>>>>>>>>>>>>>>>>>>
9.3.1.x	Trace Activation
This IE defines parameters related to an MDT session activation.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Trace ID
	M
	
	OCTET STRING (SIZE(8))
	This IE is composed of the following: 
Trace Reference defined in TS 32.422 [x] (leftmost 6 octets, with PLMN information encoded as in 9.3.1.14), and
Trace Recording Session Reference defined in TS 32.422 [x] (last 2 octets).

	Interfaces To Trace
	M
	
	BIT STRING (SIZE(8))
	Each position in the bitmap represents an NG-RAN node interface:
first bit = NG-C, second bit = Xn-C, third bit = Uu, fourth bit = F1-C, fifth bit = E1:
other bits reserved for future use. Value '1' indicates 'should be traced'. Value '0' indicates 'should not be traced'.

	Trace Depth
	M
	
	ENUMERATED (minimum, medium, maximum, minimumWithoutVendorSpecificExtension,
mediumWithoutVendorSpecificExtension,
maximumWithoutVendorSpecificExtension, …)
	Defined in TS 32.422 [x].

	Trace Collection Entity IP Address
	M
	
	Transport Layer Address
9.3.2.3
	Defined in TS 32.422 [x]

	MDT Configuration
	M
	
	9.3.1.x2
	This IE defines the MDT configuration parameters.



[bookmark: _Toc13759629]9.3.1.x2	MDT Configuration
The IE defines the MDT configuration parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MDT Activation
	M
	
	ENUMERATED(Immediate MDT only, Logged MDT only, Immediate MDT and Trace,…, Logged MBSFN MDT)
	
	-
	-

	CHOICE Area Scope of MDT
	M
	
	
	
	-
	-

	>Cell based
	
	
	
	
	
	-

	>>Cell ID List for MDT
	
	1 .. <maxnoofCellIDforMDT>
	
	
	
	-

	>>> NR CGI
	M
	
	9.3.1.14
	
	-
	-

	>TA based
	
	
	
	
	
	-

	>>TA List for MDT
	
	1 .. <maxnoofTAforMDT>
	
	
	
	-

	>>>TAC
	M
	
	9.3.1.29
	The TAI is derived using the current serving PLMN.
	-
	-

	>PLMN Wide
	
	
	NULL
	
	-
	-

	>TAI based
	
	
	
	
	-
	-

	>>TAI List for MDT
	
	1 .. <maxnoofTAforMDT>
	
	
	-
	-

	>>>TAI
	M
	
	9.3.1.x3
	
	-
	-

	CHOICE MDT Mode
	M
	
	
	
	-
	-

	>Immediate MDT
	
	
	
	
	
	-

	>>Measurements to Activate
	M
	
	BITSTRING
(SIZE(8))
	Each position in the bitmap indicates a MDT measurement, as defined in TS 37.320 [y]. 
First Bit = M1,
Second Bit= M2,
Third Bit = M3,
Fourth Bit = M4,
Fifth Bit = M5,
Sixth Bit = logging of M1 from event triggered measurement reports according to existing RRM configuration,
Seventh Bit = M6,
Eighth Bit = M7.
Value “1” indicates “activate” and value “0” indicates “do not activate”.
	-
	-

	>>M1 Reporting Trigger
	M
	
	ENUMERATED (periodic, A2event-triggered, …, A2event-triggered periodic)
	This IE shall be ignored if the Measurements to Activate IE has the first bit set to “0”.
	-
	-

	>>M1 Threshold Event A2
	C-ifM1A2trigger
	
	
	Included in case of event-triggered or event-triggered periodic reporting for measurement M1.
	-
	-

	>>>CHOICE Threshold
	M
	
	
	
	-
	-

	>>>>RSRP
	
	
	
	
	
	-

	>>>>>Threshold RSRP
	M
	
	INTEGER (0..97)
	This IE is defined in TS 38.331 [8].
	-
	-

	>>>>RSRQ
	
	
	
	
	
	-

	>>>>>Threshold RSRQ
	M
	
	INTEGER (0..34)
	This IE is defined in TS 38.331 [8].
	-
	-

	>>M1 Periodic reporting
	C-ifperiodicMDT
	
	
	Included in case of periodic or event-triggered periodic reporting for measurement M1.
	-
	-

	>>>Report interval
	M
	
	ENUMERATED (ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, min1, min6, min12, min30, min60)
	This IE is defined in TS 38.331 [8].
	-
	-

	>>>Report amount
	M
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, infinity)
	Number of reports.
	-
	-

	>>M3 Configuration
	C-ifM3
	
	ENUMERATED (ms100, ms1000, ms10000, …, ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, min1)
	M3 Collection Period
	YES
	ignore

	>>M4 Configuration
	C-ifM4
	
	9.3.1.x4
	
	YES
	ignore

	>>M5 Configuration
	C-ifM5
	
	9.3.1.x5
	
	YES
	ignore

	>>MDT Location Information
	O
	
	BITSTRING(SIZE(8))
	Each position in the bitmap represents requested location information as defined in TS 37.320 [y].
First Bit = GNSS
Second Bit = E-CID information.
Other bits are reserved for future use and are ignored if received.
Value “1” indicates “activate” and value “0” indicates “do not activate”.

The eNB shall ignore the first bit unless the Measurements to Activate IE has the first bit or the sixth bit set to “1”.
	YES
	ignore

	>>M6 Configuration
	C-ifM6
	
	9.3.1.x6
	
	YES
	ignore

	>>M7 Configuration
	C-ifM7
	
	9.3.1.x7
	
	YES
	ignore

	>>Bluetooth Measurement Configuration
	O
	
	9.3.1.x8
	
	YES
	Ignore

	>>WLAN Measurement Configuration
	O
	
	9.3.1.x9
	
	YES
	Ignore

	>Logged MDT
	
	
	
	
	
	-

	>>Logging interval
	M
	
	ENUMERATED (1.28, 2.56, 5.12, 10.24, 20.48, 30.72, 40.96 and 61.44)
	This IE is defined in TS 36.331 [z]. Unit: [second].
	-
	-

	>>Logging duration
	M
	
	ENUMERATED (10, 20, 40, 60, 90 and 120)
	This IE is defined in TS 36.331 [z]. Unit: [minute].
	-
	-

	>>Bluetooth Measurement Configuration
	O
	
	9.3.1.x8
	
	YES
	Ignore

	>>WLAN Measurement Configuration
	O
	
	9.3.1.x9
	
	YES
	Ignore

	>Logged MBSFN MDT
	
	
	
	
	YES
	ignore

	>>Logging interval
	M
	
	ENUMERATED (1.28, 2.56, 5.12, 10.24, 20.48, 30.72, 40.96 and 61.44)
	This IE is defined in TS 36.331 [z]. Unit: [second].
	-
	-

	>>Logging duration
	M
	
	ENUMERATED (10, 20, 40, 60, 90 and 120)
	This IE is defined in TS 36.331 [z]. Unit: [minute].
	-
	-

	>>MBSFN-ResultToLog
	O
	
	MBSFN-ResultToLog
9.2.1.10
	
	-
	-

	Signalling based MDT PLMN List
	O
	
	MDT PLMN List
9.3.1.x12
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofCellIDforMDT
	Maximum no. of Cell ID subject for MDT scope. Value is 32.

	maxnoofTAforMDT
	Maximum no. of TA subject for MDT scope. Value is 8.



	Condition
	Explanation

	ifM1A2trigger
	This IE shall be present if the Measurements to Activate IE has the first bit set to “1” and the M1 Reporting Trigger IE is set to “A2event-triggered” or to “A2event-triggered periodic”.

	ifperiodicMDT
	This IE shall be present if the M1 Reporting Trigger IE is set to “periodic”, or to “A2event-triggered periodic”.

	ifM3
	This IE shall be present if the Measurements to Activate IE has the third bit set to “1”.

	ifM4
	This IE shall be present if the Measurements to Activate IE has the fourth bit set to “1”.

	ifM5
	This IE shall be present if the Measurements to Activate IE has the fifth bit set to “1”.

	ifM6
	This IE shall be present if the Measurements to Activate IE has the seventh bit set to “1”.

	ifM7
	This IE shall be present if the Measurements to Activate IE has the eighth bit set to “1”.



[bookmark: _Toc13759711]9.3.1.x3	TAI
This information element is used to uniquely identify a Tracking Area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TAI
	
	
	
	

	>PLMN Identity
	M
	
	9.3.1.14
	

	>TAC
	M
	
	9.3.1.29
	



[bookmark: _Toc13759635]9.3.1.x4	M4 Configuration
This IE defines the parameters for M4 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	M4 Collection Period
	M
	
	ENUMERATED (ms1024, ms2048, ms5120, ms10240, min1, …)
	

	M4 Links to log
	M
	
	ENUMERATED(uplink, downlink, both-uplink-and-downlink, …)
	



[bookmark: _Toc13759636]9.3.1.x5	M5 Configuration
This IE defines the parameters for M5 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	M5 Collection Period
	M
	
	ENUMERATED (ms1024, ms2048, ms5120, ms10240, min1, …)
	

	M5 Links to log
	M
	
	ENUMERATED(uplink, downlink, both-uplink-and-downlink, …)
	


[bookmark: _Toc13759649]9.3.1.x6	M6 Configuration
This IE defines the parameters for M6 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	M6 Report Interval
	M
	
	ENUMERATED (ms1024, ms2048, ms5120, ms10240, …)
	

	M6 Delay Threshold
	C-ifUL
	
	ENUMERATED (ms30, ms40, ms50, ms60, ms70, ms80, ms90, ms100, ms150, ms300, ms500, ms750, …)
	

	M6 Links to log
	M
	
	ENUMERATED(uplink, downlink, both-uplink-and-downlink, …)
	



	Condition
	Explanation

	ifUL
	This IE shall be present if the M6 Links to log IE is set to “uplink” or to “both-uplink-and-downlink”.



[bookmark: _Toc13759650]9.3.1.x7	M7 Configuration
This IE defines the parameters for M7 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	M7 Collection Period
	M
	
	INTEGER (1..60, …)
	Unit: minutes

	M7 Links to log
	M
	
	ENUMERATED(uplink, downlink, both-uplink-and-downlink, …)
	



[bookmark: _Toc13759685]9.3.1.x8	Bluetooth Measurement Configuration
This IE defines the parameters for Bluetooth measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Bluetooth Measurement Configuration
	M
	
	ENUMERATED (Setup, …)
	

	Bluetooth Measurement Configuration Name List
	
	0..1
	
	

	>Bluetooth Measurement Configuration Name Item IEs
	
	1 .. <maxnoofBluetoothName>
	
	

	>>Bluetooth Measurement Configuration Name
	M
	
	OCTET STRING (SIZE (1..248))
	

	BT RSSI
	O
	
	ENUMERATED (True, …)
	In case of Immediate MDT, it corresponds to M8 measurement as defined in 37.320 [y].



	Range bound
	Explanation

	maxnoofBluetoothName
	Maximum no. of Bluetooth local name used for Bluetooth measurement collection. Value is 4.



[bookmark: _Toc13759686]9.2.1.x9	WLAN Measurement Configuration
This IE defines the parameters for WLAN measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	WLAN Measurement Configuration
	M
	
	ENUMERATED (Setup, …)
	

	WLAN Measurement Configuration Name List
	
	0..1
	
	

	>WLAN Measurement Configuration Name Item IEs
	
	1 .. <maxnoofWLANName>
	
	

	>>WLAN Measurement Configuration Name
	M
	
	OCTET STRING (SIZE (1..32))
	

	WLAN RSSI
	O
	
	ENUMERATED (True, …)
	In case of Immediate MDT, it corresponds to M8 as defined in 37.320 [y].

	WLAN RTT
	O
	
	ENUMERATED (True, …)
	In case of Immediate MDT, it corresponds to M9 as defined in 37.320 [x].



	Range bound
	Explanation

	maxnoofWLANName
	Maximum no. of WLAN SSID used for WLAN measurement collection. Value is 4.



[bookmark: _Toc20953802][bookmark: _Toc13759637]9.2.1.x10	MBSFN-ResultToLog
This IE provides information on the MBMS area in which the MBSFN MDT result is logged.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MBSFN-ResultToLog
	
	1..<maxnoofMBSFNAreaMDT >
	
	

	>MBSFN-AreaId
	O
	
	INTEGER (0..255)
	

	>CarrierFreq
	M
	
	EARFCN
9.2.3.1.x11	
	



	Range bound
	Explanation

	maxnoofMBSFNAreaMDT
	Maximum number of MBSFN areas configured for logged MBSFN MDT. Value is 8.



[bookmark: _Toc20953803]9.2.1.x11	EARFCN
The E-UTRA Absolute Radio Frequency Channel Number defines the carrier frequency used in a cell for a given direction (UL or DL) in FDD or for both UL and DL directions in TDD.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	EARFCN
	M
	
	INTEGER (0 .. maxEARFCN, ...)
	The relation between EARFCN and carrier frequency (in MHz) are defined in TS 36.104 [39].


9.2.1.x12	MDT PLMN List
The purpose of the MDT PLMN List IE is to provide the list of PLMN allowed for MDT.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MDT PLMN List
	
	1..<maxnoofMDTPLMNs>
	
	

	>PLMN Identity
	M
	
	9.3.1.14
	



	Range bound
	Explanation

	maxnoofMDTPLMNs
	Maximum no. of PLMNs in the MDT PLMN list. Value is 16.



<<<<<<<<<<<<<<<<<<<< End of 7th Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –



	

<<<<<<<<<<<<<<<<<<<< 8th Change >>>>>>>>>>>>>>>>>>>>
9.4.3	Elementary Procedure Definitions
-- ASN1START
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

[bookmark: _Hlk513724263]E1AP-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode

FROM E1AP-CommonDataTypes
	Reset,
	ResetAcknowledge,
	ErrorIndication,
	GNB-CU-UP-E1SetupRequest,
	GNB-CU-UP-E1SetupResponse,
	GNB-CU-UP-E1SetupFailure, 
	GNB-CU-CP-E1SetupRequest,
	GNB-CU-CP-E1SetupResponse,
	GNB-CU-CP-E1SetupFailure, 
	GNB-CU-UP-ConfigurationUpdate,
	GNB-CU-UP-ConfigurationUpdateAcknowledge,
	GNB-CU-UP-ConfigurationUpdateFailure,
	GNB-CU-CP-ConfigurationUpdate,
	GNB-CU-CP-ConfigurationUpdateAcknowledge,
	GNB-CU-CP-ConfigurationUpdateFailure,
	BearerContextSetupRequest,
	BearerContextSetupResponse,
	BearerContextSetupFailure,
	BearerContextModificationRequest,
	BearerContextModificationResponse,
	BearerContextModificationFailure,
	BearerContextModificationRequired,
	BearerContextModificationConfirm,
	BearerContextReleaseCommand,
	BearerContextReleaseComplete,
	BearerContextReleaseRequest,
	BearerContextInactivityNotification,
	DLDataNotification,
	ULDataNotification,
	DataUsageReport,
	E1ReleaseRequest,
	E1ReleaseResponse,
	GNB-CU-UP-CounterCheckRequest,
	GNB-CU-UP-StatusIndication,
	MRDC-DataUsageReport,
	DeactivateTrace,
	TraceStart,
	PrivateMessage

FROM E1AP-PDU-Contents
	id-reset,
	id-errorIndication,
	id-gNB-CU-UP-E1Setup,
	id-gNB-CU-CP-E1Setup,
	id-gNB-CU-UP-ConfigurationUpdate,
	id-gNB-CU-CP-ConfigurationUpdate,
	id-e1Release,
	id-bearerContextSetup,
	id-bearerContextModification,
	id-bearerContextModificationRequired,
	id-bearerContextRelease,
	id-bearerContextReleaseRequest,
	id-bearerContextInactivityNotification,
	id-dLDataNotification,
	id-uLDataNotification,
	id-dataUsageReport,
	id-gNB-CU-UP-CounterCheck,
	id-gNB-CU-UP-StatusIndication,
	id-mRDC-DataUsageReport,
	id-DeactivateTrace,
	id-TraceStart,
	id-privateMessage

FROM E1AP-Constants;

-- **************************************************************
--
-- Interface Elementary Procedure Class
--
-- **************************************************************

E1AP-ELEMENTARY-PROCEDURE ::= CLASS {
	&InitiatingMessage				,
	&SuccessfulOutcome							OPTIONAL,
	
&UnsuccessfulOutcome						OPTIONAL,
	&procedureCode				ProcedureCode 	UNIQUE,
	&criticality				Criticality 	DEFAULT ignore
}
WITH SYNTAX {
	INITIATING MESSAGE			&InitiatingMessage
	[SUCCESSFUL OUTCOME			&SuccessfulOutcome]
	[UNSUCCESSFUL OUTCOME		&UnsuccessfulOutcome]
	PROCEDURE CODE				&procedureCode
	[CRITICALITY				&criticality]
}

-- **************************************************************
--
-- Interface PDU Definition
--
-- **************************************************************

E1AP-PDU ::= CHOICE {
	initiatingMessage		InitiatingMessage,
	successfulOutcome		SuccessfulOutcome,
	unsuccessfulOutcome		UnsuccessfulOutcome,
	...
}

InitiatingMessage ::= SEQUENCE {
	procedureCode			E1AP-ELEMENTARY-PROCEDURE.&procedureCode		({E1AP-ELEMENTARY-PROCEDURES}),
	criticality				E1AP-ELEMENTARY-PROCEDURE.&criticality			({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value					E1AP-ELEMENTARY-PROCEDURE.&InitiatingMessage	({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

SuccessfulOutcome ::= SEQUENCE {
	procedureCode			E1AP-ELEMENTARY-PROCEDURE.&procedureCode		({E1AP-ELEMENTARY-PROCEDURES}),
	criticality				E1AP-ELEMENTARY-PROCEDURE.&criticality			({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value					E1AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome	({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

UnsuccessfulOutcome ::= SEQUENCE {
	procedureCode			E1AP-ELEMENTARY-PROCEDURE.&procedureCode		({E1AP-ELEMENTARY-PROCEDURES}),
	criticality				E1AP-ELEMENTARY-PROCEDURE.&criticality			({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value					E1AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome	({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

-- **************************************************************
--
-- Interface Elementary Procedure List
--
-- **************************************************************

E1AP-ELEMENTARY-PROCEDURES E1AP-ELEMENTARY-PROCEDURE ::= {
	E1AP-ELEMENTARY-PROCEDURES-CLASS-1			|
	E1AP-ELEMENTARY-PROCEDURES-CLASS-2			,

	...
}

E1AP-ELEMENTARY-PROCEDURES-CLASS-1 E1AP-ELEMENTARY-PROCEDURE ::= {
	reset										|
	gNB-CU-UP-E1Setup							|
	gNB-CU-CP-E1Setup							|
	gNB-CU-UP-ConfigurationUpdate				|
	gNB-CU-CP-ConfigurationUpdate				|
	e1Release									|
	bearerContextSetup							|
	bearerContextModification					|
	bearerContextModificationRequired			|
	bearerContextRelease						,
	...
}

E1AP-ELEMENTARY-PROCEDURES-CLASS-2 E1AP-ELEMENTARY-PROCEDURE ::= {
	errorIndication							|
	bearerContextReleaseRequest				|
	bearerContextInactivityNotification		|
	dLDataNotification						|
	uLDataNotification						|
	dataUsageReport							|
	gNB-CU-UP-CounterCheck					|
	gNB-CU-UP-StatusIndication				|
	mRDC-DataUsageReport					|
	deactivateTrace							|
	traceStart								|
	privateMessage							,
	...
}

-- **************************************************************
--
-- Interface Elementary Procedures
--
-- **************************************************************

-- TEXT OMITTED –
mRDC-DataUsageReport	E1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MRDC-DataUsageReport
	PROCEDURE CODE			id-mRDC-DataUsageReport
	CRITICALITY				ignore
}

deactivateTrace E1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DeactivateTrace
	PROCEDURE CODE			id-DeactivateTrace
	CRITICALITY				ignore
}

traceStart E1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		TraceStart
	PROCEDURE CODE			id-TraceStart
	CRITICALITY				ignore
}


END
-- ASN1STOP

[bookmark: _Toc5699601]9.4.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for E1AP
--
-- **************************************************************

E1AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	GNB-CU-CP-UE-E1AP-ID,
	GNB-CU-UP-UE-E1AP-ID,
	UE-associatedLogicalE1-ConnectionItem,
	GNB-CU-UP-ID,
	GNB-CU-UP-Name,
	GNB-CU-CP-Name,
	CNSupport,
	PLMN-Identity,
	Slice-Support-List,
	NR-CGI-Support-List,
	QoS-Parameters-Support-List,
	SecurityInformation,
	BitRate,
	BearerContextStatusChange,
	DRB-To-Setup-List-EUTRAN,
	DRB-Setup-List-EUTRAN,
	DRB-Failed-List-EUTRAN,
	DRB-To-Modify-List-EUTRAN,
	DRB-Modified-List-EUTRAN,
	DRB-Failed-To-Modify-List-EUTRAN,
	DRB-To-Remove-List-EUTRAN,
	DRB-Required-To-Remove-List-EUTRAN,
	DRB-Required-To-Modify-List-EUTRAN,
	DRB-Confirm-Modified-List-EUTRAN,
	DRB-To-Setup-Mod-List-EUTRAN,
	DRB-Setup-Mod-List-EUTRAN,
	DRB-Failed-Mod-List-EUTRAN,
	PDU-Session-Resource-To-Setup-List,
	PDU-Session-Resource-Setup-List,
	PDU-Session-Resource-Failed-List,
	PDU-Session-Resource-To-Modify-List,
	PDU-Session-Resource-Modified-List,
	PDU-Session-Resource-Failed-To-Modify-List,
	PDU-Session-Resource-To-Remove-List,
	PDU-Session-Resource-Required-To-Modify-List,
	PDU-Session-Resource-Confirm-Modified-List,
	PDU-Session-Resource-To-Setup-Mod-List,
	PDU-Session-Resource-Setup-Mod-List,
	PDU-Session-Resource-Failed-Mod-List,
	PDU-Session-To-Notify-List,
	DRB-Status-Item,
	DRB-Activity-Item,
	Data-Usage-Report-List,
	TimeToWait,
	ActivityNotificationLevel,
	ActivityInformation,
	New-UL-TNL-Information-Required,
	GNB-CU-CP-TNLA-Setup-Item,
	GNB-CU-CP-TNLA-Failed-To-Setup-Item,
	GNB-CU-CP-TNLA-To-Add-Item,
	GNB-CU-CP-TNLA-To-Remove-Item,
	GNB-CU-CP-TNLA-To-Update-Item,
	GNB-CU-UP-TNLA-To-Remove-Item,
	TransactionID,
	Inactivity-Timer,
	DRBs-Subject-To-Counter-Check-List-EUTRAN,
	DRBs-Subject-To-Counter-Check-List-NG-RAN,
	PPI,
	GNB-CU-UP-Capacity,
	GNB-CU-UP-OverloadInformation,
	DataDiscardRequired,
	PDU-Session-Resource-Data-Usage-List,
	RANUEID,
	GNB-DU-ID,
	TraceID,


FROM E1AP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-SingleContainer{},
	E1AP-PRIVATE-IES,
	E1AP-PROTOCOL-EXTENSION,
	E1AP-PROTOCOL-IES


FROM E1AP-Containers
	
	id-Cause,
	id-CriticalityDiagnostics,
	id-gNB-CU-CP-UE-E1AP-ID, 
	id-gNB-CU-UP-UE-E1AP-ID,
	id-ResetType,
	id-UE-associatedLogicalE1-ConnectionItem,
	id-UE-associatedLogicalE1-ConnectionListResAck,
	id-gNB-CU-UP-ID,
	id-gNB-CU-UP-Name,
	id-gNB-CU-CP-Name,
	id-CNSupport,
	id-SupportedPLMNs,
	id-SecurityInformation,
	id-UEDLAggregateMaximumBitRate,
	id-BearerContextStatusChange,
	id-System-BearerContextSetupRequest,
	id-System-BearerContextSetupResponse,
	id-System-BearerContextModificationRequest,
	id-System-BearerContextModificationResponse,
	id-System-BearerContextModificationConfirm,
	id-System-BearerContextModificationRequired,
	id-DRB-Status-List,
	id-Data-Usage-Report-List,	
	id-TimeToWait,
	id-ActivityNotificationLevel,
	id-ActivityInformation,
	id-New-UL-TNL-Information-Required,
	id-GNB-CU-CP-TNLA-Setup-List,
	id-GNB-CU-CP-TNLA-Failed-To-Setup-List,
	id-GNB-CU-CP-TNLA-To-Add-List,
	id-GNB-CU-CP-TNLA-To-Remove-List,
	id-GNB-CU-CP-TNLA-To-Update-List,
	id-GNB-CU-UP-TNLA-To-Remove-List,
	id-DRB-To-Setup-List-EUTRAN,
	id-DRB-To-Modify-List-EUTRAN,
	id-DRB-To-Remove-List-EUTRAN,
	id-DRB-Required-To-Modify-List-EUTRAN,
	id-DRB-Required-To-Remove-List-EUTRAN,
	id-DRB-Setup-List-EUTRAN,
	id-DRB-Failed-List-EUTRAN,
	id-DRB-Modified-List-EUTRAN,
	id-DRB-Failed-To-Modify-List-EUTRAN,
	id-DRB-Confirm-Modified-List-EUTRAN,
	id-DRB-To-Setup-Mod-List-EUTRAN,
	id-DRB-Setup-Mod-List-EUTRAN,
	id-DRB-Failed-Mod-List-EUTRAN,
	id-PDU-Session-Resource-To-Setup-List,
	id-PDU-Session-Resource-To-Modify-List,
	id-PDU-Session-Resource-To-Remove-List,
	id-PDU-Session-Resource-Required-To-Modify-List,
	id-PDU-Session-Resource-Setup-List,
	id-PDU-Session-Resource-Failed-List,
	id-PDU-Session-Resource-Modified-List,
	id-PDU-Session-Resource-Failed-To-Modify-List,
	id-PDU-Session-Resource-Confirm-Modified-List,
	id-PDU-Session-Resource-Setup-Mod-List,
	id-PDU-Session-Resource-Failed-Mod-List,
	id-PDU-Session-Resource-To-Setup-Mod-List,
	id-PDU-Session-To-Notify-List,
	id-TransactionID,
	id-Serving-PLMN,
	id-UE-Inactivity-Timer,
	id-System-GNB-CU-UP-CounterCheckRequest,
	id-DRBs-Subject-To-Counter-Check-List-EUTRAN,
	id-DRBs-Subject-To-Counter-Check-List-NG-RAN,
	id-PPI,
	id-gNB-CU-UP-Capacity,
	id-GNB-CU-UP-OverloadInformation,
	id-UEDLMaximumIntegrityProtectedDataRate,
	id-DataDiscardRequired,
	id-PDU-Session-Resource-Data-Usage-List,
	id-RANUEID,
	id-GNB-DU-ID,
	id-TraceID,
	id-TraceActivation,

	maxnoofErrors,
	maxnoofSPLMNs,
	maxnoofDRBs,
	maxnoofTNLAssociations,
	maxnoofIndividualE1ConnectionsToReset

	
FROM E1AP-Constants;
-- TEXT OMITTED –
-- **************************************************************
--
-- BEARER CONTEXT SETUP
--
-- **************************************************************

-- **************************************************************
--
-- Bearer Context Setup Request
--
-- **************************************************************

BearerContextSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BearerContextSetupRequestIEs} },
	...
}

BearerContextSetupRequestIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-CP-UE-E1AP-ID				CRITICALITY reject	TYPE GNB-CU-CP-UE-E1AP-ID							PRESENCE mandatory }|
	{ ID id-SecurityInformation					CRITICALITY reject	TYPE SecurityInformation							PRESENCE mandatory }|
	{ ID id-UEDLAggregateMaximumBitRate			CRITICALITY reject	TYPE BitRate										PRESENCE mandatory }|
	{ ID id-UEDLMaximumIntegrityProtectedDataRate	CRITICALITY reject		TYPE BitRate								PRESENCE optional	 }|
	{ ID id-Serving-PLMN						CRITICALITY ignore	TYPE PLMN-Identity									PRESENCE mandatory }|
	{ ID id-ActivityNotificationLevel			CRITICALITY reject	TYPE ActivityNotificationLevel					PRESENCE mandatory }|
	{ ID id-UE-Inactivity-Timer					CRITICALITY reject	TYPE Inactivity-Timer								PRESENCE optional  }|
	{ ID id-BearerContextStatusChange			CRITICALITY reject	TYPE BearerContextStatusChange					PRESENCE optional  }|
	{ ID id-System-BearerContextSetupRequest	CRITICALITY reject	TYPE System-BearerContextSetupRequest				PRESENCE mandatory }|
	{ ID id-RANUEID								CRITICALITY ignore	TYPE RANUEID										PRESENCE optional }|
	{ ID id-GNB-DU-ID							CRITICALITY ignore	TYPE GNB-DU-ID										PRESENCE optional }|
	{ ID id-TraceActivation						CRITICALITY ignore	TYPE TraceActivation								PRESENCE optional },
	...
} 

System-BearerContextSetupRequest	::=	CHOICE {
	e-UTRAN-BearerContextSetupRequest		ProtocolIE-Container		 	{{EUTRAN-BearerContextSetupRequest}},
	nG-RAN-BearerContextSetupRequest		ProtocolIE-Container		 	{{NG-RAN-BearerContextSetupRequest}},
	choice-extension						ProtocolIE-SingleContainer		{{System-BearerContextSetupRequest-ExtIEs}}
}

System-BearerContextSetupRequest-ExtIEs E1AP-PROTOCOL-IES::= {
	...
}


EUTRAN-BearerContextSetupRequest E1AP-PROTOCOL-IES ::= {
	{ ID id-DRB-To-Setup-List-EUTRAN		CRITICALITY reject	 TYPE DRB-To-Setup-List-EUTRAN		PRESENCE mandatory },
	...
}

NG-RAN-BearerContextSetupRequest E1AP-PROTOCOL-IES ::= {
	{ ID id-PDU-Session-Resource-To-Setup-List		CRITICALITY reject	 TYPE PDU-Session-Resource-To-Setup-List		PRESENCE mandatory },
	...
}

-- TEXT OMITTED –
-- **************************************************************
--
-- MR-DC DATA USAGE REPORT
--
-- **************************************************************

MRDC-DataUsageReport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { MRDC-DataUsageReportIEs } },
	...
}

MRDC-DataUsageReportIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-CP-UE-E1AP-ID					CRITICALITY reject		TYPE GNB-CU-CP-UE-E1AP-ID							PRESENCE mandatory}|
	{ ID id-gNB-CU-UP-UE-E1AP-ID					CRITICALITY reject		TYPE GNB-CU-UP-UE-E1AP-ID							PRESENCE mandatory}|
	{ ID id-PDU-Session-Resource-Data-Usage-List	CRITICALITY ignore		TYPE PDU-Session-Resource-Data-Usage-List	PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- TRACE ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- TRACE START
--
-- **************************************************************

TraceStart ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {TraceStartIEs} },
	...
}

TraceStartIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-CP-UE-E1AP-ID			CRITICALITY reject	TYPE GNB-CU-CP-UE-E1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-CU-UP-UE-E1AP-ID			CRITICALITY reject	TYPE GNB-CU-UP-UE-E1AP-ID				PRESENCE mandatory	}|
	{ ID id-TraceActivation					CRITICALITY ignore	TYPE TraceActivation					PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- DEACTIVATE TRACE
--
-- **************************************************************

DeactivateTrace ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DeactivateTraceIEs} },
	...
}

DeactivateTraceIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-CP-UE-E1AP-ID			CRITICALITY reject	TYPE GNB-CU-CP-UE-E1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-CU-UP-UE-E1AP-ID			CRITICALITY reject	TYPE GNB-CU-UP-UE-E1AP-ID				PRESENCE mandatory	}|
	{ ID id-TraceID							CRITICALITY ignore	TYPE TraceID							PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- PRIVATE MESSAGE
--
-- **************************************************************


PrivateMessage ::= SEQUENCE {
	privateIEs		PrivateIE-Container	{{PrivateMessage-IEs}},
	...
}

PrivateMessage-IEs E1AP-PRIVATE-IES ::= {
	...
}

END
-- ASN1STOP

[bookmark: _Toc5699602]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-CommonNetworkInstance,
	id-SNSSAI,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-DRB-QoS,
	id-endpoint-IP-Address-and-Port,
	id-NetworkInstance,
	id-QoSFlowMappingIndication,
	id-TNLAssociationTransportLayerAddressgNBCUUP,
	id-Cause,
	id-M3Configuration,
	id-M4Configuration,
	id-M5Configuration,
	id-MDT-Location,
	id-M6Configuration,
	id-M7Configuration,
	id-BluetoothMeasurementConfiguration,
	id-WLANMeasurementConfiguration,
	id-LoggedMBSFNMDT,
	MDTConfiguration,
	maxnoofWLANName,
	
	maxnoofErrors,
	maxnoofSliceItems,
	maxnoofEUTRANQOSParameters,
	maxnoofNGRANQOSParameters,
	maxnoofDRBs,
	maxnoofPDUSessionResource,
	maxnoofQoSFlows,
	maxnoofUPParameters,
	maxnoofCellGroups,
	maxnooftimeperiods,
	maxnoofNRCGI
	maxnoofBluetoothName,
	maxnoofCellIDforMDT,
	maxnoofMDTPLMNs,
	maxnoofTAforMDT,
	maxnoofWLANName,


FROM E1AP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage

FROM E1AP-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-SingleContainer{},	
	E1AP-PROTOCOL-EXTENSION,
	E1AP-PROTOCOL-IES


FROM E1AP-Containers;

-- A

ActivityInformation	::=	CHOICE	{
	dRB-Activity-List						DRB-Activity-List,
	pDU-Session-Resource-Activity-List		PDU-Session-Resource-Activity-List,
	uE-Activity								UE-Activity, 
	choice-extension						ProtocolIE-SingleContainer	{{ActivityInformation-ExtIEs}}
}

ActivityInformation-ExtIEs E1AP-PROTOCOL-IES ::= {
	...
}

ActivityNotificationLevel	::=	ENUMERATED	{
	drb,
	pdu-session,
	ue,
	...
}

Inactivity-Timer	::=	INTEGER (1..7200, ...)

AreaScopeOfMDT ::= CHOICE {	
	cellBased					CellBasedMDT,
	tABased						TABasedMDT,
	pLMNWide					NULL,
	...,
	tAIBased					TAIBasedMDT
}

AveragingWindow  ::= INTEGER (0..4095, ...) 

-- B

BearerContextStatusChange	::= 	ENUMERATED {
	suspend,
	resume,
	...
}

BitRate ::= INTEGER (0..4000000000000,...)

BluetoothMeasurementConfiguration ::= SEQUENCE {
	bluetoothMeasConfig             BluetoothMeasConfig,
	bluetoothMeasConfigNameList		BluetoothMeasConfigNameList     OPTIONAL,
	bt-rssi                         ENUMERATED {true, ...}          OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { BluetoothMeasurementConfiguration-ExtIEs } } OPTIONAL,
	...
}

BluetoothMeasurementConfiguration-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

BluetoothMeasConfigNameList ::= SEQUENCE (SIZE(1..maxnoofBluetoothName)) OF BluetoothName

BluetoothMeasConfig::= ENUMERATED {setup,...}

BluetoothName ::= OCTET STRING (SIZE (1..248))

-- TEXT OMITTED –

CauseTransport ::= ENUMERATED {
	unspecified,
	transport-resource-unavailable,
	...
}

CellBasedMDT::= SEQUENCE {
	cellIdListforMDT	CellIdListforMDT,
	iE-Extensions		ProtocolExtensionContainer { {CellBasedMDT-ExtIEs} } OPTIONAL,
	...
}

CellBasedMDT-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cell-Group-Information	::= SEQUENCE (SIZE(1.. maxnoofCellGroups)) OF Cell-Group-Information-Item

Cell-Group-Information-Item	::=	SEQUENCE {
	cell-Group-ID							Cell-Group-ID,
	uL-Configuration						UL-Configuration		OPTIONAL,
	dL-TX-Stop								DL-TX-Stop				OPTIONAL,
	rAT-Type								RAT-Type				OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { Cell-Group-Information-Item-ExtIEs } }	OPTIONAL,
	...
}

Cell-Group-Information-Item-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	...
}


Cell-Group-ID	::=		INTEGER (0..3, ...)

CellIdListforMDT ::= SEQUENCE (SIZE(1..maxnoofCellIDforMDT)) OF NRCGI

CipheringAlgorithm	::=	ENUMERATED {
	nEA0,
	c-128-NEA1,
	c-128-NEA2,
	c-128-NEA3,
	...
}


-- TEXT OMITTED –
-- I

ImmediateMDT ::= SEQUENCE { 
	measurementsToActivate		MeasurementsToActivate,
	m1reportingTrigger			M1ReportingTrigger,
	m1thresholdeventA2			M1ThresholdEventA2				OPTIONAL,
-- Included in case of event-triggered, or event-triggered periodic reporting for measurement M1
	m1periodicReporting			M1PeriodicReporting				OPTIONAL,
-- Included in case of periodic or event-triggered periodic reporting
	iE-Extensions				ProtocolExtensionContainer { { ImmediateMDT-ExtIEs} } OPTIONAL,
	...
}

ImmediateMDT-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-M3Configuration		CRITICALITY ignore	EXTENSION M3Configuration		PRESENCE conditional}|
	{ ID id-M4Configuration		CRITICALITY ignore	EXTENSION M4Configuration		PRESENCE conditional}|
	{ ID id-M5Configuration		CRITICALITY ignore	EXTENSION M5Configuration		PRESENCE conditional}|
	{ ID id-MDT-Location-Info	CRITICALITY ignore	EXTENSION MDT-Location-Info		PRESENCE optional}|
	{ ID id-M6Configuration		CRITICALITY ignore	EXTENSION M6Configuration		PRESENCE conditional}|
	{ ID id-M7Configuration		CRITICALITY ignore	EXTENSION M7Configuration		PRESENCE conditional}|
	{ ID id-BluetoothMeasurementConfiguration		CRITICALITY ignore	EXTENSION BluetoothMeasurementConfiguration		PRESENCE optional}|
	{ ID id-WLANMeasurementConfiguration		CRITICALITY ignore	EXTENSION WLANMeasurementConfiguration		PRESENCE optional},
	...
}

Inactivity-Timer	::=	INTEGER (1..7200, ...)

IntegrityProtectionIndication ::= ENUMERATED {
	required,
	preferred,
	not-needed,
	...
}

IntegrityProtectionAlgorithm	::=	ENUMERATED {
	nIA0,
	i-128-NIA1,
	i-128-NIA2,
	i-128-NIA3,
	...
}

IntegrityProtectionKey	::= OCTET STRING

IntegrityProtectionResult ::= ENUMERATED {
	performed,
	not-performed,
	...
}

InterfacesToTrace ::= BIT STRING (SIZE(8))

Links-to-log ::= ENUMERATED {uplink, downlink, both-uplink-and-downlink, ...} 

LoggedMDT ::= SEQUENCE {
	loggingInterval				LoggingInterval,
	loggingDuration				LoggingDuration,
	iE-Extensions				ProtocolExtensionContainer { {LoggedMDT-ExtIEs} } OPTIONAL,
	...
}

LoggedMDT-ExtIEs	E1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-BluetoothMeasurementConfiguration		CRITICALITY ignore	EXTENSION BluetoothMeasurementConfiguration		PRESENCE optional}|
	{ ID id-WLANMeasurementConfiguration			CRITICALITY ignore	EXTENSION WLANMeasurementConfiguration				PRESENCE optional},
...
}

LoggingInterval ::= ENUMERATED {ms128, ms256, ms512, ms1024, ms2048, ms3072, ms4096, ms6144}

LoggingDuration ::= ENUMERATED {m10, m20, m40, m60, m90, m120}

LoggedMBSFNMDT ::= SEQUENCE {
	loggingInterval				LoggingInterval,
	loggingDuration				LoggingDuration,
	mBSFN-ResultToLog			MBSFN-ResultToLog		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { LoggedMBSFNMDT-ExtIEs } } OPTIONAL,
	...
}

LoggedMBSFNMDT-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

M1PeriodicReporting ::= SEQUENCE { 
	reportInterval				ReportIntervalMDT,
	reportAmount				ReportAmountMDT,
	iE-Extensions				ProtocolExtensionContainer { { M1PeriodicReporting-ExtIEs} } OPTIONAL,
	...
}

M1PeriodicReporting-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

M1ReportingTrigger ::= ENUMERATED{
	periodic,
	a2eventtriggered,
	...,
	a2eventtriggered-periodic
}

M1ThresholdEventA2 ::= SEQUENCE { 
	measurementThreshold	MeasurementThresholdA2,
	iE-Extensions			ProtocolExtensionContainer { { M1ThresholdEventA2-ExtIEs} } OPTIONAL,
	...
}

M1ThresholdEventA2-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}


M3Configuration ::= SEQUENCE {
	m3period			M3period,
	iE-Extensions		ProtocolExtensionContainer { { M3Configuration-ExtIEs} } OPTIONAL,
	...
}

M3Configuration-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

M3period ::= ENUMERATED {ms100, ms1000, ms10000, ...,ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, min1 } 

M4Configuration ::= SEQUENCE {
	m4period			M4period,
	m4-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M4Configuration-ExtIEs} } OPTIONAL,
	...
}

M4Configuration-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

M4period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... } 

M5Configuration ::= SEQUENCE {
	m5period			M5period,
	m5-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M5Configuration-ExtIEs} } OPTIONAL,
	...
}

M5Configuration-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

M5period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... } 

M6Configuration ::= SEQUENCE {
	m6report-Interval	M6report-Interval,
	m6delay-threshold	M6delay-threshold		OPTIONAL,
-- This IE shall be present if the M6 Links to log IE is set to “uplink” or to “both-uplink-and-downlink” --
	m6-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M6Configuration-ExtIEs} } OPTIONAL,
	...
}

M6Configuration-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

M6report-Interval ::= ENUMERATED { ms1024, ms2048, ms5120, ms10240, ... }

M6delay-threshold ::= ENUMERATED { ms30, ms40, ms50, ms60, ms70, ms80, ms90, ms100, ms150, ms300, ms500, ms750, ... }

M7Configuration ::= SEQUENCE {
	m7period			M7period,
	m7-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M7Configuration-ExtIEs} } OPTIONAL,
	...
}

M7Configuration-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

M7period ::= INTEGER(1..60, ...)

MaxDataBurstVolume  ::= INTEGER (0..4095, ...) 

MaximumIPdatarate ::= SEQUENCE {
	maxIPrate			MaxIPrate,
	iE-Extensions		ProtocolExtensionContainer { {MaximumIPdatarate-ExtIEs} }	OPTIONAL,
	...
}

MaximumIPdatarate-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

MaxIPrate ::= ENUMERATED {
	bitrate64kbs,
	max-UErate,
	...
}

MaxPacketLossRate ::= INTEGER (0..1000, ...)

MDT-Location-Info ::= BIT STRING (SIZE (8))


MDT-Configuration ::= SEQUENCE {
	mdt-Activation		MDT-Activation,
	areaScopeOfMDT		AreaScopeOfMDT,
	mDTMode				MDTMode,
	mDTPLMNList			MDTPLMNList 	OPTIONAL,
	...
}


MDTPLMNList ::= SEQUENCE (SIZE(1..maxnoofMDTPLMNs)) OF PLMNidentity

MDTMode ::= CHOICE {
	immediateMDT				ImmediateMDT,
	loggedMDT					LoggedMDT,
	...,
	mDTMode-Extension			MDTMode-Extension
}

MDTMode-Extension ::= ProtocolIE-SingleContainer {{ MDTMode-ExtensionIE }}

MDTMode-ExtensionIE E1AP-PROTOCOL-IES ::= {
	{ ID id-LoggedMBSFNMDT		CRITICALITY ignore	TYPE LoggedMBSFNMDT		PRESENCE mandatory}
}

MeasurementsToActivate ::= BIT STRING (SIZE (8))

MeasurementThresholdA2 ::= CHOICE { 
	threshold-RSRP				Threshold-RSRP,
	threshold-RSRQ				Threshold-RSRQ,
	...
}

MRDC-Data-Usage-Report-Item ::= SEQUENCE {
	startTimeStamp				OCTET STRING (SIZE(4)),
	endTimeStamp				OCTET STRING (SIZE(4)),
	usageCountUL				INTEGER (0..18446744073709551615),
	usageCountDL				INTEGER (0..18446744073709551615),
	iE-Extensions				ProtocolExtensionContainer { { MRDC-Data-Usage-Report-Item-ExtIEs} } OPTIONAL,
...
}

-- TEXT OMITTED –
RAT-Type	::=	ENUMERATED	{
	e-UTRA,
	nR,
	...
}

ReportAmountMDT ::= ENUMERATED{r1, r2, r4, r8, r16, r32, r64, infinity}
ReportIntervalMDT ::= ENUMERATED {ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, min1, min6, min12, min30, min60} 

RLC-Mode	::=	ENUMERATED	{
	rlc-tm,
	rlc-am,
	rlc-um-bidirectional,
	rlc-um-unidirectional-ul,
	rlc-um-unidirectional-dl,
	...
}

-- TEXT OMITTED –
-- T

TABasedMDT ::= SEQUENCE {
	tAListforMDT		TAListforMDT,
	iE-Extensions		ProtocolExtensionContainer { {TABasedMDT-ExtIEs} } OPTIONAL,
	...
}

TABasedMDT-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

TAC ::= OCTET STRING (SIZE (2))

TAIBasedMDT ::= SEQUENCE {
	tAIListforMDT			TAIListforMDT,
	iE-Extensions			ProtocolExtensionContainer { {TAIBasedMDT-ExtIEs} } OPTIONAL,
	...
}

TAIBasedMDT-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

TAIListforMDT ::= SEQUENCE (SIZE(1..maxnoofTAforMDT)) OF TAI

TAI ::= SEQUENCE {
	pLMNidentity			PLMNidentity,
	tAC						TAC,
	iE-Extensions			ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL,
	...
}

Threshold-RSRQ ::= INTEGER(0..34)

Threshold-RSRP ::= INTEGER(0..97)



TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...} 

TNLAssociationUsage ::= ENUMERATED {
	ue,
	non-ue,
	both, 
...
}

[bookmark: _Hlk14273428]TraceActivation ::= SEQUENCE {
	traceID								TraceID,
	interfacesToTrace					InterfacesToTrace,
	traceDepth							TraceDepth,
	traceCollectionEntityIPAddress		TransportLayerAddress,
	iE-Extensions		ProtocolExtensionContainer { {TraceActivation-ExtIEs} }	OPTIONAL,
	...
}

TraceActivation-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-MDTConfiguration	CRITICALITY ignore	EXTENSION MDT-Configuration		PRESENCE optional }|
	...
}

TraceDepth ::= ENUMERATED { 
	minimum,
	medium,
	maximum,
	minimumWithoutVendorSpecificExtension,
	mediumWithoutVendorSpecificExtension,
	maximumWithoutVendorSpecificExtension,
	...
}

TraceID ::= OCTET STRING (SIZE(8))

TransportLayerAddress		::= 	BIT STRING (SIZE(1..160, ...))

-- TEXT OMITTED –
-- W

WLANMeasurementConfiguration ::= SEQUENCE {
	wlanMeasConfig             WLANMeasConfig,
	wlanMeasConfigNameList		WLANMeasConfigNameList            OPTIONAL,
	wlan-rssi                  ENUMERATED {true, ...}            OPTIONAL,
	wlan-rtt                   ENUMERATED {true, ...}            OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { WLANMeasurementConfiguration-ExtIEs } } OPTIONAL,
	...
}

WLANMeasurementConfiguration-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

WLANMeasConfigNameList ::= SEQUENCE (SIZE(1..maxnoofWLANName)) OF WLANName

WLANMeasConfig::= ENUMERATED {setup,...}

WLANName ::= OCTET STRING (SIZE (1..32))   

END
-- ASN1STOP

[bookmark: _Toc20955686][bookmark: _Toc5699604]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************


E1AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID

FROM E1AP-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-reset														ProcedureCode ::= 0
id-errorIndication												ProcedureCode ::= 1
id-privateMessage												ProcedureCode ::= 2
id-gNB-CU-UP-E1Setup											ProcedureCode ::= 3
id-gNB-CU-CP-E1Setup											ProcedureCode ::= 4
id-gNB-CU-UP-ConfigurationUpdate								ProcedureCode ::= 5
id-gNB-CU-CP-ConfigurationUpdate								ProcedureCode ::= 6
id-e1Release													ProcedureCode ::= 7
id-bearerContextSetup											ProcedureCode ::= 8
id-bearerContextModification									ProcedureCode ::= 9
id-bearerContextModificationRequired							ProcedureCode ::= 10
id-bearerContextRelease											ProcedureCode ::= 11
id-bearerContextReleaseRequest									ProcedureCode ::= 12
id-bearerContextInactivityNotification							ProcedureCode ::= 13
id-dLDataNotification											ProcedureCode ::= 14
id-dataUsageReport												ProcedureCode ::= 15
id-gNB-CU-UP-CounterCheck										ProcedureCode ::= 16
id-gNB-CU-UP-StatusIndication									ProcedureCode ::= 17
id-uLDataNotification											ProcedureCode ::= 18
id-mRDC-DataUsageReport											ProcedureCode ::= 19
id-TraceStart													ProcedureCode ::= aa
id-DeactivateTrace												ProcedureCode ::= bb



-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxnoofErrors								INTEGER ::= 256
maxnoofSPLMNs								INTEGER ::= 12
maxnoofSliceItems							INTEGER ::= 1024
maxnoofIndividualE1ConnectionsToReset		INTEGER ::= 65536
maxnoofEUTRANQOSParameters					INTEGER ::= 256
maxnoofNGRANQOSParameters					INTEGER ::= 256
maxnoofDRBs									INTEGER	::= 32
maxnoofNRCGI								INTEGER	::= 512
maxnoofPDUSessionResource					INTEGER	::= 256
maxnoofQoSFlows								INTEGER	::= 64
maxnoofUPParameters							INTEGER	::= 8
maxnoofCellGroups							INTEGER	::= 4
maxnooftimeperiods							INTEGER	::= 2
maxnoofTNLAssociations						INTEGER ::= 32
maxnoofBluetoothName						INTEGER ::= 4
maxnoofCellIDforMDT							INTEGER ::= 32
maxnoofMDTPLMNs								INTEGER ::= 16
maxnoofTAforMDT								INTEGER ::= 8
maxnoofWLANName								INTEGER ::= 4



-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause														ProtocolIE-ID ::= 0
id-CriticalityDiagnostics										ProtocolIE-ID ::= 1
id-gNB-CU-CP-UE-E1AP-ID 										ProtocolIE-ID ::= 2
id-gNB-CU-UP-UE-E1AP-ID											ProtocolIE-ID ::= 3
id-ResetType													ProtocolIE-ID ::= 4
id-UE-associatedLogicalE1-ConnectionItem						ProtocolIE-ID ::= 5
id-UE-associatedLogicalE1-ConnectionListResAck					ProtocolIE-ID ::= 6
id-gNB-CU-UP-ID													ProtocolIE-ID ::= 7
id-gNB-CU-UP-Name												ProtocolIE-ID ::= 8
id-gNB-CU-CP-Name												ProtocolIE-ID ::= 9
id-CNSupport													ProtocolIE-ID ::= 10
id-SupportedPLMNs												ProtocolIE-ID ::= 11
id-TimeToWait													ProtocolIE-ID ::= 12
id-SecurityInformation											ProtocolIE-ID ::= 13
id-UEDLAggregateMaximumBitRate									ProtocolIE-ID ::= 14
id-System-BearerContextSetupRequest								ProtocolIE-ID ::= 15
id-System-BearerContextSetupResponse							ProtocolIE-ID ::= 16
id-BearerContextStatusChange									ProtocolIE-ID ::= 17
id-System-BearerContextModificationRequest						ProtocolIE-ID ::= 18
id-System-BearerContextModificationResponse						ProtocolIE-ID ::= 19
id-System-BearerContextModificationConfirm						ProtocolIE-ID ::= 20
id-System-BearerContextModificationRequired						ProtocolIE-ID ::= 21
id-DRB-Status-List												ProtocolIE-ID ::= 22
id-ActivityNotificationLevel									ProtocolIE-ID ::= 23
id-ActivityInformation											ProtocolIE-ID ::= 24
id-Data-Usage-Report-List										ProtocolIE-ID ::= 25
id-New-UL-TNL-Information-Required								ProtocolIE-ID ::= 26
id-GNB-CU-CP-TNLA-To-Add-List									ProtocolIE-ID ::= 27
id-GNB-CU-CP-TNLA-To-Remove-List								ProtocolIE-ID ::= 28
id-GNB-CU-CP-TNLA-To-Update-List								ProtocolIE-ID ::= 29
id-GNB-CU-CP-TNLA-Setup-List									ProtocolIE-ID ::= 30
id-GNB-CU-CP-TNLA-Failed-To-Setup-List							ProtocolIE-ID ::= 31
id-DRB-To-Setup-List-EUTRAN										ProtocolIE-ID ::= 32
id-DRB-To-Modify-List-EUTRAN									ProtocolIE-ID ::= 33
id-DRB-To-Remove-List-EUTRAN									ProtocolIE-ID ::= 34
id-DRB-Required-To-Modify-List-EUTRAN							ProtocolIE-ID ::= 35
id-DRB-Required-To-Remove-List-EUTRAN							ProtocolIE-ID ::= 36
id-DRB-Setup-List-EUTRAN										ProtocolIE-ID ::= 37
id-DRB-Failed-List-EUTRAN										ProtocolIE-ID ::= 38
id-DRB-Modified-List-EUTRAN										ProtocolIE-ID ::= 39
id-DRB-Failed-To-Modify-List-EUTRAN								ProtocolIE-ID ::= 40
id-DRB-Confirm-Modified-List-EUTRAN								ProtocolIE-ID ::= 41
id-PDU-Session-Resource-To-Setup-List							ProtocolIE-ID ::= 42
id-PDU-Session-Resource-To-Modify-List							ProtocolIE-ID ::= 43
id-PDU-Session-Resource-To-Remove-List							ProtocolIE-ID ::= 44
id-PDU-Session-Resource-Required-To-Modify-List					ProtocolIE-ID ::= 45
id-PDU-Session-Resource-Setup-List								ProtocolIE-ID ::= 46
id-PDU-Session-Resource-Failed-List								ProtocolIE-ID ::= 47
id-PDU-Session-Resource-Modified-List							ProtocolIE-ID ::= 48
id-PDU-Session-Resource-Failed-To-Modify-List					ProtocolIE-ID ::= 49
id-PDU-Session-Resource-Confirm-Modified-List					ProtocolIE-ID ::= 50
id-DRB-To-Setup-Mod-List-EUTRAN									ProtocolIE-ID ::= 51
id-DRB-Setup-Mod-List-EUTRAN									ProtocolIE-ID ::= 52
id-DRB-Failed-Mod-List-EUTRAN									ProtocolIE-ID ::= 53
id-PDU-Session-Resource-Setup-Mod-List							ProtocolIE-ID ::= 54
id-PDU-Session-Resource-Failed-Mod-List							ProtocolIE-ID ::= 55
id-PDU-Session-Resource-To-Setup-Mod-List						ProtocolIE-ID ::= 56
id-TransactionID												ProtocolIE-ID ::= 57
id-Serving-PLMN													ProtocolIE-ID ::= 58
id-UE-Inactivity-Timer											ProtocolIE-ID ::= 59
id-System-GNB-CU-UP-CounterCheckRequest							ProtocolIE-ID ::= 60
id-DRBs-Subject-To-Counter-Check-List-EUTRAN					ProtocolIE-ID ::= 61
id-DRBs-Subject-To-Counter-Check-List-NG-RAN					ProtocolIE-ID ::= 62
id-PPI															ProtocolIE-ID ::= 63
id-gNB-CU-UP-Capacity											ProtocolIE-ID ::= 64
id-GNB-CU-UP-OverloadInformation								ProtocolIE-ID ::= 65
id-UEDLMaximumIntegrityProtectedDataRate						ProtocolIE-ID ::= 66
id-PDU-Session-To-Notify-List									ProtocolIE-ID ::= 67
id-PDU-Session-Resource-Data-Usage-List							ProtocolIE-ID ::= 68
id-SNSSAI														ProtocolIE-ID ::= 69
id-DataDiscardRequired										ProtocolIE-ID ::= 70
id-OldQoSFlowMap-ULendmarkerexpected							ProtocolIE-ID ::= 71
id-DRB-QoS															ProtocolIE-ID ::= 72
id-GNB-CU-UP-TNLA-To-Remove-List								ProtocolIE-ID ::= 73
id-endpoint-IP-Address-and-Port									ProtocolIE-ID ::= 74
id-TNLAssociationTransportLayerAddressgNBCUUP					ProtocolIE-ID ::= 75
id-RANUEID													ProtocolIE-ID ::= 76
id-GNB-DU-ID													ProtocolIE-ID ::= 77
id-CommonNetworkInstance											ProtocolIE-ID ::= 78
id-NetworkInstance												ProtocolIE-ID ::= 79
id-QoSFlowMappingIndication									ProtocolIE-ID ::= 80


END
-- ASN1STOP



9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************


E1AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID

FROM E1AP-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-reset														ProcedureCode ::= 0
id-errorIndication												ProcedureCode ::= 1
id-privateMessage												ProcedureCode ::= 2
id-gNB-CU-UP-E1Setup											ProcedureCode ::= 3
id-gNB-CU-CP-E1Setup											ProcedureCode ::= 4
id-gNB-CU-UP-ConfigurationUpdate								ProcedureCode ::= 5
id-gNB-CU-CP-ConfigurationUpdate								ProcedureCode ::= 6
id-e1Release													ProcedureCode ::= 7
id-bearerContextSetup											ProcedureCode ::= 8
id-bearerContextModification									ProcedureCode ::= 9
id-bearerContextModificationRequired							ProcedureCode ::= 10
id-bearerContextRelease											ProcedureCode ::= 11
id-bearerContextReleaseRequest									ProcedureCode ::= 12
id-bearerContextInactivityNotification							ProcedureCode ::= 13
id-dLDataNotification											ProcedureCode ::= 14
id-dataUsageReport												ProcedureCode ::= 15
id-gNB-CU-UP-CounterCheck										ProcedureCode ::= 16
id-gNB-CU-UP-StatusIndication									ProcedureCode ::= 17
id-uLDataNotification											ProcedureCode ::= 18
id-mRDC-DataUsageReport											ProcedureCode ::= 19
id-TraceStart													ProcedureCode ::= aa
id-DeactivateTrace												ProcedureCode ::= bb



-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxnoofErrors								INTEGER ::= 256
maxnoofSPLMNs								INTEGER ::= 12
maxnoofSliceItems							INTEGER ::= 1024
maxnoofIndividualE1ConnectionsToReset		INTEGER ::= 65536
maxnoofEUTRANQOSParameters					INTEGER ::= 256
maxnoofNGRANQOSParameters					INTEGER ::= 256
maxnoofDRBs									INTEGER	::= 32
maxnoofNRCGI								INTEGER	::= 512
maxnoofPDUSessionResource					INTEGER	::= 256
maxnoofQoSFlows								INTEGER	::= 64
maxnoofUPParameters							INTEGER	::= 8
maxnoofCellGroups							INTEGER	::= 4
maxnooftimeperiods							INTEGER	::= 2
maxnoofTNLAssociations						INTEGER ::= 32
maxnoofBluetoothName					INTEGER ::= 4
maxnoofCellIDforMDT						INTEGER ::= 32
maxnoofMDTPLMNs							INTEGER ::= 16
maxnoofTAforMDT							INTEGER ::= 8
maxnoofWLANName							INTEGER ::= 4



-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause														ProtocolIE-ID ::= 0
id-CriticalityDiagnostics										ProtocolIE-ID ::= 1
id-gNB-CU-CP-UE-E1AP-ID 										ProtocolIE-ID ::= 2
id-gNB-CU-UP-UE-E1AP-ID											ProtocolIE-ID ::= 3
id-ResetType													ProtocolIE-ID ::= 4
id-UE-associatedLogicalE1-ConnectionItem						ProtocolIE-ID ::= 5
id-UE-associatedLogicalE1-ConnectionListResAck					ProtocolIE-ID ::= 6
id-gNB-CU-UP-ID													ProtocolIE-ID ::= 7
id-gNB-CU-UP-Name												ProtocolIE-ID ::= 8
id-gNB-CU-CP-Name												ProtocolIE-ID ::= 9
id-CNSupport													ProtocolIE-ID ::= 10
id-SupportedPLMNs												ProtocolIE-ID ::= 11
id-TimeToWait													ProtocolIE-ID ::= 12
id-SecurityInformation											ProtocolIE-ID ::= 13
id-UEDLAggregateMaximumBitRate									ProtocolIE-ID ::= 14
id-System-BearerContextSetupRequest								ProtocolIE-ID ::= 15
id-System-BearerContextSetupResponse							ProtocolIE-ID ::= 16
id-BearerContextStatusChange									ProtocolIE-ID ::= 17
id-System-BearerContextModificationRequest						ProtocolIE-ID ::= 18
id-System-BearerContextModificationResponse						ProtocolIE-ID ::= 19
id-System-BearerContextModificationConfirm						ProtocolIE-ID ::= 20
id-System-BearerContextModificationRequired						ProtocolIE-ID ::= 21
id-DRB-Status-List												ProtocolIE-ID ::= 22
id-ActivityNotificationLevel									ProtocolIE-ID ::= 23
id-ActivityInformation											ProtocolIE-ID ::= 24
id-Data-Usage-Report-List										ProtocolIE-ID ::= 25
id-New-UL-TNL-Information-Required								ProtocolIE-ID ::= 26
id-GNB-CU-CP-TNLA-To-Add-List									ProtocolIE-ID ::= 27
id-GNB-CU-CP-TNLA-To-Remove-List								ProtocolIE-ID ::= 28
id-GNB-CU-CP-TNLA-To-Update-List								ProtocolIE-ID ::= 29
id-GNB-CU-CP-TNLA-Setup-List									ProtocolIE-ID ::= 30
id-GNB-CU-CP-TNLA-Failed-To-Setup-List							ProtocolIE-ID ::= 31
id-DRB-To-Setup-List-EUTRAN										ProtocolIE-ID ::= 32
id-DRB-To-Modify-List-EUTRAN									ProtocolIE-ID ::= 33
id-DRB-To-Remove-List-EUTRAN									ProtocolIE-ID ::= 34
id-DRB-Required-To-Modify-List-EUTRAN							ProtocolIE-ID ::= 35
id-DRB-Required-To-Remove-List-EUTRAN							ProtocolIE-ID ::= 36
id-DRB-Setup-List-EUTRAN										ProtocolIE-ID ::= 37
id-DRB-Failed-List-EUTRAN										ProtocolIE-ID ::= 38
id-DRB-Modified-List-EUTRAN										ProtocolIE-ID ::= 39
id-DRB-Failed-To-Modify-List-EUTRAN								ProtocolIE-ID ::= 40
id-DRB-Confirm-Modified-List-EUTRAN								ProtocolIE-ID ::= 41
id-PDU-Session-Resource-To-Setup-List							ProtocolIE-ID ::= 42
id-PDU-Session-Resource-To-Modify-List							ProtocolIE-ID ::= 43
id-PDU-Session-Resource-To-Remove-List							ProtocolIE-ID ::= 44
id-PDU-Session-Resource-Required-To-Modify-List					ProtocolIE-ID ::= 45
id-PDU-Session-Resource-Setup-List								ProtocolIE-ID ::= 46
id-PDU-Session-Resource-Failed-List								ProtocolIE-ID ::= 47
id-PDU-Session-Resource-Modified-List							ProtocolIE-ID ::= 48
id-PDU-Session-Resource-Failed-To-Modify-List					ProtocolIE-ID ::= 49
id-PDU-Session-Resource-Confirm-Modified-List					ProtocolIE-ID ::= 50
id-DRB-To-Setup-Mod-List-EUTRAN									ProtocolIE-ID ::= 51
id-DRB-Setup-Mod-List-EUTRAN									ProtocolIE-ID ::= 52
id-DRB-Failed-Mod-List-EUTRAN									ProtocolIE-ID ::= 53
id-PDU-Session-Resource-Setup-Mod-List							ProtocolIE-ID ::= 54
id-PDU-Session-Resource-Failed-Mod-List							ProtocolIE-ID ::= 55
id-PDU-Session-Resource-To-Setup-Mod-List						ProtocolIE-ID ::= 56
id-TransactionID												ProtocolIE-ID ::= 57
id-Serving-PLMN													ProtocolIE-ID ::= 58
id-UE-Inactivity-Timer											ProtocolIE-ID ::= 59
id-System-GNB-CU-UP-CounterCheckRequest							ProtocolIE-ID ::= 60
id-DRBs-Subject-To-Counter-Check-List-EUTRAN					ProtocolIE-ID ::= 61
id-DRBs-Subject-To-Counter-Check-List-NG-RAN					ProtocolIE-ID ::= 62
id-PPI															ProtocolIE-ID ::= 63
id-gNB-CU-UP-Capacity											ProtocolIE-ID ::= 64
id-GNB-CU-UP-OverloadInformation								ProtocolIE-ID ::= 65
id-UEDLMaximumIntegrityProtectedDataRate						ProtocolIE-ID ::= 66
id-PDU-Session-To-Notify-List									ProtocolIE-ID ::= 67
id-PDU-Session-Resource-Data-Usage-List							ProtocolIE-ID ::= 68
id-SNSSAI														ProtocolIE-ID ::= 69
id-DataDiscardRequired										ProtocolIE-ID ::= 70
id-OldQoSFlowMap-ULendmarkerexpected							ProtocolIE-ID ::= 71
id-DRB-QoS															ProtocolIE-ID ::= 72
id-GNB-CU-UP-TNLA-To-Remove-List								ProtocolIE-ID ::= 73
id-endpoint-IP-Address-and-Port									ProtocolIE-ID ::= 74
id-TNLAssociationTransportLayerAddressgNBCUUP					ProtocolIE-ID ::= 75
id-RANUEID													ProtocolIE-ID ::= 76
id-GNB-DU-ID													ProtocolIE-ID ::= 77
id-CommonNetworkInstance											ProtocolIE-ID ::= 78
id-NetworkInstance												ProtocolIE-ID ::= 79
id-QoSFlowMappingIndication									ProtocolIE-ID ::= 80
id-TraceActivation											ProtocolIE-ID ::= x1
id-TraceID													ProtocolIE-ID ::= x2
id-MDTconfiguration											ProcedureCode ::= x3
id-M3Configuration											ProcedureCode ::= x4
id-M4Configuration											ProcedureCode ::= x5
id-M5Configuration											ProcedureCode ::= x6
id-MDT-Location												ProcedureCode ::= x7
id-M6Configuration											ProcedureCode ::= x8
id-M7Configuration											ProcedureCode ::= x9
id-BluetoothMeasurementConfiguration						ProcedureCode ::= y1
id-WLANMeasurementConfiguration								ProcedureCode ::= y2
id-LoggedMBSFNMDT											ProcedureCode ::= y3
MDTConfiguration											ProcedureCode ::= y4


END
-- ASN1STOP 

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

image1.emf
gNB-CU-CP

BEARER CONTEXT SETUP REQUEST

BEARER CONTEXT SETUP RESPONSE

gNB-CU-UP


Microsoft_Visio_Drawing.vsdx

gNB-CU-CP
BEARER CONTEXT SETUP REQUEST
BEARER CONTEXT SETUP RESPONSE
gNB-CU-UP



image2.emf
gNB-CU-CP

BEARER CONTEXT SETUP REQUEST

BEARER CONTEXT SETUP FAILURE

gNB-CU-UP


Microsoft_Visio_Drawing1.vsdx

gNB-CU-CP
BEARER CONTEXT SETUP REQUEST
BEARER CONTEXT SETUP FAILURE
gNB-CU-UP



Microsoft_Visio_Drawing2.vsdx

gNB-CU-CP
BEARER CONTEXT SETUP REQUEST
BEARER CONTEXT SETUP FAILURE
gNB-CU-UP



image3.emf
gNB-CU-UP

TRACE START

gNB-CU-CP


Microsoft_Visio_2003-2010_Drawing.vsd
gNB-CU-UP


gNB-CU-CP


TRACE START



image4.emf
gNB-CU-UP

DEACTIVATE TRACE

gNB-CU-CP


Microsoft_Visio_2003-2010_Drawing1.vsd
gNB-CU-UP


gNB-CU-CP


DEACTIVATE TRACE



