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1. Introduction
In [1], we discuss the issue on the Suspend-Resume procedure, and claim the following proposals:

· The NG-RAN suspends the N-U transport bearer instead of releasing it during the UE Context Suspend procedure
· The UE Context Resume procedure should be used to inform that the UE immediately returns into the RRC-IDLE with suspend.
To reflect such proposals, the TP for TS38.413 is given as below.
2. References

[1] R3-195957, “Further consideration on suspend-resume procedure in UP CIoT 5GS Optimisation,” LGE, October, 2019.
3. Appendix : TP for Suspend-Resume BL CR for TS 38.413
This appendix provides the Text proposal for Suspend-Resume BL CR for TS 38.413 based on the proposals of the contribution in [1].
----------------Start of the First Change---------------
8.3.X
UE Context Suspend

8.3.X.1
General

The purpose of the UE Context Suspend procedure is to suspend the UE-associated logical NG-connection and the NG-U transport bearer with the 5GC while keeping the UE context in the NG-RAN node. 
In this version of the specification, this procedure applies only if the NG-RAN node is an ng-eNB.

8.3.X.2
Successful Operation
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Figure 8.3.X.2-1: UE Context Suspend: Successful operation.

The NG-RAN node initiates the procedure by sending the UE CONTEXT SUSPEND REQUEST message to the AMF.

Upon receipt of the UE CONTEXT SUSPEND REQUEST message the AMF shall act as defined in TS 23.502 [10].
-----------------End of the First Change---------------
--------------Start of the Second Change--------------
8.3.Y
UE Context Resume

8.3.Y.1
General

The purpose of the UE Context Resume procedure is to resume the UE context, the suspended UE-associated logical NG-connection and the related NG-U transport bearer in the 5GC for this UE, or to indicate the immediate return to RRC_IDLE with suspend to the AMF. 
In this version of the specification, this procedure applies only if the NG-RAN node is an ng-eNB.
8.3.Y.2
Successful Operation
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Figure 8.3.Y.2-1: UE Context Resume procedure. Successful operation.

The NG-RAN node initiates the procedure by sending the UE CONTEXT RESUME REQUEST message to the AMF. If the NG-RAN node is not able to admit any suspended PDU sessions, the NG-RAN node shall indicate this in the PDU Session Resource Resume Request Failed to Setup List IE. If the NG-RAN node is not able to admit certain QoS flows for a PDU session, the NG-RAN node shall indicate this in the QoS Flow Failed to Setup List IE included in the UE Context Resume Request Transfer IE for that PDU session.
---------------End of the Second Change--------------
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