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9.2.1.127
UE Application layer measurement configuration
The purpose of the UE Application layer measurement configuration IE is to provide configuration information for the QoE function.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Container for application layer measurement configuration
	M
	
	Octet string (1..1000)
	
	Yes
	ignore

	Area scope for UE application layer measurement configuration
	M
	
	Area scope for UE application layer measurement configuration 9.2.1.128
	
	Yes
	ignore

	Service Type
	M
	
	ENUMERATED

(QMC for DASH, QMC for MSTI service, ...)
	This IE indicates the service type of UE application layer measurements.
	Yes
	ignore

	QMC ID
	O
	
	OCTET STRING (SIZE(4))
	The content is defined in TS 24.405 [x]
	Yes
	ignore

	UE request session id
	O
	
	OCTET STRING (SIZE(2))
	The content is defined in TS 24.405 [x]
	Yes
	ignore

	Individual UE id
	O
	
	OCTET STRING (SIZE (3..8))
	The parameter contains the IMSI value of the subject UE as specified in TS 24.405[x]
	Yes
	ignore


************ Next Change **************

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RANAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfCSGs,


maxNrOfErrors,


maxNrOfPDPDirections,


maxNrOfPoints,


maxNrOfRABs,


maxNrOfSRBs,


maxNrOfSeparateTrafficDirections,


maxRAB-Subflows,


maxRAB-SubflowCombination,


maxNrOfLevels,


maxNrOfAltValues,


maxNrOfSNAs,


maxNrOfLAs,


maxNrOfPLMNsSN,


maxSet,


maxNrOfHSDSCHMACdFlows-1,

maxNrOfUEsToBeTraced,


maxNrOfInterfaces,

************ Next Change **************

UE-Application-Layer-Measurement-Configuration
::= SEQUENCE {



applicationLayerContainerForMeasurementConfiguration

OCTET STRING ( SIZE (1..1000)),


areaScopeForUEApplicationLayerMeasurementConfiguration




AreaScopeForUEApplicationLayerMeasurementConfiguration,


...,



serviceType












ServiceType,



qMCID













QMC-ID,


uErequestSessionId










UE-Request_Session-ID,


individualUEid











IndividualUE-Id
}
QMC-ID




::= OCTET STRING (SIZE (4))

UE-Request_Session-ID
::= OCTET STRING (SIZE (2))

IndividualUE-Id


::= TBCD-STRING (SIZE (3..8))
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