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9.2.1.128
UE Application layer measurement configuration
The IE defines configuration information for the QoE Measurement Collection (QMC) function.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Container for application layer measurement configuration
	M
	
	Octet string (1..1000)
	Indicates application layer measurement configuration, see Annex L in [43].
	-
	-

	CHOICE Area Scope of QMC
	M
	
	
	
	-
	-

	>Cell based
	
	
	
	
	
	-

	>>Cell ID List for QMC
	
	1 .. <maxnoofCellIDforQMC>
	
	
	
	-

	>>>E-CGI
	M
	
	9.2.1.38
	
	-
	-

	>TA based
	
	
	
	
	
	-

	>>TA List for QMC
	
	1 .. <maxnoofTAforQMC>
	
	
	
	-

	>>>TAC
	M
	
	9.2.3.7
	The TAI is derived using the current serving PLMN.
	-
	-

	>TAI based
	
	
	
	
	-
	-

	>>TAI List for QMC
	
	1 .. <maxnoofTAforQMC>
	
	
	-
	-

	>>>TAI
	M
	
	9.2.3.16
	
	-
	-

	>PLMN area based
	
	
	
	
	
	-

	>>PLMN List for QMC
	
	1 .. <maxnoofPLMNforQMC>
	
	
	
	-

	>>>PLMN Identity
	M
	
	9.2.3.8
	
	-
	-

	Service Type
	M
	
	ENUMERATED

(QMC for DASH, QMC for MTSI service, ...)
	This IE indicates the service type of UE application layer measurements.
	-
	-

	QMC ID
	O
	
	OCTET STRING (SIZE(4))
	The content is defined in TS 24.405 [x]
	Yes
	ignore

	UE request session id
	O
	
	OCTET STRING (SIZE(2))
	The content is defined in TS 24.405 [x]
	Yes
	ignore

	Individual UE id
	O
	
	OCTET STRING (SIZE (3..8))
	The parameter contains the IMSI value of the subject UE as specified in TS 24.405[x]
	Yes
	ignore


	Range bound
	Explanation

	maxnoofCellIDforQMC
	Maximum no. of Cell ID subject for QMC scope. Value is 32.

	maxnoofTAforQMC
	Maximum no. of TA subject for QMC scope. Value is 8.

	maxnoofPLMNforQMC
	Maximum no. of PLMNs in the PLMN list for QMC scope. Value is 16.


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-E-RABInformationListItem,


id-E-RABItem,


id-Bearers-SubjectToStatusTransfer-Item,

id-Time-Synchronisation-Info,

id-x2TNLConfigurationInfo,


id-eNBX2ExtendedTransportLayerAddresses,


id-MDTConfiguration,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-HO-Cause,


id-M3Configuration,


id-M4Configuration,


id-M5Configuration,


id-MDT-Location-Info,


id-SignallingBasedMDTPLMNList,

id-MobilityInformation,


id-ULCOUNTValueExtended,

*******Skip to next change*****
UEAppLayerMeasConfig ::= SEQUENCE {


containerForAppLayerMeasConfig


OCTET STRING (SIZE(1..1000)),


areaScopeOfQMC

AreaScopeOfQMC,


iE-Extensions

ProtocolExtensionContainer { {UEAppLayerMeasConfig-ExtIEs} } OPTIONAL,


...

}

UEAppLayerMeasConfig-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


{ID id-serviceType
CRITICALITY ignore
EXTENSION ServiceType
PRESENCE optional}|

{ID id-QMCID

CRITICALITY ignore
EXTENSION QMC-ID
PRESENCE optional}|


{ID id-UE-Request-Session-ID
CRITICALITY ignore
EXTENSION-UE-Request-Session-ID
PRESENCE optional}|


{ID id-IndividualUE-ID
CRITICALITY ignore
EXTENSION IndividualUE-ID
PRESENCE optional},

...

}

QMC-ID




::= OCTET STRING (SIZE (4))

UE-Request-Session-ID
::= OCTET STRING (SIZE (2))

IndividualUE-Id


::= TBCD-STRING (SIZE (3..8))

*******Skip to next change*****
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

S1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM S1AP-CommonDataTypes;

*******Skip to next change*****
id-ConnectedengNBToAddList






ProtocolIE-ID ::= 292

id-ConnectedengNBToRemoveList





ProtocolIE-ID ::= 293

id-EN-DCSONConfigurationTransfer-ECT



ProtocolIE-ID ::= 294

id-EN-DCSONConfigurationTransfer-MCT



ProtocolIE-ID ::= 295

id-IMSvoiceEPSfallbackfrom5G





ProtocolIE-ID ::= 296

id-TimeSinceSecondaryNodeRelease




ProtocolIE-ID ::= 297

id-RequestTypeAdditionalInfo





ProtocolIE-ID ::= 298
id-QMCID










ProtocolIE-ID ::= XXX
id-UE-Request-Session-ID






ProtocolIE-ID ::= XXX

id-IndividualUE-ID








ProtocolIE-ID ::= XXX
END
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