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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
9.2.2.1
BEARER CONTEXT SETUP REQUEST

This message is sent by the gNB-CU-CP to request the gNB-CU-UP to setup a bearer context. 

Direction: gNB-CU-CP ( gNB-CU-UP

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	Security Information
	M
	
	9.3.1.10
	
	YES
	reject

	UE DL Aggregate Maximum Bit Rate
	M
	
	Bit Rate 9.3.1.20
	
	YES
	reject

	UE DL Maximum Integrity Protected Data Rate
	O
	
	Bit Rate 9.3.1.20
	The Bit Rate is a portion of the UE’s Maximum Integrity Protected Data Rate, and is enforced by the gNB-CU-UP node.
	YES
	reject

	Serving PLMN
	M
	
	PLMN Identity 

9.3.1.7
	
	YES
	ignore

	Activity Notification Level
	M
	
	ENUMERATED (DRB, PDU Session, UE, …)
	
	YES
	reject

	UE Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to UE. 
	-
	-

	Bearer Context Status Change
	O
	
	ENUMERATED (Suspend, Resume, …)
	Indicates the status of the Bearer Context
	YES
	reject

	CHOICE System
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	
	1
	
	
	YES
	reject

	>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>PDCP Configuration 
	M
	
	9.3.1.38
	
	-
	-

	>>>>E-UTRAN QoS
	M
	
	9.3.1.17
	
	-
	-

	>>>>S1 UL UP Transport Layer Information 
	M
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>>>>Data Forwarding Information Request
	O
	
	9.3.2.5
	Requesting forwarding info from the target gNB-CU-UP.
	-
	-

	>>>>Cell Group Information
	M
	
	9.3.1.11
	The gNB-CU-UP shall provide one UL UP Transport Layer Information Item per cell group entry.
	-
	-

	>>>>DL UP Parameters
	O
	
	UP Parameters 

9.3.1.13
	
	-
	-

	>>>>DRB Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to DRB.
	-
	-

	>>>>Existing Allocated S1 DL UP Transport Layer Information
	O
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	
	1
	
	
	YES
	reject

	>>>PDU Session Resource To Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>PDU Session Type 
	M
	
	9.3.1.22
	
	-
	-

	>>>>S-NSSAI 
	M
	
	9.3.1.9
	
	-
	-

	>>>>Security Indication 
	M
	
	9.3.1.23
	
	-
	-

	>>>>PDU Session Resource DL Aggregate Maximum Bit Rate
	O
	
	Bit Rate

9.3.1.20
	This IE shall be present when at least one Non-GBR QoS Flows is being setup.
	-
	-

	>>>>NG UL UP Transport Layer Information
	M
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>>>>PDU Session Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	
	-
	-

	>>>>PDU Session Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to PDU Session.
	-
	-

	>>>>Existing Allocated NG DL UP Transport Layer Information
	O
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>>>>Network Instance
	O
	
	9.3.1.62
	
	-
	-

	>>>>DRB To Setup List
	
	1
	
	
	-
	-

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>SDAP Configuration
	M 
	
	9.3.1.39
	
	-
	-

	>>>>>>PDCP Configuration
	M
	
	9.3.1.38
	
	-
	-

	>>>>>>Cell Group Information
	M
	
	9.3.1.11
	The gNB-CU-UP shall provide one UL UP Transport Layer Information Item per cell group entry.
	-
	-

	>>>>>>QoS Flows Information To Be Setup
	M
	
	QoS Flow QoS Parameters List

9.3.1.25
	
	-
	-

	>>>>>>DRB Data forwarding information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	Requesting forwarding info from the target gNB-CU-UP.
	-
	-

	>>>>>>DRB Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to DRB.
	-
	-

	>>>>>>DL UP Parameters
	O
	
	UP Parameters 9.3.1.13
	
	-
	-

	>>>>PDCP SN Status Information
	O
	
	9.3.1.58
	Contains the PDCP SN Status at setup after Resume.
	-
	-


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.


<<<<<<<<<Unchanged Texts Omitted>>>>>>>>>>>
9.2.2.4
BEARER CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU-CP to request the gNB-CU-UP to setup a bearer context. 

Direction: gNB-CU-CP ( gNB-CU-UP

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Security Information
	O
	
	9.3.1.10
	
	YES
	reject

	UE DL Aggregate Maximum Bit Rate
	O
	
	Bit Rate 9.3.1.20
	
	YES
	reject

	UE DL Maximum Integrity Protected Data Rate
	O
	
	Bit Rate 9.3.1.20
	The Bit Rate is a portion of the UE’s Maximum Integrity Protected Data Rate, and is enforced by the gNB-CU-UP node.
	YES
	reject

	Bearer Context Status Change
	O
	
	ENUMERATED (Suspend, Resume, …)
	Indicates the status of the Bearer Context
	YES
	reject

	New UL TNL Information Required
	O
	
	ENUMERATED (required, …)
	Indicates that new UL TNL information has been requested to be provided.
	YES
	reject

	UE Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to UE.
	-
	-

	Data Discard Required
	O
	
	ENUMERATED (required, …)
	Indicate to discard the DL user data in case of RAN paging failure.
	YES
	ignore

	CHOICE System
	O
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>PDCP Configuration 
	M
	
	9.3.1.38
	
	-
	-

	>>>>E-UTRAN QoS
	M
	
	9.3.1.17
	
	-
	-

	>>>>S1 UL UP Transport Layer Information
	M
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>>>>Data Forwarding Information Request
	O
	
	9.3.2.5
	Requesting forwarding info from the target gNB-CU-UP.
	-
	-

	>>>>Cell Group Information
	M
	
	9.3.1.11
	The gNB-CU-UP shall provide one UL UP Transport Layer Information Item per cell group entry
	-
	-

	>>>>DL UP Parameters
	O
	
	UP Parameters

9.3.1.13
	
	-
	-

	>>>>DRB Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to DRB.
	-
	-

	>>DRB To Modify List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>PDCP Configuration 
	O
	
	9.3.1.38
	
	-
	-

	>>>>E-UTRAN QoS
	O
	
	9.3.1.17
	
	-
	-

	>>>>S1 UL UP Transport Layer Information
	O
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>>>>Data Forwarding Information Response
	O
	
	9.3.2.6
	Providing forwarding info to the source gNB-CU-UP.
	-
	-

	>>>>PDCP SN Status Request
	O
	
	ENUMERATED (requested, …)
	The gNB-CU-CP requests the gNB-CU-UP to provide the PDCP SN Status in the response message.
	-
	-

	>>>>PDCP SN Status Information
	O
	
	9.3.1.58
	Providing SN Status information to the target gNB-CU-UP.
	-
	-

	>>>>DL UP Parameters 
	O
	
	UP Parameters

9.3.1.13
	
	-
	-

	>>>>Cell Group To Add
	O
	
	Cell Group Information 9.3.1.11
	
	-
	-

	>>>>Cell Group To Modify 
	O
	
	Cell Group Information 9.3.1.11
	
	-
	-

	>>>>Cell Group To Remove 
	O
	
	Cell Group Information 9.3.1.11
	
	-
	-

	>>>>DRB Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to DRB.
	-
	-

	>>DRB To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Remove Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>PDU Session Type 
	M
	
	9.3.1.22
	
	-
	-

	>>>>S-NSSAI 
	M
	
	9.3.1.9
	
	-
	-

	>>>>Security Indication 
	M
	
	9.3.1.23
	
	-
	-

	>>>>PDU Session Resource DL Aggregate Maximum Bit Rate
	O
	
	Bit Rate 9.3.1.20
	This IE shall be present when Non-GBR QoS Flows are setting up.
	-
	-

	>>>>NG UL UP Transport Layer Information
	M
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>>>>PDU Session Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	Requesting forwarding info from the target gNB-CU-UP.
	-
	-

	>>>>PDU Session Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to PDU Session.
	-
	-

	>>>>Network Instance
	O
	
	9.3.1.62
	
	-
	-

	>>>>DRB To Setup List
	
	1
	
	
	-
	-

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>SDAP Configuration
	M 
	
	9.3.1.39
	
	-
	-

	>>>>>>PDCP Configuration
	M
	
	9.3.1.38
	
	-
	-

	>>>>>>Cell Group Information
	M
	
	9.3.1.11
	The gNB-CU-UP shall provide one UL UP Transport Layer Information Item per cell group entry.
	-
	-

	>>>>>>QoS Flows Information To Be Setup
	M
	
	QoS Flow QoS Parameters List

9.3.1.25
	
	-
	-

	>>>>>>DRB Data forwarding information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	Requesting forwarding info from the target gNB-CU-UP.
	-
	-

	>>>>>>DRB Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to DRB.
	-
	-

	>>>>>>DL UP Parameters
	O
	
	UP Parameters 9.3.1.13
	
	-
	-

	>>>>PDCP SN Status Information
	O
	
	9.3.1.58
	Provides the PDCP SN Status at setup after Resume to the target gNB-CU-UP.
	-
	-

	>>PDU Session Resource To Modify List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Modify Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>Security Indication 
	O
	
	9.3.1.23
	
	-
	-

	>>>>PDU Session Resource DL Aggregate Maximum Bit Rate
	O
	
	Bit Rate 9.3.1.20
	
	-
	-

	>>>>NG UL UP Transport Layer Information
	O
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>>>>PDU Session Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	Requesting forwarding information from the target gNB-CU-UP.
	-
	-

	>>>>PDU Session Data Forwarding Information Response
	O
	
	Data Forwarding Information Response 

9.3.2.6
	Providing forwarding information to the source gNB-CU-UP.
	-
	-

	>>>>PDU Session Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to PDU Session.
	-
	-

	>>>>Network Instance
	O
	
	9.3.1.62
	
	
	

	>>>>DRB To Setup List
	
	0..1
	
	
	-
	-

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>SDAP Configuration
	M
	
	9.3.1.39
	
	-
	-

	>>>>>>PDCP Configuration
	M
	
	9.3.1.38
	
	-
	-

	>>>>>>Cell Group Information
	M
	
	9.3.1.11
	
	-
	-

	>>>>>>Flow Mapping Information 
	M
	
	QoS Flow QoS Parameters List

9.3.1.25
	
	-
	-

	>>>>>>DRB Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	Requesting forwarding information from the target gNB-CU-UP.
	-
	-

	>>>>>>DRB Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to DRB.
	-
	-

	>>>>>>DL UP Parameters
	O
	
	UP Parameters 9.3.1.13
	
	-
	-

	>>>>PDCP SN Status Information
	O
	
	9.3.1.58
	Provides the PDCP SN Status at setup after Resume to the target gNB-CU-UP.
	-
	-

	>>>>DRB To Modify List
	
	0.. 1
	
	
	-
	-

	>>>>>DRB To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>SDAP Configuration
	O
	
	9.3.1.39
	
	-
	-

	>>>>>>PDCP Configuration 
	O
	
	9.3.1.38
	
	-
	-

	>>>>>>DRB Data forwarding information Response
	O
	
	Data Forwarding Information Response 

9.3.2.6
	Providing forwarding information to the source gNB-CU-UP.
	-
	-

	>>>>>>PDCP SN Status Request
	O
	
	ENUMERATED (requested, …)
	The gNB-CU-CP requests the gNB-CU-UP to provide the PDCP SN Status in the response message.
	-
	-

	>>>>>>PDCP SN Status Information
	O
	
	9.3.1.58

	Provides the PDCP SN Status to the target gNB-CU-UP.
	-
	-

	>>>>>>DL UP Parameters
	O
	
	UP Parameters 

9.3.1.13
	
	-
	-

	>>>>>>Cell Group To Add
	O
	
	Cell Group Information 
9.3.1.11
	
	-
	-

	>>>>>>Cell Group To Modify 
	O
	
	Cell Group Information 
9.3.1.11
	
	-
	-

	>>>>>>Cell Group To Remove 
	O
	
	Cell Group Information 
9.3.1.11
	
	-
	-

	>>>>>>Flow Mapping Information 
	O
	
	QoS Flow QoS Parameters List

9.3.1.25
	Overrides previous mapping information. 
	-
	-

	>>>>>>DRB Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to DRB.
	-
	-

	>>>>DRB To Remove List
	
	0.. 1
	
	
	-
	-

	>>>>>DRB To Remove Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>S-NSSAI 
	O
	
	9.3.1.9
	
	YES
	reject

	>>PDU Session Resource To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Remove Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.


<<<<<<<<<Unchanged Texts Omitted>>>>>>>>>>>
-- D

Data-Forwarding-Information-Request
::=
SEQUENCE {


data-Forwarding-Request




Data-Forwarding-Request,


qoS-Flows-Forwarded-On-Fwd-Tunnels
QoS-Flow-Mapping-List


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Data-Forwarding-Information-Request-ExtIEs } }
OPTIONAL,


...

}

Data-Forwarding-Information-Request-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

Data-Forwarding-Information-Response
::=
SEQUENCE {


uL-Data-Forwarding





UP-TNL-Information

OPTIONAL,


dL-Data-Forwarding





UP-TNL-Information

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Data-Forwarding-Information-Response-ExtIEs } }
OPTIONAL,


...

}

Data-Forwarding-Information-Response-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

Data-Forwarding-Request ::= ENUMERATED
{


uL,


dL,


both,


...

}

Data-Usage-per-PDU-Session-Report ::= SEQUENCE {


secondaryRATType


ENUMERATED {nR, e-UTRA, ...},


pDU-session-Timed-Report-List


SEQUENCE (SIZE(1..maxnooftimeperiods)) OF MRDC-Data-Usage-Report-Item,


iE-Extensions



ProtocolExtensionContainer { { Data-Usage-per-PDU-Session-Report-ExtIEs} } OPTIONAL,

...

}

Data-Usage-per-PDU-Session-Report-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

Data-Usage-per-QoS-Flow-List
::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF Data-Usage-per-QoS-Flow-Item

Data-Usage-per-QoS-Flow-Item ::= SEQUENCE {


qoS-Flow-Identifier

QoS-Flow-Identifier,


secondaryRATType


ENUMERATED {nR, e-UTRA, ...},


qoS-Flow-Timed-Report-List


SEQUENCE (SIZE(1..maxnooftimeperiods)) OF MRDC-Data-Usage-Report-Item,


iE-Extensions



ProtocolExtensionContainer { { Data-Usage-per-QoS-Flow-Item-ExtIEs} } OPTIONAL,

...

}

Data-Usage-per-QoS-Flow-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

Data-Usage-Report-List
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF Data-Usage-Report-Item

Data-Usage-Report-Item
::= SEQUENCE {


dRB-ID





DRB-ID,


rAT-Type




RAT-Type,


dRB-Usage-Report-List

DRB-Usage-Report-List,


iE-Extensions
ProtocolExtensionContainer { { Data-Usage-Report-ItemExtIEs } }
OPTIONAL,


...

}

Data-Usage-Report-ItemExtIEs 
E1AP-PROTOCOL-EXTENSION ::= {


...

}

DefaultDRB
::=
ENUMERATED
{


true,


false,


...

}

DiscardTimer
::=
ENUMERATED {ms10, ms20, ms30, ms40, ms50, ms60, ms75, ms100, ms150, ms200, ms250, ms300, ms500, ms750, ms1500, infinity}

DL-TX-Stop
::=
ENUMERATED
{


stop,


resume,


...

}

DRB-Activity
::= ENUMERATED {


active,


not-active,


...

}

DRB-Activity-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRB-Activity-Item

DRB-Activity-Item
::= SEQUENCE {


dRB-ID





DRB-ID,


dRB-Activity



DRB-Activity,


iE-Extensions
ProtocolExtensionContainer { { DRB-Activity-ItemExtIEs } }
OPTIONAL,


...

}

DRB-Activity-ItemExtIEs 
E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Confirm-Modified-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Confirm-Modified-Item-EUTRAN

DRB-Confirm-Modified-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


cell-Group-Information




Cell-Group-Information
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DRB-Confirm-Modified-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Confirm-Modified-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Confirm-Modified-List-NG-RAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Confirm-Modified-Item-NG-RAN

DRB-Confirm-Modified-Item-NG-RAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


cell-Group-Information




Cell-Group-Information
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DRB-Confirm-Modified-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Confirm-Modified-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Failed-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Failed-Item-EUTRAN

DRB-Failed-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


cause








Cause,


iE-Extensions






ProtocolExtensionContainer { { DRB-Failed-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Failed-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Failed-Mod-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Failed-Mod-Item-EUTRAN

DRB-Failed-Mod-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


cause








Cause,


iE-Extensions






ProtocolExtensionContainer { { DRB-Failed-Mod-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Failed-Mod-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Failed-List-NG-RAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Failed-Item-NG-RAN

DRB-Failed-Item-NG-RAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


cause








Cause,


iE-Extensions






ProtocolExtensionContainer { { DRB-Failed-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Failed-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Failed-Mod-List-NG-RAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Failed-Mod-Item-NG-RAN

DRB-Failed-Mod-Item-NG-RAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


cause








Cause,


iE-Extensions






ProtocolExtensionContainer { { DRB-Failed-Mod-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Failed-Mod-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Failed-To-Modify-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Failed-To-Modify-Item-EUTRAN

DRB-Failed-To-Modify-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


cause








Cause,


iE-Extensions






ProtocolExtensionContainer { { DRB-Failed-To-Modify-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Failed-To-Modify-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Failed-To-Modify-List-NG-RAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Failed-To-Modify-Item-NG-RAN

DRB-Failed-To-Modify-Item-NG-RAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


cause








Cause,


iE-Extensions






ProtocolExtensionContainer { { DRB-Failed-To-Modify-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Failed-To-Modify-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-ID
::=
INTEGER (1..32, ...)

DRB-Modified-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Modified-Item-EUTRAN

DRB-Modified-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID, 


s1-DL-UP-TNL-Information



UP-TNL-Information





OPTIONAL,


pDCP-SN-Status-Information



PDCP-SN-Status-Information



OPTIONAL,


uL-UP-Transport-Parameters



UP-Parameters






OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DRB-Modified-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Modified-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Modified-List-NG-RAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Modified-Item-NG-RAN

DRB-Modified-Item-NG-RAN
::=
SEQUENCE {


dRB-ID









DRB-ID,


uL-UP-Transport-Parameters




UP-Parameters






OPTIONAL,


pDCP-SN-Status-Information




PDCP-SN-Status-Information



OPTIONAL,



flow-Setup-List







QoS-Flow-List






OPTIONAL,


flow-Failed-List






QoS-Flow-Failed-List




OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DRB-Modified-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Modified-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Required-To-Modify-List-EUTRAN ::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Required-To-Modify-Item-EUTRAN

DRB-Required-To-Modify-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


s1-DL-UP-TNL-Information



UP-TNL-Information






OPTIONAL,


gNB-CU-UP-CellGroupRelatedConfiguration
GNB-CU-UP-CellGroupRelatedConfiguration

OPTIONAL,


cause








Cause

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DRB-Required-To-Modify-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Required-To-Modify-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Required-To-Modify-List-NG-RAN ::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Required-To-Modify-Item-NG-RAN

DRB-Required-To-Modify-Item-NG-RAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


gNB-CU-UP-CellGroupRelatedConfiguration
GNB-CU-UP-CellGroupRelatedConfiguration

OPTIONAL,


flow-To-Remove






QoS-Flow-List







OPTIONAL,


cause








Cause

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DRB-Required-To-Modify-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Required-To-Modify-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Setup-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Setup-Item-EUTRAN

DRB-Setup-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


s1-DL-UP-TNL-Information



UP-TNL-Information,


data-Forwarding-Information-Response
Data-Forwarding-Information-Response

OPTIONAL,


uL-UP-Transport-Parameters



UP-Parameters,


s1-DL-UP-Unchanged





ENUMERATED {true, ...}

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DRB-Setup-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Setup-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Setup-Mod-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Setup-Mod-Item-EUTRAN

DRB-Setup-Mod-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


s1-DL-UP-TNL-Information



UP-TNL-Information,


data-Forwarding-Information-Response
Data-Forwarding-Information-Response

OPTIONAL,


uL-UP-Transport-Parameters



UP-Parameters,


iE-Extensions






ProtocolExtensionContainer { { DRB-Setup-Mod-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Setup-Mod-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Setup-List-NG-RAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Setup-Item-NG-RAN

DRB-Setup-Item-NG-RAN
::=
SEQUENCE {


dRB-ID









DRB-ID,


dRB-data-Forwarding-Information-Response
Data-Forwarding-Information-Response

OPTIONAL,


uL-UP-Transport-Parameters




UP-Parameters,


flow-Setup-List







QoS-Flow-List,


flow-Failed-List






QoS-Flow-Failed-List
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DRB-Setup-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Setup-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Setup-Mod-List-NG-RAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Setup-Mod-Item-NG-RAN

DRB-Setup-Mod-Item-NG-RAN
::=
SEQUENCE {


dRB-ID









DRB-ID,


dRB-data-Forwarding-Information-Response
Data-Forwarding-Information-Response

OPTIONAL,


uL-UP-Transport-Parameters




UP-Parameters,


flow-Setup-List







QoS-Flow-List,


flow-Failed-List






QoS-Flow-Failed-List
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DRB-Setup-Mod-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Setup-Mod-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Status-Item
::= SEQUENCE {


dRB-ID





DRB-ID,


pDCP-DL-Count



PDCP-Count

OPTIONAL,


pDCP-UL-Count



PDCP-Count

OPTIONAL,


iE-Extensions
ProtocolExtensionContainer { { DRB-Status-ItemExtIEs } }
OPTIONAL,


...

}

DRB-Status-ItemExtIEs 
E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRBs-Subject-To-Counter-Check-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRBs-Subject-To-Counter-Check-Item-EUTRAN

DRBs-Subject-To-Counter-Check-Item-EUTRAN
::=
SEQUENCE {


dRB-ID





DRB-ID,


pDCP-UL-Count



PDCP-Count,


pDCP-DL-Count



PDCP-Count,


iE-Extensions

ProtocolExtensionContainer { { DRBs-Subject-To-Counter-Check-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRBs-Subject-To-Counter-Check-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRBs-Subject-To-Counter-Check-List-NG-RAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRBs-Subject-To-Counter-Check-Item-NG-RAN

DRBs-Subject-To-Counter-Check-Item-NG-RAN
::=
SEQUENCE {


pDU-Session-ID



PDU-Session-ID,


dRB-ID





DRB-ID,


pDCP-UL-Count



PDCP-Count,


pDCP-DL-Count



PDCP-Count,


iE-Extensions


ProtocolExtensionContainer { { DRBs-Subject-To-Counter-Check-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRBs-Subject-To-Counter-Check-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-To-Modify-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-To-Modify-Item-EUTRAN

DRB-To-Modify-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


pDCP-Configuration





PDCP-Configuration





OPTIONAL,



eUTRAN-QoS







EUTRAN-QoS







OPTIONAL,


s1-UL-UP-TNL-Information



UP-TNL-Information





OPTIONAL,



data-Forwarding-Information-Request

Data-Forwarding-Information-Request

OPTIONAL,


pDCP-SN-Status-Request




PDCP-SN-Status-Request





OPTIONAL,


pDCP-SN-Status-Information



PDCP-SN-Status-Information



OPTIONAL,


dL-UP-Parameters





UP-Parameters






OPTIONAL,


cell-Group-To-Add





Cell-Group-Information




OPTIONAL,


cell-Group-To-Modify




Cell-Group-Information




OPTIONAL,


cell-Group-To-Remove




Cell-Group-Information




OPTIONAL,


dRB-Inactivity-Timer




Inactivity-Timer





OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { DRB-To-Modify-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRB-To-Modify-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-To-Modify-List-NG-RAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-To-Modify-Item-NG-RAN

DRB-To-Modify-Item-NG-RAN
::=
SEQUENCE {


dRB-ID









DRB-ID,


sDAP-Configuration






SDAP-Configuration





OPTIONAL,



pDCP-Configuration






PDCP-Configuration





OPTIONAL,


dRB-Data-Forwarding-Information-Response

Data-Forwarding-Information-Response

OPTIONAL,


pDCP-SN-Status-Request






PDCP-SN-Status-Request





OPTIONAL,


pdcp-SN-Status-Information




PDCP-SN-Status-Information



OPTIONAL,


dL-UP-Parameters






UP-Parameters






OPTIONAL,


cell-Group-To-Add






Cell-Group-Information




OPTIONAL,


cell-Group-To-Modify





Cell-Group-Information




OPTIONAL,


cell-Group-To-Remove





Cell-Group-Information




OPTIONAL,


flow-Mapping-Information




QoS-Flow-QoS-Parameter-List



OPTIONAL,


dRB-Inactivity-Timer





Inactivity-Timer





OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { DRB-To-Modify-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRB-To-Modify-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-To-Remove-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-To-Remove-Item-EUTRAN

DRB-To-Remove-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


iE-Extensions






ProtocolExtensionContainer { { DRB-To-Remove-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRB-To-Remove-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Required-To-Remove-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Required-To-Remove-Item-EUTRAN

DRB-Required-To-Remove-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


cause








Cause,


iE-Extensions






ProtocolExtensionContainer { { DRB-Required-To-Remove-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Required-To-Remove-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-To-Remove-List-NG-RAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-To-Remove-Item-NG-RAN

DRB-To-Remove-Item-NG-RAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


iE-Extensions






ProtocolExtensionContainer { { DRB-To-Remove-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRB-To-Remove-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Required-To-Remove-List-NG-RAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Required-To-Remove-Item-NG-RAN

DRB-Required-To-Remove-Item-NG-RAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


cause








Cause,


iE-Extensions






ProtocolExtensionContainer { { DRB-Required-To-Remove-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRB-Required-To-Remove-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-To-Setup-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-To-Setup-Item-EUTRAN

DRB-To-Setup-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


pDCP-Configuration





PDCP-Configuration,


eUTRAN-QoS







EUTRAN-QoS,


s1-UL-UP-TNL-Information



UP-TNL-Information,


data-Forwarding-Information-Request

Data-Forwarding-Information-Request

OPTIONAL,


cell-Group-Information




Cell-Group-Information,


dL-UP-Parameters





UP-Parameters






OPTIONAL,


dRB-Inactivity-Timer




Inactivity-Timer





OPTIONAL,


existing-Allocated-S1-DL-UP-TNL-Info
UP-TNL-Information





OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { DRB-To-Setup-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRB-To-Setup-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-To-Setup-Mod-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-To-Setup-Mod-Item-EUTRAN

DRB-To-Setup-Mod-Item-EUTRAN
::=
SEQUENCE {


dRB-ID









DRB-ID,


pDCP-Configuration






PDCP-Configuration,


eUTRAN-QoS








EUTRAN-QoS,


s1-UL-UP-TNL-Information




UP-TNL-Information,


data-Forwarding-Information-Request


Data-Forwarding-Information-Request

OPTIONAL,


cell-Group-Information





Cell-Group-Information,


dL-UP-Parameters






UP-Parameters






OPTIONAL,


dRB-Inactivity-Timer





Inactivity-Timer





OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DRB-To-Setup-Mod-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

DRB-To-Setup-Mod-Item-EUTRAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-To-Setup-List-NG-RAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-To-Setup-Item-NG-RAN

DRB-To-Setup-Item-NG-RAN
::=
SEQUENCE {


dRB-ID









DRB-ID,


sDAP-Configuration






SDAP-Configuration,


pDCP-Configuration






PDCP-Configuration,


cell-Group-Information





Cell-Group-Information,


qos-flow-Information-To-Be-Setup




QoS-Flow-QoS-Parameter-List,


dRB-Data-Forwarding-Information-Request

Data-Forwarding-Information-Request

OPTIONAL,


dRB-Inactivity-Timer





Inactivity-Timer
OPTIONAL,


pDCP-SN-Status-Information







PDCP-SN-Status-Information







OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DRB-To-Setup-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRB-To-Setup-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


dL-UP-Parameters






UP-Parameters






OPTIONAL,

...

}

DRB-To-Setup-Mod-List-NG-RAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-To-Setup-Mod-Item-NG-RAN

DRB-To-Setup-Mod-Item-NG-RAN
::=
SEQUENCE {


dRB-ID









DRB-ID,


sDAP-Configuration






SDAP-Configuration,


pDCP-Configuration






PDCP-Configuration,


cell-Group-Information





Cell-Group-Information,


flow-Mapping-Information




QoS-Flow-QoS-Parameter-List,


dRB-Data-Forwarding-Information-Request

Data-Forwarding-Information-Request

OPTIONAL,


dRB-Inactivity-Timer





Inactivity-Timer




OPTIONAL,


pDCP-UL-Count







PDCP-Count






OPTIONAL,


pDCP-DL-Count







PDCP-Count






OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { DRB-To-Setup-Mod-Item-NG-RAN-ExtIEs } }
OPTIONAL,


...

}

DRB-To-Setup-Mod-Item-NG-RAN-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


dL-UP-Parameters






UP-Parameters






OPTIONAL,

...

}

DRB-Usage-Report-List ::= SEQUENCE (SIZE(1..maxnooftimeperiods)) OF DRB-Usage-Report-Item

DRB-Usage-Report-Item
::= SEQUENCE {


startTimeStamp




OCTET STRING (SIZE(4)),


endTimeStamp




OCTET STRING (SIZE(4)),


usageCountUL




INTEGER (0..18446744073709551615),


usageCountDL




INTEGER (0..18446744073709551615),


iE-Extensions




ProtocolExtensionContainer { { DRB-Usage-Report-Item-ExtIEs} } OPTIONAL,


...

}

DRB-Usage-Report-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

Duplication-Activation
::=

ENUMERATED {


active, 


inactive,


...

}

Dynamic5QIDescriptor
::= SEQUENCE {


qoSPriorityLevel




QoSPriorityLevel,


packetDelayBudget




PacketDelayBudget,


packetErrorRate





PacketErrorRate,


fiveQI







INTEGER (0..255, ...)







OPTIONAL,


delayCritical





ENUMERATED {delay-critical, non-delay-critical}

OPTIONAL,


averagingWindow 




AveragingWindow









OPTIONAL,


maxDataBurstVolume




MaxDataBurstVolume








OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { Dynamic5QIDescriptor-ExtIEs } } OPTIONAL

}

Dynamic5QIDescriptor-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

DataDiscardRequired
::= 
ENUMERATED {


required,


...

}

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
