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	[bookmark: _Toc384916784][bookmark: _Toc384916783][bookmark: _Toc534720312]Change Begins


[bookmark: _Toc5694324]9.2.3.4	HANDOVER REQUEST
This message is sent by the AMF to the target NG-RAN node to request the preparation of resources.
Direction: AMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	Reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	Reject

	Cause
	M
	
	9.3.1.2
	
	YES
	Ignore

	[bookmark: OLE_LINK159][bookmark: OLE_LINK160]UE Aggregate Maximum Bit Rate
	M
	
	9.3.1.58
	
	YES
	Reject

	Core Network Assistance Information
	O
	
	9.3.1.15
	
	YES
	Ignore

	UE Security Capabilities 
	M
	
	9.3.1.86
	
	YES
	Reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	Reject

	New Security Context Indicator
	O
	
	9.3.1.55
	
	YES
	Reject

	NASC
	O
	
	NAS-PDU
9.3.3.4
	Containing Refers to either the “Intra N1 mode NAS transparent container” or the “S1 mode to N1 mode NAS transparent container”, the details of the IE definition and the encoding are  specified in TS 24.501 [26].
	YES
	Reject

	PDU Session Resource Setup List
	
	1
	
	
	YES
	Reject

	>PDU Session Resource Setup Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>S-NSSAI
	M
	
	9.3.1.24
	
	-
	

	>>Handover Request Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network.
	YES
	Reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	Ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	Ignore

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	Reject

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	Ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	Ignore

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	Ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	Reject

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	Ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.



<Unchanged Text Omitted>
[bookmark: _Toc20955303]9.3.3.4	NAS-PDU
This IE contains a 5GC – UE or UE – 5GC message that is transferred without interpretation in the NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NAS-PDU
	M
	
	OCTET STRING
	The content is defined in TS 24.501 [26].



<Unchanged Text Omitted>


[bookmark: _Toc20955325]9.3.3.26	NAS Security Parameters from NG-RAN
This IE provides security related parameters for inter-system handover from NG-RAN to E-UTRAN via the eNB to the UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NAS Security Parameters from NG-RAN
	M
	
	OCTET STRING
	Coded as the value part ofRefers to the N1 mode to S1 mode NAS transparent container  IE, the details of the IE definition and the encoding are  defined specified in TS 24.501 [26].



[bookmark: _GoBack]
	End of change








