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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.2.1.16
Data Forwarding Info from target NG-RAN node

This IE contains TNL information for the establishment of data forwarding tunnels towards the target NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Flows Accepted For Data Forwarding List
	
	1
	
	
	–
	

	>QoS Flows Accepted For Data Forwarding Item
	
	1..<maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	PDU Session level DL data forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	To forward NG-U DL SDAP SDUs to the target node.
	–
	

	PDU Session level UL data forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	To forward NG-U UL SDAP SDU to the target node.
	–
	

	Data Forwarding Response DRB List
	
	0..1
	
	
	–
	

	>Data Forwarding Response DRB Item
	
	1..<maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	
	–
	

	>>UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	
	–
	

	>>DRB ID taken into use
	O
	
	ENUMERATED (taken into use, ...)
	Indicating that the DRB ID value was taken into use by the target NG-RAN node, as specified in TS 37.340 [8].
	YES
	reject


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs. Value is 32.

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


9.2.1.17
Data Forwarding and Offloading Info from source NG-RAN node

This IE contains information from a source NG-RAN node regarding per QoS flow proposed data forwarding and offloading.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	QoS Flows To Be Forwarded List
	
	1
	
	

	>QoS Flows To Be Forwarded Item
	
	1 .. <maxnoofQoSFlows>
	
	

	>>QoS Flow Identifier 
	M
	
	9.2.3.10
	

	>>DL Forwarding
	M
	
	9.2.3.34
	

	>>UL Forwarding
	O
	
	9.2.3.90
	

	Source DRB to QoS Flow Mapping List
	O
	
	DRB to QoS Flow Mapping List

9.2.1.15
	Usage of the DRB IDs indicated in the Source DRB to QoS Flow Mapping List IE is specified in TS 37.340 [8].


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XnAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


id-Additional-UL-NG-U-TNLatUPF-List,

id-DefaultDRB-Allowed,

id-SecondarydataForwardingInfoFromTarget-List,

id-LastE-UTRANPLMNIdentity,


id-MaxIPrate-DL,

id-SecurityResult,

id-OldQoSFlowMap-ULendmarkerexpected,


id-PDUSessionCommonNetworkInstance,


id-BPLMN-ID-Info-EUTRA,

id-BPLMN-ID-Info-NR,

id-DRBsNotAdmittedSetupModifyList,


id-Secondary-MN-Xn-U-TNLInfoatM,


id-DRB-ID-takenintouse,

maxEARFCN,


maxnoofAllowedAreas,


maxnoofAMFRegions,


maxnoofAoIs,


maxnoofBPLMNs,


maxnoofCellsinAoI,


maxnoofCellsinNG-RANnode,


maxnoofCellsinRNA,


maxnoofCellsinUEHistoryInfo,


maxnoofCellsUEMovingTrajectory,

maxnoofDRBs,


maxnoofEPLMNs,


maxnoofEUTRABands,


maxnoofEUTRABPLMNs,


maxnoofForbiddenTACs,


maxnoofMBSFNEUTRA,


maxnoofMultiConnectivityMinusOne,


maxnoofNeighbours,


maxnoofNRCellBands,


maxnoofPDUSessions,


maxnoofPLMNs,


maxnoofProtectedResourcePatterns,


maxnoofQoSFlows,


maxnoofRANAreaCodes,


maxnoofRANAreasinRNA,


maxnoofSCellGroups,


maxnoofSCellGroupsplus1,


maxnoofSliceItems,

maxnoofsupportedTACs,


maxnoofsupportedPLMNs,


maxnoofTAI,


maxnoofTAIsinAoI,


maxnoofTNLAssociations,

maxnoofUEContexts,


maxNRARFCN,


maxNrOfErrors,


maxnoofRANNodesinAoI,


maxnooftimeperiods

FROM XnAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM XnAP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


XNAP-PROTOCOL-EXTENSION,


XNAP-PROTOCOL-IES

FROM XnAP-Containers;

-- A

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>

-- D

XnUAddressInfoperPDUSession-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF XnUAddressInfoperPDUSession-Item

XnUAddressInfoperPDUSession-Item ::= SEQUENCE {


pduSession-ID


PDUSession-ID,


dataForwardingInfoFromTargetNGRANnode

DataForwardingInfoFromTargetNGRANnode









OPTIONAL,


pduSessionResourceSetupCompleteInfo-SNterm


PDUSessionResourceBearerSetupCompleteInfo-SNterminated

OPTIONAL,

iE-Extension


ProtocolExtensionContainer { { XnUAddressInfoperPDUSession-Item-ExtIEs} }




OPTIONAL,


...

}

XnUAddressInfoperPDUSession-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {

{ ID id-SecondarydataForwardingInfoFromTarget-List
CRITICALITY ignore
EXTENSION SecondarydataForwardingInfoFromTarget-List
PRESENCE optional},


...

}
DataForwardingAccepted
::= ENUMERATED {data-forwarding-accepted, ...}

DataForwardingInfoFromTargetNGRANnode ::= SEQUENCE {


qosFlowsAcceptedForDataForwarding-List


QoSFLowsAcceptedToBeForwarded-List,


pduSessionLevelDLDataForwardingInfo



UPTransportLayerInformation







OPTIONAL,


pduSessionLevelULDataForwardingInfo



UPTransportLayerInformation







OPTIONAL,


dataForwardingResponseDRBItemList



DataForwardingResponseDRBItemList





OPTIONAL,


iE-Extension

ProtocolExtensionContainer { {DataForwardingInfoFromTargetNGRANnode-ExtIEs} }
OPTIONAL,


...

}

DataForwardingInfoFromTargetNGRANnode-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

QoSFLowsAcceptedToBeForwarded-List ::= SEQUENCE (SIZE(1.. maxnoofQoSFlows)) OF QoSFLowsAcceptedToBeForwarded-Item

QoSFLowsAcceptedToBeForwarded-Item ::= SEQUENCE {


qosFlowIdentifier


QoSFlowIdentifier,


iE-Extension



ProtocolExtensionContainer { {QoSFLowsAcceptedToBeForwarded-Item-ExtIEs} }
OPTIONAL,


...

}

QoSFLowsAcceptedToBeForwarded-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

DataforwardingandOffloadingInfofromSource ::= SEQUENCE {


qosFlowsToBeForwarded


QoSFLowsToBeForwarded-List,


sourceDRBtoQoSFlowMapping

DRBToQoSFlowMapping-List












OPTIONAL,


iE-Extension

ProtocolExtensionContainer { {DataforwardingandOffloadingInfofromSource-ExtIEs} }
OPTIONAL,


...

}

DataforwardingandOffloadingInfofromSource-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

QoSFLowsToBeForwarded-List ::= SEQUENCE (SIZE(1.. maxnoofQoSFlows)) OF QoSFLowsToBeForwarded-Item

QoSFLowsToBeForwarded-Item ::= SEQUENCE {


qosFlowIdentifier


QoSFlowIdentifier,


dl-dataforwarding


DLForwarding,


ul-dataforwarding


ULForwarding,


iE-Extension

ProtocolExtensionContainer { {QoSFLowsToBeForwarded-Item-ExtIEs} }
OPTIONAL,


...

}

QoSFLowsToBeForwarded-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

DataForwardingResponseDRBItemList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DataForwardingResponseDRBItem

DataForwardingResponseDRBItem ::= SEQUENCE {


drb-ID



DRB-ID,


dlForwardingUPTNL
UPTransportLayerInformation











OPTIONAL,


ulForwardingUPTNL
UPTransportLayerInformation











OPTIONAL,


iE-Extension

ProtocolExtensionContainer { {DataForwardingResponseDRBItem-ExtIEs} }
OPTIONAL,


...

}

DataForwardingResponseDRBItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


{ID id-DRB-ID-takenintouse
CRITICALITY reject
EXTENSION DRB-ID-takenintouse
PRESENCE optional },


...

}

DRB-ID-takenintouse ::= ENUMERATED {taken-into-use, ...}
DataTrafficResources ::= BIT STRING (SIZE(6..17600))

<<<<<<<<<<<<<<<<<<<< Last Change >>>>>>>>>>>>>>>>>>>>

9.3.7
Constant definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XnAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>

id-PDUSessionCommonNetworkInstance
















ProtocolIE-ID ::= 127

id-InterfaceInstanceIndication

















ProtocolIE-ID ::= 130

id-S-NG-RANnode-Addition-Trigger-Ind
















ProtocolIE-ID ::= 131

id-DefaultDRB-Allowed



















ProtocolIE-ID ::= 132
id-DRB-ID-takenintouse



















ProtocolIE-ID ::= 999 -- To be assigned
END

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
