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1. Introduction

This document summarizes the agreements and open issues related to F1 for support of NR sidelink resource mode 1 and mode 2 based on the online/offline discussion: 
2. Agreements and open issues in RAN3 #105bis
· Support of NR Sidelink Resource mode 1 (dynamic, type 1 and type 2) and mode 2
· The following WA or agreements were achieved in this meeting:

· WA: the sidelink resource pool is configured in the gNB-DU by OAM

· For mode 1 (all types) DU is responsible for SL resource allocation
· DU is responsible for LTE V2X sidelink resource allocation Mode 3 (SPS scheduling)
· Open issues: 
· How the gNB-DU gets to know that UE currently requests the resource as a V-UE or P-UE? 

· a) Based on the authorization IE (P-UE or V-UE) in the current F1 BLCR
· b) implementation 

· c) new IEs in F1
· For resource allocation Mode 2, whether gNB-CU or DU allocates the resource to UE for both dedicated signaling based and broadcast based? How to support on-demand broadcast (V2X SIB), e.g., which node encodes SIB and potential F1 signaling support for message 3 based on demand broadcast? 
* Note: there is no RAN3 impact for message 1 based on demand broadcast
· For both standalone case and NR Uu controlling LTE sidelink case, how to handle sidelink resource requesting and configuration in case of CU/DU split (F1 signaling)? 
· a) New F1 procedures (like in R3-195936)
· b) existing F1 procedures, e.g., UE CONTEXT SETUP/ MODIFICATION procedures
* Note: for either option a) or option b), the key issues are on how to handle the parameters in UEAssistanceInformation and SidelinkUEInformation (defined/to be defined in RAN2), whether all the parameters should be passed to DU or only partial? Whether the paraments are transparent in CU or some should be kept in CU? Whether additional F1 information is needed for NR Uu controlling LTE sidelink case?
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