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1. Introduction

MLB was discussed during RAN3#106 meeting. This document proposes further corrections of the BL CR
Annex – TP

============ Start of  change ==============
8
X2AP procedures

////////////////////////////////////////////////////////////unchanged omitted///////////////////////////////////////////////////////////////////////
8.7.x
EN-DC Resource Status Reporting Initiation
Editor’s note: The content of this section is FFS
8.7.x.1
General

This procedure is used by the MeNB to request the reporting of load measurements to the en-gNB .

The procedure uses non UE-associated signalling. 
8.7.x.2
Successful Operation
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Figure 8.7.x.2-1: Resource Status Reporting Initiation, successful operation

The procedure is initiated with a RESOURCE STATUS REQUEST message sent from eNB to en-gNB to start a measurment, stop a measurements, add cells to report for a measurement. 
Upon receipt, en-gNB:

-
shall initiate the requested measurement according to the parameters given in the request in case the Registration Request IE set to "start"; or

-
shall stop all cells measurements and terminate the reporting in case the Registration Request IE is set to "stop"; or

-
add cells indicated in the Cell To Report IE list to the measurements initiated before for the given measurement IDs, in case the Registration Request IE is set to "add". If measurements are already initiated for a cell indicated in the Cell To Report IE, this cell shall be initiated again with the new configuration.
Interaction with other procedures
When starting a measurement, the Report Characteristics IE in the RESOURCE STATUS REQUEST indicates the type of objects en-gNB shall perform measurements on. For each cell, the en-gNB shall include in the RESOURCE STATUS UPDATE message:

-
the Radio Resource Status IE, if the first bit, "PRB Periodic" of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1. If the cell for which Radio Resource Status IE is requested to be reported supports more than one SSB, the Radio Resource Status IE for such cell shall include the SSB Area Radio Resource Status Item IE for all SSB areas supported by the cell. If the SSB To Report List IE is included for a cell, the Radio Resource Status IE for such cell shall include the requested SSB Area Radio Resource Status List IE.  

-
the S1 TNL Capacity Indicator IE, if the second bit, "TNL Capacity Ind Periodic" of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;

-
the Composite Available Capacity Group IE, if the third bit, "Composite Available Capacity Periodic" of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1. If Cell Capacity Class Value IE is included within the Composite Available Capacity Group IE, this IE is used to assign weights to the available capacity indicated in the Capacity Value IE. If the cell for which Composite Available Capacity Group IE is requested to be reported supports more than one SSB, and if the SSB To Report List IE is included for a cell, the Composite Available Capacity Group IE for such cell shall include the requested SSB Area Capacity Value List IE, providing the SSB area capacity with respect to the Cell Capacity Class Value. 

-
the RRC Connections IE, if the sixth bit, "RRC Connections" of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;
8.7.x.3
Unsuccessful Operation
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Figure 8.2.x.3-1: Resource Status Reporting Initiation, unsuccessful operation

If none of the requested measurements can be initiated, en-gNB shall send a RESOURCE STATUS FAILURE message. 

8.7.x.4
Abnormal Conditions

Not valid
8.7.y
EN-DC Resource Status Reporting

8.7.y.1
General

This procedure is initiated by en-gNB to report the result of measurements admitted by en-gNB following a successful EN-DC Resource Status Reporting Initiation procedure.

The procedure uses non UE-associated signalling.

8.7.y.2
Successful Operation
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Figure 8.7.y.2-1: Resource Status Reporting, successful operation

The en-gNB shall report the results of the admitted measurements in EN-DC RESOURCE STATUS UPDATE message. The admitted measurements are the measurements that were successfully initiated during the preceding EN-DC Resource Status Reporting Initiation procedure.

8.7.y.3
Unsuccessful Operation

Not applicable.

8.7.y.4
Abnormal Conditions

Void
////////////////////////////////////////////////////////////unchanged omitted///////////////////////////////////////////////////////////////////////
9.1.2.x1
EN-DC RESOURCE STATUS REQUEST

This message is sent by an eNB to neighbouring en-gNB to initiate the requested measurement according to the parameters given in the message.

Direction: eNB ( en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	MeNB Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by MeNB
	YES
	reject

	en-gNB Measurement ID
	C-ifRegistrationRequestStopororAdd
	
	INTEGER (1..4095,...)
	Allocated by en-gNB
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop,add
…,)
	Type of request for which the resource status is required.
	YES
	reject

	Reporting Periodicity
	O
	
	ENUMERATED(500ms, 1000ms, 2000ms, 5000ms,10000ms, …)
	Periodicity that can be used for reporting of PRB Periodic, TNL Capacity Ind Periodic, Composite Available Capacity Periodic.
	YES
	ignore

	NR Report Characteristics
	C-ifRegistrationRequestStart
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object the en-gNB is requested to report.

First Bit = PRB Periodic,

Second Bit = TNL Capacity Ind Periodic,

Third Bit = 

Composite Available Capacity Periodic, Fourth Bit = HW Capacity Ind Periodic [FFS], Fifth Bit = Number of Active UEs [FFS], Sixth Bit = Number of connected UEs [FFS]
, this bit should be set to 1 if at least one of the First, Second or Third bits is set to 1.
Other bits shall be ignored by the en-gNB.
	YES
	ignore

	Cell To Report List
	
	1
	
	Cell ID list to which the request applies.
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxCellinengNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI 9.2.111
	
	–
	–

	>>SSB To Report List
	
	0..1
	
	SSB list to which the request applies.
	YES
	ignore

	>>>SSB To Report Item
	
	1 .. < maxnoofSSBAreas>
	
	
	EACH
	ignore

	>>>>SSB index
	M
	
	INTEGER (1..16)
	
	
	


	Condition
	Explanation

	ifRegistrationRequestStoporAdd
	This IE shall be present if the Registration Request IE is set to the value "stop", or "add".

	ifRegistrationRequestStart
	This IE shall be present if the Registration Request IE is set to the value "start".


	Range bound
	Explanation

	maxCellinengNB
	Maximum no. cells that can be served by an en-gNB. Value is 16384.

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a NG-RAN node cell. Value is 64.


9.1.2.x2
EN-DC RESOURCE STATUS RESPONSE

This message is sent by the en-gNB to indicate that the requested measurement, for all or for a subset of the measurement objects included in the measurement is successfully initiated.

Direction: en-gNB ( eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	MeNB Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by MeNB
	YES
	reject

	en-gNB Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by en-gNB
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore


9.1.2.x3
EN-DC RESOURCE STATUS FAILURE

This message is sent by the en-gNB to indicate that for none of the requested measurement objects the measurement can be initiated.

Direction: en-gNB ( eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	MeNB Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by MeNB
	YES
	reject

	en-gNB Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by en-gNB
	YES
	reject

	Cause
	M
	
	9.2.6
	Ignored by the receiver when the Complete Failure Cause Information IE is included
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore


9.1.2.x4
EN-DC RESOURCE STATUS UPDATE

This message is sent by en-gNB to neighbouring MeNB to report the results of the requested measurements.

Direction: en-gNB ( eNB.
[Reporting per cell is FFS for TNL Load Indicator, Hardware Load Indicator]
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	MeNB Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by MeNB
	YES
	reject

	en-gNB Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by en-gNB
	YES
	reject

	Hardware Load Indicator [FFS] 
	O
	
	9.2.ww 
	
	
	

	Cell Measurement Result
	
	1
	
	
	
	

	>Cell Measurement Result Item
	
	1 .. < maxnoofCellsinNG-RANnode >
	
	
	
	

	>>Cell ID
	M
	
	9.2.111

	
	
	

	>>Radio Resource Status [FFS]
	O
	
	9.2.yy
	
	
	

	>> S1 TNL Capacity Indicator [FFS Whether it is per cell]
	O
	
	9.2.xx
	
	
	

	>>Composite Available Capacity Group[FFS]
	O
	
	9.2.zz
	
	
	

	>> Number of Active UEs [FFS],
	O
	
	INTEGER (1..65536,...)
	
	
	

	>>RRC Connections
	O
	
	9.2.kk
	
	
	


9.2.xx
S1 TNL Capacity Indicator

The S1 TNL Capacity Indicator IE indicates the available capacity of the S1-U Transport Network experienced by the cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DL S1 TNL Maximum Offered Capacity
	M
	
	INTEGER (1.. 16777216,...)
	Maximum capacity offered by the transport portion of the cell in kbps

	DL S1 TNL Available Capacity
	M
	
	INTEGER (1.. 100,...)
	Available capacity over the transport portion serving the cell in percentage.
Value 100 corresponds to the Maximum offered capacity.

	UL S1 TNL Maximum Offered Capacity
	M
	
	INTEGER (1.. 16777216…)
	Maximum capacity offered by the transport portion of the cell in kbps

	UL S1 TNL Available Capacity
	M
	
	INTEGER (1.. 100,...)
	Available capacity over the transport portion serving the cell in  percentage.
Value 100 corresponds to the Maximum offered capacity.


9.2.yy
Radio Resource Status


The Radio Resource Status IE indicates the usage of the PRBs per cell and per SSB area for all traffic in Downlink and Uplink and the usage of PDCCH CCEs for Downlink and Uplink scheduling.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SSB Area Radio Resource Status List
	
	0..1
	
	

	>SSB Area Radio Resource Status Item
	
	0..<maxnoofSSBAreas>
	
	

	>>SSB Index
	M
	
	INTEGER (1..16)
	

	>>SSB Area DL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area DL GBR PRB usage

	>>SSB Area UL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area UL GBR PRB usage

	>>SSB Area DL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area DL non-GBR PRB usage

	>>SSB Area UL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area UL non-GBR PRB usage

	>>SSB Area DL Total PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area DL Total PRB usage

	>>SSB Area UL Total PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area UL Total PRB usage

	>>DL scheduling PDCCH CCE usage
	O
	
	INTEGER (0..100)
	

	>>UL scheduling PDCCH CCE usage
	O
	
	INTEGER (0..100)
	


	Range bound
	Explanation

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a NG-RAN node cell. Value is 64.


9.2.zz
Composite Available Capacity Group

The Composite Available Capacity Group IE indicates the overall available resource level per cell and per SSB area in the cell in Downlink and Uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Composite Available Capacity Downlink
	M
	
	Composite Available Capacity 

9.2.a
	For the Downlink
	-
	

	Composite Available Capacity Uplink
	M
	
	Composite Available Capacity 

9.2.a
	For the Uplink
	-
	


9.2.a Composite Available Capacity

The Composite Available Capacity IE indicates the overall available resource level in the cell in either Downlink or Uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Cell Capacity Class Value
	O
	
	9.2.b
	
	-
	

	Capacity Value
	M
	
	9.2.c
	‘0’ indicates no resource is available, Measured on a linear scale. 
	-
	


9.2.b Cell Capacity Class Value

The Cell Capacity Class Value IE indicates the value that classifies the cell capacity with regards to the other cells. The Cell Capacity Class Value IE only indicates resources that are configured for traffic purposes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Capacity Class Value
	M
	
	INTEGER (1..100,...)
	Value 1 shall indicate the minimum cell capacity, and 100 shall indicate the maximum cell capacity. There should be a linear relation between cell capacity and Cell Capacity Class Value.
	
	


9.2.c Capacity Value

The Capacity Value IE indicates the amount of resources per cell and per SSB area that are available relative to the total en-6gNB resources. The capacity value should be measured and reported so that the minimum en-gNB resource usage of existing services is reserved according to implementation. The Capacity Value IE can be weighted according to the ratio of cell capacity class values, if available.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Capacity Value
	M
	
	INTEGER (0..100)
	Value 0 shall indicate no available capacity, and 100 shall indicate maximum available capacity with respect to the whole cell. Capacity Value should be measured on a linear scale.
	
	

	SSB Area Capacity Value List
	
	0..1
	
	
	
	

	>SSB Area Capacity Value Item
	
	0..<maxnoofSSBAreas>
	
	
	
	

	>>SSB Index
	M
	
	INTEGER (1..16)
	
	
	

	>>SSB Area Capacity Value
	M
	
	INTEGER (0..100)
	Value 0 shall indicate no available capacity, and 100 shall indicate maximum available capacity . SSB Area Capacity Value should be measured on a linear scale.
	-
	


9.2.kk RRC Connections
The RRC Connections IE indicates the overall status of RRC connections per cell.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Number of RRC Connections
	M
	
	9.2.m
	
	-
	

	Available RRC Connection Capacity Value
	M
	
	9.2.n
	
	-
	


9.2.m Number of RRC Connections
The Number of RRC Connections IE indicates the absolute number of UEs in RRC_CONNECTED mode.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Number of RRC Connections
	M
	
	INTEGER (1..65536,...)
	
	
	


9.2.n Available RRC Connection Capacity Value

The Available RRC Connection Capacity Value IE indicates the residual percentage of the number of RRC connections, relative to the maximum number of RRC connections supported by the cell.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Available RRC Connection Capacity Value
	M
	
	INTEGER (0..100)
	Value 0 shall indicate no available capacity, and 100 shall indicate maximum available capacity with respect to the whole cell. Capacity Value should be measured on a linear scale.
	
	


============ End of  change ==============
9.3.3
Elementary Procedure Definitions

-- ASN1START

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

X2AP-PDU-Descriptions {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM X2AP-CommonDataTypes


CellActivationRequest,


CellActivationResponse,


CellActivationFailure,


ENBConfigurationUpdate,


ENBConfigurationUpdateAcknowledge,


ENBConfigurationUpdateFailure,


ErrorIndication,


HandoverCancel,


HandoverReport,


HandoverPreparationFailure,


HandoverRequest,


HandoverRequestAcknowledge,


LoadInformation,


PrivateMessage,


ResetRequest,


ResetResponse,


ResourceStatusFailure,


ResourceStatusRequest,


ResourceStatusResponse,


ResourceStatusUpdate, 


RLFIndication,


SNStatusTransfer,


UEContextRelease,


X2SetupFailure,


X2SetupRequest,


X2SetupResponse,


MobilityChangeRequest,


MobilityChangeAcknowledge,


MobilityChangeFailure,


X2Release,


X2APMessageTransfer,


SeNBAdditionRequest,


SeNBAdditionRequestAcknowledge,


SeNBAdditionRequestReject,


SeNBReconfigurationComplete,


SeNBModificationRequest,


SeNBModificationRequestAcknowledge,


SeNBModificationRequestReject,


SeNBModificationRequired,


SeNBModificationConfirm,


SeNBModificationRefuse,


SeNBReleaseRequest,


SeNBReleaseRequired,


SeNBReleaseConfirm,


SeNBCounterCheckRequest,


X2RemovalFailure,


X2RemovalRequest,


X2RemovalResponse,


RetrieveUEContextRequest,


RetrieveUEContextResponse,


RetrieveUEContextFailure,


SgNBAdditionRequest,


SgNBAdditionRequestAcknowledge,


SgNBAdditionRequestReject,


SgNBReconfigurationComplete,


SgNBModificationRequest,


SgNBModificationRequestAcknowledge,


SgNBModificationRequestReject,


SgNBModificationRequired,


SgNBModificationConfirm,


SgNBModificationRefuse,


SgNBReleaseRequest,


SgNBReleaseRequestAcknowledge,


SgNBReleaseRequestReject,


SgNBReleaseRequired,


SgNBReleaseConfirm,


SgNBCounterCheckRequest,


SgNBChangeRequired,


SgNBChangeConfirm,


SgNBChangeRefuse,


RRCTransfer,


ENDCX2SetupRequest,


ENDCX2SetupResponse,


ENDCX2SetupFailure,


ENDCConfigurationUpdate,


ENDCConfigurationUpdateAcknowledge,


ENDCConfigurationUpdateFailure,


SecondaryRATDataUsageReport,


ENDCCellActivationRequest,


ENDCCellActivationResponse,


ENDCCellActivationFailure,


ENDCPartialResetRequired,


ENDCPartialResetConfirm,


EUTRANRCellResourceCoordinationRequest,


EUTRANRCellResourceCoordinationResponse,


SgNBActivityNotification,


ENDCX2RemovalRequest,


ENDCX2RemovalResponse,


ENDCX2RemovalFailure,


DataForwardingAddressIndication,


GNBStatusIndication,


ENDCConfigurationTransfer,


DeactivateTrace,


TraceStart,


ENDCResourceStatusRequest,


ENDCResourceStatusResponse,


ENDCResourceStatusFailure,


ENDCResourceStatusUpdate
FROM X2AP-PDU-Contents


id-cellActivation,


id-eNBConfigurationUpdate,


id-errorIndication,


id-handoverCancel, 


id-handoverReport,


id-handoverPreparation,


id-loadIndication,


id-privateMessage,


id-reset,


id-resourceStatusReporting,


id-resourceStatusReportingInitiation, 


id-rLFIndication,


id-snStatusTransfer,


id-uEContextRelease,


id-x2Setup,


id-mobilitySettingsChange,


id-x2Release,


id-x2APMessageTransfer,


id-seNBAdditionPreparation,


id-seNBReconfigurationCompletion,


id-meNBinitiatedSeNBModificationPreparation,


id-seNBinitiatedSeNBModification,


id-meNBinitiatedSeNBRelease,


id-seNBinitiatedSeNBRelease,


id-seNBCounterCheck,


id-x2Removal,


id-retrieveUEContext,


id-sgNBAdditionPreparation,


id-sgNBReconfigurationCompletion,


id-meNBinitiatedSgNBModificationPreparation,


id-sgNBinitiatedSgNBModification,


id-meNBinitiatedSgNBRelease,


id-sgNBinitiatedSgNBRelease,


id-sgNBChange,


id-sgNBCounterCheck,


id-rRCTransfer,


id-endcX2Setup,


id-endcConfigurationUpdate,


id-secondaryRATDataUsageReport,


id-endcCellActivation,


id-endcPartialReset,


id-eUTRANRCellResourceCoordination,


id-SgNBActivityNotification,


id-endcX2Removal,


id-dataForwardingAddressIndication,


id-gNBStatusIndication,


id-endcConfigurationTransfer,


id-deactivateTrace,


id-traceStart,


id-endcresourceStatusReporting,


id-endcresourceStatusReportingInitiation
/////////////////////////////////////skip unchanged/////////////////////////////////////

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

X2AP-ELEMENTARY-PROCEDURES X2AP-ELEMENTARY-PROCEDURE ::= {


X2AP-ELEMENTARY-PROCEDURES-CLASS-1


|


X2AP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

X2AP-ELEMENTARY-PROCEDURES-CLASS-1 X2AP-ELEMENTARY-PROCEDURE ::= {


handoverPreparation









|


reset












|


x2Setup












|


resourceStatusReportingInitiation





|

eNBConfigurationUpdate








|


mobilitySettingsChange








|

cellActivation










|


seNBAdditionPreparation








|


meNBinitiatedSeNBModificationPreparation



|


seNBinitiatedSeNBModification






|


seNBinitiatedSeNBRelease







|


x2Removal











|


retrieveUEContext









|


sgNBAdditionPreparation








|


meNBinitiatedSgNBModificationPreparation




|


sgNBinitiatedSgNBModification






|


meNBinitiatedSgNBRelease








|


sgNBinitiatedSgNBRelease








|


sgNBChange











|


endcX2Setup











|


endcConfigurationUpdate








|


endcCellActivation









|


endcPartialReset










|


eUTRANRCellResourceCoordination






|


endcX2Removal










|


endcresourceStatusReportingInitiation




,


...

}

X2AP-ELEMENTARY-PROCEDURES-CLASS-2 X2AP-ELEMENTARY-PROCEDURE ::= {


snStatusTransfer





|


uEContextRelease





|


handoverCancel






|


errorIndication






|


resourceStatusReporting




|


loadIndication






|


privateMessage






|


rLFIndication






|


handoverReport






|


x2Release







|


x2APMessageTransfer





|


seNBReconfigurationCompletion


|


meNBinitiatedSeNBRelease



|


seNBCounterCheck





|


sgNBReconfigurationCompletion


|


sgNBCounterCheck






|


rRCTransfer







|


secondaryRATDataUsageReport



|


sgNBActivityNotification




|


dataForwardingAddressIndication


|


gNBStatusIndication





|


endcConfigurationTransfer



|


deactivateTrace






|


traceStart







|


endcresourceStatusReporting



,


...
}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

handoverPreparation X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverRequest


SUCCESSFUL OUTCOME

HandoverRequestAcknowledge


UNSUCCESSFUL OUTCOME
HandoverPreparationFailure


PROCEDURE CODE


id-handoverPreparation


CRITICALITY



reject

}

snStatusTransfer X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNStatusTransfer


PROCEDURE CODE


id-snStatusTransfer


CRITICALITY



ignore

}

uEContextRelease X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextRelease


PROCEDURE CODE


id-uEContextRelease


CRITICALITY



ignore

}

handoverCancel X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverCancel


PROCEDURE CODE


id-handoverCancel


CRITICALITY



ignore

}

handoverReport X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverReport


PROCEDURE CODE


id-handoverReport


CRITICALITY



ignore

}

errorIndication X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


PROCEDURE CODE


id-errorIndication


CRITICALITY



ignore

}

reset
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResetRequest


SUCCESSFUL OUTCOME

ResetResponse

PROCEDURE CODE


id-reset


CRITICALITY



reject

}

x2Setup
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

X2SetupRequest


SUCCESSFUL OUTCOME

X2SetupResponse


UNSUCCESSFUL OUTCOME
X2SetupFailure


PROCEDURE CODE


id-x2Setup


CRITICALITY



reject

}

loadIndication X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LoadInformation


PROCEDURE CODE


id-loadIndication


CRITICALITY



ignore

}

eNBConfigurationUpdate

X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENBConfigurationUpdate


SUCCESSFUL OUTCOME

ENBConfigurationUpdateAcknowledge


UNSUCCESSFUL OUTCOME
ENBConfigurationUpdateFailure


PROCEDURE CODE


id-eNBConfigurationUpdate


CRITICALITY



reject

}
resourceStatusReportingInitiation
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE



ResourceStatusRequest


SUCCESSFUL OUTCOME



ResourceStatusResponse


UNSUCCESSFUL OUTCOME


ResourceStatusFailure


PROCEDURE CODE




id-resourceStatusReportingInitiation


CRITICALITY





reject

}

resourceStatusReporting X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResourceStatusUpdate


PROCEDURE CODE


id-resourceStatusReporting


CRITICALITY



ignore

}

rLFIndication X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RLFIndication


PROCEDURE CODE


id-rLFIndication


CRITICALITY



ignore

}

privateMessage


X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


PROCEDURE CODE


id-privateMessage


CRITICALITY



ignore

}

mobilitySettingsChange
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MobilityChangeRequest


SUCCESSFUL OUTCOME

MobilityChangeAcknowledge


UNSUCCESSFUL OUTCOME
MobilityChangeFailure


PROCEDURE CODE


id-mobilitySettingsChange


CRITICALITY



reject

}

cellActivation
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellActivationRequest


SUCCESSFUL OUTCOME

CellActivationResponse


UNSUCCESSFUL OUTCOME
CellActivationFailure


PROCEDURE CODE


id-cellActivation


CRITICALITY



reject

}

x2Release X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

X2Release


PROCEDURE CODE


id-x2Release


CRITICALITY



reject

}

x2APMessageTransfer X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

X2APMessageTransfer


PROCEDURE CODE


id-x2APMessageTransfer


CRITICALITY



reject

}

seNBAdditionPreparation
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SeNBAdditionRequest


SUCCESSFUL OUTCOME

SeNBAdditionRequestAcknowledge


UNSUCCESSFUL OUTCOME
SeNBAdditionRequestReject


PROCEDURE CODE


id-seNBAdditionPreparation


CRITICALITY



reject

}

seNBReconfigurationCompletion
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SeNBReconfigurationComplete


PROCEDURE CODE


id-seNBReconfigurationCompletion


CRITICALITY



ignore

}

meNBinitiatedSeNBModificationPreparation
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SeNBModificationRequest


SUCCESSFUL OUTCOME

SeNBModificationRequestAcknowledge


UNSUCCESSFUL OUTCOME
SeNBModificationRequestReject


PROCEDURE CODE


id-meNBinitiatedSeNBModificationPreparation


CRITICALITY



reject

}

seNBinitiatedSeNBModification
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SeNBModificationRequired


SUCCESSFUL OUTCOME

SeNBModificationConfirm


UNSUCCESSFUL OUTCOME
SeNBModificationRefuse


PROCEDURE CODE


id-seNBinitiatedSeNBModification


CRITICALITY



reject

}

meNBinitiatedSeNBRelease
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SeNBReleaseRequest


PROCEDURE CODE


id-meNBinitiatedSeNBRelease


CRITICALITY



ignore

}

seNBinitiatedSeNBRelease
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SeNBReleaseRequired


SUCCESSFUL OUTCOME

SeNBReleaseConfirm


PROCEDURE CODE


id-seNBinitiatedSeNBRelease


CRITICALITY



reject

}

seNBCounterCheck
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SeNBCounterCheckRequest


PROCEDURE CODE


id-seNBCounterCheck


CRITICALITY



reject

}

x2Removal
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

X2RemovalRequest


SUCCESSFUL OUTCOME

X2RemovalResponse


UNSUCCESSFUL OUTCOME
X2RemovalFailure


PROCEDURE CODE


id-x2Removal


CRITICALITY



reject

}

retrieveUEContext
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RetrieveUEContextRequest


SUCCESSFUL OUTCOME

RetrieveUEContextResponse


UNSUCCESSFUL OUTCOME
RetrieveUEContextFailure


PROCEDURE CODE


id-retrieveUEContext


CRITICALITY



reject

}

sgNBAdditionPreparation

X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SgNBAdditionRequest


SUCCESSFUL OUTCOME

SgNBAdditionRequestAcknowledge


UNSUCCESSFUL OUTCOME
SgNBAdditionRequestReject


PROCEDURE CODE


id-sgNBAdditionPreparation


CRITICALITY



reject

}

sgNBReconfigurationCompletion
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SgNBReconfigurationComplete


PROCEDURE CODE


id-sgNBReconfigurationCompletion


CRITICALITY



ignore

}

meNBinitiatedSgNBModificationPreparation
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SgNBModificationRequest


SUCCESSFUL OUTCOME

SgNBModificationRequestAcknowledge


UNSUCCESSFUL OUTCOME
SgNBModificationRequestReject


PROCEDURE CODE


id-meNBinitiatedSgNBModificationPreparation


CRITICALITY



reject

}

sgNBinitiatedSgNBModification

X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SgNBModificationRequired


SUCCESSFUL OUTCOME

SgNBModificationConfirm


UNSUCCESSFUL OUTCOME
SgNBModificationRefuse


PROCEDURE CODE


id-sgNBinitiatedSgNBModification



CRITICALITY



reject

}

meNBinitiatedSgNBRelease
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SgNBReleaseRequest


SUCCESSFUL OUTCOME

SgNBReleaseRequestAcknowledge


UNSUCCESSFUL OUTCOME
SgNBReleaseRequestReject


PROCEDURE CODE


id-meNBinitiatedSgNBRelease


CRITICALITY



ignore

}

sgNBinitiatedSgNBRelease
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SgNBReleaseRequired


SUCCESSFUL OUTCOME

SgNBReleaseConfirm


PROCEDURE CODE


id-sgNBinitiatedSgNBRelease


CRITICALITY



reject

}

sgNBCounterCheck
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SgNBCounterCheckRequest


PROCEDURE CODE


id-sgNBCounterCheck


CRITICALITY



reject

}

sgNBChange
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SgNBChangeRequired


SUCCESSFUL OUTCOME

SgNBChangeConfirm


UNSUCCESSFUL OUTCOME
SgNBChangeRefuse


PROCEDURE CODE


id-sgNBChange


CRITICALITY



reject

}

rRCTransfer
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RRCTransfer


PROCEDURE CODE


id-rRCTransfer


CRITICALITY



reject

}

endcX2Setup X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENDCX2SetupRequest


SUCCESSFUL OUTCOME

ENDCX2SetupResponse


UNSUCCESSFUL OUTCOME
ENDCX2SetupFailure


PROCEDURE CODE


id-endcX2Setup


CRITICALITY



reject

}

endcConfigurationUpdate

X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENDCConfigurationUpdate


SUCCESSFUL OUTCOME

ENDCConfigurationUpdateAcknowledge


UNSUCCESSFUL OUTCOME
ENDCConfigurationUpdateFailure


PROCEDURE CODE


id-endcConfigurationUpdate


CRITICALITY



reject

}

secondaryRATDataUsageReport
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SecondaryRATDataUsageReport


PROCEDURE CODE


id-secondaryRATDataUsageReport


CRITICALITY



reject

}

endcCellActivation
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENDCCellActivationRequest


SUCCESSFUL OUTCOME

ENDCCellActivationResponse


UNSUCCESSFUL OUTCOME
ENDCCellActivationFailure


PROCEDURE CODE


id-endcCellActivation


CRITICALITY



reject

}

endcPartialReset
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENDCPartialResetRequired


SUCCESSFUL OUTCOME

ENDCPartialResetConfirm


PROCEDURE CODE


id-endcPartialReset


CRITICALITY



reject

}

eUTRANRCellResourceCoordination X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

EUTRANRCellResourceCoordinationRequest


SUCCESSFUL OUTCOME

EUTRANRCellResourceCoordinationResponse


PROCEDURE CODE


id-eUTRANRCellResourceCoordination


CRITICALITY



reject

}

sgNBActivityNotification 
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SgNBActivityNotification


PROCEDURE CODE


id-SgNBActivityNotification


CRITICALITY



reject

}

endcX2Removal
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENDCX2RemovalRequest


SUCCESSFUL OUTCOME

ENDCX2RemovalResponse


UNSUCCESSFUL OUTCOME
ENDCX2RemovalFailure


PROCEDURE CODE


id-endcX2Removal


CRITICALITY



reject

}

dataForwardingAddressIndication
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DataForwardingAddressIndication

PROCEDURE CODE


id-dataForwardingAddressIndication


CRITICALITY



ignore

}

gNBStatusIndication

X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

GNBStatusIndication

PROCEDURE CODE


id-gNBStatusIndication


CRITICALITY



ignore

}

endcConfigurationTransfer
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENDCConfigurationTransfer


PROCEDURE CODE


id-endcConfigurationTransfer


CRITICALITY



ignore

}

deactivateTrace X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DeactivateTrace


PROCEDURE CODE


id-deactivateTrace


CRITICALITY



ignore

}

traceStart X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

TraceStart


PROCEDURE CODE


id-traceStart


CRITICALITY



ignore

}

endcresourceStatusReportingInitiation
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENDCResourceStatusRequest


SUCCESSFUL OUTCOME

ENDCResourceStatusResponse


UNSUCCESSFUL OUTCOME
ENDCResourceStatusFailure


PROCEDURE CODE


id-endcresourceStatusReportingInitiation


CRITICALITY



reject

}

endcresourceStatusReporting

X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENDCResourceStatusUpdate


PROCEDURE CODE


id-endcresourceStatusReporting


CRITICALITY



ignore

}

END
-- ASN1STOP

9.3.4
PDU Definitions

-- ASN1START

-- ASN1START

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ABSInformation,


ABS-Status,


AS-SecurityInformation,


BearerType,


Cause,


CompositeAvailableCapacityGroup,


Correlation-ID,


COUNTvalue,


CellReportingIndicator,


AerialUEsubscriptionInformation,


CriticalityDiagnostics,


CRNTI,

CSGMembershipStatus,


CSG-Id,


DeactivationIndication,


DL-Forwarding,


DynamicDLTransmissionInformation,


ECGI,


E-RAB-ID,


E-RAB-Level-QoS-Parameters,


E-RAB-List,


EUTRANTraceID,


GlobalENB-ID,


GTPtunnelEndpoint,

GUGroupIDList,


GUMMEI,


HandoverReportType,


HandoverRestrictionList,


Masked-IMEISV,


InvokeIndication,


LocationReportingInformation,


LowerLayerPresenceStatusChange,

MDT-Configuration,


ManagementBasedMDTallowed,


MDTPLMNList,


Neighbour-Information,


PCI,

PDCP-SN,


PLMN-Identity,


ReceiveStatusofULPDCPSDUs,


Registration-Request,


RelativeNarrowbandTxPower,


RadioResourceStatus,


RLC-Status,


RRCConnReestabIndicator,


RRCConnSetupIndicator,


UE-RLF-Report-Container,


UEAppLayerMeasConfig,


RRC-Context,

ServedCell-Information,


ServedCells,


ShortMAC-I,


SRVCCOperationPossible,


SubscriberProfileIDforRFP,


TargetCellInUTRAN,


TargeteNBtoSource-eNBTransparentContainer,


TimeToWait,


TraceActivation,


TraceDepth,


TransportLayerAddress,


UEAggregateMaximumBitRate,

UE-HistoryInformation,


UE-HistoryInformationFromTheUE,


UE-S1AP-ID,


UESecurityCapabilities,

UEsToBeResetList,


UE-X2AP-ID,

UL-HighInterferenceIndicationInfo,


UL-InterferenceOverloadIndication,


HWLoadIndicator,


S1TNLLoadIndicator,


Measurement-ID,


ReportCharacteristics,


MobilityParametersInformation,


MobilityParametersModificationRange,


ReceiveStatusOfULPDCPSDUsExtended,


COUNTValueExtended,


SubframeAssignment,


ExtendedULInterferenceOverloadInfo,


ExpectedUEBehaviour,


SeNBSecurityKey,


MeNBtoSeNBContainer,


SeNBtoMeNBContainer,


SCGChangeIndication,


CoMPInformation,


ReportingPeriodicityRSRPMR,


RSRPMRList,


UE-RLF-Report-Container-for-extended-bands,


ProSeAuthorized,


CoverageModificationList,


ReportingPeriodicityCSIR,


CSIReportList,


ReceiveStatusOfULPDCPSDUsPDCP-SNlength18,


COUNTvaluePDCP-SNlength18,


LHN-ID,


UE-ContextKeptIndicator,


UE-X2AP-ID-Extension,


SIPTOBearerDeactivationIndication,


TunnelInformation,


V2XServicesAuthorized,


X2BenefitValue,


ResumeID,


EUTRANCellIdentifier,

MakeBeforeBreakIndicator,


WTID,


WT-UE-XwAP-ID,


UESidelinkAggregateMaximumBitRate,

SgNBSecurityKey,


MeNBtoSgNBContainer,


SgNBtoMeNBContainer,


SplitSRBs,


RRCContainer,


SRBType,


GlobalGNB-ID,


GNB-ID,


SCGConfigurationQuery,


SplitSRB,


NRUeReport,


EN-DC-ResourceConfiguration,


TAC,


NRFreqInfo,


NRCGI,


NRPCI,


NRUESecurityCapabilities,


PDCPChangeIndication,


ULConfiguration,


SgNB-UE-X2AP-ID,


SecondaryRATUsageReportList,


ActivationID,


MeNBResourceCoordinationInformation,


SgNBResourceCoordinationInformation,


NR-TxBW,


BroadcastPLMNs-Item,


AdditionalPLMNs-Item,


RLCMode,


GBR-QosInformation,


DRB-ID,


FiveGS-TAC,


SULInformation,


Packet-LossRate,


ResourceType,


DataTrafficResourceIndication,


SpectrumSharingGroupID,


RRC-Config-Ind,


SGNB-Addition-Trigger-Ind,


UserPlaneTrafficActivityReport,


ERABActivityNotifyItemList,


PDCPSnLength,


Subscription-Based-UE-DifferentiationInfo,


LCID,


DuplicationActivation,


GNBOverloadInformation,


NewDRBIDrequest,


DesiredActNotificationLevel,


LocationInformationSgNB,


LocationInformationSgNBReporting,


EndcSONConfigurationTransfer,


NRNeighbour-Information,


InterfaceInstanceIndication,


BPLMN-ID-Info-NR,

AdditionalRRMPriorityIndex,


RequestedFastMCGRecoveryViaSRB3,


AdmittedFastMCGRecoveryViaSRB3,


RequestedFastMCGRecoveryViaSRB3Release,


AdmittedFastMCGRecoveryViaSRB3Release,


FastMCGRecovery,

PartialListIndicator,


MaximumCellListSize,


MessageOversizeNotification,


TNLConfigurationInfo,

Registration-Request-ENDC,


ReportCharacteristics-ENDC,

NRRadioResourceStatus,

S1TNLCapacityIndicator,

NRCompositeAvailableCapacityGroup,

RRCConnections
FROM X2AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


X2AP-PRIVATE-IES,


X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES,


X2AP-PROTOCOL-IES-PAIR

FROM X2AP-Containers


id-ABSInformation, id-ReportCharacteristics

id-ActivatedCellList,


id-BearerType,


id-Cause,


id-CellInformation,


id-CellInformation-Item,


id-CellMeasurementResult,


id-CellMeasurementResult-Item,


id-CellToReport,


id-CellToReport-Item,


id-CompositeAvailableCapacityGroup,


id-AerialUEsubscriptionInformation,


id-CriticalityDiagnostics,


id-DeactivationIndication,


id-DynamicDLTransmissionInformation,


id-E-RABs-Admitted-Item,


id-E-RABs-Admitted-List,


id-E-RABs-NotAdmitted-List,


id-E-RABs-SubjectToStatusTransfer-List,


id-E-RABs-SubjectToStatusTransfer-Item,


id-E-RABs-ToBeSetup-Item,


id-GlobalENB-ID,


id-GUGroupIDList,


id-GUGroupIDToAddList,


id-GUGroupIDToDeleteList,


id-GUMMEI-ID,


id-Masked-IMEISV,


id-InvokeIndication,


id-New-eNB-UE-X2AP-ID,


id-Old-eNB-UE-X2AP-ID,


id-Registration-Request,


id-ReportingPeriodicity,


id-RLC-Status,


id-ServedCells,


id-ServedCellsToActivate,


id-ServedCellsToAdd,


id-ServedCellsToModify,


id-ServedCellsToDelete,


id-SRVCCOperationPossible,


id-TargetCell-ID,


id-TargeteNBtoSource-eNBTransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-UE-ContextInformation,


id-UE-HistoryInformation,


id-UE-X2AP-ID,


id-Measurement-ID,


id-ReportCharacteristics,


id-ENB1-Measurement-ID,


id-ENB2-Measurement-ID,


id-ENB1-Cell-ID,


id-ENB2-Cell-ID,


id-ENB2-Proposed-Mobility-Parameters,


id-ENB1-Mobility-Parameters,


id-ENB2-Mobility-Parameters-Modification-Range,


id-FailureCellPCI,


id-Re-establishmentCellECGI,


id-FailureCellCRNTI,


id-ShortMAC-I,


id-SourceCellECGI,


id-FailureCellECGI,


id-HandoverReportType,


id-UE-RLF-Report-Container,


id-PartialSuccessIndicator,


id-MeasurementInitiationResult-List,


id-MeasurementInitiationResult-Item,


id-MeasurementFailureCause-Item,


id-CompleteFailureCauseInformation-List,


id-CompleteFailureCauseInformation-Item,


id-CSGMembershipStatus,


id-CSG-Id,


id-MDTConfiguration,


id-ManagementBasedMDTallowed,


id-ABS-Status,

id-RRCConnSetupIndicator,

id-RRCConnReestabIndicator,


id-TargetCellInUTRAN,

id-MobilityInformation,


id-SourceCellCRNTI,


id-ManagementBasedMDTPLMNList,


id-ReceiveStatusOfULPDCPSDUsExtended,


id-ULCOUNTValueExtended,


id-DLCOUNTValueExtended,


id-IntendedULDLConfiguration,


id-ExtendedULInterferenceOverloadInfo,


id-RNL-Header,


id-x2APMessage,


id-UE-HistoryInformationFromTheUE,


id-ExpectedUEBehaviour,


id-MeNB-UE-X2AP-ID,


id-SeNB-UE-X2AP-ID,


id-UE-SecurityCapabilities,


id-SeNBSecurityKey,


id-SeNBUEAggregateMaximumBitRate,


id-ServingPLMN,


id-E-RABs-ToBeAdded-List,


id-E-RABs-ToBeAdded-Item,


id-MeNBtoSeNBContainer,


id-E-RABs-Admitted-ToBeAdded-List,


id-E-RABs-Admitted-ToBeAdded-Item,


id-SeNBtoMeNBContainer,


id-ResponseInformationSeNBReconfComp,


id-UE-ContextInformationSeNBModReq,


id-E-RABs-ToBeAdded-ModReqItem,


id-E-RABs-ToBeModified-ModReqItem,


id-E-RABs-ToBeReleased-ModReqItem,


id-E-RABs-Admitted-ToBeAdded-ModAckList,


id-E-RABs-Admitted-ToBeModified-ModAckList,


id-E-RABs-Admitted-ToBeReleased-ModAckList,


id-E-RABs-Admitted-ToBeAdded-ModAckItem,


id-E-RABs-Admitted-ToBeModified-ModAckItem,


id-E-RABs-Admitted-ToBeReleased-ModAckItem,


id-SCGChangeIndication,


id-E-RABs-ToBeReleased-ModReqd,


id-E-RABs-ToBeReleased-ModReqdItem,


id-E-RABs-ToBeReleased-List-RelReq,


id-E-RABs-ToBeReleased-RelReqItem,


id-E-RABs-ToBeReleased-List-RelConf,


id-E-RABs-ToBeReleased-RelConfItem,


id-E-RABs-SubjectToCounterCheck-List,


id-E-RABs-SubjectToCounterCheckItem,


id-CoMPInformation,


id-ReportingPeriodicityRSRPMR,


id-RSRPMRList,


id-UE-RLF-Report-Container-for-extended-bands,


id-ProSeAuthorized,


id-CoverageModificationList,


id-ReportingPeriodicityCSIR,


id-CSIReportList,


id-ReceiveStatusOfULPDCPSDUsPDCP-SNlength18,


id-ULCOUNTValuePDCP-SNlength18,


id-DLCOUNTValuePDCP-SNlength18,


id-LHN-ID,


id-Correlation-ID,


id-SIPTO-Correlation-ID,


id-UE-ContextReferenceAtSeNB,


id-UE-ContextReferenceAtWT,


id-UE-ContextKeptIndicator,


id-UEs-ToBeReset,


id-UEs-Admitted-ToBeReset,


id-WT-UE-ContextKeptIndicator,


id-New-eNB-UE-X2AP-ID-Extension,


id-Old-eNB-UE-X2AP-ID-Extension,


id-MeNB-UE-X2AP-ID-Extension,


id-SeNB-UE-X2AP-ID-Extension,


id-SIPTO-BearerDeactivationIndication,


id-Tunnel-Information-for-BBF,


id-SIPTO-L-GW-TransportLayerAddress,


id-GW-TransportLayerAddress,


id-X2RemovalThreshold,


id-CellReportingIndicator,


id-V2XServicesAuthorized,


id-resumeID,


id-UE-ContextInformationRetrieve,


id-E-RABs-ToBeSetupRetrieve-Item,


id-NewEUTRANCellIdentifier,

id-MakeBeforeBreakIndicator,


id-UESidelinkAggregateMaximumBitRate,


id-uL-GTPtunnelEndpoint,


id-SgNBSecurityKey,


id-SgNBUEAggregateMaximumBitRate,


id-E-RABs-ToBeAdded-SgNBAddReqList,


id-MeNBtoSgNBContainer,


id-SgNB-UE-X2AP-ID,


id-RequestedSplitSRBs,


id-E-RABs-ToBeAdded-SgNBAddReq-Item,


id-E-RABs-Admitted-ToBeAdded-SgNBAddReqAckList,


id-SgNBtoMeNBContainer,


id-AdmittedSplitSRBs,


id-E-RABs-Admitted-ToBeAdded-SgNBAddReqAck-Item,


id-ResponseInformationSgNBReconfComp,


id-UE-ContextInformation-SgNBModReq,


id-E-RABs-ToBeAdded-SgNBModReq-Item,


id-E-RABs-ToBeModified-SgNBModReq-Item,


id-E-RABs-ToBeReleased-SgNBModReq-Item,


id-E-RABs-Admitted-ToBeAdded-SgNBModAckList,


id-E-RABs-Admitted-ToBeModified-SgNBModAckList,


id-E-RABs-Admitted-ToBeReleased-SgNBModAckList,


id-E-RABs-Admitted-ToBeAdded-SgNBModAck-Item,


id-E-RABs-Admitted-ToBeModified-SgNBModAck-Item,


id-E-RABs-Admitted-ToBeReleased-SgNBModAck-Item,


id-E-RABs-Admitted-ToBeReleased-SgNBRelReqAckList,


id-E-RABs-Admitted-ToBeReleased-SgNBRelReqAck-Item,


id-E-RABs-ToBeReleased-SgNBModReqdList,


id-E-RABs-ToBeModified-SgNBModReqdList,


id-E-RABs-ToBeReleased-SgNBModReqd-Item,


id-E-RABs-ToBeModified-SgNBModReqd-Item,


id-E-RABs-ToBeReleased-SgNBChaConfList,


id-E-RABs-ToBeReleased-SgNBChaConf-Item,


id-E-RABs-ToBeReleased-SgNBRelReqList,


id-E-RABs-ToBeReleased-SgNBRelReq-Item,


id-E-RABs-ToBeReleased-SgNBRelConfList,


id-E-RABs-ToBeReleased-SgNBRelConf-Item,


id-E-RABs-ToBeReleased-SgNBRelReqdList,


id-E-RABs-ToBeReleased-SgNBRelReqd-Item,


id-E-RABs-SubjectToSgNBCounterCheck-List,


id-E-RABs-SubjectToSgNBCounterCheck-Item,


id-Target-SgNB-ID,


id-RRCContainer,


id-SRBType,


id-HandoverRestrictionList,


id-SCGConfigurationQuery,


id-SplitSRB,


id-NRUeReport,


id-InitiatingNodeType-EndcX2Setup,


id-InitiatingNodeType-EndcConfigUpdate,


id-RespondingNodeType-EndcX2Setup,


id-RespondingNodeType-EndcConfigUpdate,


id-NRUESecurityCapabilities,


id-PDCPChangeIndication,


id-ServedEUTRAcellsENDCX2ManagementList,


id-ServedEUTRAcellsToModifyListENDCConfUpd,


id-ServedEUTRAcellsToDeleteListENDCConfUpd,


id-ServedNRcellsToModifyListENDCConfUpd,


id-ServedNRcellsToDeleteListENDCConfUpd,


id-CellAssistanceInformation,


id-Globalen-gNB-ID,


id-ServedNRcellsENDCX2ManagementList,


id-Old-SgNB-UE-X2AP-ID,


id-UE-ContextReferenceAtSgNB,


id-SecondaryRATUsageReportList,


id-ActivationID,


id-ServedNRCellsToActivate,


id-ActivatedNRCellList,


id-MeNBResourceCoordinationInformation,


id-SgNBResourceCoordinationInformation,


id-UEAppLayerMeasConfig,


id-SelectedPLMN,


id-SubscriberProfileIDforRFP,


id-InitiatingNodeType-EutranrCellResourceCoordination,


id-RespondingNodeType-EutranrCellResourceCoordination,


id-DataTrafficResourceIndication,


id-SpectrumSharingGroupID,


id-ListofEUTRACellsinEUTRACoordinationReq,


id-ListofEUTRACellsinEUTRACoordinationResp,


id-ListofEUTRACellsinNRCoordinationReq,


id-ListofNRCellsinNRCoordinationReq,


id-ListofNRCellsinNRCoordinationResp,


id-RRCConfigIndication,


id-SGNB-Addition-Trigger-Ind,


id-RequestedSplitSRBsrelease,

id-AdmittedSplitSRBsrelease,


id-E-RABs-AdmittedToBeModified-SgNBModConfList,


id-E-RABs-AdmittedToBeModified-SgNBModConf-Item,


id-UEContextLevelUserPlaneActivity,


id-ERABActivityNotifyItemList,


id-MeNBCell-ID,


id-InitiatingNodeType-EndcX2Removal,


id-RespondingNodeType-EndcX2Removal,


id-uLpDCPSnLength,


id-dL-Forwarding,


id-E-RABs-DataForwardingAddress-List,


id-E-RABs-DataForwardingAddress-Item,


id-Subscription-Based-UE-DifferentiationInfo,


id-RLCMode-transferred,


id-dLPDCPSnLength,


id-secondarysgNBDLGTPTEIDatPDCP,


id-secondarymeNBULGTPTEIDatPDCP,


id-lCID,


id-duplicationActivation,


id-GNBOverloadInformation,


id-new-drb-ID-req,


id-NRNeighbourInfoToModify,


id-DesiredActNotificationLevel,


id-LocationInformationSgNB,


id-LocationInformationSgNBReporting,


id-endcSONConfigurationTransfer,


id-EUTRANTraceID,


id-additionalPLMNs-Item,


id-InterfaceInstanceIndication,


id-BPLMN-ID-Info-NR,

id-ERABs-transferred-to-MeNB,


id-AdditionalRRMPriorityIndex,

id-LowerLayerPresenceStatusChange,


id-FastMCGRecovery-SN-to-MN,


id-FastMCGRecovery-MN-to-SN,


id-RequestedFastMCGRecoveryViaSRB3,


id-AdmittedFastMCGRecoveryViaSRB3,


id-RequestedFastMCGRecoveryViaSRB3Release,


id-AdmittedFastMCGRecoveryViaSRB3Release,


id-PartialListIndicator,


id-MaximumCellListSize,


id-MessageOversizeNotification,


id-CellandCapacityAssistInfo,


id-TNLConfigurationInfo,

id-MeNB1-Measurement-ID,

id-engNB2-Measurement-ID,


maxCellineNB,

maxnoofBearers,


maxnoofPDCP-SN,

maxFailedMeasObjects,


maxnoofCellIDforMDT,


maxnoofTAforMDT,


maxCellinengNB,


maxnoofCellIDforQMC,


maxnoofTAforQMC,


maxnoofPLMNforQMC,


maxnoofProtectedResourcePatterns,


maxnoNRcellsSpectrumSharingWithE-UTRA,


maxnoofNrCellBands,

maxnoofSSBAreas
FROM X2AP-Constants;

/////////////////////////////////////skip unchanged/////////////////////////////////////

-- **************************************************************

--

-- EN-DC RESOURCE STATUS REQUEST

--

-- **************************************************************

ResourceStatusRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{ResourceStatusRequest-IEs}},


...

}

ResourceStatusRequest-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB1-Measurement-ID

CRITICALITY reject
TYPE Measurement-ID-ENDC

PRESENCE mandatory}|


{ ID id-engNB2-Measurement-ID

CRITICALITY ignore
TYPE Measurement-ID-ENDC

PRESENCE conditional}|-- The IE shall be present if the Registration Request IE is set to “Stop” or to “Add”--


{ ID id-Registration-Request

CRITICALITY reject
TYPE Registration-Request-ENDC
PRESENCE mandatory}|


{ ID id-ReportingPeriodicity

CRITICALITY ignore
TYPE ReportingPeriodicity-ENDC
PRESENCE optional}|


{ ID id-ReportCharacteristics

CRITICALITY ignore
TYPE ReportCharacteristics-ENDC
PRESENCE conditional}|


{ ID id-CellToReport



CRITICALITY ignore
TYPE CellToReport-ENDC-List

PRESENCE mandatory}|


...

}

ReportingPeriodicity-ENDC ::= ENUMERATED {ms500, ms1000, ms2000, ms5000, ms10000 ...}

CellToReport-ENDC-List
::= SEQUENCE (SIZE (1..maxCellinengNB)) OF ProtocolIE-Single-Container { {CellToReport-ENDC-ItemIEs} }

CellToReport-ENDC-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellToReport-Item


CRITICALITY ignore
TYPE CellToReport-ENDC-Item

PRESENCE mandatory}
}

CellToReport-ENDC-Item



::= SEQUENCE {


cell-ID







NRCGI,

ssbToReport-List




SSBToReport-List








OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { {CellToReport-ENDC-Item-ExtIEs} } OPTIONAL,


...

}
CellToReport-ENDC-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

SSBToReport-List
::= SEQUENCE (SIZE (1.. maxnoofSSBAreas)) OF SSBToReport-Item
SSBToReport-Item
SEQUENCE {

sSBIndex



INTEGER(1..16,...),

iE-Extensions





ProtocolExtensionContainer { {SSBToReport-Item-ExtIEs} } OPTIONAL,
}
-- **************************************************************

--

-- EN-DC RESOURCE STATUS RESPONSE

--

-- **************************************************************

ResourceStatusResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{ResourceStatusResponse-IEs}},


...

}

ResourceStatusResponse-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-Measurement-ID


CRITICALITY reject
TYPE Measurement-ID-ENDC

PRESENCE mandatory}|


{ ID id-engNB-Measurement-ID

CRITICALITY reject
TYPE Measurement-ID-ENDC

PRESENCE mandatory}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional}|


...

}

-- **************************************************************

--

-- EN-DC RESOURCE STATUS FAILURE

--

-- **************************************************************

ResourceStatusFailure ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{ResourceStatusFailure-IEs}},


...

}

ResourceStatusFailure-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-Measurement-ID


CRITICALITY reject
TYPE Measurement-ID-ENDC

PRESENCE mandatory}|


{ ID id-engNB-Measurement-ID

CRITICALITY reject
TYPE Measurement-ID-ENDC

PRESENCE mandatory}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional}|


...

}

-- **************************************************************

--

-- EN-DC RESOURCE STATUS UPDATE

--

-- **************************************************************

ResourceStatusUpdate ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{ResourceStatusUpdate-IEs}},


...

}

ResourceStatusUpdate-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-Measurement-ID


CRITICALITY reject
TYPE Measurement-ID-ENDC

PRESENCE mandatory}|


{ ID id-engNB-Measurement-ID

CRITICALITY reject
TYPE Measurement-ID-ENDC

PRESENCE mandatory}|


{ ID id-HardwareLoadIndicator

CRITICALITY ignore
TYPE HardwareLoadIndicator 




PRESENCE optional}|


{ ID id-CellMeasurementResult

CRITICALITY ignore
TYPE CellMeasurementResult-ENDC-List
PRESENCE mandatory},


...

}

CellMeasurementResult-ENDC-List ::= SEQUENCE (SIZE (1..maxCellinengNB)) OF ProtocolIE-Single-Container { {CellMeasurementResult-ENDC-ItemIEs} }

CellMeasurementResult-ENDC-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellMeasurementResult-ENDC-Item
CRITICALITY ignore
TYPE CellMeasurementResult-ENDC-Item
PRESENCE mandatory}

}

CellMeasurementResult-ENDC-Item ::= SEQUENCE {


cell-ID







NRCGI,


radioResourceStatus




NRRadioResourceStatus







OPTIONAL,


s1TNLCapacityIndicator



S1TNLCapacityIndicator







OPTIONAL,


compositeAvailableCapacityGroup

NRCompositeAvailableCapacityGroup




OPTIONAL,

numberofActiveUEs




INTEGER (1..65536, ...)







OPTIONAL,

rrcConnections





RRCConnections









OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { {CellMeasurementResult-Item-ExtIEs} }
OPTIONAL,


...

}

CellMeasurementResult-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

/////////////////////////////////////skip unchanged/////////////////////////////////////

9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-E-RAB-Item,


id-Number-of-Antennaports,


id-MBSFN-Subframe-Info,


id-PRACH-Configuration,


id-CSG-Id,


id-MDTConfiguration,

id-SignallingBasedMDTPLMNList,


id-MultibandInfoList,


id-FreqBandIndicatorPriority,


id-NeighbourTAC,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-MBMS-Service-Area-List,


id-HO-cause,


id-eARFCNExtension,


id-DL-EARFCNExtension,


id-UL-EARFCNExtension,


id-M3Configuration,


id-M4Configuration,


id-M5Configuration,


id-MDT-Location-Info,


id-NRrestrictioninEPSasSecondaryRAT,


id-NRrestrictionin5GS,


id-AdditionalSpecialSubframe-Info,


id-UEID,


id-enhancedRNTP,


id-ProSeUEtoNetworkRelaying,


id-M6Configuration,


id-M7Configuration,


id-OffsetOfNbiotChannelNumberToDL-EARFCN,


id-OffsetOfNbiotChannelNumberToUL-EARFCN,

id-AdditionalSpecialSubframeExtension-Info,


id-BandwidthReducedSI,


id-extended-e-RAB-MaximumBitrateDL,


id-extended-e-RAB-MaximumBitrateUL,


id-extended-e-RAB-GuaranteedBitrateDL,


id-extended-e-RAB-GuaranteedBitrateUL,


id-extended-uEaggregateMaximumBitRateDownlink,


id-extended-uEaggregateMaximumBitRateUplink,


id-E-RABUsageReport-Item,


id-SecondaryRATUsageReport-Item,


id-UEAppLayerMeasConfig,


id-DL-scheduling-PDCCH-CCE-usage,


id-UL-scheduling-PDCCH-CCE-usage,


id-DownlinkPacketLossRate,


id-UplinkPacketLossRate,


id-serviceType,


id-ProtectedEUTRAResourceIndication,


id-NRS-NSSS-PowerOffset,


id-NSSS-NumOccasionDifferentPrecoder,


id-CNTypeRestrictions,


id-BluetoothMeasurementConfiguration,


id-WLANMeasurementConfiguration,


id-ECGI,

id-NRCGI,


id-MeNBCoordinationAssistanceInformation,


id-SgNBCoordinationAssistanceInformation,


id-NRNeighbourInfoToAdd,


id-LastNG-RANPLMNIdentity,


id-BPLMN-ID-Info-EUTRA,


id-NBIoT-UL-DL-AlignmentOffset,

maxnoofBearers,


maxCellineNB,


maxEARFCN,


maxEARFCNPlusOne,


newmaxEARFCN,


maxInterfaces,


maxnoofBands,


maxnoofBPLMNs,


maxnoofAdditionalPLMNs,


maxnoofCells,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofNeighbours,


maxnoofPRBs,


maxNrOfErrors,


maxPools,


maxnoofMBSFN,


maxnoofTAforMDT,


maxnoofCellIDforMDT,


maxnoofMBMSServiceAreaIdentities,


maxnoofMDTPLMNs,


maxnoofCoMPHypothesisSet,


maxnoofCoMPCells,


maxUEReport,


maxCellReport,


maxnoofPA,


maxCSIProcess,


maxCSIReport,


maxSubband,


maxnooftimeperiods,


maxnoofCellIDforQMC,


maxnoofTAforQMC,


maxnoofPLMNforQMC,

maxUEsinengNBDU,


maxnoofProtectedResourcePatterns,


maxnoNRcellsSpectrumSharingWithE-UTRA,


maxnoofNrCellBands,


maxnoofBluetoothName,


maxnoofWLANName,


maxofNRNeighbours,


maxnoofextBPLMNs,

maxnoofextBPLMNsminus1,

maxnoofBPLMNsminus1,


maxnoofTLAs,


maxnoofGTPTLAs,

maxnoofSSBAreas
FROM X2AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM X2AP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES

FROM X2AP-Containers;

-- A

/////////////////////////////////////skip unchanged/////////////////////////////////////

AvailableRRCConnectionCapacityValue ::= INTEGER (1..100)
/////////////////////////////////////skip unchanged/////////////////////////////////////

-- N

/////////////////////////////////////skip unchanged/////////////////////////////////////

NRCellCapacityClassValue ::= INTEGER (1..100, ...)
NRCellCapacityValue




::= SEQUENCE {

capacityValue





INTEGER (1..100)

ssbAreaCapacityValue-List


SSBAreaCapacityValue-List






OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NRCellCapacityValue-ExtIEs} } OPTIONAL,

...
}

NRCellCapacityValue-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

NRCompositeAvailableCapacityGroup
::= SEQUENCE {


compositeAvailableCapacityDL

NRCompositeAvailableCapacity,

compositeAvailableCapacityUL

NRCompositeAvailableCapacity,


iE-Extensions





ProtocolExtensionContainer { {NRCompositeAvailableCapacityGroup-ExtIEs} } OPTIONAL,


...

}

NRCompositeAvailableCapacityGroup-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

NRCompositeAvailableCapacity ::= SEQUENCE {


cellCapacityClassValue



NRCellCapacityClassValue






OPTIONAL,

capacityValue





NRCapacityValue,


iE-Extensions





ProtocolExtensionContainer { {NRCompositeAvailableCapacity-ExtIEs} } OPTIONAL,


...

}

NRCompositeAvailableCapacity-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

/////////////////////////////////////skip unchanged/////////////////////////////////////

NRRadioResourceStatus
::= SEQUENCE {

ssbAreaRadioResourceStatus-List

SSBAreaRadioResourceStatus-List,


iE-Extensions





ProtocolExtensionContainer { {NRRadioResourceStatus-ExtIEs} } OPTIONAL,


...

}

NRRadioResourceStatus-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

/////////////////////////////////////skip unchanged/////////////////////////////////////

NumberofRRCConnections
::= INTEGER (1..65536, ...)
/////////////////////////////////////skip unchanged/////////////////////////////////////

-- R

/////////////////////////////////////skip unchanged/////////////////////////////////////

Registration-Request-ENDC
::= ENUMERATED {


start,


stop,


add


...
}

/////////////////////////////////////skip unchanged/////////////////////////////////////

ReportCharacteristics-ENDC
::= BIT STRING (SIZE (32))

/////////////////////////////////////skip unchanged/////////////////////////////////////

RRCConnections ::= SEQUENCE {


numberofRRCConnections



NumberofRRCConnections,

availableRRCConnectionCapacityValue
AvailableRRCConnectionCapacityValue,

iE-Extensions





ProtocolExtensionContainer { { RRCConnections-ExtIEs} } OPTIONAL,


...

}
RRCConnections-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

/////////////////////////////////////skip unchanged/////////////////////////////////////

-- S

/////////////////////////////////////skip unchanged/////////////////////////////////////

S1TNLCapacityIndicator ::= SEQUENCE {


dlS1TNLMaximumOfferedCapacity

INTEGER (1..16777216, ...),

dlS1TNLAvailableCapacity


INTEGER (1..100, ...),

ulS1TNLMaximumOfferedCapacity

INTEGER (1..16777216, ...),

ulS1TNLAvailableCapacity


INTEGER (1..100, ...),

iE-Extensions





ProtocolExtensionContainer { {S1TNLCapacityIndicator-ExtIEs} } OPTIONAL,


...

}

S1TNLCapacityIndicator-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

/////////////////////////////////////skip unchanged/////////////////////////////////////

SSBAreaCapacityValue-List
::=
SEQUENCE (SIZE (1.. maxnoofSSBAreas)) OF SSBAreaCapacityValue-Item
SSBAreaCapacityValue-Item
::=

SEQUENCE {

sSBIndex



INTEGER(1..16,...),

ssbAreaCapacityValue



INTEGER (0..100),

iE-Extensions





ProtocolExtensionContainer { {SSBAreaCapacityValue-ExtIEs} } OPTIONAL,

}
SSBAreaCapacityValue-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

SSBAreaRadioResourceStatus-List
::=
SEQUENCE (SIZE (1.. maxnoofSSBAreas)) OF SSBAreaRadioResourceStatus-Item
SSBAreaRadioResourceStatus-Item
::= SEQUENCE {

sSBIndex



INTEGER(1..16,...),

ssbAreaDLGBRPRBUsage



INTEGER (0..100),


ssbAreaULGBRPRBUsage



INTEGER (0..100),


ssbAreaDLNonGBRPRBUsage



INTEGER (0..100),


ssbAreaULNonGBRPRBUsage



INTEGER (0..100),


ssbAreaDLTotalPRBUsage



INTEGER (0..100),


ssbAreaULTotalPRBUsage



INTEGER (0..100),

ssbAreaDLSchedulingPDCCHCCEUsage
INTEGER (0..100)








OPTIONAL,

ssbAreaULSchedulingPDCCHCCEUsage
INTEGER (0..100)








OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { {SSBAreaRadioResourceStatus-ExtIEs} } OPTIONAL,


...

}

SSBAreaRadioResourceStatus-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
/////////////////////////////////////skip unchanged/////////////////////////////////////

9.3.7
Constant definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0

id-handoverCancel











ProcedureCode ::= 1

id-loadIndication











ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-snStatusTransfer











ProcedureCode ::= 4

id-uEContextRelease











ProcedureCode ::= 5

id-x2Setup













ProcedureCode ::= 6

id-reset













ProcedureCode ::= 7

id-eNBConfigurationUpdate









ProcedureCode ::= 8

id-resourceStatusReportingInitiation






ProcedureCode ::= 9

id-resourceStatusReporting









ProcedureCode ::= 10

id-privateMessage











ProcedureCode ::= 11

id-mobilitySettingsChange









ProcedureCode ::= 12

id-rLFIndication











ProcedureCode ::= 13

id-handoverReport











ProcedureCode ::= 14

id-cellActivation











ProcedureCode ::= 15

id-x2Release












ProcedureCode ::= 16

id-x2APMessageTransfer










ProcedureCode ::= 17

id-x2Removal












ProcedureCode ::= 18

id-seNBAdditionPreparation









ProcedureCode ::= 19

id-seNBReconfigurationCompletion







ProcedureCode ::= 20

id-meNBinitiatedSeNBModificationPreparation





ProcedureCode ::= 21

id-seNBinitiatedSeNBModification







ProcedureCode ::= 22

id-meNBinitiatedSeNBRelease









ProcedureCode ::= 23

id-seNBinitiatedSeNBRelease









ProcedureCode ::= 24

id-seNBCounterCheck











ProcedureCode ::= 25

id-retrieveUEContext










ProcedureCode ::= 26

id-sgNBAdditionPreparation









ProcedureCode ::= 27

id-sgNBReconfigurationCompletion








ProcedureCode ::= 28

id-meNBinitiatedSgNBModificationPreparation





ProcedureCode ::= 29

id-sgNBinitiatedSgNBModification








ProcedureCode ::= 30

id-meNBinitiatedSgNBRelease









ProcedureCode ::= 31

id-sgNBinitiatedSgNBRelease









ProcedureCode ::= 32

id-sgNBCounterCheck











ProcedureCode ::= 33

id-sgNBChange












ProcedureCode ::= 34

id-rRCTransfer












ProcedureCode ::= 35

id-endcX2Setup












ProcedureCode ::= 36

id-endcConfigurationUpdate









ProcedureCode ::= 37

id-secondaryRATDataUsageReport








ProcedureCode ::= 38

id-endcCellActivation










ProcedureCode ::= 39

id-endcPartialReset











ProcedureCode ::= 40

id-eUTRANRCellResourceCoordination







ProcedureCode ::= 41

id-SgNBActivityNotification









ProcedureCode ::= 42

id-endcX2Removal











ProcedureCode ::= 43

id-dataForwardingAddressIndication







ProcedureCode ::= 44

id-gNBStatusIndication










ProcedureCode ::= 45

id-deactivateTrace











ProcedureCode ::= 46

id-traceStart












ProcedureCode ::= 47

id-endcConfigurationTransfer









ProcedureCode ::= 48

id-endcresourceStatusReporting








ProcedureCode ::=
id-endcresourceStatusReportingInitiation





ProcedureCode ::=
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 65535
maxEARFCNPlusOne






INTEGER ::= 65536

newmaxEARFCN







INTEGER ::= 262143

maxInterfaces







INTEGER ::= 16

maxCellineNB







INTEGER ::= 256

maxnoofBands







INTEGER ::= 16

maxnoofBearers







INTEGER ::= 256

maxNrOfErrors







INTEGER ::= 256

maxnoofPDCP-SN







INTEGER ::= 16
maxnoofEPLMNs







INTEGER ::= 15

maxnoofEPLMNsPlusOne





INTEGER ::= 16

maxnoofForbLACs







INTEGER ::= 4096

maxnoofForbTACs







INTEGER ::= 4096

maxnoofBPLMNs







INTEGER ::= 6

maxnoofAdditionalPLMNs





INTEGER ::= 6

maxnoofNeighbours






INTEGER ::= 512

maxnoofPRBs








INTEGER ::= 110

maxPools








INTEGER ::= 16
maxnoofCells







INTEGER ::= 16
maxnoofMBSFN







INTEGER ::= 8
maxFailedMeasObjects





INTEGER ::= 32

maxnoofCellIDforMDT






INTEGER ::= 32

maxnoofTAforMDT







INTEGER ::= 8

maxnoofMBMSServiceAreaIdentities


INTEGER ::= 256

maxnoofMDTPLMNs







INTEGER ::= 16

maxnoofCoMPHypothesisSet




INTEGER ::= 256

maxnoofCoMPCells






INTEGER ::= 32

maxUEReport








INTEGER ::= 128

maxCellReport







INTEGER ::= 9

maxnoofPA








INTEGER ::= 3

maxCSIProcess







INTEGER ::= 4

maxCSIReport







INTEGER ::= 2

maxSubband








INTEGER ::= 14

maxofNRNeighbours






INTEGER ::= 1024

maxCellinengNB







INTEGER ::= 16384

--
maxnoofNRCarriers





INTEGER ::= 32

maxnooftimeperiods






INTEGER ::= 2

maxnoofCellIDforQMC






INTEGER ::= 32

maxnoofTAforQMC







INTEGER ::= 8

maxnoofPLMNforQMC






INTEGER ::= 16

maxUEsinengNBDU







INTEGER ::= 8192

maxnoofProtectedResourcePatterns


INTEGER ::= 16

maxnoNRcellsSpectrumSharingWithE-UTRA

INTEGER ::= 64

maxnoofNrCellBands






INTEGER ::= 32

maxnoofBluetoothName





INTEGER ::= 4

maxnoofWLANName







INTEGER ::= 4

maxnoofextBPLMNs






INTEGER ::= 12
maxnoofextBPLMNsminus1





INTEGER ::= 11
maxnoofBPLMNsminus1






INTEGER ::= 11

maxnoofTLAs








INTEGER ::= 16

maxnoofGTPTLAs







INTEGER ::= 16

maxnoofSSBAreas







INTEGER ::= 64
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-E-RABs-Admitted-Item













ProtocolIE-ID ::= 0

id-E-RABs-Admitted-List













ProtocolIE-ID ::= 1

id-E-RAB-Item















ProtocolIE-ID ::= 2

id-E-RABs-NotAdmitted-List












ProtocolIE-ID ::= 3

id-E-RABs-ToBeSetup-Item












ProtocolIE-ID ::= 4

id-Cause
















ProtocolIE-ID ::= 5

id-CellInformation














ProtocolIE-ID ::= 6

id-CellInformation-Item













ProtocolIE-ID ::= 7

id-New-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 9

id-Old-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 10

id-TargetCell-ID














ProtocolIE-ID ::= 11

id-TargeteNBtoSource-eNBTransparentContainer







ProtocolIE-ID ::= 12

id-TraceActivation














ProtocolIE-ID ::= 13

id-UE-ContextInformation












ProtocolIE-ID ::= 14

id-UE-HistoryInformation












ProtocolIE-ID ::= 15

id-UE-X2AP-ID















ProtocolIE-ID ::= 16

id-CriticalityDiagnostics












ProtocolIE-ID ::= 17

id-E-RABs-SubjectToStatusTransfer-List









ProtocolIE-ID ::= 18

id-E-RABs-SubjectToStatusTransfer-Item









ProtocolIE-ID ::= 19

id-ServedCells















ProtocolIE-ID ::= 20

id-GlobalENB-ID















ProtocolIE-ID ::= 21

id-TimeToWait















ProtocolIE-ID ::= 22

id-GUMMEI-ID















ProtocolIE-ID ::= 23

id-GUGroupIDList














ProtocolIE-ID ::= 24

id-ServedCellsToAdd














ProtocolIE-ID ::= 25

id-ServedCellsToModify













ProtocolIE-ID ::= 26

id-ServedCellsToDelete













ProtocolIE-ID ::= 27

id-Registration-Request













ProtocolIE-ID ::= 28

id-CellToReport















ProtocolIE-ID ::= 29

id-ReportingPeriodicity













ProtocolIE-ID ::= 30

id-CellToReport-Item













ProtocolIE-ID ::= 31

id-CellMeasurementResult












ProtocolIE-ID ::= 32

id-CellMeasurementResult-Item











ProtocolIE-ID ::= 33

id-GUGroupIDToAddList













ProtocolIE-ID ::= 34

id-GUGroupIDToDeleteList












ProtocolIE-ID ::= 35

id-SRVCCOperationPossible












ProtocolIE-ID ::= 36

id-Measurement-ID














ProtocolIE-ID ::= 37

id-ReportCharacteristics
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