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1. Introduction
[bookmark: _Toc423019950][bookmark: _Toc423020279][bookmark: _Toc423020296][bookmark: _GoBack]In this document we provide the TP for MDT BL CR for TS 38.473 as proposed in R3-200496. 
Annex – TP for 38.473
	Start Change


9.3.1.x5	M5 Configuration
This IE defines the parameters for M5 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	M5 Collection Period
	M
	
	 ENUMERATED (ms1024, ms2048, ms5120, ms10240, min1, …)
	

	M5 Links to log
	M
	
	ENUMERATED(uplink, downlink, both-uplink-and-downlink, …)
	



[bookmark: _Toc5641463]9.3.1.x6	M6 Configuration
This IE defines the parameters for M6 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	M6 Report Interval
	M
	
	 ENUMERATED (ms1024, ms2048, ms5120, ms10240, …) 
	

	M6 Delay Threshold
	C-ifUL 
	
	ENUMERATED { ms30, ms40, ms50, ms60, ms70, ms80, ms90, ms100, ms150, ms300, ms500, ms750, ... }
	

	M6 Links to log
	M
	
	ENUMERATED(uplink, downlink, both-uplink-and-downlink, …)
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	Condition
	Explanation

	ifUL
	This IE shall be present if the M6 Links to log IE is set to “uplink” or to “both-uplink-and-downlink”.



9.3.1.x7	M7 Configuration
This IE defines the parameters for M7 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	M7 Collection Period
	M
	
	 INTEGER (1..60, …)
	Unit: minutes

	M7 Links to log
	M
	
	ENUMERATED(downlink, …)
	



	Next Change



MeasGapConfig ::= OCTET STRING

MeasGapSharingConfig ::= OCTET STRING

MeasurementTimingConfiguration ::= OCTET STRING

MessageIdentifier ::= BIT STRING (SIZE (16))



M2Configuration ::= ENUMERATED {true, ...}


M5Configuration ::= SEQUENCE {
	m5period			M5period,
	m5-links-to-log		M5-Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M5Configuration-ExtIEs} } OPTIONAL,
	...
}

M5Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

M5period ::= ENUMERATED { ms1024, ms2048, ms5120, ms10240, min1, ... } 

M5-Links-to-log	::= ENUMERATED {uplink, downlink, both-uplink-and-downlink, ...}


M6Configuration ::= SEQUENCE {
	m6report-Interval	M6report-Interval,
	m6delay-threshold	M6delay-threshold		OPTIONAL,
	--  C-ifUL: This IE shall be present if the M6 Links to log IE is set to “uplink” or to “both-uplink-and-downlink”.
	m6-links-to-log		M6-Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M6Configuration-ExtIEs} } OPTIONAL,
	...
}

M6Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

M6report-Interval ::= ENUMERATED { ms1024, ms2048, ms5120, ms10240, ... }

M6delay-threshold ::= ENUMERATED { ms30, ms40, ms50, ms60, ms70, ms80, ms90, ms100, ms150, ms300, ms500, ms750, ... }

M6-Links-to-log	::= ENUMERATED {uplink, downlink, both-uplink-and-downlink, ...}


M7Configuration ::= SEQUENCE {
	m7period			M7period,
	m7-links-to-log		M7-Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M7Configuration-ExtIEs} } OPTIONAL,
	...
}

M7Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

M7period	::= INTEGER(1..60, ...)

M7-Links-to-log	::= ENUMERATED {downlink, ...}


MDT-Activation ::= ENUMERATED { 
	immediate-MDT-only,
	immediate-MDT-and-Trace,
	...
}

MDTConfiguration ::= SEQUENCE {
	mdt-Activation				MDT-Activation,
	measurementsToActivate		MeasurementsToActivate,
	m2Configuration				M2Configuration		OPTIONAL,
	--  C-ifM2: This IE shall be present if the Measurements to Activate IE has the second bit set to "1".
	m5Configuration				M5Configuration		OPTIONAL,
	--  C-ifM5: This IE shall be present if the Measurements to Activate IE has the fifth bit set to "1".
	m6Configuration				M6Configuration		OPTIONAL,
	--  C-ifM6: This IE shall be present if the Measurements to Activate IE has the seventh bit set to "1".
	m7Configuration				M7Configuration		OPTIONAL,
	--  C-ifM7: This IE shall be present if the Measurements to Activate IE has the eighth bit set to "1".
	iE-Extensions				ProtocolExtensionContainer { { MDTConfiguration-ExtIEs} } OPTIONAL,
	...
}
MDTConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MDTPLMNList ::= SEQUENCE (SIZE(1..maxnoofMDTPLMNs)) OF PLMN-Identity

MeasurementsToActivate ::= BIT STRING (SIZE (8))


	End Change
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