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8.7.4
SgNB Addition Preparation

8.7.4.1
General

The purpose of the SgNB Addition Preparation procedure is to request the en-gNB to allocate resources for EN-DC connectivity operation for a specific UE.
The procedure uses UE-associated signalling.

8.7.4.2
Successful Operation
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Figure 8.7.4.2-1: SgNB Addition Preparation, successful operation

The MeNB initiates the procedure by sending the SGNB ADDITION REQUEST message to the en-gNB. When the MeNB sends the SGNB ADDITION REQUEST message, it shall start the timer TDCprep.
The allocation of resources according to the values of the Allocation and Retention Priority IE included in the Full E-RAB Level QoS Parameters IE or in the Requested MCG E-RAB Level QoS Parameters IE or in the Requested SCG E-RAB Level QoS Parameters IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [4].
If the SGNB ADDITION REQUEST message contains the Serving PLMN IE, the en-gNB may use it for RRM purposes.

If the SGNB ADDITION REQUEST message contains the Expected UE Behaviour IE, the en-gNB shall, if supported, store this information and may use it to optimize resource allocation.

If the SGNB ADDITION REQUEST message contains the Handover Restriction List IE, the en-gNB node, if supported, shall store this information and use it to select an appropriate NR cell.

If the SGNB ADDITION REQUEST message contains the MeNB Resource Coordination Information IE, the en-gNB should forward it to lower layers and it may use it for the purpose of resource coordination with the MeNB. The en-gNB shall consider the received UL Coordination Information IE value valid until reception of a new update of the IE for the same UE. The en-gNB shall consider the received DL Coordination Information IE value valid until reception of a new update of the IE for the same UE. If the MeNB Coordination Assistance Information IE is contained in the MeNB Resource Coordination Information IE, the en-gNB shall, if supported, use the information to determine further coordination of resource utilisation between the en-gNB and the MeNB.

The en-gNB shall choose the ciphering algorithm based on the information in the NR UE Security Capabilities IE and locally configured priority list of AS encryption algorithms and apply the key indicated in the SgNB Security Key IE as specified in the TS 33.401 [18].

If the SGNB ADDITION REQUEST message contains the Subscriber Profile ID for RAT/Frequency Priority IE, the en-gNB may use it for RRM purposes.

If the SGNB ADDITION REQUEST message contains the Additional RRM Policy Index IE, the en-gNB may use it for RRM purposes.

The en-gNB shall search for the target NR cell among the NR neighbour cells of the E-UTRAN cell indicated in MeNB Cell ID IE, as specified in the TS 37.340 [32].
If the Masked IMEISV IE is contained in the SGNB ADDITION REQUEST message the en-gNB shall, if supported, use it to determine the characteristics of the UE for subsequent handling.

The en-gNB shall report to the MeNB, in the SGNB ADDITION REQUEST ACKNOWLEDGE message, the result for all the requested E-RABs in the following way:

-
a list of E-RABs which are successfully established shall be included in the E-RABs Admitted To Be Added List IE;

-
a list of E-RABs which failed to be established shall be included in the E-RABs Not Admitted List IE.
NOTE:
The MeNB may trigger the SgNB Addition Preparation procedure in the course of the Inter-MeNB handover without SgNB change procedure as described in TS 37.340 [32]. The deleted E-RABs are not included in the E-RABs To Be Added List IE in the SGNB ADDITION REQUEST message, from MeNB point of view. If the en-gNB reports a certain E-RAB to be successfully established, respective SCG resources, from an en-gNB point of view, may be actually successfully established or modified or kept; if a certain E-RAB is reported to be failed to be established, respective SCG resources, from an en-gNB point of view, may be actually failed to be established or modified or kept.

For each E-RAB successfully established in the en-gNB, the en-gNB shall report to the MeNB, in the SGNB ADDITION REQUEST ACKNOWLEDGE message, the same value in the EN-DC Resource Configuration IE as received in the SGNB ADDITION REQUEST message.

For each E-RAB for which allocation of the PDCP entity is requested at the en-gNB:
-
the MeNB may propose to apply forwarding of downlink data by including the DL Forwarding IE within the E-RABs To be Added Item IE of the SGNB ADDITION REQUEST message. For each E-RAB that it has decided to admit, the en-gNB may include the DL Forwarding GTP Tunnel Endpoint IE within the E-RABs Admitted To Be Added Item IE of the SGNB ADDITION REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding of downlink data for this bearer. This GTP tunnel endpoint may be different from the corresponding GTP tunnel endpoint, i.e the information contained in the Transport Layer Address IE and the DL GTP TEID IE in the E-RAB To Be Modified List IE of the E-RAB MODIFICATION INDICATION message (see TS 36.413 [4]) depending on implementation choice;

-
the en-gNB may include for each bearer in the E-RABs Admitted To Be Added List IE the UL Forwarding GTP Tunnel Endpoint IE to indicate that it requests data forwarding of uplink packets to be performed for that bearer.
-
the en-gNB shall use the S1 UL GTP Tunnel Endpoint IE of the SGNB ADDITION REQUEST message as the UL S1-U address.

-
the MeNB shall use the SgNB UL GTP Tunnel Endpoint at PDCP IE of the SGNB ADDITION REQUEST ACKNOWLEDGE message as the UL X2-U address.
-
if the SGNB ADDITION REQUEST message contains for an E-RAB to be added which is requested to be configured with MCG resources the MeNB DL GTP Tunnel Endpoint at MCG IE the en-gNB shall use it as the DL X2-U address for delivery of DL PDCP PDUs.
-
the en-gNB shall include in the SGNB ADDITION REQUEST ACKNOWLEDGE message the S1 DL GTP Tunnel Endpoint at the SgNB IE.

-
the en-gNB shall include in the SGNB ADDITION REQUEST ACKNOWLEDGE message the RLC Mode IE.

-
the en-gNB may include for each bearer in the E-RABs Admitted To Be Added List IE in the SGNB ADDITION REQUEST ACKNOWLEDGE the PDCP SN Length IE to indicate the PDCP SN length for that bearer.

-
If the RLC Mode IE is included for an E-RAB within the E-RABs To be Added List IE in the SGNB ADDITION REQUEST message, it indicates the mode that the MeNB used for the E-RAB when it was hosted at the MeNB.

-
If the Bearer Type IE for the concerned E-RAB is received by the en-gNB and is set to "non IP", the en-gNB shall, if supported,  not perform header compression for the concerned E-RAB.

Upon reception of the SGNB ADDITION REQUEST ACKNOWLEDGE message the MeNB shall stop the timer TDCprep.

If the SGNB ADDITION ACKNOWLEDGE message contains the SgNB Resource Coordination Information IE, the MeNB may use it for the purpose of resource coordination with the en-gNB. The MeNB shall consider the received UL Coordination Information IE value valid until reception of a new update of the IE for the same UE. The MeNB shall consider the received DL Coordination Information IE value valid until reception of a new update of the IE for the same UE. If the SgNB Coordination Assistance Information IE is contained in the SgNB Resource Coordination Information IE, the MeNB shall, if supported, use the information to determine further coordination of resource utilisation between the en-gNB and the MeNB.
If the SgNB UE X2AP ID IE is contained in the SGNB ADDITION REQUEST message, the en-gNB shall, if supported, store this information and use it as defined in TS 37.340 [32].

If the SGNB ADDITION REQUEST message contains the SGNB Addition Trigger Indication, the en-gNB shall include the RRC config indication IE in the SGNB ADDITION REQUEST ACKNOWLEDGE message to inform the MeNB if the en-gNB applied full or delta configuration, as specified in TS 37.340 [32].

If the en-gNB receives for an E-RAB for which the PDCP entiy is allocated at the MeNB the Secondary MeNB UL GTP Tunnel Endpoint at PDCP IE and the Duplication Activation IE in the SGNB ADDITION REQUEST message, it may provide the Secondary SgNB DL GTP Tunnel Endpoint at SCG IE and the LCID IE to the MeNB in the SGNB ADDITION REQUEST ACKNOWLEDGE message if PDCP duplication is configured at the en-gNB.

If the SGNB ADDITION REQUEST message contains the UL PDCP SN Length IE and the DL PDCP SN Length IE, the en-gNB shall, if supported, store this information and use it for lower layer configuration of the concerned MN terminated bearer.
The SgNB may include the Location Information at SgNB IE in the SGNB ADDITION REQUEST ACKNOWLEDGE message, if respective information is available at the SgNB.

If the Location Information at SgNB Reporting IE set to "pscell" is included in the SGNB ADDITION REQUEST, the SgNB shall start providing information about the current location of the UE. If the Location Information at SgNB IE is included in the SGNB ADDITION REQUEST ACKNOWLEDGE, the MeNB shall store the included information so that it may be transferred towards the MME.

If Trace Activation IE has previously been received for this UE, it shall be included in the SGNB ADDITION REQUEST message. If the Trace Activation IE is included in the SGNB ADDITION REQUEST message, the en-gNB shall, if supported, initiate the requested trace function as described in TS 32.422 [6]. 

If the SGNB ADDITION REQUEST message contains the Requested Fast MCG recovery via SRB3 IE, the en-gNB may use it to configure radio resources for fast MCG recovery via SRB3. 
NOTE:
The usage of the new IE may need to be refined.
If the Management Based MDT PLMN List IE is contained in the SGNB ADDITION REQUEST message, the en-gNB node shall, if supported, store the received information in the UE context, and use this information to allow subsequent selection of the UE for management based MDT defined in TS 32.422 [6].

Interactions with the MeNB initiated SgNB Modification procedure:

If the en-gNB provides for an E-RAB for which the PDCP entiy is allocated at the MeNB the Secondary SgNB DL GTP Tunnel Endpoint at SCG IE to the MeNB in the SGNB ADDITION REQUEST ACKNOWLEDGE message and the MeNB has not provided the Secondary MeNB UL GTP Tunnel Endpoint at PDCP IE in the SGNB ADDITION REQUEST message, the MeNB shall trigger the MeNB initiated SgNB Modification procedure to provide the Secondary MeNB UL GTP Tunnel Endpoint at PDCP IE to the SgNB.
Interactions with the SgNB Reconfiguration Completion procedure:

If the en-gNB admits at least one E-RAB, the en-gNB shall start the timer TDCoverall when sending the SGNB ADDITION REQUEST ACKNOWLEDGE message to the MeNB. The reception of the SGNB RECONFIGURATION COMPLETE message shall stop the timer TDCoverall.

Interaction with the Activity Notification procedure

Upon receiving an SGNB ADDITION REQUEST message containing the Desired Activity Notification Level IE, the en-gNB shall, if supported, use this information to decide whether to trigger subsequent SgNB Activitity Notification procedures according to the requested notification level.

8.7.4.3
Unsuccessful Operation
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Figure 8.7.4.3-1: SgNB Addition Preparation, unsuccessful operation

If the en-gNB is not able to accept any of the bearers or a failure occurs during the SgNB Addition Preparation, the en-gNB sends the SGNB ADDITION REQUEST REJECT message with an appropriate cause value to the MeNB.

<<<<<<<<<<<<<<<<<<<< NEXT CHANGES >>>>>>>>>>>>>>>>>>>>

8.7.20
Deactivate Trace
8.7.20.1
General

The purpose of the Deactivate Trace procedure is to allow the MeNB to request the en-gNB to stop the trace session for the indicated trace reference. The procedure uses UE-associated signalling.

8.7.20.2
Successful Operation
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Figure 8.7.20.2-1: Deactivate Trace, successful opration

The Deactivate Trace procedure is initiated by the MeNB by sending the DEACTIVATE TRACE to the en-gNB for that specific UE. Upon reception of the DEACTIVATE TRACE message, the en-gNB shall stop the trace session for the indicated trace reference in the E-UTRAN Trace ID IE.

8.7.20.3
Abnormal Conditions

Void.
8.7.x
Cell Traffic Trace
8.7.x.1
General
The purpose of the Cell Traffic Trace procedure is to send the allocated Trace Recording Session Reference and the Trace Reference to the MeNB. The procedure uses UE-associated signalling.
8.7.x.2
Successful Operation
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Figure 8.7.x.2-1: Cell Traffic Trace procedure. Successful operation.

The procedure is initiated with a CELL TRAFFIC TRACE message sent from the en-gNB to the MeNB. 
8.7.x.3
Abnormal Conditions

Void.

<<<<<<<<<<<<<<<<<<<< NEXT CHANGES >>>>>>>>>>>>>>>>>>>>

9.1.4
Messages for E-UTRAN-NR Dual Connectivity Procedures

9.1.4.1
SGNB ADDITION REQUEST

This message is sent by the MeNB to the en-gNB to request the preparation of resources for EN-DC operation for a specific UE
Direction: MeNB ( en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	reject

	NR UE Security Capabilities
	M
	
	9.2.107
	
	YES
	reject

	SgNB Security Key
	M
	
	9.2.101
	The S-KgNB which is provided by the MeNB, see TS 33.401 [18].
	YES
	reject

	SgNB UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate
9.2.12
	The UE Aggregate Maximum Bit Rate is split into MeNB UE Aggregate Maximum Bit Rate and SgNB UE Aggregate Maximum Bit Rate which are enforced by MeNB and en-gNB respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity

9.2.4
	The selected PLMN of the SCG in the en-gNB.
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.3
	
	YES
	ignore

	E-RABs To Be Added List
	
	1
	
	
	YES
	reject

	>E-RABs To Be Added Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>DRB ID
	M
	
	9.2.122
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN 
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>Full E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes the E-RAB level QoS parameters as received on S1-MME.
	–
	

	>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBR
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS Information admittable by the MCG.
	–
	

	>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	

	>>>>MeNB DL GTP Tunnel Endpoint at MCG
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>RLC Mode
	O
	
	RLC Mode

9.2.119
	Indicates the RLC mode at the MeNB for PDCP transfer to en-gNB.
	YES
	ignore

	>>>>Bearer Type
	O
	
	9.2.92
	
	YES
	ignore

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>Requested SCG E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>MeNB UL GTP Tunnel Endpoint at PDCP
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>Secondary MeNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs in case of PDCP duplication.
	–
	

	>>>>RLC Mode
	M
	
	RLC Mode

9.2.119
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>>>UL Configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	>>>>UL PDCP SN Length
	O
	
	PDCP SN Length

9.2.133
	Indicates the PDCP SN length of the bearer for the UL.
	YES
	ignore

	>>>>DL PDCP SN Length 
	O
	
	PDCP SN Length

9.2.133
	Indicates the PDCP SN length of the bearer for the DL.
	YES
	ignore

	>>>>Duplication activation
	O
	
	9.2.137
	Indicated the initial staus of PDCP duplication.
	YES
	ignore

	MeNB to SgNB Container
	M
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in TS 38.331 [31].
	YES
	reject

	SgNB UE X2AP ID
	O
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Expected UE Behaviour
	O
	
	9.2.70
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB.
	YES
	reject

	Requested split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRB are requested.
	YES
	reject

	MeNB Resource Coordination Information
	O
	
	9.2.116
	Information used to coordinate resources utilisation between MeNB and en-gNB.
	YES
	ignore

	SGNB Addition Trigger Indication
	O
	
	ENUMERATED (SN change, inter-eNB HO, intra-eNB HO, ...)
	This IE indicates the trigger for SGNB Addition procedure.
	YES
	reject

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.25
	
	YES
	ignore

	MeNB Cell ID
	M
	
	ECGI

9.2.14
	Indicates the cell ID for PCell in MeNB.
	YES
	reject

	Desired Activity Notification Level
	O
	
	9.2.141
	
	YES
	ignore

	Trace Activation
	O
	
	9.2.2
	
	YES
	ignore

	Location Information at SgNB reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s location information is to be provided.
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.69
	
	YES
	ignore

	Additional RRM Policy Index
	O
	
	9.2.25a
	
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List

9.2.64
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256.


<<<<<<<<<<<<<<<<<<<< NEXT CHANGES >>>>>>>>>>>>>>>>>>>>

9.1.4.x
CELL TRAFFIC TRACE
This message is sent by the en-gNB to to transfer trace specific information.
Direction: en-gNB ( MeNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	E-UTRAN Trace ID
	M
	
	OCTET STRING (SIZE(8))
	This IE is composed of the following: 

Trace Reference defined in TS 32.422 [6] (leftmost 6 octets, with PLMN information encoded as in 9.2.4), and

Trace Recording Session Reference defined in TS 32.422 [6] (last 2 octets).
	YES
	ignore

	Trace Collection Entity IP Address
	M
	
	Transport Layer Address 9.2.2.1
	Defined in TS 32.422 [6]
	YES
	ignore

	Privacy Indicator
	O
	
	ENUMERATED (Immediate MDT, Logged MDT, ...)
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< NEXT CHANGES >>>>>>>>>>>>>>>>>>>>

9.3.3
Elementary Procedure Definitions

-- ASN1START

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

X2AP-PDU-Descriptions {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM X2AP-CommonDataTypes

<<<<<<<<<<<<<<<<<<<< unchange part omit >>>>>>>>>>>>>>>>>>>>


DeactivateTrace,


TraceStart,


CellTrafficTrace
FROM X2AP-PDU-Contents

<<<<<<<<<<<<<<<<<<<< unchange part omit >>>>>>>>>>>>>>>>>>>>


id-dataForwardingAddressIndication,


id-gNBStatusIndication,


id-endcConfigurationTransfer,


id-deactivateTrace,


id-traceStart,


id-cellTrafficTrace
FROM X2AP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

X2AP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&procedureCode


ProcedureCode 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE


&procedureCode


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

X2AP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
X2AP-ELEMENTARY-PROCEDURE.&procedureCode

({X2AP-ELEMENTARY-PROCEDURES}),


criticality

X2AP-ELEMENTARY-PROCEDURE.&criticality


({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


X2AP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
X2AP-ELEMENTARY-PROCEDURE.&procedureCode

({X2AP-ELEMENTARY-PROCEDURES}),


criticality

X2AP-ELEMENTARY-PROCEDURE.&criticality


({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


X2AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
X2AP-ELEMENTARY-PROCEDURE.&procedureCode

({X2AP-ELEMENTARY-PROCEDURES}),


criticality

X2AP-ELEMENTARY-PROCEDURE.&criticality


({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


X2AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

X2AP-ELEMENTARY-PROCEDURES X2AP-ELEMENTARY-PROCEDURE ::= {


X2AP-ELEMENTARY-PROCEDURES-CLASS-1


|


X2AP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

X2AP-ELEMENTARY-PROCEDURES-CLASS-1 X2AP-ELEMENTARY-PROCEDURE ::= {


handoverPreparation









|


reset












|


x2Setup












|


resourceStatusReportingInitiation





|

eNBConfigurationUpdate








|


mobilitySettingsChange








|

cellActivation










|


seNBAdditionPreparation








|


meNBinitiatedSeNBModificationPreparation



|


seNBinitiatedSeNBModification






|


seNBinitiatedSeNBRelease







|


x2Removal











|


retrieveUEContext









|


sgNBAdditionPreparation








|


meNBinitiatedSgNBModificationPreparation




|


sgNBinitiatedSgNBModification






|


meNBinitiatedSgNBRelease








|


sgNBinitiatedSgNBRelease








|


sgNBChange











|


endcX2Setup











|


endcConfigurationUpdate








|


endcCellActivation









|


endcPartialReset










|


eUTRANRCellResourceCoordination






|


endcX2Removal










,


...

}

X2AP-ELEMENTARY-PROCEDURES-CLASS-2 X2AP-ELEMENTARY-PROCEDURE ::= {


snStatusTransfer





|


uEContextRelease





|


handoverCancel






|


errorIndication






|


resourceStatusReporting




|


loadIndication






|


privateMessage






|


rLFIndication






|


handoverReport






|


x2Release







|


x2APMessageTransfer





|


seNBReconfigurationCompletion


|


meNBinitiatedSeNBRelease



|


seNBCounterCheck





|


sgNBReconfigurationCompletion


|


sgNBCounterCheck






|


rRCTransfer







|


secondaryRATDataUsageReport



|


sgNBActivityNotification




|


dataForwardingAddressIndication


|


gNBStatusIndication





|


endcConfigurationTransfer



|


deactivateTrace






|


traceStart







|

cellTrafficTrace





,


...
}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

<<<<<<<<<<<<<<<<<<<< unchange part omit >>>>>>>>>>>>>>>>>>>>

traceStart X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

TraceStart


PROCEDURE CODE


id-traceStart


CRITICALITY



ignore

}
cellTrafficTrace X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellTrafficTrace

PROCEDURE CODE


id-cellTrafficTrace

CRITICALITY



ignore

}

END
-- ASN1STOP

9.3.4 PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ABSInformation,


ABS-Status,


AS-SecurityInformation,


BearerType,


Cause,


CompositeAvailableCapacityGroup,


Correlation-ID,


COUNTvalue,


CellReportingIndicator,


AerialUEsubscriptionInformation,


CriticalityDiagnostics,


CRNTI,

CSGMembershipStatus,


CSG-Id,


DeactivationIndication,


DL-Forwarding,


DynamicDLTransmissionInformation,


ECGI,


E-RAB-ID,


E-RAB-Level-QoS-Parameters,


E-RAB-List,


EUTRANTraceID,


GlobalENB-ID,


GTPtunnelEndpoint,

GUGroupIDList,


GUMMEI,


HandoverReportType,


HandoverRestrictionList,


Masked-IMEISV,


InvokeIndication,


LocationReportingInformation,


LowerLayerPresenceStatusChange,

MDT-Configuration,


ManagementBasedMDTallowed,


MDTPLMNList,


Neighbour-Information,


PCI,

PDCP-SN,


PLMN-Identity,


ReceiveStatusofULPDCPSDUs,


Registration-Request,


RelativeNarrowbandTxPower,


RadioResourceStatus,


RLC-Status,


RRCConnReestabIndicator,


RRCConnSetupIndicator,


UE-RLF-Report-Container,


UEAppLayerMeasConfig,


RRC-Context,

ServedCell-Information,


ServedCells,


ShortMAC-I,


SRVCCOperationPossible,


SubscriberProfileIDforRFP,


TargetCellInUTRAN,


TargeteNBtoSource-eNBTransparentContainer,


TimeToWait,


TraceActivation,


TraceDepth,


TransportLayerAddress,


UEAggregateMaximumBitRate,

UE-HistoryInformation,


UE-HistoryInformationFromTheUE,


UE-S1AP-ID,


UESecurityCapabilities,

UEsToBeResetList,


UE-X2AP-ID,

UL-HighInterferenceIndicationInfo,


UL-InterferenceOverloadIndication,


HWLoadIndicator,


S1TNLLoadIndicator,


Measurement-ID,


ReportCharacteristics,


MobilityParametersInformation,


MobilityParametersModificationRange,


ReceiveStatusOfULPDCPSDUsExtended,


COUNTValueExtended,


SubframeAssignment,


ExtendedULInterferenceOverloadInfo,


ExpectedUEBehaviour,


SeNBSecurityKey,


MeNBtoSeNBContainer,


SeNBtoMeNBContainer,


SCGChangeIndication,


CoMPInformation,


ReportingPeriodicityRSRPMR,


RSRPMRList,


UE-RLF-Report-Container-for-extended-bands,


ProSeAuthorized,


CoverageModificationList,


ReportingPeriodicityCSIR,


CSIReportList,


ReceiveStatusOfULPDCPSDUsPDCP-SNlength18,


COUNTvaluePDCP-SNlength18,


LHN-ID,


UE-ContextKeptIndicator,


UE-X2AP-ID-Extension,


SIPTOBearerDeactivationIndication,


TunnelInformation,


V2XServicesAuthorized,


X2BenefitValue,


ResumeID,


EUTRANCellIdentifier,

MakeBeforeBreakIndicator,


WTID,


WT-UE-XwAP-ID,


UESidelinkAggregateMaximumBitRate,

SgNBSecurityKey,


MeNBtoSgNBContainer,


SgNBtoMeNBContainer,


SplitSRBs,


RRCContainer,


SRBType,


GlobalGNB-ID,


GNB-ID,


SCGConfigurationQuery,


SplitSRB,


NRUeReport,


EN-DC-ResourceConfiguration,


TAC,


NRFreqInfo,


NRCGI,


NRPCI,


NRUESecurityCapabilities,


PDCPChangeIndication,


ULConfiguration,


SgNB-UE-X2AP-ID,


SecondaryRATUsageReportList,


ActivationID,


MeNBResourceCoordinationInformation,


SgNBResourceCoordinationInformation,


NR-TxBW,


BroadcastPLMNs-Item,


AdditionalPLMNs-Item,


RLCMode,


GBR-QosInformation,


DRB-ID,


FiveGS-TAC,


SULInformation,


Packet-LossRate,


ResourceType,


DataTrafficResourceIndication,


SpectrumSharingGroupID,


RRC-Config-Ind,


SGNB-Addition-Trigger-Ind,


UserPlaneTrafficActivityReport,


ERABActivityNotifyItemList,


PDCPSnLength,


Subscription-Based-UE-DifferentiationInfo,


LCID,


DuplicationActivation,


GNBOverloadInformation,


NewDRBIDrequest,


DesiredActNotificationLevel,


LocationInformationSgNB,


LocationInformationSgNBReporting,


EndcSONConfigurationTransfer,


NRNeighbour-Information,


InterfaceInstanceIndication,


BPLMN-ID-Info-NR,

AdditionalRRMPriorityIndex,


RequestedFastMCGRecoveryViaSRB3,


AdmittedFastMCGRecoveryViaSRB3,


RequestedFastMCGRecoveryViaSRB3Release,


AdmittedFastMCGRecoveryViaSRB3Release,


FastMCGRecovery,

PartialListIndicator,


MaximumCellListSize,


MessageOversizeNotification,


TNLConfigurationInfo,

PrivacyIndicator
FROM X2AP-IEs


<<<<<<<<<<<<<<<<<<<< unchange part omit >>>>>>>>>>>>>>>>>>>>


id-RequestedFastMCGRecoveryViaSRB3,


id-AdmittedFastMCGRecoveryViaSRB3,


id-RequestedFastMCGRecoveryViaSRB3Release,


id-AdmittedFastMCGRecoveryViaSRB3Release,


id-PartialListIndicator,


id-MaximumCellListSize,


id-MessageOversizeNotification,


id-CellandCapacityAssistInfo,


id-TNLConfigurationInfo,

id-PrivacyIndicator,

maxCellineNB,

maxnoofBearers,


maxnoofPDCP-SN,

maxFailedMeasObjects,


maxnoofCellIDforMDT,


maxnoofTAforMDT,


maxCellinengNB,


maxnoofCellIDforQMC,


maxnoofTAforQMC,


maxnoofPLMNforQMC,


maxnoofProtectedResourcePatterns,


maxnoNRcellsSpectrumSharingWithE-UTRA,


maxnoofNrCellBands

FROM X2AP-Constants;

<<<<<<<<<<<<<<<<<<<< unchange part omit >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- SGNB ADDITION REQUEST

--

-- **************************************************************

SgNBAdditionRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container {{SgNBAdditionRequest-IEs}},


...

}

SgNBAdditionRequest-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-UE-X2AP-ID






CRITICALITY reject
TYPE UE-X2AP-ID









PRESENCE mandatory}|


{ ID id-NRUESecurityCapabilities




CRITICALITY reject
TYPE NRUESecurityCapabilities




PRESENCE mandatory}|


{ ID id-SgNBSecurityKey






CRITICALITY reject
TYPE SgNBSecurityKey








PRESENCE mandatory}|


{ ID id-SgNBUEAggregateMaximumBitRate


CRITICALITY reject
TYPE UEAggregateMaximumBitRate




PRESENCE mandatory}|


{ ID id-SelectedPLMN







CRITICALITY ignore
TYPE PLMN-Identity








PRESENCE optional}|


{ ID id-HandoverRestrictionList




CRITICALITY ignore
TYPE HandoverRestrictionList





PRESENCE optional}|


{ ID id-E-RABs-ToBeAdded-SgNBAddReqList


CRITICALITY reject
TYPE E-RABs-ToBeAdded-SgNBAddReqList


PRESENCE mandatory}|


{ ID id-MeNBtoSgNBContainer





CRITICALITY reject
TYPE MeNBtoSgNBContainer







PRESENCE mandatory}|


{ ID id-SgNB-UE-X2AP-ID






CRITICALITY reject
TYPE SgNB-UE-X2AP-ID








PRESENCE optional}|


{ ID id-ExpectedUEBehaviour





CRITICALITY ignore
TYPE ExpectedUEBehaviour







PRESENCE optional}|


{ ID id-MeNB-UE-X2AP-ID-Extension



CRITICALITY reject
TYPE UE-X2AP-ID-Extension






PRESENCE optional}|


{ ID id-RequestedSplitSRBs





CRITICALITY reject
TYPE SplitSRBs









PRESENCE optional}|


{ ID id-MeNBResourceCoordinationInformation

CRITICALITY ignore
TYPE MeNBResourceCoordinationInformation

PRESENCE optional}|


{ ID id-SGNB-Addition-Trigger-Ind



CRITICALITY reject
TYPE SGNB-Addition-Trigger-Ind




PRESENCE optional}|


{ ID id-SubscriberProfileIDforRFP



CRITICALITY ignore
TYPE SubscriberProfileIDforRFP




PRESENCE optional}|


{ ID id-MeNBCell-ID







CRITICALITY reject
TYPE ECGI










PRESENCE mandatory}|


{ ID id-DesiredActNotificationLevel



CRITICALITY ignore
TYPE DesiredActNotificationLevel



PRESENCE optional}|


{ ID id-TraceActivation






CRITICALITY ignore
TYPE TraceActivation







PRESENCE optional}|


{ ID id-LocationInformationSgNBReporting


CRITICALITY ignore
TYPE LocationInformationSgNBReporting


PRESENCE optional}|


{ ID id-Masked-IMEISV






CRITICALITY ignore
TYPE Masked-IMEISV








PRESENCE optional}|


{ ID id-AdditionalRRMPriorityIndex



CRITICALITY ignore
TYPE AdditionalRRMPriorityIndex




PRESENCE optional}|


{ ID id-RequestedFastMCGRecoveryViaSRB3


CRITICALITY ignore
TYPE
 RequestedFastMCGRecoveryViaSRB3


PRESENCE optional}|


{ID id-ManagementBasedMDTPLMNList



CRITICALITY ignore
TYPE MDTPLMNList







PRESENCE optional}
,


...

}

E-RABs-ToBeAdded-SgNBAddReqList ::= SEQUENCE (SIZE(1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-ToBeAdded-SgNBAddReq-ItemIEs} }

<<<<<<<<<<<<<<<<<<<< unchange part omit >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- DEACTIVATE TRACE

--

-- **************************************************************

DeactivateTrace ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {DeactivateTraceIEs} },


...

}

DeactivateTraceIEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID





PRESENCE mandatory
}|


{ ID id-SgNB-UE-X2AP-ID


CRITICALITY reject
TYPE SgNB-UE-X2AP-ID



PRESENCE mandatory
}|


{ ID id-EUTRANTraceID


CRITICALITY ignore
TYPE EUTRANTraceID




PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- CELL TRAFFIC TRACE

--

-- **************************************************************

CellTrafficTrace ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {CellTrafficTraceIEs} },


...

}

CellTrafficTraceIEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID





PRESENCE mandatory
}|


{ ID id-SgNB-UE-X2AP-ID


CRITICALITY reject
TYPE SgNB-UE-X2AP-ID



PRESENCE mandatory
}|


{ ID id-EUTRANTraceID


CRITICALITY ignore
TYPE EUTRANTraceID




PRESENCE mandatory
}|


{ID id-TraceCollectionEntityIPAddress
CRITICALITY ignore
TYPE TransportLayerAddress

PRESENCE mandatory
}|


{ID id-PrivacyIndicator




CRITICALITY ignore
TYPE PrivacyIndicator


PRESENCE optional
},


...

}

END

-- ASN1STOP

9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

<<<<<<<<<<<<<<<<<<<< unchange part omit >>>>>>>>>>>>>>>>>>>>

-- P
PrivacyIndicator ::= ENUMERATED {


immediate-MDT,


logged-MDT,


...

}

-- Q


<<<<<<<<<<<<<<<<<<<< unchange part omit >>>>>>>>>>>>>>>>>>>>

9.3.7
Constant definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0

id-handoverCancel











ProcedureCode ::= 1

id-loadIndication











ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-snStatusTransfer











ProcedureCode ::= 4

id-uEContextRelease











ProcedureCode ::= 5

id-x2Setup













ProcedureCode ::= 6

id-reset













ProcedureCode ::= 7

id-eNBConfigurationUpdate









ProcedureCode ::= 8

id-resourceStatusReportingInitiation






ProcedureCode ::= 9

id-resourceStatusReporting









ProcedureCode ::= 10

id-privateMessage











ProcedureCode ::= 11

id-mobilitySettingsChange









ProcedureCode ::= 12

id-rLFIndication











ProcedureCode ::= 13

id-handoverReport











ProcedureCode ::= 14

id-cellActivation











ProcedureCode ::= 15

id-x2Release












ProcedureCode ::= 16

id-x2APMessageTransfer










ProcedureCode ::= 17

id-x2Removal












ProcedureCode ::= 18

id-seNBAdditionPreparation









ProcedureCode ::= 19

id-seNBReconfigurationCompletion







ProcedureCode ::= 20

id-meNBinitiatedSeNBModificationPreparation





ProcedureCode ::= 21

id-seNBinitiatedSeNBModification







ProcedureCode ::= 22

id-meNBinitiatedSeNBRelease









ProcedureCode ::= 23

id-seNBinitiatedSeNBRelease









ProcedureCode ::= 24

id-seNBCounterCheck











ProcedureCode ::= 25

id-retrieveUEContext










ProcedureCode ::= 26

id-sgNBAdditionPreparation









ProcedureCode ::= 27

id-sgNBReconfigurationCompletion








ProcedureCode ::= 28

id-meNBinitiatedSgNBModificationPreparation





ProcedureCode ::= 29

id-sgNBinitiatedSgNBModification








ProcedureCode ::= 30

id-meNBinitiatedSgNBRelease









ProcedureCode ::= 31

id-sgNBinitiatedSgNBRelease









ProcedureCode ::= 32

id-sgNBCounterCheck











ProcedureCode ::= 33

id-sgNBChange












ProcedureCode ::= 34

id-rRCTransfer












ProcedureCode ::= 35

id-endcX2Setup












ProcedureCode ::= 36

id-endcConfigurationUpdate









ProcedureCode ::= 37

id-secondaryRATDataUsageReport








ProcedureCode ::= 38

id-endcCellActivation










ProcedureCode ::= 39

id-endcPartialReset











ProcedureCode ::= 40

id-eUTRANRCellResourceCoordination







ProcedureCode ::= 41

id-SgNBActivityNotification









ProcedureCode ::= 42

id-endcX2Removal











ProcedureCode ::= 43

id-dataForwardingAddressIndication







ProcedureCode ::= 44

id-gNBStatusIndication










ProcedureCode ::= 45

id-deactivateTrace











ProcedureCode ::= 46

id-traceStart












ProcedureCode ::= 47

id-endcConfigurationTransfer









ProcedureCode ::= 48
id-cellTrafficTrace 











ProcedureCode ::= xx
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 65535
maxEARFCNPlusOne






INTEGER ::= 65536

newmaxEARFCN







INTEGER ::= 262143

maxInterfaces







INTEGER ::= 16

maxCellineNB







INTEGER ::= 256

maxnoofBands







INTEGER ::= 16

maxnoofBearers







INTEGER ::= 256

maxNrOfErrors







INTEGER ::= 256

maxnoofPDCP-SN







INTEGER ::= 16
maxnoofEPLMNs







INTEGER ::= 15

maxnoofEPLMNsPlusOne





INTEGER ::= 16

maxnoofForbLACs







INTEGER ::= 4096

maxnoofForbTACs







INTEGER ::= 4096

maxnoofBPLMNs







INTEGER ::= 6

maxnoofAdditionalPLMNs





INTEGER ::= 6

maxnoofNeighbours






INTEGER ::= 512

maxnoofPRBs








INTEGER ::= 110

maxPools








INTEGER ::= 16
maxnoofCells







INTEGER ::= 16
maxnoofMBSFN







INTEGER ::= 8
maxFailedMeasObjects





INTEGER ::= 32

maxnoofCellIDforMDT






INTEGER ::= 32

maxnoofTAforMDT







INTEGER ::= 8

maxnoofMBMSServiceAreaIdentities


INTEGER ::= 256

maxnoofMDTPLMNs







INTEGER ::= 16

maxnoofCoMPHypothesisSet




INTEGER ::= 256

maxnoofCoMPCells






INTEGER ::= 32

maxUEReport








INTEGER ::= 128

maxCellReport







INTEGER ::= 9

maxnoofPA








INTEGER ::= 3

maxCSIProcess







INTEGER ::= 4

maxCSIReport







INTEGER ::= 2

maxSubband








INTEGER ::= 14

maxofNRNeighbours






INTEGER ::= 1024

maxCellinengNB







INTEGER ::= 16384

--
maxnoofNRCarriers





INTEGER ::= 32

maxnooftimeperiods






INTEGER ::= 2

maxnoofCellIDforQMC






INTEGER ::= 32

maxnoofTAforQMC







INTEGER ::= 8

maxnoofPLMNforQMC






INTEGER ::= 16

maxUEsinengNBDU







INTEGER ::= 8192

maxnoofProtectedResourcePatterns


INTEGER ::= 16

maxnoNRcellsSpectrumSharingWithE-UTRA

INTEGER ::= 64

maxnoofNrCellBands






INTEGER ::= 32

maxnoofBluetoothName





INTEGER ::= 4

maxnoofWLANName







INTEGER ::= 4

maxnoofextBPLMNs






INTEGER ::= 12
maxnoofextBPLMNsminus1





INTEGER ::= 11
maxnoofBPLMNsminus1






INTEGER ::= 11

maxnoofTLAs








INTEGER ::= 16

maxnoofGTPTLAs







INTEGER ::= 16

-- **************************************************************

--

-- IEs

--

-- **************************************************************

<<<<<<<<<<<<<<<<<<<< unchange part omit >>>>>>>>>>>>>>>>>>>>

id-BPLMN-ID-Info-EUTRA













ProtocolIE-ID ::= 336

id-BPLMN-ID-Info-NR














ProtocolIE-ID ::= 337

id-NBIoT-UL-DL-AlignmentOffset











ProtocolIE-ID ::= 338

id-ERABs-transferred-to-MeNB











ProtocolIE-ID ::= 339

id-AdditionalRRMPriorityIndex











ProtocolIE-ID ::= 340

id-LowerLayerPresenceStatusChange










ProtocolIE-ID ::= 341

id-FastMCGRecovery-SN-to-MN












ProtocolIE-ID ::= 342

id-RequestedFastMCGRecoveryViaSRB3










ProtocolIE-ID ::= 343

id-AdmittedFastMCGRecoveryViaSRB3










ProtocolIE-ID ::= 344

id-RequestedFastMCGRecoveryViaSRB3Release








ProtocolIE-ID ::= 345

id-AdmittedFastMCGRecoveryViaSRB3Release








ProtocolIE-ID ::= 346

id-FastMCGRecovery-MN-to-SN












ProtocolIE-ID ::= 347

id-PartialListIndicator













ProtocolIE-ID ::= 348

id-MaximumCellListSize













ProtocolIE-ID ::= 349

id-MessageOversizeNotification











ProtocolIE-ID ::= 350

id-CellandCapacityAssistInfo











ProtocolIE-ID ::= 351

id-TNLConfigurationInfo













ProtocolIE-ID ::= 352

id-PrivacyIndicator














ProtocolIE-ID ::= xxx
END
-- ASN1STOP

<<<<<<<<<<<<<<<<<<<< End of CHANGES >>>>>>>>>>>>>>>>>>>>
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