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1. Introduction

This is an update of the BL CR for 36.423. i.e. add cell-level TNL Capacity Load Indicator, node-level and cell-level Slice Available Capacity in EN-DC RESOURCE STATUS UPDATE message.
Annex – TP

-------------------------------------------------Start of the first change-------------------------------------------------------------------
9.1.2.x4
EN-DC RESOURCE STATUS UPDATE
Editor’s note: The content of this section is FFS

This message is sent by en-gNB to neighbouring MeNB to report the results of the requested measurements.

Direction: en-gNB ( eNB.
[Reporting per cell is FFS for TNL Load Indicator, Hardware Load Indicator]
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	MeNB Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by MeNB
	YES
	reject

	en-gNB Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by en-gNB
	YES
	reject

	Hardware Load Indicator [FFS] 
	O
	
	9.2.ww 
	
	
	

	S1 TNL Capacity Indicator
	O
	
	9.2.xx
	
	
	

	Slice Available Capacity
	O
	
	9.2.jj
	
	
	

	Cell Measurement Result
	
	1
	
	
	
	

	>Cell Measurement Result Item
	
	1 .. < maxnoofCellsinNG-RANnode >
	
	
	
	

	>>Cell ID
	M
	
	9.2.111

	
	
	

	>>Radio Resource Status [FFS]
	O
	
	9.2.yy
	
	
	

	>>TNL Capacity Load Indicator
	O
	
	9.2.ll
	
	
	

	>>Composite Available Capacity Group[FFS]
	O
	
	9.2.zz
	
	
	

	>>Slice Available Capacity 
	O
	
	9.2.jj
	
	
	

	>> Number of Active UEs [FFS],
	O
	
	INTEGER (1..65536,...)
	
	
	

	>>RRC Connections
	O
	
	9.2.kk
	
	
	


------------------Start of the first change-------------------------------------------------------------------

-------------------------------------------------End of the first change-------------------------------------------------------------------

-----------------------------------------------Start of the second change-----------------------------------------------------------------
9.2.jj Slice Available Capacity

The Slice Available Capacity IE indicates the amount of resources per network slice that are available relative to the total NG-RAN resources. The Slice Capacity Value IE can be weighted according to the ratio of cell capacity class values, if available.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Slice Available Capacity
	
	1..< maxnoofSliceItems >
	
	
	
	

	> Slice Capacity Value
	M
	
	INTEGER (0..100)
	Value 0 shall indicate no available capacity, and 100 shall indicate maximum available capacity . Slice Capacity Value should be measured on a linear scale.
	-
	


	Range bound
	Explanation

	maxnoofSliceItems [FFS]
	Maximum no. of signalled slice support items. Value is 1024. [FFS]


-------------------------------------------------End of the second change----------------------------------------------------------------

--------------------------------------------------Start of the third change-----------------------------------------------------------------
9.2.ll TNL Capacity Load Indicator

[The definition of TNL Capacity is FFS]

The TNL Capacity Load Indicator IE indicates the offered and available capacity of the Transport Network.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DL TNL Offered Capacity
	M
	
	INTEGER (1.. 16777216,...)
	Maximum capacity offered by the transport portion of the gNB-DU – gNB-CU in kbps

	DL TNL Available Capacity
	M
	
	INTEGER (1.. 100,...)
	Available capacity over the transport portion serving the cell in percentage. Value 100 corresponds to the offered capacity.

	UL TNL Offered Capacity
	M
	
	INTEGER (1.. 16777216,...)
	Maximum capacity offered by the transport portion of the of the gNB-DU – gNB-CU in kbps

	UL TNL Available Capacity
	M
	
	INTEGER (1.. 100,...)
	Available capacity over the transport portion serving the cell in percentage. Value 100 corresponds to the offered capacity.


--------------------------------------------------End of the third change----------------------------------------------------------------
-------------------------------------------Start of the first change of ASN.1-------------------------------------------------------------

9.3.4
PDU Definitions

-- ASN1START

-- ASN1START

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ABSInformation,


ABS-Status,


AS-SecurityInformation,


BearerType,


Cause,


CompositeAvailableCapacityGroup,


Correlation-ID,


COUNTvalue,


CellReportingIndicator,


AerialUEsubscriptionInformation,


CriticalityDiagnostics,


CRNTI,

CSGMembershipStatus,


CSG-Id,


DeactivationIndication,


DL-Forwarding,


DynamicDLTransmissionInformation,


ECGI,


E-RAB-ID,


E-RAB-Level-QoS-Parameters,


E-RAB-List,


EUTRANTraceID,


GlobalENB-ID,


GTPtunnelEndpoint,

GUGroupIDList,


GUMMEI,


HandoverReportType,


HandoverRestrictionList,


Masked-IMEISV,


InvokeIndication,


LocationReportingInformation,


LowerLayerPresenceStatusChange,

MDT-Configuration,


ManagementBasedMDTallowed,


MDTPLMNList,


Neighbour-Information,


PCI,

PDCP-SN,


PLMN-Identity,


ReceiveStatusofULPDCPSDUs,


Registration-Request,


RelativeNarrowbandTxPower,


RadioResourceStatus,


RLC-Status,


RRCConnReestabIndicator,


RRCConnSetupIndicator,


UE-RLF-Report-Container,


UEAppLayerMeasConfig,


RRC-Context,

ServedCell-Information,


ServedCells,


ShortMAC-I,


SRVCCOperationPossible,


SubscriberProfileIDforRFP,


TargetCellInUTRAN,


TargeteNBtoSource-eNBTransparentContainer,


TimeToWait,


TraceActivation,


TraceDepth,


TransportLayerAddress,


UEAggregateMaximumBitRate,

UE-HistoryInformation,


UE-HistoryInformationFromTheUE,


UE-S1AP-ID,


UESecurityCapabilities,

UEsToBeResetList,


UE-X2AP-ID,

UL-HighInterferenceIndicationInfo,


UL-InterferenceOverloadIndication,


HWLoadIndicator,


S1TNLLoadIndicator,


Measurement-ID,


ReportCharacteristics,


MobilityParametersInformation,


MobilityParametersModificationRange,


ReceiveStatusOfULPDCPSDUsExtended,


COUNTValueExtended,


SubframeAssignment,


ExtendedULInterferenceOverloadInfo,


ExpectedUEBehaviour,


SeNBSecurityKey,


MeNBtoSeNBContainer,


SeNBtoMeNBContainer,


SCGChangeIndication,


CoMPInformation,


ReportingPeriodicityRSRPMR,


RSRPMRList,


UE-RLF-Report-Container-for-extended-bands,


ProSeAuthorized,


CoverageModificationList,


ReportingPeriodicityCSIR,


CSIReportList,


ReceiveStatusOfULPDCPSDUsPDCP-SNlength18,


COUNTvaluePDCP-SNlength18,


LHN-ID,


UE-ContextKeptIndicator,


UE-X2AP-ID-Extension,


SIPTOBearerDeactivationIndication,


TunnelInformation,


V2XServicesAuthorized,


X2BenefitValue,


ResumeID,


EUTRANCellIdentifier,

MakeBeforeBreakIndicator,


WTID,


WT-UE-XwAP-ID,


UESidelinkAggregateMaximumBitRate,

SgNBSecurityKey,


MeNBtoSgNBContainer,


SgNBtoMeNBContainer,


SplitSRBs,


RRCContainer,


SRBType,


GlobalGNB-ID,


GNB-ID,


SCGConfigurationQuery,


SplitSRB,


NRUeReport,


EN-DC-ResourceConfiguration,


TAC,


NRFreqInfo,


NRCGI,


NRPCI,


NRUESecurityCapabilities,


PDCPChangeIndication,


ULConfiguration,


SgNB-UE-X2AP-ID,


SecondaryRATUsageReportList,


ActivationID,


MeNBResourceCoordinationInformation,


SgNBResourceCoordinationInformation,


NR-TxBW,


BroadcastPLMNs-Item,


AdditionalPLMNs-Item,


RLCMode,


GBR-QosInformation,


DRB-ID,


FiveGS-TAC,


SULInformation,


Packet-LossRate,


ResourceType,


DataTrafficResourceIndication,


SpectrumSharingGroupID,


RRC-Config-Ind,


SGNB-Addition-Trigger-Ind,


UserPlaneTrafficActivityReport,


ERABActivityNotifyItemList,


PDCPSnLength,


Subscription-Based-UE-DifferentiationInfo,


LCID,


DuplicationActivation,


GNBOverloadInformation,


NewDRBIDrequest,


DesiredActNotificationLevel,


LocationInformationSgNB,


LocationInformationSgNBReporting,


EndcSONConfigurationTransfer,


NRNeighbour-Information,


InterfaceInstanceIndication,


BPLMN-ID-Info-NR,


AdditionalRRMPriorityIndex,


RequestedFastMCGRecoveryViaSRB3,


AdmittedFastMCGRecoveryViaSRB3,


RequestedFastMCGRecoveryViaSRB3Release,


AdmittedFastMCGRecoveryViaSRB3Release,


FastMCGRecovery,


PartialListIndicator,


MaximumCellListSize,


MessageOversizeNotification,


TNLConfigurationInfo,


Registration-Request-ENDC,


ReportCharacteristics-ENDC,


NRRadioResourceStatus,


S1TNLCapacityIndicator,


NRCompositeAvailableCapacityGroup,


RRCConnections,
    SliceAvailableCapacity
FROM X2AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


X2AP-PRIVATE-IES,


X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES,


X2AP-PROTOCOL-IES-PAIR

FROM X2AP-Containers


id-ABSInformation,


id-ActivatedCellList,


id-BearerType,


id-Cause,


id-CellInformation,


id-CellInformation-Item,


id-CellMeasurementResult,


id-CellMeasurementResult-Item,


id-CellToReport,


id-CellToReport-Item,


id-CompositeAvailableCapacityGroup,


id-AerialUEsubscriptionInformation,


id-CriticalityDiagnostics,


id-DeactivationIndication,


id-DynamicDLTransmissionInformation,


id-E-RABs-Admitted-Item,


id-E-RABs-Admitted-List,


id-E-RABs-NotAdmitted-List,


id-E-RABs-SubjectToStatusTransfer-List,


id-E-RABs-SubjectToStatusTransfer-Item,


id-E-RABs-ToBeSetup-Item,


id-GlobalENB-ID,


id-GUGroupIDList,


id-GUGroupIDToAddList,


id-GUGroupIDToDeleteList,


id-GUMMEI-ID,


id-Masked-IMEISV,


id-InvokeIndication,


id-New-eNB-UE-X2AP-ID,


id-Old-eNB-UE-X2AP-ID,


id-Registration-Request,


id-ReportingPeriodicity,


id-RLC-Status,


id-ServedCells,


id-ServedCellsToActivate,


id-ServedCellsToAdd,


id-ServedCellsToModify,


id-ServedCellsToDelete,


id-SRVCCOperationPossible,


id-TargetCell-ID,


id-TargeteNBtoSource-eNBTransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-UE-ContextInformation,


id-UE-HistoryInformation,


id-UE-X2AP-ID,


id-Measurement-ID,


id-ReportCharacteristics,


id-ENB1-Measurement-ID,


id-ENB2-Measurement-ID,


id-ENB1-Cell-ID,


id-ENB2-Cell-ID,


id-ENB2-Proposed-Mobility-Parameters,


id-ENB1-Mobility-Parameters,


id-ENB2-Mobility-Parameters-Modification-Range,


id-FailureCellPCI,


id-Re-establishmentCellECGI,


id-FailureCellCRNTI,


id-ShortMAC-I,


id-SourceCellECGI,


id-FailureCellECGI,


id-HandoverReportType,


id-UE-RLF-Report-Container,


id-PartialSuccessIndicator,


id-MeasurementInitiationResult-List,


id-MeasurementInitiationResult-Item,


id-MeasurementFailureCause-Item,


id-CompleteFailureCauseInformation-List,


id-CompleteFailureCauseInformation-Item,


id-CSGMembershipStatus,


id-CSG-Id,


id-MDTConfiguration,


id-ManagementBasedMDTallowed,


id-ABS-Status,

id-RRCConnSetupIndicator,

id-RRCConnReestabIndicator,


id-TargetCellInUTRAN,

id-MobilityInformation,


id-SourceCellCRNTI,


id-ManagementBasedMDTPLMNList,


id-ReceiveStatusOfULPDCPSDUsExtended,


id-ULCOUNTValueExtended,


id-DLCOUNTValueExtended,


id-IntendedULDLConfiguration,


id-ExtendedULInterferenceOverloadInfo,


id-RNL-Header,


id-x2APMessage,


id-UE-HistoryInformationFromTheUE,


id-ExpectedUEBehaviour,


id-MeNB-UE-X2AP-ID,


id-SeNB-UE-X2AP-ID,


id-UE-SecurityCapabilities,


id-SeNBSecurityKey,


id-SeNBUEAggregateMaximumBitRate,


id-ServingPLMN,


id-E-RABs-ToBeAdded-List,


id-E-RABs-ToBeAdded-Item,


id-MeNBtoSeNBContainer,


id-E-RABs-Admitted-ToBeAdded-List,


id-E-RABs-Admitted-ToBeAdded-Item,


id-SeNBtoMeNBContainer,


id-ResponseInformationSeNBReconfComp,


id-UE-ContextInformationSeNBModReq,


id-E-RABs-ToBeAdded-ModReqItem,


id-E-RABs-ToBeModified-ModReqItem,


id-E-RABs-ToBeReleased-ModReqItem,


id-E-RABs-Admitted-ToBeAdded-ModAckList,


id-E-RABs-Admitted-ToBeModified-ModAckList,


id-E-RABs-Admitted-ToBeReleased-ModAckList,


id-E-RABs-Admitted-ToBeAdded-ModAckItem,


id-E-RABs-Admitted-ToBeModified-ModAckItem,


id-E-RABs-Admitted-ToBeReleased-ModAckItem,


id-SCGChangeIndication,


id-E-RABs-ToBeReleased-ModReqd,


id-E-RABs-ToBeReleased-ModReqdItem,


id-E-RABs-ToBeReleased-List-RelReq,


id-E-RABs-ToBeReleased-RelReqItem,


id-E-RABs-ToBeReleased-List-RelConf,


id-E-RABs-ToBeReleased-RelConfItem,


id-E-RABs-SubjectToCounterCheck-List,


id-E-RABs-SubjectToCounterCheckItem,


id-CoMPInformation,


id-ReportingPeriodicityRSRPMR,


id-RSRPMRList,


id-UE-RLF-Report-Container-for-extended-bands,


id-ProSeAuthorized,


id-CoverageModificationList,


id-ReportingPeriodicityCSIR,


id-CSIReportList,


id-ReceiveStatusOfULPDCPSDUsPDCP-SNlength18,


id-ULCOUNTValuePDCP-SNlength18,


id-DLCOUNTValuePDCP-SNlength18,


id-LHN-ID,


id-Correlation-ID,


id-SIPTO-Correlation-ID,


id-UE-ContextReferenceAtSeNB,


id-UE-ContextReferenceAtWT,


id-UE-ContextKeptIndicator,


id-UEs-ToBeReset,


id-UEs-Admitted-ToBeReset,


id-WT-UE-ContextKeptIndicator,


id-New-eNB-UE-X2AP-ID-Extension,


id-Old-eNB-UE-X2AP-ID-Extension,


id-MeNB-UE-X2AP-ID-Extension,


id-SeNB-UE-X2AP-ID-Extension,


id-SIPTO-BearerDeactivationIndication,


id-Tunnel-Information-for-BBF,


id-SIPTO-L-GW-TransportLayerAddress,


id-GW-TransportLayerAddress,


id-X2RemovalThreshold,


id-CellReportingIndicator,


id-V2XServicesAuthorized,


id-resumeID,


id-UE-ContextInformationRetrieve,


id-E-RABs-ToBeSetupRetrieve-Item,


id-NewEUTRANCellIdentifier,

id-MakeBeforeBreakIndicator,


id-UESidelinkAggregateMaximumBitRate,


id-uL-GTPtunnelEndpoint,


id-SgNBSecurityKey,


id-SgNBUEAggregateMaximumBitRate,


id-E-RABs-ToBeAdded-SgNBAddReqList,


id-MeNBtoSgNBContainer,


id-SgNB-UE-X2AP-ID,


id-RequestedSplitSRBs,


id-E-RABs-ToBeAdded-SgNBAddReq-Item,


id-E-RABs-Admitted-ToBeAdded-SgNBAddReqAckList,


id-SgNBtoMeNBContainer,


id-AdmittedSplitSRBs,


id-E-RABs-Admitted-ToBeAdded-SgNBAddReqAck-Item,


id-ResponseInformationSgNBReconfComp,


id-UE-ContextInformation-SgNBModReq,


id-E-RABs-ToBeAdded-SgNBModReq-Item,


id-E-RABs-ToBeModified-SgNBModReq-Item,


id-E-RABs-ToBeReleased-SgNBModReq-Item,


id-E-RABs-Admitted-ToBeAdded-SgNBModAckList,


id-E-RABs-Admitted-ToBeModified-SgNBModAckList,


id-E-RABs-Admitted-ToBeReleased-SgNBModAckList,


id-E-RABs-Admitted-ToBeAdded-SgNBModAck-Item,


id-E-RABs-Admitted-ToBeModified-SgNBModAck-Item,


id-E-RABs-Admitted-ToBeReleased-SgNBModAck-Item,


id-E-RABs-Admitted-ToBeReleased-SgNBRelReqAckList,


id-E-RABs-Admitted-ToBeReleased-SgNBRelReqAck-Item,


id-E-RABs-ToBeReleased-SgNBModReqdList,


id-E-RABs-ToBeModified-SgNBModReqdList,


id-E-RABs-ToBeReleased-SgNBModReqd-Item,


id-E-RABs-ToBeModified-SgNBModReqd-Item,


id-E-RABs-ToBeReleased-SgNBChaConfList,


id-E-RABs-ToBeReleased-SgNBChaConf-Item,


id-E-RABs-ToBeReleased-SgNBRelReqList,


id-E-RABs-ToBeReleased-SgNBRelReq-Item,


id-E-RABs-ToBeReleased-SgNBRelConfList,


id-E-RABs-ToBeReleased-SgNBRelConf-Item,


id-E-RABs-ToBeReleased-SgNBRelReqdList,


id-E-RABs-ToBeReleased-SgNBRelReqd-Item,


id-E-RABs-SubjectToSgNBCounterCheck-List,


id-E-RABs-SubjectToSgNBCounterCheck-Item,


id-Target-SgNB-ID,


id-RRCContainer,


id-SRBType,


id-HandoverRestrictionList,


id-SCGConfigurationQuery,


id-SplitSRB,


id-NRUeReport,


id-InitiatingNodeType-EndcX2Setup,


id-InitiatingNodeType-EndcConfigUpdate,


id-RespondingNodeType-EndcX2Setup,


id-RespondingNodeType-EndcConfigUpdate,


id-NRUESecurityCapabilities,


id-PDCPChangeIndication,


id-ServedEUTRAcellsENDCX2ManagementList,


id-ServedEUTRAcellsToModifyListENDCConfUpd,


id-ServedEUTRAcellsToDeleteListENDCConfUpd,


id-ServedNRcellsToModifyListENDCConfUpd,


id-ServedNRcellsToDeleteListENDCConfUpd,


id-CellAssistanceInformation,


id-Globalen-gNB-ID,


id-ServedNRcellsENDCX2ManagementList,


id-Old-SgNB-UE-X2AP-ID,


id-UE-ContextReferenceAtSgNB,


id-SecondaryRATUsageReportList,


id-ActivationID,


id-ServedNRCellsToActivate,


id-ActivatedNRCellList,


id-MeNBResourceCoordinationInformation,


id-SgNBResourceCoordinationInformation,


id-UEAppLayerMeasConfig,


id-SelectedPLMN,


id-SubscriberProfileIDforRFP,


id-InitiatingNodeType-EutranrCellResourceCoordination,


id-RespondingNodeType-EutranrCellResourceCoordination,


id-DataTrafficResourceIndication,


id-SpectrumSharingGroupID,


id-ListofEUTRACellsinEUTRACoordinationReq,


id-ListofEUTRACellsinEUTRACoordinationResp,


id-ListofEUTRACellsinNRCoordinationReq,


id-ListofNRCellsinNRCoordinationReq,


id-ListofNRCellsinNRCoordinationResp,


id-RRCConfigIndication,


id-SGNB-Addition-Trigger-Ind,


id-RequestedSplitSRBsrelease,

id-AdmittedSplitSRBsrelease,


id-E-RABs-AdmittedToBeModified-SgNBModConfList,


id-E-RABs-AdmittedToBeModified-SgNBModConf-Item,


id-UEContextLevelUserPlaneActivity,


id-ERABActivityNotifyItemList,


id-MeNBCell-ID,


id-InitiatingNodeType-EndcX2Removal,


id-RespondingNodeType-EndcX2Removal,


id-uLpDCPSnLength,


id-dL-Forwarding,


id-E-RABs-DataForwardingAddress-List,


id-E-RABs-DataForwardingAddress-Item,


id-Subscription-Based-UE-DifferentiationInfo,


id-RLCMode-transferred,


id-dLPDCPSnLength,


id-secondarysgNBDLGTPTEIDatPDCP,


id-secondarymeNBULGTPTEIDatPDCP,


id-lCID,


id-duplicationActivation,


id-GNBOverloadInformation,


id-new-drb-ID-req,


id-NRNeighbourInfoToModify,


id-DesiredActNotificationLevel,


id-LocationInformationSgNB,


id-LocationInformationSgNBReporting,


id-endcSONConfigurationTransfer,


id-EUTRANTraceID,


id-additionalPLMNs-Item,


id-InterfaceInstanceIndication,


id-BPLMN-ID-Info-NR,

id-ERABs-transferred-to-MeNB,


id-AdditionalRRMPriorityIndex,

id-LowerLayerPresenceStatusChange,


id-FastMCGRecovery-SN-to-MN,


id-FastMCGRecovery-MN-to-SN,


id-RequestedFastMCGRecoveryViaSRB3,


id-AdmittedFastMCGRecoveryViaSRB3,


id-RequestedFastMCGRecoveryViaSRB3Release,


id-AdmittedFastMCGRecoveryViaSRB3Release,


id-PartialListIndicator,


id-MaximumCellListSize,


id-MessageOversizeNotification,


id-CellandCapacityAssistInfo,


id-TNLConfigurationInfo,

id-MeNB1-Measurement-ID,


id-engNB2-Measurement-ID,
id-S1TNLCapacityIndicator,
Id-SliceAvailableCapacity,

maxCellineNB,

maxnoofBearers,


maxnoofPDCP-SN,

maxFailedMeasObjects,


maxnoofCellIDforMDT,


maxnoofTAforMDT,


maxCellinengNB,


maxnoofCellIDforQMC,


maxnoofTAforQMC,


maxnoofPLMNforQMC,


maxnoofProtectedResourcePatterns,


maxnoNRcellsSpectrumSharingWithE-UTRA,


maxnoofNrCellBands,


maxnoofSSBAreas
FROM X2AP-Constants;

----------------------------------------------End of the first change of ASN.1-----------------------------------------------------------

-------------------------------------------Start of the second change of ASN.1---------------------------------------------------------

-- **************************************************************

--

-- EN-DC RESOURCE STATUS UPDATE

--

-- **************************************************************

ResourceStatusUpdate ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{ResourceStatusUpdate-IEs}},


...

}

ResourceStatusUpdate-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-Measurement-ID


CRITICALITY reject
TYPE Measurement-ID-ENDC

PRESENCE mandatory}|


{ ID id-engNB-Measurement-ID

CRITICALITY reject
TYPE Measurement-ID-ENDC

PRESENCE mandatory}|


{ ID id-HardwareLoadIndicator

CRITICALITY ignore
TYPE FFS





PRESENCE optional}|
{ ID id-S1TNLCapacityIndicator
    CRITICALITY reject
TYPE S1TNLCapacityIndicator

PRESENCE optional}|

{ ID id-SliceAvailableCapacity
    CRITICALITY reject
TYPE SliceAvailableCapacity

PRESENCE optional}|


{ ID id-CellMeasurementResult

CRITICALITY ignore
TYPE CellMeasurementResult-ENDC-List
PRESENCE mandatory},


...

}

CellMeasurementResult-ENDC-List ::= SEQUENCE (SIZE (1..maxCellinengNB)) OF ProtocolIE-Single-Container { {CellMeasurementResult-ENDC-ItemIEs} }

CellMeasurementResult-ENDC-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellMeasurementResult-ENDC-Item
CRITICALITY ignore
TYPE CellMeasurementResult-ENDC-Item
PRESENCE mandatory}

}

CellMeasurementResult-ENDC-Item ::= SEQUENCE {


cell-ID







NRCGI,


radioResourceStatus




NRRadioResourceStatus







OPTIONAL,


tNLCapacityLoadIndicator            TNLCapacityLoadIndicator                            OPTIONAL,

compositeAvailableCapacityGroup

NRCompositeAvailableCapacityGroup




OPTIONAL,


numberofActiveUEs




INTEGER (1..65536, ...)







OPTIONAL,


rrcConnections





RRCConnections









OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {CellMeasurementResult-Item-ExtIEs} }
OPTIONAL,


...

}

CellMeasurementResult-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

--------------------------------------------End of the second change of ASN.1---------------------------------------------------------

---------------------------------------------Start of the third change of ASN.1----------------------------------------------------------

9.4.5
Information Element Definitions

-- S
SliceAvailableCapacity ::= SEQUENCE (SIZE(1..maxnoofSliceItems)) OF SliceAvailableCapacity-Item

SliceAvailableCapacity-Item
::= SEQUENCE {


sliceCapacityValue

     

INTEGER (0..100),

iE-Extensions





ProtocolExtensionContainer { { SliceAvailableCapacity-Item-ExtIEs} }
OPTIONAL,


...

}

SliceAvailableCapacity-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

----------------------------------------------End of the third change of ASN.1----------------------------------------------------------
---------------------------------------------Start of the fourth change of ASN.1--------------------------------------------------------

-- T

TNLCapacityLoadIndicator::= SEQUENCE {


dLTNLOfferedCapacity

INTEGER (1.. 16777216,...),


dLTNLAvailableCapacity

INTEGER (1.. 100,...),


uLTNLOfferedCapacity

INTEGER (1.. 16777216,...),


uLTNLAvailableCapacity

INTEGER (1.. 100,...),


iE-Extensions
ProtocolExtensionContainer { { TNLCapacityLoadIndicator-ExtIEs} } OPTIONAL

}

TNLCapacityLoadIndicator-ExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}
----------------------------------------------End of the fourth change of ASN.1--------------------------------------------------------
