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Introduction
According to the analysis in [1], we provide two proposals for F1AP:
Proposal 1: Support CELL TRAFFIC TRACE procedure ins f1AP.
Proposal 2: MDT Location Information IE in F1AP includes Enhanced Cell ID.
References
[bookmark: _GoBack]R3-200629 Left issue for NR MDT(except MR-DC), ZTE

The corresponding stage3 TP for TS38.473 is provided as below:
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Table 2: Class 2 procedures
	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	UE Context Release Request (gNB-DU initiated)
	UE CONTEXT RELEASE REQUEST

	Initial UL RRC Message Transfer
	INITIAL UL RRC MESSAGE TRANSFER

	DL RRC Message Transfer
	DL RRC MESSAGE TRANSFER

	UL RRC Message Transfer
	UL RRC MESSAGE TRANSFER

	UE Inactivity Notification 
	UE INACTIVITY NOTIFICATION

	System Information Delivery
	SYSTEM INFORMATION DELIVERY COMMAND

	Paging
	PAGING

	Notify
	NOTIFY

	PWS Restart Indication
	PWS RESTART INDICATION

	PWS Failure Indication
	PWS FAILURE INDICATION

	gNB-DU Status Indication
	GNB-DU STATUS INDICATION

	RRC Delivery Report
	RRC DELIVERY REPORT

	Network Access Rate Reduction
	NETWORK ACCESS RATE REDUCTION

	Trace Start
	TRACE START

	Deactivate Trace
	DEACTIVATE TRACE

	DU-CU Radio Information Transfer
	DU-CU RADIO INFORMATION TRANSFER

	CU-DU Radio Information Transfer
	CU-DU RADIO INFORMATION TRANSFER

	Cell Traffic Trace
	CELL TRAFFIC TRACE



	*** Next change***



8.8.3	Cell Traffic Trace
8.8.3.1	General
The purpose of the Cell Traffic Trace procedure is to send the allocated Trace Recording Session Reference and the Trace Reference to the gNB-CU. The procedure uses UE-associated signalling.
8.8.3.2	Successful Operation


Figure 8.8.3.2-1: Cell Traffic Trace procedure. Successful operation.
The procedure is initiated with a CELL TRAFFIC TRACE message sent from the gNB-DU to the gNB-CU. 
8.8.3.3	Abnormal Conditions
Void.

	*** Next change***


9.2.7.3	CELL TRAFFIC TRACE
This message is sent by the gNB-DU to initiate a trace session for a UE.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Trace ID
	M
	
	OCTET STRING (SIZE(8))
	The NR Trace ID IE is composed of the following: Trace Reference defined in TS 32.422 [29] (leftmost 6 octets, with PLMN information coded as in 9.2.3.8), and
Trace Recording Session Reference defined in TS 32.422 [29] (last 2 octets).
	YES
	ignore

	NR CGI
	M
	
	9.3.1.12
	
	YES
	ignore

	Trace Collection Entity IP Address
	M
	
	Transport Layer Address 9.3.2.3
	Defined in TS 32.422 [29]
	YES
	ignore

	Privacy Indicator
	O
	
	ENUMERATED (Immediate MDT, ...)
	
	YES
	ignore



	*** Next change***




9.3.1.x1	MDT Configuration
The IE defines the MDT configuration parameters.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MDT Activation
	M
	
	ENUMERATED(Immediate MDT only, Immediate MDT and Trace, …)
	
	–
	–

	Measurements to Activate
	M
	
	BITSTRING
(SIZE(8)) 
	Each position in the bitmap indicates a MDT measurement, as defined in TS 37.320 [y].
Second Bit = M2,
Fifth Bit = M5,
Seventh Bit = M6,
Eighth Bit = M7.

Value "1" indicates "activate" and value "0" indicates "do not activate".
	–
	

	M2 Configuration
	C-ifM2
	
	ENUMERATED (true, …)
	
	
	

	M5 Configuration
	C-ifM5
	
	9.3.1.x6
	
	
	

	M6 Configuration
	C-ifM6
	
	9.3.1.x7
	
	
	

	M7 Configuration
	C-ifM7
	
	9.3.1.x8 
	
	
	

	MDT Location Information
	O
	
	BIT STRING(SIZE(8))
	Each position in the bitmap represents requested location information as defined in TS 37.320 [y].
Second Bit = E-CID information.
Other bits are reserved for future use and are ignored if received.
Value “1” indicates “activate” and value “0” indicates “do not activate”.
	YES
	ignore



	Condition
	Explanation

	ifM2
	This IE shall be present if the Measurements to Activate IE has the second bit set to "1".

	ifM5
	This IE shall be present if the Measurements to Activate IE has the fifth bit set to "1".

	ifM6
	This IE shall be present if the Measurements to Activate IE has the seventh bit set to "1".

	ifM7
	This IE shall be present if the Measurements to Activate IE has the eighth bit set to "1".




	


	*** Next change***



[bookmark: _Toc20956001][bookmark: _Toc29893127]9.4.3	Elementary Procedure Definitions
-- ASN1START 
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

F1AP-PDU-Descriptions  { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- *************************************************************
--unchanged part

TraceStart,
	DeactivateTrace,
	DUCURadioInformationTransfer,
	CUDURadioInformationTransfer,
CellTrafficTrace
--unchanged part
id-TraceStart,
	id-DeactivateTrace,
	id-DUCURadioInformationTransfer,
	id-CUDURadioInformationTransfer,
id-CellTrafficTrace
--unchanged part
F1AP-ELEMENTARY-PROCEDURES-CLASS-2 F1AP-ELEMENTARY-PROCEDURE ::= {	
	errorIndication					|
	uEContextReleaseRequest			|
	dLRRCMessageTransfer			|
	uLRRCMessageTransfer			|
	uEInactivityNotification		|
	privateMessage					|
	initialULRRCMessageTransfer		|
	systemInformationDelivery		|
	paging							|
	notify							|
	pWSRestartIndication			|
	pWSFailureIndication			|
	gNBDUStatusIndication			|
	rRCDeliveryReport				|
	networkAccessRateReduction		|
	traceStart						|
	deactivateTrace					|
	dUCURadioInformationTransfer			|
	cUDURadioInformationTransfer			|
cellTrafficTrace,
	...
}

--unchanged part

traceStart F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		TraceStart
	PROCEDURE CODE			id-TraceStart
	CRITICALITY				ignore
}

deactivateTrace F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DeactivateTrace
	PROCEDURE CODE			id-DeactivateTrace
	CRITICALITY				ignore
}
cellTrafficTrace F1AP-ELEMENTARY-PROCEDURE ::={
INITIALING MESSAGE CellTrafficTrace
PROCEDURE CODE      id-CellTrafficTrace
CRITICALITY         ignore
}

	*** Next change***





	*** Next change***


[bookmark: _Toc20956002][bookmark: _Toc29893128]9.4.4	PDU Definitions
-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************
IMPORTS
	Candidate-SpCell-Item,
	Cause,
	Cells-Failed-to-be-Activated-List-Item,
	Cells-Status-Item,
	Cells-to-be-Activated-List-Item,
	Cells-to-be-Deactivated-List-Item, 
	CellULConfigured,
	CriticalityDiagnostics, 
	C-RNTI,
	CUtoDURRCInformation, 
	DRB-Activity-Item,
	DRBID,
	DRBs-FailedToBeModified-Item,
	DRBs-FailedToBeSetup-Item,
	DRBs-FailedToBeSetupMod-Item,
	DRB-Notify-Item,
	DRBs-ModifiedConf-Item,
	DRBs-Modified-Item,
	DRBs-Required-ToBeModified-Item,
	DRBs-Required-ToBeReleased-Item,
	DRBs-Setup-Item,
	DRBs-SetupMod-Item,
	DRBs-ToBeModified-Item,
	DRBs-ToBeReleased-Item,
	DRBs-ToBeSetup-Item,
	DRBs-ToBeSetupMod-Item,
	DRXCycle,
	DRXConfigurationIndicator,
	DUtoCURRCInformation,
	EUTRANQoS,
	ExecuteDuplication,
	FullConfiguration,
	GNB-CU-UE-F1AP-ID,
	GNB-DU-UE-F1AP-ID,
	GNB-DU-ID,
	GNB-DU-Served-Cells-Item,
	GNB-DU-System-Information, 
	GNB-CU-Name,
	GNB-DU-Name,
	InactivityMonitoringRequest,
	InactivityMonitoringResponse,
	LowerLayerPresenceStatusChange,
	NotificationControl,
	NRCGI,
	NRPCI,
	UEContextNotRetrievable,
	Potential-SpCell-Item,
	RAT-FrequencyPriorityInformation,
	ResourceCoordinationTransferContainer,
	RRCContainer,
	RRCContainer-RRCSetupComplete,
	RRCReconfigurationCompleteIndicator,
	SCellIndex,
	SCell-ToBeRemoved-Item,
	SCell-ToBeSetup-Item,
	SCell-ToBeSetupMod-Item,
	SCell-FailedtoSetup-Item,
	SCell-FailedtoSetupMod-Item, 
	ServCellIndex,
	Served-Cell-Information,
	Served-Cells-To-Add-Item,
	Served-Cells-To-Delete-Item,
	Served-Cells-To-Modify-Item,
	ServingCellMO,
	SRBID,
	SRBs-FailedToBeSetup-Item,
	SRBs-FailedToBeSetupMod-Item,
	SRBs-Required-ToBeReleased-Item,
	SRBs-ToBeReleased-Item,
	SRBs-ToBeSetup-Item,
	SRBs-ToBeSetupMod-Item,
	SRBs-Modified-Item,
	SRBs-Setup-Item,
	SRBs-SetupMod-Item,
	TimeToWait,
	TransactionID,
	TransmissionActionIndicator,
	UE-associatedLogicalF1-ConnectionItem,
	DUtoCURRCContainer,
	PagingCell-Item, 
	SItype-List,
	UEIdentityIndexValue,
	GNB-CU-TNL-Association-Setup-Item,
	GNB-CU-TNL-Association-Failed-To-Setup-Item,
	GNB-CU-TNL-Association-To-Add-Item,
	GNB-CU-TNL-Association-To-Remove-Item,
	GNB-CU-TNL-Association-To-Update-Item,
	MaskedIMEISV,
	PagingDRX,
	PagingPriority,
	PagingIdentity,
	Cells-to-be-Barred-Item,
	PWSSystemInformation,
	Broadcast-To-Be-Cancelled-Item,
	Cells-Broadcast-Cancelled-Item,
	NR-CGI-List-For-Restart-Item,
	PWS-Failed-NR-CGI-Item,
	RepetitionPeriod,
	NumberofBroadcastRequest,
	Cells-To-Be-Broadcast-Item,
	Cells-Broadcast-Completed-Item,
	Cancel-all-Warning-Messages-Indicator,
	EUTRA-NR-CellResourceCoordinationReq-Container,
	EUTRA-NR-CellResourceCoordinationReqAck-Container,
	RequestType,
	PLMN-Identity,
	RLCFailureIndication, 
	UplinkTxDirectCurrentListInformation,
	SULAccessIndication,
	Protected-EUTRA-Resources-Item,
	GNB-DUConfigurationQuery,
	BitRate,
	RRC-Version,
	GNBDUOverloadInformation,
	RRCDeliveryStatusRequest,
	NeedforGap,
	RRCDeliveryStatus,
	ResourceCoordinationTransferInformation,
	Dedicated-SIDelivery-NeededUE-Item,
	Associated-SCell-Item,
	IgnoreResourceCoordinationContainer,
	PagingOrigin,
	UAC-Assistance-Info,
	RANUEID,
	GNB-DU-TNL-Association-To-Remove-Item,
	NotificationInformation,
	TraceActivation,
	TraceID,
	Neighbour-Cell-Information-Item,
	SymbolAllocInSlot,
	Slot-Configuration-Item,
	NumDLULSymbols,
	AdditionalRRMPriorityIndex,
	DUCURadioInformationType,
	CUDURadioInformationType,
	Transport-Layer-Addresses-Info,
PrivacyIndicator

--unchanged part

	id-TraceActivation,
	id-TraceID,
	id-Neighbour-Cell-Information-List,
	id-Neighbour-Cell-Information-Item,
	id-Slot-Configuration-Item,
	id-SymbolAllocInSlot,
	id-NumDLULSymbols,
	id-AdditionalRRMPriorityIndex,
	id-DUCURadioInformationType,
	id-CUDURadioInformationType,
	id-LowerLayerPresenceStatusChange,
	id-Transport-Layer-Addresses-Info,
id-TraceCollectionEntityIPAddress,
id-PrivacyIndicator,

	maxCellingNBDU,
	maxnoofCandidateSpCells,
	maxnoofDRBs,
	maxnoofErrors,
	maxnoofIndividualF1ConnectionsToReset,
	maxnoofPotentialSpCells,
	maxnoofSCells,
	maxnoofSRBs,
	maxnoofPagingCells,
	maxnoofTNLAssociations,
	maxCellineNB,
	maxnoofUEIDs,
	maxnoofslots

--unchange part



-- **************************************************************
--
-- TRACE START
--
-- **************************************************************
TraceStart ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {TraceStartIEs} },
	...
}

TraceStartIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-TraceActivation				CRITICALITY ignore	TYPE TraceActivation				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- DEACTIVATE TRACE
--
-- **************************************************************

DeactivateTrace ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DeactivateTraceIEs} },
	...
}

DeactivateTraceIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-TraceID						CRITICALITY ignore	TYPE TraceID						PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- Cell Traffic Trace
--
-- **************************************************************

CellTrafficTrace ::= SEQUENCE {
protocolIEs		ProtocolIE-Container	{ { CellTrafficTraceIEs } },
...
}

CellTrafficTraceIEs F1AP-PROTOCOL-IES ::= {
	{ID id-gNB-CU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ID id-gNB-DU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ID id-TraceID					CRITICALITY ignore	TYPE id-TraceID			PRESENCE mandatory	}|
	{ID id-NRCGI			   			    CRITICALITY ignore	TYPE NRCGI					PRESENCE mandatory	}|
	{ID id-TraceCollectionEntityIPAddress	CRITICALITY ignore	TYPE TransportLayerAddress		PRESENCE mandatory	}|
	{ID id-PrivacyIndicator					CRITICALITY ignore	TYPE PrivacyIndicator			PRESENCE optional	},
	...
}

	*** Next change***



[bookmark: _Toc20956003][bookmark: _Toc29893129]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
--unchanged part
MDTConfiguration ::= SEQUENCE {
	mdt-Activation				MDT-Activation,
	measurementsToActivate		MeasurementsToActivate,
	m2Configuration				M2Configuration		OPTIONAL,
	--  C-ifM2: This IE shall be present if the Measurements to Activate IE has the second bit set to "1".
	m5Configuration				M5Configuration		OPTIONAL,
	--  C-ifM5: This IE shall be present if the Measurements to Activate IE has the fifth bit set to "1".
	m6Configuration				M6Configuration		OPTIONAL,
	--  C-ifM6: This IE shall be present if the Measurements to Activate IE has the seventh bit set to "1".
	m7Configuration				M7Configuration		OPTIONAL,
	--  C-ifM7: This IE shall be present if the Measurements to Activate IE has the eighth bit set to "1".
	mDT-Location-Info           MDT-Location-Info   OPTIONAL,
iE-Extensions				ProtocolExtensionContainer { { MDTConfiguration-ExtIEs} } OPTIONAL,
	...
}
MDTConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MDT-Location-Info ::= BIT STRING (SIZE (8))

--unchanged part

PrivacyIndicator ::= ENUMERATED {
	immediate-MDT,
		...
}

	*** Next change***



[bookmark: _Toc20956005][bookmark: _Toc29893131]9.4.7	Constant Definitions
-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
id-TraceActivation									ProtocolIE-ID ::= 242
id-TraceID											ProtocolIE-ID ::= 243
id-Neighbour-Cell-Information-List					ProtocolIE-ID ::= 244
id-Slot-Configuration-Item							ProtocolIE-ID ::= 245
id-SymbolAllocInSlot								ProtocolIE-ID ::= 246
id-NumDLULSymbols									ProtocolIE-ID ::= 247
id-AdditionalRRMPriorityIndex						ProtocolIE-ID ::= 248
id-DUCURadioInformationType							ProtocolIE-ID ::= 249
id-CUDURadioInformationType 						ProtocolIE-ID ::= 250
id-AggressorgNBSetID								ProtocolIE-ID ::= 251
id-VictimgNBSetID									ProtocolIE-ID ::= 252
id-LowerLayerPresenceStatusChange					ProtocolIE-ID ::= 253
id-Transport-Layer-Addresses-Info					ProtocolIE-ID ::= 254
id-Neighbour-Cell-Information-Item					ProtocolIE-ID ::= 255
id-TraceCollectionEntityIPAddress					ProtocolIE-ID ::= 25X
id-PrivacyIndicator					                ProtocolIE-ID ::= 25YS


END
-- ASN1STOP 

	*** end of change***
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