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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
8.2
Network Identities

The following identities are used in NG-RAN for identifying a specific network entity:

-
AMF Name: used to identify an AMF.

-
NR Cell Global Identifier (NCGI): used to identify NR cells globally. The NCGI is constructed from the PLMN identity the cell belongs to and the NR Cell Identity (NCI) of the cell.

-
gNB Identifier (gNB ID): used to identify gNBs within a PLMN. The gNB ID is contained within the NCI of its cells.

-
Global gNB ID: used to identify gNBs globally. The Global gNB ID is constructed from the PLMN identity the gNB belongs to and the gNB ID. The MCC and MNC are the same as included in the NCGI.

-
Tracking Area identity (TAI): used to identify tracking areas. The TAI is constructed from the PLMN identity the tracking area belongs to and the TAC (Tracking Area Code) of the Tracking Area.

-
Single Network Slice Selection Assistance information (S-NSSAI): identifies a network slice.
NOTE:
Under RAN sharing where multiple cell IDs are broadcast in SIB1, NCGI and TAI for the serving cell should come from the first PLMN broadcast in SIB1 for a common Xn interface case, or from the ones to which the PLMN belongs for PLMN specific Xn interface case.
<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
