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1  Introduction

The IAB-donor DU is responsible for DL routing and bearer mapping in BAP layer. Up to now, BAP configuration for routing at IAB-donor DU has the following agreements, including:
Agreements from RAN3#105:
· On the DL, the IAB-donor DU is configurable with information that allows deriving the BAP routing ID from IP header information for F1-U, F1-C and non-F1 traffic.
· On the DL, the IAB-donor is configurable with information that allows deriving the BAP address from the destination IP address. 
Agreements from RAN3#105bis:
· In the DL, for BAP path id derivation on the donor DU: IP address, IPv6 flow label and/or DS/DSCP can be used; all of these fields are optional in F1AP message to configure routing. 
Agreements from RAN3#106:
· Non-UE associated signalling is used to configure routing in donor DU.  
In addition, BAP configuration for bearer mapping at IAB-donor DU has the following agreements, including:
Agreements from RAN3#105:
· On the DL, the IAB-donor DU is configurable with mappings that allow to derive BH RLC channel from IP header information for F1-U, F1-C and non-F1 traffic.
· The IAB-donor DU is configurable with a mapping between IPv6 Flow label, DS information and Destination IP address to the BH RLC channel, where any of these three IP header fields are optional in the mapping. 

In this paper, we will discuss the details on the BAP layer configuration for IAB-donor DU.  
2  Discussion
As we discussed in [1], for UL, the BAP address in BAP header of UL packets is to identify the destination IAB-donor DU. Therefore, the IAB-donor DU should be configured with a BAP address by the IAB-donor CU before receives any UL BAP data PDUs. Non-UE associated F1AP message is recommended since the BAP address of IAB donor-DU is not associated to any specific child node. 

Observation 1: BAP configuration for IAB-donor DU should include its own BAP address, which is used to identify the destination BAP address for UL routing. 

According to the listed agreements of previous meetings in the introduction section, the configuration to the IAB donor DU about how to derive BAP routing ID (including the BAP address and BAP path ID) and BH RLC channel for DL IP packets is necessary, but it is still FFS about how to capture such configuration in stage 3 specification. 

At first, for the BAP routing ID derivation, the BAP routing ID is used to indicate routing information to a remote IAB node, rather than some specific child node of IAB donor DU, thus, non-UE associated signalling is suitable for such configuration in the IAB donor DU.

Observation 2: BAP routing ID derivation configuration for the IAB-donor-DU is not related to any specific child node, non-UE associated F1AP signalling is a better choice.

Then, about the bearer mapping configuration, from the perspective of implementation, both UE-associated and non-UE associated F1AP signalling can be used to configure DL bearer mapping at IAB-donor DU. However, considering that the BAP layer of DU is common for traffic towards all child nodes, and the content of BAP layer configuration is important for carrying BH traffics, which should be treated with higher priority than normal UE associated F1AP signalling, using non-UE associated signalling is more reasonable. 
Observation 3: BAP configuration for IAB donor DU should be treated with higher priority than some child node specific F1AP signalling.

In addition, according to the RAN3 agreements, for the IAB-donor-DU, both BAP path ID derivation and the BH RLC channel derivation relies on the IP header information (i.e. IP address, and/or DSCP, and/or flow label.). Thus, it is straightforward to configure the two things using a same F1AP message. 
Moreover, non-UE associated F1AP signalling is agreed to configure routing at IAB-donor DU in last RAN3 meeting, and both bearer mapping and routing belongs to BAP configurations, so we suggest a clean solution, i.e. using one non-UE associated F1AP signalling to provide remaining BAP configurations, in addition to the routing configuration, for the IAB-donor DU. Otherwise, the BAP configuration for IAB donor DU will impact various different F1AP procedures. The mentioned remaining BAP configurations includes the BAP address, BAP routing ID derivation, and the BH RLC channel mapping. 
Observation 4: Both BAP routing ID derivation and BH RLC channel derivation in the IAB donor DU relies on the IP header information, using one non-UE associated signalling to provide all BAP configuration is a clean solution. 
Proposal 1: For the IAB donor DU, RAN3 agrees to introduce a non-UE associated F1AP procedure to support BAP configuration which involves the BAP address configuration, the BAP routing ID derivation, the BH RLC channel mapping, in addition to the agreed routing table configuration. 
Based on the above analysis, we provide text proposal for TS38.473 on BAP configuration for IAB-donor DU. It is worth noting that, we aim to use a same non-UE associated F1AP signaling for BAP configuration of IAB-donor DU and IAB nodes (e.g. bearer mapping configuration to intermediate IAB-nodes). Therefore, the TP in appendix also involves some contents for intermediate IAB-node (e.g. about the bearer mapping configuration related IE) as discussed in [2].
Proposal 2: RAN3 agrees the TP for the baseline CR of TS38.473 shown in Appendix.
3  Conclusion
This paper discusses cell (re)selection for IAB, and we have the following proposals and observations:
Observation 1: BAP configuration for IAB-donor DU should include its own BAP address, which is used to identify the destination BAP address for UL routing. 

Observation 2: BAP routing ID derivation configuration for the IAB-donor-DU is not related to any specific child node, non-UE associated F1AP signalling is a better choice.

Observation 3: BAP configuration for IAB donor DU should be treated with higher priority than some child node specific F1AP signalling.

Observation 4: Both BAP routing ID derivation and BH RLC channel derivation in the IAB donor DU relies on the IP header information, using one non-UE associated signalling to provide all BAP configuration is a clean solution. 
Proposal 1: For the IAB donor DU, RAN3 agrees to introduce a non-UE associated F1AP procedure to support BAP configuration which involves the BAP address configuration, the BAP routing ID derivation, the BH RLC channel mapping, in addition to the agreed routing table configuration.

Proposal 2: RAN3 agrees the TP for the baseline CR of TS38.473 shown in Appendix.
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-------------------------------------------Change 1-------------------------------------------
8
F1AP procedures

8.1
List of F1AP Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	gNB-DU Configuration Update
	GNB-DU CONFIGURATION UPDATE
	GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-DU CONFIGURATION UPDATE FAILURE

	gNB-CU Configuration Update
	GNB-CU CONFIGURATION UPDATE
	GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU CONFIGURATION UPDATE FAILURE

	UE Context Setup
	UE CONTEXT SETUP REQUEST
	UE CONTEXT SETUP RESPONSE
	UE CONTEXT SETUP FAILURE

	UE Context Release (gNB-CU initiated)
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	UE Context Modification (gNB-CU initiated)
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	UE Context Modification Required (gNB-DU initiated)
	UE CONTEXT MODIFICATION REQUIRED
	UE CONTEXT MODIFICATION CONFIRM
	UE CONTEXT MODIFICATION REFUSE

	Write-Replace Warning 
	WRITE-REPLACE WARNING REQUEST
	WRITE-REPLACE WARNING RESPONSE
	

	PWS Cancel
	PWS CANCEL REQUEST
	PWS CANCEL RESPONSE
	

	GNB-DU RESOURCE COORDINATION
	GNB-DU RESOURCE COORDINATION REQUEST
	GNB-DU RESOURCE COORDINATION RESPONSE
	

	BH BAP Configuration
	BH BAP CONFIGURATION 
	BH BAP CONFIGURATION ACKNOWLEDGE
	


-------------------------------------------Change 2-------------------------------------------
8.x
BH BAP Configuration Procedure

8.x.1
General

The BH BAP Configuration Procedure is initiated by the gNB-CU in order to provide BAP configurations to the gNB-DU for routing and bearer mapping. The procedure uses non-UE associated signalling.

8.x.2
Successful Operation
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Figure 8.x.2-1: BH BAP Configuration procedure.
The gNB-CU initiates the procedure by sending BH BAP CONFIGURATION message to the gNB-DU. The gNB-DU replies to the gNB-CU with BH BAP CONFIGURATION ACKNOWLEDGE.

If BH Routing Information Added List IE is contained in the BH BAP CONFIGURATION message, the gNB-DU shall, if supported, store the BH routing information from this IE and use it for DL/UL traffic forwarding.
If BH Routing Information Removed List IE is contained in the BH BAP CONFIGURATION message, the gNB-DU shall, if supported, remove the BH routing information according to such IE.

To update the existing routing information, the gNB-CU can include the new routing information in the BH Routing Information Added List IE and the existing routing information to be removed in the BH Routing Information Removed List IE.
If BH Mapping Information Added List IE is contained in the BH BAP CONFIGURATION message, and the Egress BH RLC CH IE is present, the gNB-DU shall, if supported, store the BH bearer mapping information from this IE and use it for DL/UL bearer mapping.

If BH Mapping Information Added List IE is contained in the BH BAP CONFIGURATION message, and the BAP Routing ID IE is present, the gNB-DU shall, if supported, store the BAP routing ID derivation information from this IE and use it for BAP routing ID derivation.
If BH Mapping Information Removed List IE is contained in the BH BAP CONFIGURATION message, and the Egress BH RLC CH IE is present, the gNB-DU shall, if supported, remove the BH bearer mapping information according to such IE.

If BH Mapping Information Removed List IE is contained in the BH BAP CONFIGURATION message, and the BAP Routing ID IE is present, the gNB-DU shall, if supported, remove the BAP routing ID derivation information according to such IE.

To update the existing bearer mapping information, the gNB-CU can include the existing bearer mapping information to be removed in the BH Mapping Information Removed List IE and then include the new bearer mapping information in the BH Mapping Information Added List IE.
To update the existing BAP routing ID derivation information, the gNB-CU can include the existing BAP routing ID information to be removed in the BH Mapping Information Removed List IE and then include the new BAP routing ID information in the BH Mapping Information Added List IE.
8.x.3
Abnormal Conditions

Not applicable.

-------------------------------------------Change 3-------------------------------------------
9
Elements for F1AP Communication

9.1
General
>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<
9.2.x
BH BAP Configuration messages

9.2.x.1
BH BAP CONFIGURATION
This message is sent by the gNB-CU to provide the BAP configuration to the gNB-DU for routing and bearer mapping.

Direction: gNB-CU ( gNB-DU 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	BH Routing Information Added List
	
	0...1
	
	
	YES
	ignore

	>BH Routing 
Information Added List 

Item
	
	1.. <maxnoofRoutingEntries>
	
	
	EACH
	ignore

	>>BAP Routing ID
	M
	
	9.3.1.u
	Corresponds to the BAP-Routing-ID, defined in subclause 6.3.2 of TS 38.331 [8].
	-
	-

	>>Next Hop BAP

Address
	M
	
	9.3.1.v
	Indicates the BAP address of the next hop IAB-node or IAB-donor-DU. Corresponds to the bap-Address-r16, defined in subclause 6.2.2 of TS 38.331 [8].
	-
	-

	BH Routing Information Removed List
	
	0...1
	
	
	YES
	ignore

	>BH Routing 
Information Removed

List Item
	
	1.. <maxnoofRoutingEntries>
	
	
	EACH
	ignore

	>>BAP Routing ID
	M
	
	9.3.1.u
	Corresponds to the BAP-Routing-ID, defined in subclause 6.3.2 of TS 38.331 [8].
	-
	-

	BH Mapping Information Added List
	
	0...1
	
	
	YES
	ignore

	>BH Mapping 
Information Added List Item
	
	1.. <maxnoofBHMapping>
	
	
	EACH
	ignore

	>>Traffic Mapping 
Information
	M
	
	9.3.1.m
	
	-
	-

	>>Egress BH RLC CH 

Info

	O
	
	9.3.1.n
	
	-
	-

	>>BAP Routing ID
	O
	
	9.3.1.u
	Indicate the BAP routing ID to be added in BAP data PDU, corresponds to the BAP-Routing-ID, defined in subclause 6.3.2 of TS 38.331 [8].
	-
	-

	BH Mapping Information Removed List
	
	0...1
	
	
	YES
	ignore

	>BH Mapping 
Information Removed

List Item
	
	1.. <maxnoofBHMapping>
	
	
	EACH
	ignore

	>>Traffic Mapping 
Information
	M
	
	9.3.1.m
	
	-
	-

	>>Egress BH RLC CH 
Info
	O
	
	9.3.1.n
	
	-
	-

	>>BAP Routing ID
	O
	
	9.3.1.u
	Indicate the BAP routing ID to be added in BAP data PDU, corresponds to the BAP-Routing-ID, defined in subclause 6.3.2 of TS 38.331 [8].
	-
	-

	BAP address
	O
	
	BIT STRING (SIZE(10))
	Indicates the BAP address of IAB-donor-DU
	YES
	ignore


	Range bound
	Explanation

	maxnoofRoutingEntries
	Maximum no. of routing entries, the maximum value is FFS.

	maxnoofBHMapping
	Maximum no. of mapping rule entries, the maximum value is FFS.


9.2.x.2
BH BAP CONFIGURATION ACKNOWLEDGE

This message is sent by the gNB-DU as a response to a BH BAP CONFIGURATION message.

Direction: gNB-DU ( gNB-CU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


-------------------------------------------Change 4-------------------------------------------

9.3
Information Element Definitions

9.3.1
Radio Network Layer Related IEs

>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<
9.3.1.m
Traffic Mapping Information

This IE defines the input parameters of a bearer mapping entry and a routing ID derivation entry.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Traffic Mapping Information
	M
	
	
	

	>Upper Layer Information 
	
	
	
	

	>>Flow Label
	O
	
	BIT STRING (SIZE(20))
	

	>>DSCP
	O
	
	BIT STRING (SIZE(6))
	

	>>Destination IP 
address
	O
	
	9.3.2.3
	

	>Ingress RLC CH Information
	
	
	
	

	>>Ingress Link ID
	M
	
	BIT STRING (SIZE(10))
	The BAP address of previous hop node to indicate the ingress link ID.

	>>Ingress BH RLC CH ID
	M
	
	9.3.1.x
	Indicates the BH RLC channel in the ingress link.


9.3.1.n
Egress BH RLC CH Info

This IE defines the egress BH RLC channel of a bearer mapping entry.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Egress Link ID
	M
	
	BIT STRING (SIZE(10))
	The BAP address of next hop node to indicate the egress link ID.

	Egress BH RLC CH ID
	M
	
	9.3.1.x
	Indicates the BH RLC channel in the egress link.


------------------------------------------------ Change 5 -----------------------------------------------------

9.4.3
Elementary Procedure Definitions

-- ASN1START 

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

F1AP-PDU-Descriptions  { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM F1AP-CommonDataTypes


Reset,


ResetAcknowledge,


F1SetupRequest,


F1SetupResponse,


F1SetupFailure, 

GNBDUConfigurationUpdate,


GNBDUConfigurationUpdateAcknowledge,


GNBDUConfigurationUpdateFailure,


GNBCUConfigurationUpdate,


GNBCUConfigurationUpdateAcknowledge,


GNBCUConfigurationUpdateFailure,


UEContextSetupRequest,


UEContextSetupResponse,


UEContextSetupFailure,


UEContextReleaseCommand,


UEContextReleaseComplete,


UEContextModificationRequest,


UEContextModificationResponse,


UEContextModificationFailure,


UEContextModificationRequired,


UEContextModificationConfirm,


ErrorIndication,


UEContextReleaseRequest,


DLRRCMessageTransfer,


ULRRCMessageTransfer,


GNBDUResourceCoordinationRequest,


GNBDUResourceCoordinationResponse,


PrivateMessage,


UEInactivityNotification,


InitialULRRCMessageTransfer,


SystemInformationDeliveryCommand,


Paging,


Notify,


WriteReplaceWarningRequest,


WriteReplaceWarningResponse,


PWSCancelRequest,


PWSCancelResponse,


PWSRestartIndication,


PWSFailureIndication,


GNBDUStatusIndication,


RRCDeliveryReport,


UEContextModificationRefuse,


F1RemovalRequest,


F1RemovalResponse,


F1RemovalFailure,


NetworkAccessRateReduction,

BHBAPConfiguration,


BHBAPConfigurationAcknowledge

FROM F1AP-PDU-Contents


id-Reset,


id-F1Setup,


id-gNBDUConfigurationUpdate,


id-gNBCUConfigurationUpdate,


id-UEContextSetup,


id-UEContextRelease,


id-UEContextModification,


id-UEContextModificationRequired,


id-ErrorIndication, 

id-UEContextReleaseRequest,


id-DLRRCMessageTransfer,


id-ULRRCMessageTransfer,


id-GNBDUResourceCoordination,


id-privateMessage,


id-UEInactivityNotification,


id-InitialULRRCMessageTransfer,


id-SystemInformationDeliveryCommand,


id-Paging,


id-Notify,


id-WriteReplaceWarning,


id-PWSCancel,


id-PWSRestartIndication,


id-PWSFailureIndication,


id-GNBDUStatusIndication,


id-RRCDeliveryReport,


id-F1Removal,


id-NetworkAccessRateReduction,

id-BHBAPConfiguration

FROM F1AP-Constants


ProtocolIE-SingleContainer{},


F1AP-PROTOCOL-IES

FROM F1AP-Containers;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

F1AP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome






OPTIONAL,


&UnsuccessfulOutcome





OPTIONAL,


&procedureCode



ProcedureCode 
UNIQUE,


&criticality



Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE


&InitiatingMessage


[SUCCESSFUL OUTCOME


&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE



&procedureCode


[CRITICALITY



&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

F1AP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome, 


choice-extension
ProtocolIE-SingleContainer { { F1AP-PDU-ExtIEs} }

}

F1AP-PDU-ExtIEs F1AP-PROTOCOL-IES ::= { -- this extension is not used


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
F1AP-ELEMENTARY-PROCEDURE.&procedureCode

({F1AP-ELEMENTARY-PROCEDURES}),


criticality

F1AP-ELEMENTARY-PROCEDURE.&criticality


({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


F1AP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
F1AP-ELEMENTARY-PROCEDURE.&procedureCode

({F1AP-ELEMENTARY-PROCEDURES}),


criticality

F1AP-ELEMENTARY-PROCEDURE.&criticality


({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


F1AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
F1AP-ELEMENTARY-PROCEDURE.&procedureCode

({F1AP-ELEMENTARY-PROCEDURES}),


criticality

F1AP-ELEMENTARY-PROCEDURE.&criticality


({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


F1AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

F1AP-ELEMENTARY-PROCEDURES F1AP-ELEMENTARY-PROCEDURE ::= {


F1AP-ELEMENTARY-PROCEDURES-CLASS-1


|


F1AP-ELEMENTARY-PROCEDURES-CLASS-2,



...

}

F1AP-ELEMENTARY-PROCEDURES-CLASS-1 F1AP-ELEMENTARY-PROCEDURE ::= {


reset






|


f1Setup






|


gNBDUConfigurationUpdate

|


gNBCUConfigurationUpdate

|


uEContextSetup




|


uEContextRelease



|


uEContextModification


|


uEContextModificationRequired
|


writeReplaceWarning



|


pWSCancel




|


gNBDUResourceCoordination

|


f1Removal




|

bHBAPConfiguration


,


...

}

F1AP-ELEMENTARY-PROCEDURES-CLASS-2 F1AP-ELEMENTARY-PROCEDURE ::= {



errorIndication




|


uEContextReleaseRequest


|


dLRRCMessageTransfer


|


uLRRCMessageTransfer


|


uEInactivityNotification

|


privateMessage




|


initialULRRCMessageTransfer

|


systemInformationDelivery

|


paging






|


notify






|


pWSRestartIndication


|


pWSFailureIndication


|


gNBDUStatusIndication


|


rRCDeliveryReport



|


networkAccessRateReduction

,


...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

reset F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

Reset


SUCCESSFUL OUTCOME

ResetAcknowledge


PROCEDURE CODE


id-Reset


CRITICALITY



reject

}

f1Setup F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

F1SetupRequest


SUCCESSFUL OUTCOME

F1SetupResponse


UNSUCCESSFUL OUTCOME
F1SetupFailure


PROCEDURE CODE


id-F1Setup


CRITICALITY



reject

}

gNBDUConfigurationUpdate F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

GNBDUConfigurationUpdate


SUCCESSFUL OUTCOME

GNBDUConfigurationUpdateAcknowledge


UNSUCCESSFUL OUTCOME
GNBDUConfigurationUpdateFailure


PROCEDURE CODE


id-gNBDUConfigurationUpdate


CRITICALITY



reject

}

gNBCUConfigurationUpdate F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

GNBCUConfigurationUpdate


SUCCESSFUL OUTCOME

GNBCUConfigurationUpdateAcknowledge


UNSUCCESSFUL OUTCOME
GNBCUConfigurationUpdateFailure


PROCEDURE CODE


id-gNBCUConfigurationUpdate


CRITICALITY



reject

}

uEContextSetup F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextSetupRequest


SUCCESSFUL OUTCOME

UEContextSetupResponse


UNSUCCESSFUL OUTCOME
UEContextSetupFailure


PROCEDURE CODE


id-UEContextSetup


CRITICALITY



reject

}

uEContextRelease F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextReleaseCommand


SUCCESSFUL OUTCOME

UEContextReleaseComplete


PROCEDURE CODE


id-UEContextRelease


CRITICALITY



reject

}

uEContextModification F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextModificationRequest


SUCCESSFUL OUTCOME

UEContextModificationResponse


UNSUCCESSFUL OUTCOME
UEContextModificationFailure


PROCEDURE CODE


id-UEContextModification


CRITICALITY



reject

}

uEContextModificationRequired F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextModificationRequired


SUCCESSFUL OUTCOME

UEContextModificationConfirm


UNSUCCESSFUL OUTCOME
UEContextModificationRefuse


PROCEDURE CODE


id-UEContextModificationRequired


CRITICALITY



reject

}

writeReplaceWarning F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

WriteReplaceWarningRequest


SUCCESSFUL OUTCOME

WriteReplaceWarningResponse


PROCEDURE CODE


id-WriteReplaceWarning


CRITICALITY



reject

}

pWSCancel F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PWSCancelRequest


SUCCESSFUL OUTCOME

PWSCancelResponse


PROCEDURE CODE


id-PWSCancel


CRITICALITY



reject

}

errorIndication F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


PROCEDURE CODE


id-ErrorIndication


CRITICALITY



ignore

}

uEContextReleaseRequest F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextReleaseRequest


PROCEDURE CODE


id-UEContextReleaseRequest


CRITICALITY



ignore

}

initialULRRCMessageTransfer F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

InitialULRRCMessageTransfer


PROCEDURE CODE


id-InitialULRRCMessageTransfer


CRITICALITY



ignore

}

dLRRCMessageTransfer F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DLRRCMessageTransfer


PROCEDURE CODE


id-DLRRCMessageTransfer


CRITICALITY



ignore

}

uLRRCMessageTransfer F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ULRRCMessageTransfer


PROCEDURE CODE


id-ULRRCMessageTransfer


CRITICALITY



ignore

}

uEInactivityNotification  F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEInactivityNotification


PROCEDURE CODE


id-UEInactivityNotification


CRITICALITY



ignore

}

gNBDUResourceCoordination F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

GNBDUResourceCoordinationRequest


SUCCESSFUL OUTCOME

GNBDUResourceCoordinationResponse


PROCEDURE CODE


id-GNBDUResourceCoordination


CRITICALITY



reject

}

privateMessage F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


PROCEDURE CODE


id-privateMessage


CRITICALITY



ignore

}

systemInformationDelivery F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SystemInformationDeliveryCommand


PROCEDURE CODE


id-SystemInformationDeliveryCommand


CRITICALITY



ignore

}

paging F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

Paging


PROCEDURE CODE


id-Paging


CRITICALITY



ignore

}

notify F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

Notify


PROCEDURE CODE


id-Notify


CRITICALITY



ignore

}

networkAccessRateReduction F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

NetworkAccessRateReduction


PROCEDURE CODE


id-NetworkAccessRateReduction


CRITICALITY



ignore

}

pWSRestartIndication F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PWSRestartIndication


PROCEDURE CODE


id-PWSRestartIndication


CRITICALITY



ignore

}

pWSFailureIndication F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PWSFailureIndication


PROCEDURE CODE


id-PWSFailureIndication


CRITICALITY



ignore

}

gNBDUStatusIndication 
F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

GNBDUStatusIndication


PROCEDURE CODE


id-GNBDUStatusIndication


CRITICALITY



ignore

}

rRCDeliveryReport F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RRCDeliveryReport


PROCEDURE CODE


id-RRCDeliveryReport


CRITICALITY



ignore

}

f1Removal F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

F1RemovalRequest


SUCCESSFUL OUTCOME

F1RemovalResponse


UNSUCCESSFUL OUTCOME
F1RemovalFailure


PROCEDURE CODE


id-F1Removal


CRITICALITY



reject

}

bHBAPConfiguration     F1AP-ELEMENTARY-PROCEDURE ::= {

    INITIATING MESSAGE

BHBAPConfiguration

    SUCCESSFUL OUTCOME

BHBAPConfigurationAcknowledge


PROCEDURE CODE


id-BHBAPConfiguration


CRITICALITY



reject

}

END

-- ASN1STOP 

9.4.4
PDU Definitions

-- ASN1START 

-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Candidate-SpCell-Item,


Cause,


Cells-Failed-to-be-Activated-List-Item,

Cells-Status-Item,

Cells-to-be-Activated-List-Item,


Cells-to-be-Deactivated-List-Item, 

CellULConfigured,


CriticalityDiagnostics, 

C-RNTI,


CUtoDURRCInformation, 

DRB-Activity-Item,


DRBID,


DRBs-FailedToBeModified-Item,


DRBs-FailedToBeSetup-Item,


DRBs-FailedToBeSetupMod-Item,


DRB-Notify-Item,


DRBs-ModifiedConf-Item,


DRBs-Modified-Item,


DRBs-Required-ToBeModified-Item,


DRBs-Required-ToBeReleased-Item,


DRBs-Setup-Item,


DRBs-SetupMod-Item,


DRBs-ToBeModified-Item,


DRBs-ToBeReleased-Item,


DRBs-ToBeSetup-Item,


DRBs-ToBeSetupMod-Item,


DRXCycle,


DRXConfigurationIndicator,


DUtoCURRCInformation,


EUTRANQoS,


ExecuteDuplication,


FullConfiguration,


GNB-CU-UE-F1AP-ID,


GNB-DU-UE-F1AP-ID,


GNB-DU-ID,


GNB-DU-Served-Cells-Item,


GNB-DU-System-Information, 

GNB-CU-Name,


GNB-DU-Name,


InactivityMonitoringRequest,


InactivityMonitoringResponse,


NotificationControl,


NRCGI,


NRPCI,

UEContextNotRetrievable,

Potential-SpCell-Item,


RAT-FrequencyPriorityInformation,


ResourceCoordinationTransferContainer,


RRCContainer,


RRCReconfigurationCompleteIndicator,


SCellIndex,


SCell-ToBeRemoved-Item,


SCell-ToBeSetup-Item,


SCell-ToBeSetupMod-Item,


SCell-FailedtoSetup-Item,


SCell-FailedtoSetupMod-Item, 

ServCellIndex,


Served-Cell-Information,


Served-Cells-To-Add-Item,


Served-Cells-To-Delete-Item,


Served-Cells-To-Modify-Item,

ServingCellMO,

SRBID,


SRBs-FailedToBeSetup-Item,


SRBs-FailedToBeSetupMod-Item,


SRBs-Required-ToBeReleased-Item,


SRBs-ToBeReleased-Item,


SRBs-ToBeSetup-Item,


SRBs-ToBeSetupMod-Item,


SRBs-Modified-Item,


SRBs-Setup-Item,


SRBs-SetupMod-Item,


TimeToWait,


TransactionID,


TransmissionActionIndicator,


UE-associatedLogicalF1-ConnectionItem,


DUtoCURRCContainer,


PagingCell-Item, 


SItype-List,

UEIdentityIndexValue,


GNB-CU-TNL-Association-Setup-Item,


GNB-CU-TNL-Association-Failed-To-Setup-Item,


GNB-CU-TNL-Association-To-Add-Item,


GNB-CU-TNL-Association-To-Remove-Item,


GNB-CU-TNL-Association-To-Update-Item,


MaskedIMEISV,


PagingDRX,


PagingPriority,


PagingIdentity,


Cells-to-be-Barred-Item,


PWSSystemInformation,


Broadcast-To-Be-Cancelled-Item,


Cells-Broadcast-Cancelled-Item,


NR-CGI-List-For-Restart-Item,


PWS-Failed-NR-CGI-Item,


RepetitionPeriod,


NumberofBroadcastRequest,


Cells-To-Be-Broadcast-Item,


Cells-Broadcast-Completed-Item,


Cancel-all-Warning-Messages-Indicator,


EUTRA-NR-CellResourceCoordinationReq-Container,


EUTRA-NR-CellResourceCoordinationReqAck-Container,

RequestType,


PLMN-Identity,


RLCFailureIndication, 


UplinkTxDirectCurrentListInformation,


SULAccessIndication,


Protected-EUTRA-Resources-Item,


GNB-DUConfigurationQuery,


BitRate,


RRC-Version,


GNBDUOverloadInformation,


RRCDeliveryStatusRequest,


NeedforGap,


RRCDeliveryStatus,


ResourceCoordinationTransferInformation,


Dedicated-SIDelivery-NeededUE-Item,


Associated-SCell-Item,


IgnoreResourceCoordinationContainer,


PagingOrigin,


UAC-Assistance-Info,

RANUEID,


GNB-DU-TNL-Association-To-Remove-Item,


BHChannels-ToBeSetup-Item,


BHChannels-Setup-Item,


BHChannels-FailedToBeSetup-Item,


BHChannels-ToBeModified-Item,


BHChannels-ToBeReleased-Item,


BHChannels-ToBeSetupMod-Item,


BHChannels-FailedToBeModified-Item,


BHChannels-FailedToBeSetupMod-Item,


BHChannels-Modified-Item,


BHChannels-SetupMod-Item,


BHChannels-Required-ToBeReleased-Item,


BAPAddress,


BH-Routing-Information-Added-List-Item,

BH-Routing-Information-Removed-List-Item,

BH-Mapping-Information-Added-List-Item,

BH-Mapping-Information-Removed-List-Item
FROM F1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


F1AP-PRIVATE-IES,


F1AP-PROTOCOL-EXTENSION,


F1AP-PROTOCOL-IES,


F1AP-PROTOCOL-IES-PAIR

FROM F1AP-Containers


id-Candidate-SpCell-Item,


id-Candidate-SpCell-List,


id-Cause,


id-Cancel-all-Warning-Messages-Indicator,


id-Cells-Failed-to-be-Activated-List,


id-Cells-Failed-to-be-Activated-List-Item, 


id-Cells-Status-Item,


id-Cells-Status-List,

id-Cells-to-be-Activated-List,


id-Cells-to-be-Activated-List-Item,


id-Cells-to-be-Deactivated-List,


id-Cells-to-be-Deactivated-List-Item,


id-ConfirmedUEID,


id-CriticalityDiagnostics,


id-C-RNTI,


id-CUtoDURRCInformation,


id-DRB-Activity-Item,


id-DRB-Activity-List,


id-DRBs-FailedToBeModified-Item,


id-DRBs-FailedToBeModified-List,


id-DRBs-FailedToBeSetup-Item,


id-DRBs-FailedToBeSetup-List,


id-DRBs-FailedToBeSetupMod-Item,


id-DRBs-FailedToBeSetupMod-List,


id-DRBs-ModifiedConf-Item,


id-DRBs-ModifiedConf-List,


id-DRBs-Modified-Item,


id-DRBs-Modified-List,


id-DRB-Notify-Item,


id-DRB-Notify-List,


id-DRBs-Required-ToBeModified-Item,


id-DRBs-Required-ToBeModified-List,


id-DRBs-Required-ToBeReleased-Item,


id-DRBs-Required-ToBeReleased-List,


id-DRBs-Setup-Item,


id-DRBs-Setup-List,


id-DRBs-SetupMod-Item,


id-DRBs-SetupMod-List,


id-DRBs-ToBeModified-Item,


id-DRBs-ToBeModified-List,


id-DRBs-ToBeReleased-Item,


id-DRBs-ToBeReleased-List,


id-DRBs-ToBeSetup-Item,


id-DRBs-ToBeSetup-List,


id-DRBs-ToBeSetupMod-Item,


id-DRBs-ToBeSetupMod-List,


id-DRXCycle,


id-DUtoCURRCInformation,


id-ExecuteDuplication,


id-FullConfiguration,


id-gNB-CU-UE-F1AP-ID,


id-gNB-DU-UE-F1AP-ID,


id-gNB-DU-ID,


id-GNB-DU-Served-Cells-Item,


id-gNB-DU-Served-Cells-List, 

id-gNB-CU-Name,


id-gNB-DU-Name,


id-InactivityMonitoringRequest,


id-InactivityMonitoringResponse,

id-new-gNB-CU-UE-F1AP-ID,


id-new-gNB-DU-UE-F1AP-ID,

id-oldgNB-DU-UE-F1AP-ID,

id-PLMNAssistanceInfoForNetShar,

id-Potential-SpCell-Item,


id-Potential-SpCell-List,


id-RAT-FrequencyPriorityInformation, 


id-RedirectedRRCmessage,

id-ResetType,


id-ResourceCoordinationTransferContainer,


id-RRCContainer,


id-RRCReconfigurationCompleteIndicator,


id-SCell-FailedtoSetup-List,


id-SCell-FailedtoSetup-Item,


id-SCell-FailedtoSetupMod-List,


id-SCell-FailedtoSetupMod-Item,


id-SCell-ToBeRemoved-Item,


id-SCell-ToBeRemoved-List,


id-SCell-ToBeSetup-Item,


id-SCell-ToBeSetup-List,


id-SCell-ToBeSetupMod-Item,


id-SCell-ToBeSetupMod-List,

id-SelectedPLMNID,

id-Served-Cells-To-Add-Item,


id-Served-Cells-To-Add-List,


id-Served-Cells-To-Delete-Item,


id-Served-Cells-To-Delete-List,


id-Served-Cells-To-Modify-Item,


id-Served-Cells-To-Modify-List,


id-ServCellIndex,

id-ServingCellMO,

id-SpCell-ID,


id-SpCellULConfigured,


id-SRBID,


id-SRBs-FailedToBeSetup-Item,


id-SRBs-FailedToBeSetup-List,


id-SRBs-FailedToBeSetupMod-Item,


id-SRBs-FailedToBeSetupMod-List,


id-SRBs-Required-ToBeReleased-Item,


id-SRBs-Required-ToBeReleased-List,


id-SRBs-ToBeReleased-Item,


id-SRBs-ToBeReleased-List, 


id-SRBs-ToBeSetup-Item,


id-SRBs-ToBeSetup-List,


id-SRBs-ToBeSetupMod-Item,


id-SRBs-ToBeSetupMod-List,


id-SRBs-Modified-Item,


id-SRBs-Modified-List,


id-SRBs-Setup-Item,


id-SRBs-Setup-List,


id-SRBs-SetupMod-Item,


id-SRBs-SetupMod-List,


id-TimeToWait,


id-TransactionID,


id-TransmissionActionIndicator, 


id-UEContextNotRetrievable,

id-UE-associatedLogicalF1-ConnectionItem,


id-UE-associatedLogicalF1-ConnectionListResAck,


id-DUtoCURRCContainer,


id-NRCGI,


id-PagingCell-Item,


id-PagingCell-List,


id-PagingDRX,


id-PagingPriority,


id-SItype-List,


id-UEIdentityIndexValue,


id-GNB-CU-TNL-Association-Setup-List,


id-GNB-CU-TNL-Association-Setup-Item,


id-GNB-CU-TNL-Association-Failed-To-Setup-List,


id-GNB-CU-TNL-Association-Failed-To-Setup-Item,


id-GNB-CU-TNL-Association-To-Add-Item,


id-GNB-CU-TNL-Association-To-Add-List,


id-GNB-CU-TNL-Association-To-Remove-Item,


id-GNB-CU-TNL-Association-To-Remove-List,


id-GNB-CU-TNL-Association-To-Update-Item,


id-GNB-CU-TNL-Association-To-Update-List,


id-MaskedIMEISV,


id-PagingIdentity,


id-Cells-to-be-Barred-List,


id-Cells-to-be-Barred-Item,


id-PWSSystemInformation,


id-RepetitionPeriod,


id-NumberofBroadcastRequest,


id-Cells-To-Be-Broadcast-List,


id-Cells-To-Be-Broadcast-Item,


id-Cells-Broadcast-Completed-List,


id-Cells-Broadcast-Completed-Item,


id-Broadcast-To-Be-Cancelled-List,


id-Broadcast-To-Be-Cancelled-Item,


id-Cells-Broadcast-Cancelled-List,


id-Cells-Broadcast-Cancelled-Item,


id-NR-CGI-List-For-Restart-List,


id-NR-CGI-List-For-Restart-Item,


id-PWS-Failed-NR-CGI-List,


id-PWS-Failed-NR-CGI-Item,


id-EUTRA-NR-CellResourceCoordinationReq-Container,


id-EUTRA-NR-CellResourceCoordinationReqAck-Container,


id-Protected-EUTRA-Resources-List,


id-RequestType,


id-ServingPLMN,

id-DRXConfigurationIndicator,


id-RLCFailureIndication,


id-UplinkTxDirectCurrentListInformation,


id-SULAccessIndication,


id-Protected-EUTRA-Resources-Item,


id-GNB-DUConfigurationQuery,


id-GNB-DU-UE-AMBR-UL,


id-GNB-CU-RRC-Version,


id-GNB-DU-RRC-Version,


id-GNBDUOverloadInformation,


id-NeedforGap,

id-RRCDeliveryStatusRequest,


id-RRCDeliveryStatus,


id-Dedicated-SIDelivery-NeededUE-List,


id-Dedicated-SIDelivery-NeededUE-Item,


id-ResourceCoordinationTransferInformation,


id-Associated-SCell-List,


id-Associated-SCell-Item,


id-IgnoreResourceCoordinationContainer,


id-UAC-Assistance-Info,

id-RANUEID,


id-PagingOrigin,


id-GNB-DU-TNL-Association-To-Remove-Item,


id-GNB-DU-TNL-Association-To-Remove-List,

id-BHChannels-ToBeSetup-List,


id-BHChannels-ToBeSetup-Item,


id-BHChannels-Setup-List,


id-BHChannels-Setup-Item,


id-BHChannels-ToBeModified-Item,


id-BHChannels-ToBeModified-List,


id-BHChannels-ToBeReleased-Item,


id-BHChannels-ToBeReleased-List,


id-BHChannels-ToBeSetupMod-Item,


id-BHChannels-ToBeSetupMod-List,

    id-BHChannels-FailedToBeSetup-Item,

    id-BHChannels-FailedToBeSetup-List,


id-BHChannels-FailedToBeModified-Item,


id-BHChannels-FailedToBeModified-List,


id-BHChannels-FailedToBeSetupMod-Item,


id-BHChannels-FailedToBeSetupMod-List,


id-BHChannels-Modified-Item,


id-BHChannels-Modified-List,


id-BHChannels-SetupMod-Item,


id-BHChannels-SetupMod-List,


id-BHChannels-Required-ToBeReleased-Item,


id-BHChannels-Required-ToBeReleased-List,


id-BAPAddress,


id-BH-Routing-Information-Added-List,


id-BH-Routing-Information-Added-List-Item,

id-BH-Routing-Information-Removed-List,


id-BH-Routing-Information-Removed-List-Item,

id-BH-Mapping-Information-Added-List,

id-BH-Mapping-Information-Removed-List-Item,

maxCellingNBDU,


maxnoofCandidateSpCells,


maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,


maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs,


maxnoofPagingCells,


maxnoofTNLAssociations,


maxCellineNB,


maxnoofUEIDs,


maxnoofBHChannels,


maxnoofRoutingEntries,

maxnoofBHMapping
FROM F1AP-Constants;

>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<
-- **************************************************************

--

-- 
BH BAP CONFIGURATION

--

-- **************************************************************

BHBAPConfiguration ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {BHBAPConfiguration-IEs} },


...

}

BHBAPConfiguration-IEs  F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID
          CRITICALITY reject
TYPE
TransactionID             PRESENCE mandatory}|


{ ID id-BH-Routing-Information-Added-List
  CRITICALITY ignore
TYPE
BH-Routing-Information-Added-List     PRESENCE optional}|

{ ID id-BH-Routing-Information-Removed-List
  CRITICALITY ignore
TYPE
BH-Routing-Information-Removed-List      PRESENCE optional}|

{ ID id-BH-Mapping-Information-Added-List
  CRITICALITY ignore
TYPE
BH-Mapping-Information-Added-List     PRESENCE optional}|

{ ID id-BH-Mapping-Information-Removed-List  
  CRITICALITY ignore
TYPE
BH-Mapping-Information-Removed-List   PRESENCE optional}|


{ ID id-BAPAddress

CRITICALITY ignore     TYPE BAPAddress    

PRESENCE optional},


...

}

BH-Routing-Information-Added-List
::= SEQUENCE (SIZE(1.. maxnoofRoutingEntries))
OF ProtocolIE-SingleContainer { { BH-Routing-Information-Added-List-ItemIEs } }
BH-Routing-Information-Removed-List
::= SEQUENCE (SIZE(1.. maxnoofRoutingEntries))
OF ProtocolIE-SingleContainer { { BH-Routing-Information-Removed-List-ItemIEs } }
BH-Mapping-Information-Added-List
::= SEQUENCE (SIZE(1.. maxnoofBHMapping)) OF ProtocolIE-SingleContainer { { BH-Mapping-Information-Added-List-ItemIEs } }
BH-Mapping-Information-Removed-List
::= SEQUENCE (SIZE(1.. maxnoofBHMapping)) OF ProtocolIE-SingleContainer { { BH-Mapping-Information-Removed-List-ItemIEs } }
BH-Routing-Information-Added-List-ItemIEs
F1AP-PROTOCOL-IES::= {


{ ID id-BH-Routing-Information-Added-List-Item



CRITICALITY ignore
TYPE BH-Routing-Information-Added-List-Item





PRESENCE optional},


...

}

BH-Routing-Information-Removed-List-ItemIEs
F1AP-PROTOCOL-IES::= {


{ ID id-BH-Routing-Information-Removed-List-Item



CRITICALITY ignore 
TYPE BH-Routing-Information-Removed-List-Item





PRESENCE optional},


...

}
BH-Mapping-Information-Added-List-ItemIEs
F1AP-PROTOCOL-IES::= {


{ ID id-BH-Mapping-Information-Added-List-Item



CRITICALITY ignore
TYPE BH-Mapping-Information-Added-List-Item





PRESENCE optional},


...

}

BH-Mapping-Information-Removed-List-ItemIEs
F1AP-PROTOCOL-IES::= {


{ ID id-BH-Mapping-Information-Removed-List-Item



CRITICALITY ignore 
TYPE BH-Mapping-Information-Removed-List-Item





PRESENCE optional},


...

}
-- **************************************************************

--

-- 
BH BAP CONFIGURATION ACKNOWLEDGE

--

-- **************************************************************

BHBAPConfigurationAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {BHBAPConfigurationAcknowledge-IEs} },


...

}

BHBAPConfigurationAcknowledge-IEs  F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID
          CRITICALITY reject
TYPE
TransactionID             PRESENCE mandatory}|


{ ID id-CriticalityDiagnostics
  CRITICALITY ignore
TYPE    CriticalityDiagnostics
  PRESENCE optional},


...

}
END

-- ASN1STOP

9.4.5
Information Element Definitions

-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-gNB-CUSystemInformation,


id-HandoverPreparationInformation,


id-TAISliceSupportList,


id-RANAC,


id-BearerTypeChange,


id-Cell-Direction,


id-Cell-Type,


id-CellGroupConfig,


id-AvailablePLMNList,


id-PDUSessionID,


id-ULPDUSessionAggregateMaximumBitRate, 


id-DC-Based-Duplication-Configured,


id-DC-Based-Duplication-Activation,

id-Duplication-Activation,

id-DLPDCPSNLength,


id-ULPDCPSNLength,


id-RLC-Status,


id-MeasurementTimingConfiguration,


id-DRB-Information,

id-QoSFlowMappingIndication,


id-ServingCellMO,


id-RLCMode,


id-ExtendedServedPLMNs-List,


id-ExtendedAvailablePLMN-List,


id-DRX-LongCycleStartOffset,

id-SelectedBandCombinationIndex,


id-SelectedFeatureSetEntryIndex,


id-Ph-InfoSCG,

id-latest-RRC-Version-Enhanced,


id-RequestedBandCombinationIndex,


id-RequestedFeatureSetEntryIndex,


id-RequestedP-MaxFR2,


id-DRX-Config,


id-UEAssistanceInformation,


id-PDCCH-BlindDetectionSCG,


id-Requested-PDCCH-BlindDetectionSCG,


id-BPLMN-ID-Info-List,


id-NotificationInformation,


id-TNLAssociationTransportLayerAddressgNBDU,


id-portNumber,


id-AdditionalSIBMessageList,


id-IgnorePRACHConfiguration,


id-CG-Config,


id-Ph-InfoMCG,


id-ULBHInfo,

maxNRARFCN,

maxnoofErrors,


maxnoofBPLMNs,

maxnoofBPLMNsNRminus1,

maxnoofDLUPTNLInformation,


maxnoofNrCellBands,


maxnoofULUPTNLInformation,


maxnoofQoSFlows,


maxnoofSliceItems,


maxnoofSIBTypes,


maxnoofSITypes,


maxCellineNB,


maxnoofExtendedBPLMNs,


maxnoofAdditionalSIBs,


maxnoofUACPLMNs,


maxnoofUACperPLMN

FROM F1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM F1AP-CommonDataTypes


ProtocolExtensionContainer{},


F1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


F1AP-PROTOCOL-IES

FROM F1AP-Containers;

>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<
-- B

BAPAddress ::= BIT STRING (SIZE(10))

BitRate ::= INTEGER (0..4000000000000,...)

BearerTypeChange ::= ENUMERATED {true, ...}
BHChannelID ::= INTEGER (1..32, ...)  -- the value is FFS
BHChannels-FailedToBeModified-Item
::= SEQUENCE {


bHChannelID

BHChannelID

,


cause

Cause

OPTIONAL,


iE-Extensions
ProtocolExtensionContainer { { BHChannels-FailedToBeModified-ItemExtIEs } }
OPTIONAL,


...

}

BHChannels-FailedToBeModified-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

BHChannels-FailedToBeSetup-Item
::= SEQUENCE {


bHChannelID
BHChannelID,


cause
Cause
OPTIONAL,


iE-Extensions
ProtocolExtensionContainer { { BHChannels-FailedToBeSetup-ItemExtIEs } }
OPTIONAL,


...

}

BHChannels-FailedToBeSetup-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

BHChannels-FailedToBeSetupMod-Item
::= SEQUENCE {


bHChannelID

BHChannelID
,


cause

Cause


OPTIONAL ,


iE-Extensions
ProtocolExtensionContainer { { BHChannels-FailedToBeSetupMod-ItemExtIEs } }
OPTIONAL,


...

}

BHChannels-FailedToBeSetupMod-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

BHChannels-Modified-Item
::= SEQUENCE {


bHChannelID






BHChannelID,


iE-Extensions
ProtocolExtensionContainer { { BHChannels-Modified-ItemExtIEs } }
OPTIONAL,


...

}

BHChannels-Modified-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

BHChannels-Required-ToBeReleased-Item
::= SEQUENCE {


bHChannelID

BHChannelID,


iE-Extensions
ProtocolExtensionContainer { { BHChannels-Required-ToBeReleased-ItemExtIEs } }
OPTIONAL,


...

}

BHChannels-Required-ToBeReleased-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

BHChannels-Setup-Item ::= SEQUENCE {


bHChannelID






BHChannelID,


iE-Extensions
ProtocolExtensionContainer { { BHChannels-Setup-ItemExtIEs } }
OPTIONAL,


...

}

BHChannels-Setup-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

BHChannels-SetupMod-Item
::= SEQUENCE {


bHChannelID






BHChannelID,


iE-Extensions
ProtocolExtensionContainer { { BHChannels-SetupMod-ItemExtIEs } }
OPTIONAL,


...

}

BHChannels-SetupMod-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

BHChannels-ToBeModified-Item
::= SEQUENCE {


bHChannelID





BHChannelID,


bHQoSInformation



BHQoSInformation,

     rLCmode



RLCMode       
OPTIONAL,


iE-Extensions
ProtocolExtensionContainer { { BHChannels-ToBeModified-ItemExtIEs } }
OPTIONAL,


...

}

BHChannels-ToBeModified-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

BHChannels-ToBeReleased-Item
::= SEQUENCE {


bHChannelID
BHChannelID,


iE-Extensions
ProtocolExtensionContainer { { BHChannels-ToBeReleased-ItemExtIEs } }
OPTIONAL,


...

}

BHChannels-ToBeReleased-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

BHChannels-ToBeSetup-Item ::= SEQUENCE
{


bHChannelID





BHChannelID,


bHQoSInformation



BHQoSInformation,

     rLCmode



RLCMode,


iE-Extensions
ProtocolExtensionContainer { { BHChannels-ToBeSetup-ItemExtIEs } }
OPTIONAL,


...

}

BHChannels-ToBeSetup-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

BHChannels-ToBeSetupMod-Item
::= SEQUENCE {


bHChannelID



BHChannelID,


bHQoSInformation


BHQoSInformation,

     rLCmode



RLCMode,


iE-Extensions
ProtocolExtensionContainer { { BHChannels-ToBeSetupMod-ItemExtIEs } }
OPTIONAL,


...

}

BHChannels-ToBeSetupMod-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

BHQoSInformation
::=
CHOICE {


eUTRANBHRLCCHQoS


EUTRANQoS,


bHRLCCHQoS                  QoSFlowLevelQoSParameters,


choice-extension


ProtocolIE-SingleContainer { { BHQoSInformation-ExtIEs} }

}

BHQoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {


...

}

BH-Routing-Information-Added-List-Item ::= SEQUENCE {


bAPRoutingID

         BIT STRING (SIZE(20)),


nextHopBAPAddress            BIT STRING (SIZE(10)),

iE-Extensions



 ProtocolExtensionContainer { { BH-Routing-Information-Added-List-ItemExtIEs} }
OPTIONAL,


...

}

BH-Routing-Information-Added-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
BH-Routing-Information-Removed-List-Item ::= SEQUENCE {


bAPRoutingID

         BIT STRING (SIZE(20)),


iE-Extensions


 
ProtocolExtensionContainer { { BH-Routing-Information-Removed-List-ItemExtIEs} }
OPTIONAL,


...

}

BH-Routing-Information-Removed-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
BH-Mapping-Information-Added-List-Item ::= SEQUENCE {


trafficMappingInformation

TrafficMappingInformation,


egress-BHRLCCHInformation

Egress-BHRLCCHInformation    OPTIONAL,

bAPRoutingID

         

BIT STRING (SIZE(20))

OPTIONAL,

iE-Extensions



 ProtocolExtensionContainer { { BH-Mapping-Information-Added-List-ItemExtIEs} }
OPTIONAL,


...

}

BH-Mapping-Information-Added-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
BH-Mapping-Information-Removed-List-Item ::= SEQUENCE {


trafficMappingInformation

TrafficMappingInformation,


egress-BHRLCCHInformation

Egress-BHRLCCHInformation
OPTIONAL,

bAPRoutingID

         

BIT STRING (SIZE(20))

OPTIONAL,

iE-Extensions


 

ProtocolExtensionContainer { { BH-Mapping-Information-Removed-List-ItemExtIEs} }
OPTIONAL,


...

}

BH-Mapping-Information-Removed-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<
-- E

Endpoint-IP-address-and-port ::=SEQUENCE {


endpointIPAddress TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { { Endpoint-IP-address-and-port-ExtIEs} } OPTIONAL

}

Endpoint-IP-address-and-port-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


{ ID id-portNumber
CRITICALITY reject
EXTENSION PortNumber

PRESENCE optional},


...

}

ExtendedAvailablePLMN-List ::= SEQUENCE (SIZE(1..maxnoofExtendedBPLMNs)) OF ExtendedAvailablePLMN-Item

ExtendedAvailablePLMN-Item ::= SEQUENCE {


pLMNIdentity


PLMN-Identity,


iE-Extensions

ProtocolExtensionContainer { { ExtendedAvailablePLMN-Item-ExtIEs} } OPTIONAL

}

ExtendedAvailablePLMN-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

ExtendedServedPLMNs-List ::= SEQUENCE (SIZE(1.. maxnoofExtendedBPLMNs)) OF ExtendedServedPLMNs-Item

ExtendedServedPLMNs-Item ::= SEQUENCE {


pLMN-Identity



PLMN-Identity,


tAISliceSupportList 

SliceSupportList
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { ExtendedServedPLMNs-ItemExtIEs} } OPTIONAL,


...

}

ExtendedServedPLMNs-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

EUTRACells-List  ::= SEQUENCE (SIZE (1.. maxCellineNB)) OF EUTRACells-List-item

EUTRACells-List-item ::= SEQUENCE {


eUTRA-Cell-ID




EUTRA-Cell-ID,


served-EUTRA-Cells-Information
Served-EUTRA-Cells-Information,


iE-Extensions ProtocolExtensionContainer { { EUTRACells-List-itemExtIEs } }    OPTIONAL

}

EUTRACells-List-itemExtIEs    F1AP-PROTOCOL-EXTENSION ::= {


...

}

EUTRA-Cell-ID ::= BIT STRING (SIZE(28))

EUTRA-Coex-FDD-Info ::= SEQUENCE {


uL-EARFCN





ExtendedEARFCN




OPTIONAL,


dL-EARFCN





ExtendedEARFCN,


uL-Transmission-Bandwidth

EUTRA-Transmission-Bandwidth
OPTIONAL,


dL-Transmission-Bandwidth

EUTRA-Transmission-Bandwidth,


iE-Extensions




ProtocolExtensionContainer { {EUTRA-Coex-FDD-Info-ExtIEs} } OPTIONAL,


...

}

EUTRA-Coex-FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

EUTRA-Coex-Mode-Info ::= CHOICE {


fDD

EUTRA-Coex-FDD-Info,


tDD

EUTRA-Coex-TDD-Info,


...

}

EUTRA-Coex-TDD-Info ::= SEQUENCE {


eARFCN






ExtendedEARFCN,


transmission-Bandwidth


EUTRA-Transmission-Bandwidth,


subframeAssignment



EUTRA-SubframeAssignment,


specialSubframe-Info


EUTRA-SpecialSubframe-Info,


iE-Extensions




ProtocolExtensionContainer { {EUTRA-Coex-TDD-Info-ExtIEs} } OPTIONAL,


...

}

EUTRA-Coex-TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

EUTRA-CyclicPrefixDL ::= ENUMERATED { 


normal,


extended,


...

}

EUTRA-CyclicPrefixUL ::= ENUMERATED { 


normal,


extended,


...

}

EUTRA-PRACH-Configuration ::= SEQUENCE {


rootSequenceIndex





INTEGER (0..837),


zeroCorrelationIndex




INTEGER (0..15),


highSpeedFlag






BOOLEAN,


prach-FreqOffset





INTEGER (0..94),


prach-ConfigIndex





INTEGER (0..63)

OPTIONAL,  -- present for TDD --


iE-Extensions






ProtocolExtensionContainer { {EUTRA-PRACH-Configuration-ExtIEs} }
OPTIONAL,


...

}

EUTRA-PRACH-Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

EUTRA-SpecialSubframe-Info ::= SEQUENCE {


specialSubframePatterns

EUTRA-SpecialSubframePatterns,


cyclicPrefixDL



EUTRA-CyclicPrefixDL,


cyclicPrefixUL



EUTRA-CyclicPrefixUL,


iE-Extensions



ProtocolExtensionContainer { { EUTRA-SpecialSubframe-Info-ExtIEs} } OPTIONAL,


...

}

EUTRA-SpecialSubframe-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

EUTRA-SpecialSubframePatterns ::= ENUMERATED { 


ssp0,


ssp1, 


ssp2,


ssp3,


ssp4,


ssp5,


ssp6,


ssp7,


ssp8,


ssp9,


ssp10,


...

}

EUTRA-SubframeAssignment ::= ENUMERATED { 


sa0,


sa1, 


sa2,


sa3,


sa4,


sa5,


sa6,


...

}

EUTRA-Transmission-Bandwidth ::= ENUMERATED {


bw6,


bw15,


bw25,


bw50,


bw75,


bw100,


...

}

EUTRANQoS
::= SEQUENCE {


qCI







QCI,


allocationAndRetentionPriority
AllocationAndRetentionPriority,


gbrQosInformation



GBR-QosInformation








OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { EUTRANQoS-ExtIEs} }
OPTIONAL,


...

}

EUTRANQoS-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

ExecuteDuplication ::= ENUMERATED{true,...}

ExtendedEARFCN ::= INTEGER (0..262143)

EUTRA-Mode-Info ::= CHOICE {


eUTRAFDD

EUTRA-FDD-Info,


eUTRATDD

EUTRA-TDD-Info,


choice-extension
ProtocolIE-SingleContainer { { EUTRA-Mode-Info-ExtIEs} }

}

EUTRA-Mode-Info-ExtIEs F1AP-PROTOCOL-IES ::= {


...

}

EUTRA-NR-CellResourceCoordinationReq-Container
::= OCTET STRING

EUTRA-NR-CellResourceCoordinationReqAck-Container
::= OCTET STRING

EUTRA-FDD-Info ::= SEQUENCE {


uL-offsetToPointA



OffsetToPointA,


dL-offsetToPointA



OffsetToPointA,


iE-Extensions




ProtocolExtensionContainer { {EUTRA-FDD-Info-ExtIEs} } OPTIONAL,


...

}

EUTRA-FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

EUTRA-TDD-Info ::= SEQUENCE {


offsetToPointA




OffsetToPointA,


iE-Extensions




ProtocolExtensionContainer { {EUTRA-TDD-Info-ExtIEs} } OPTIONAL,


...

}

EUTRA-TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
Egress-BHRLCCHInformation ::= SEQUENCE {

egress-LinkID



BAP-Address,


egress-BHRLCCHID


BHChannelID,


...
}
>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<
-- I

IgnorePRACHConfiguration::= ENUMERATED { true,...}

IgnoreResourceCoordinationContainer ::= ENUMERATED { yes,...}

InactivityMonitoringRequest ::= ENUMERATED { true,...}

InactivityMonitoringResponse ::= ENUMERATED { not-supported,...}

Ingress-BHRLCCHInformation ::= SEQUENCE {

igress-LinkID


BAP-Address,


igress-BHRLCCHID

BHChannelID,


...

}
>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<
-- T

FiveGS-TAC ::= OCTET STRING (SIZE(3))

Configured-EPS-TAC ::= OCTET STRING (SIZE(2))

TDD-Info ::= SEQUENCE {


nRFreqInfo






NRFreqInfo,


transmission-Bandwidth


Transmission-Bandwidth,


iE-Extensions



ProtocolExtensionContainer { {TDD-Info-ExtIEs} } OPTIONAL,


...

}

TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}

TNLAssociationUsage ::= ENUMERATED {


ue,


non-ue,


both, 


...

}

TransportLayerAddress

::= BIT STRING (SIZE(1..160, ...))

TransactionID



::= INTEGER (0..255, ...)

Transmission-Bandwidth ::= SEQUENCE {


nRSCS
NRSCS,


nRNRB
NRNRB,


iE-Extensions



ProtocolExtensionContainer { { Transmission-Bandwidth-ExtIEs} } OPTIONAL,


...

}

Transmission-Bandwidth-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

TransmissionActionIndicator ::= ENUMERATED {stop, ..., restart }

TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}

TrafficMappingInformation ::= CHOICE {


upperLayerInformation


UpperLayerInformation,  


ingress-BHRLCCHInformation

Ingress-BHRLCCHInformation,

...

}
--U

>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<
ULBHInfo ::= SEQUENCE {


routingID



BIT STRING (SIZE(20)),


nextHopBAPAddress

BAPAddress,


bhRLCCHID



BIT STRING (SIZE(10)),


iE-Extensions


ProtocolExtensionContainer { { ULBHInfo-ExtIEs} } OPTIONAL

}

ULBHInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

ULConfiguration ::= SEQUENCE
{


uLUEConfiguration

ULUEConfiguration,


iE-Extensions
ProtocolExtensionContainer { { ULConfigurationExtIEs } }
OPTIONAL,


...

}

ULConfigurationExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

ULUEConfiguration ::= ENUMERATED {no-data, shared, only, ...}

ULUPTNLInformation-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofULUPTNLInformation)) OF ULUPTNLInformation-ToBeSetup-Item

ULUPTNLInformation-ToBeSetup-Item ::=SEQUENCE {


uLUPTNLInformation

UPTransportLayerInformation, 


iE-Extensions
ProtocolExtensionContainer { { ULUPTNLInformation-ToBeSetup-ItemExtIEs } }
OPTIONAL,


...

}

ULUPTNLInformation-ToBeSetup-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


{ ID id-ULBHInfo

CRITICALITY ignore
EXTENSION ULBHInfo

PRESENCE optional
},


...

}

UplinkTxDirectCurrentListInformation ::= OCTET STRING

UPTransportLayerInformation

::= CHOICE {


gTPTunnel

GTPTunnel,


choice-extension


ProtocolIE-SingleContainer { { UPTransportLayerInformation-ExtIEs} }

}

UPTransportLayerInformation-ExtIEs F1AP-PROTOCOL-IES ::= {


...

}
UpperLayerInformation ::= SEQUENCE {


flow-label 



BIT STRING (SIZE(20))

OPTIONAL,

dscp




BIT STRING (SIZE(6))

OPTIONAL,


destination-IP-Address  TransportLayerAddress

OPTIONAL,


...

} 
>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<
9.4.7
Constant Definitions

-- ASN1START 

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM F1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Reset








ProcedureCode ::= 0

id-F1Setup








ProcedureCode ::= 1

id-ErrorIndication






ProcedureCode ::= 2

id-gNBDUConfigurationUpdate




ProcedureCode ::= 3

id-gNBCUConfigurationUpdate




ProcedureCode ::= 4

id-UEContextSetup






ProcedureCode ::= 5

id-UEContextRelease






ProcedureCode ::= 6

id-UEContextModification




ProcedureCode ::= 7

id-UEContextModificationRequired


ProcedureCode ::= 8

id-UEMobilityCommand





ProcedureCode ::= 9

id-UEContextReleaseRequest




ProcedureCode ::= 10

id-InitialULRRCMessageTransfer



ProcedureCode ::= 11

id-DLRRCMessageTransfer





ProcedureCode ::= 12

id-ULRRCMessageTransfer





ProcedureCode ::= 13

id-privateMessage






ProcedureCode ::= 14

id-UEInactivityNotification




ProcedureCode ::= 15

id-GNBDUResourceCoordination



ProcedureCode ::= 16
id-SystemInformationDeliveryCommand


ProcedureCode ::= 17

id-Paging








ProcedureCode ::= 18

id-Notify








ProcedureCode ::= 19

id-WriteReplaceWarning





ProcedureCode ::= 20

id-PWSCancel







ProcedureCode ::= 21

id-PWSRestartIndication





ProcedureCode ::= 22

id-PWSFailureIndication





ProcedureCode ::= 23

id-GNBDUStatusIndication 




ProcedureCode ::= 24
id-RRCDeliveryReport

 



ProcedureCode ::= 25

id-F1Removal







ProcedureCode ::= 26

id-NetworkAccessRateReduction



ProcedureCode ::= 27

id-BHBAPConfiguration     
     

ProcedureCode ::= xx

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNRARFCN







INTEGER ::= 3279165
maxnoofErrors






INTEGER ::= 256

maxnoofIndividualF1ConnectionsToReset
INTEGER ::= 65536
maxCellingNBDU






INTEGER ::= 512

maxnoofSCells






INTEGER ::= 32
maxnoofSRBs







INTEGER ::= 8

maxnoofDRBs







INTEGER ::= 64

maxnoofULUPTNLInformation



INTEGER ::= 2

maxnoofDLUPTNLInformation



INTEGER ::= 2

maxnoofBPLMNs






INTEGER ::= 6
maxnoofCandidateSpCells




INTEGER ::= 64

maxnoofPotentialSpCells




INTEGER ::= 64

maxnoofNrCellBands





INTEGER ::= 32

maxnoofSIBTypes






INTEGER ::= 32

maxnoofSITypes






INTEGER ::= 32
maxnoofPagingCells





INTEGER ::= 512

maxnoofTNLAssociations




INTEGER ::= 32

maxnoofQoSFlows






INTEGER ::= 64

maxnoofSliceItems





INTEGER ::= 1024

maxCellineNB






INTEGER ::= 256

maxnoofExtendedBPLMNs




INTEGER ::= 6

maxnoofUEIDs






INTEGER ::= 65536

maxnoofBPLMNsNRminus1




INTEGER ::= 11

maxnoofUACPLMNs






INTEGER ::= 12

maxnoofUACperPLMN





INTEGER ::= 64

maxnoofAdditionalSIBs




INTEGER ::= 63
maxnoofBHChannels





INTEGER ::= xxx

maxnoofRoutingEntries                   
INTEGER ::= xxx
maxnoofBHMapping





INTEGER ::= xxx
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause










ProtocolIE-ID ::= 0

id-Cells-Failed-to-be-Activated-List



ProtocolIE-ID ::= 1

id-Cells-Failed-to-be-Activated-List-Item


ProtocolIE-ID ::= 2

id-Cells-to-be-Activated-List





ProtocolIE-ID ::= 3

id-Cells-to-be-Activated-List-Item




ProtocolIE-ID ::= 4

id-Cells-to-be-Deactivated-List





ProtocolIE-ID ::= 5

id-Cells-to-be-Deactivated-List-Item



ProtocolIE-ID ::= 6

id-CriticalityDiagnostics






ProtocolIE-ID ::= 7

id-CUtoDURRCInformation







ProtocolIE-ID ::= 9

id-DRBs-FailedToBeModified-Item





ProtocolIE-ID ::= 12

id-DRBs-FailedToBeModified-List





ProtocolIE-ID ::= 13

id-DRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 14

id-DRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 15

id-DRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 16

id-DRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 17

id-DRBs-ModifiedConf-Item






ProtocolIE-ID ::= 18

id-DRBs-ModifiedConf-List






ProtocolIE-ID ::= 19

id-DRBs-Modified-Item







ProtocolIE-ID ::= 20

id-DRBs-Modified-List







ProtocolIE-ID ::= 21

id-DRBs-Required-ToBeModified-Item




ProtocolIE-ID ::= 22

id-DRBs-Required-ToBeModified-List




ProtocolIE-ID ::= 23

id-DRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 24

id-DRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 25

id-DRBs-Setup-Item








ProtocolIE-ID ::= 26

id-DRBs-Setup-List








ProtocolIE-ID ::= 27

id-DRBs-SetupMod-Item







ProtocolIE-ID ::= 28

id-DRBs-SetupMod-List







ProtocolIE-ID ::= 29

id-DRBs-ToBeModified-Item






ProtocolIE-ID ::= 30

id-DRBs-ToBeModified-List






ProtocolIE-ID ::= 31

id-DRBs-ToBeReleased-Item






ProtocolIE-ID ::= 32

id-DRBs-ToBeReleased-List






ProtocolIE-ID ::= 33

id-DRBs-ToBeSetup-Item







ProtocolIE-ID ::= 34

id-DRBs-ToBeSetup-List







ProtocolIE-ID ::= 35

id-DRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 36

id-DRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 37

id-DRXCycle










ProtocolIE-ID ::= 38

id-DUtoCURRCInformation







ProtocolIE-ID ::= 39

id-gNB-CU-UE-F1AP-ID







ProtocolIE-ID ::= 40

id-gNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 41

id-gNB-DU-ID









ProtocolIE-ID ::= 42

id-GNB-DU-Served-Cells-Item






ProtocolIE-ID ::= 43

id-gNB-DU-Served-Cells-List






ProtocolIE-ID ::= 44

id-gNB-DU-Name









ProtocolIE-ID ::= 45

id-NRCellID










ProtocolIE-ID ::= 46

id-oldgNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 47

id-ResetType









ProtocolIE-ID ::= 48

id-ResourceCoordinationTransferContainer


ProtocolIE-ID ::= 49

id-RRCContainer









ProtocolIE-ID ::= 50

id-SCell-ToBeRemoved-Item






ProtocolIE-ID ::= 51

id-SCell-ToBeRemoved-List






ProtocolIE-ID ::= 52

id-SCell-ToBeSetup-Item







ProtocolIE-ID ::= 53

id-SCell-ToBeSetup-List







ProtocolIE-ID ::= 54

id-SCell-ToBeSetupMod-Item






ProtocolIE-ID ::= 55

id-SCell-ToBeSetupMod-List






ProtocolIE-ID ::= 56

id-Served-Cells-To-Add-Item






ProtocolIE-ID ::= 57

id-Served-Cells-To-Add-List






ProtocolIE-ID ::= 58

id-Served-Cells-To-Delete-Item





ProtocolIE-ID ::= 59

id-Served-Cells-To-Delete-List





ProtocolIE-ID ::= 60

id-Served-Cells-To-Modify-Item





ProtocolIE-ID ::= 61

id-Served-Cells-To-Modify-List





ProtocolIE-ID ::= 62

id-SpCell-ID









ProtocolIE-ID ::= 63

id-SRBID










ProtocolIE-ID ::= 64

id-SRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 65

id-SRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 66

id-SRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 67

id-SRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 68

id-SRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 69

id-SRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 70

id-SRBs-ToBeReleased-Item






ProtocolIE-ID ::= 71

id-SRBs-ToBeReleased-List






ProtocolIE-ID ::= 72

id-SRBs-ToBeSetup-Item







ProtocolIE-ID ::= 73

id-SRBs-ToBeSetup-List







ProtocolIE-ID ::= 74

id-SRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 75

id-SRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 76

id-TimeToWait









ProtocolIE-ID ::= 77

id-TransactionID








ProtocolIE-ID ::= 78

id-TransmissionActionIndicator





ProtocolIE-ID ::= 79

id-UE-associatedLogicalF1-ConnectionItem 


ProtocolIE-ID ::= 80

id-UE-associatedLogicalF1-ConnectionListResAck

ProtocolIE-ID ::= 81

id-gNB-CU-Name









ProtocolIE-ID ::= 82

id-SCell-FailedtoSetup-List






ProtocolIE-ID ::= 83

id-SCell-FailedtoSetup-Item






ProtocolIE-ID ::= 84

id-SCell-FailedtoSetupMod-List





ProtocolIE-ID ::= 85

id-SCell-FailedtoSetupMod-Item





ProtocolIE-ID ::= 86

id-RRCReconfigurationCompleteIndicator 



ProtocolIE-ID ::= 87

id-Cells-Status-Item







ProtocolIE-ID ::= 88

id-Cells-Status-List







ProtocolIE-ID ::= 89

id-Candidate-SpCell-List






ProtocolIE-ID ::= 90

id-Candidate-SpCell-Item






ProtocolIE-ID ::= 91

id-Potential-SpCell-List






ProtocolIE-ID ::= 92

id-Potential-SpCell-Item






ProtocolIE-ID ::= 93

id-FullConfiguration







ProtocolIE-ID ::= 94

id-C-RNTI










ProtocolIE-ID ::= 95

id-SpCellULConfigured







ProtocolIE-ID ::= 96

id-InactivityMonitoringRequest





ProtocolIE-ID ::= 97

id-InactivityMonitoringResponse





ProtocolIE-ID ::= 98

id-DRB-Activity-Item







ProtocolIE-ID ::= 99

id-DRB-Activity-List
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