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1 Introduction
This is the TP for BL CR to TS 38.455 introducing positioning measurements IEs, as described in [1]. 
2 TP for 38.455
9.1.1.a
POSITIONING INFORMATION REQUEST

This message is sent by LMF to request positioning information.

Direction: LMF ( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Requested SRS Transmission Characteristics
	O
	
	9.2.x
	
	YES
	ignore


[Editor’s Note: further details on the IEs are FFS / pending RAN2]
9.1.1.b
POSITIONING INFORMATION RESPONSE

This message is sent by NG-RAN node to provide positioning information.

Direction: NG-RAN node ( LMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	SRS Configuration
	O
	
	9.2.y
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.2
	
	YES
	ignore


[Editor’s Note: further details on the IEs are FFS / pending RAN2]
9.1.1.c
POSITIONING INFORMATION FAILURE

This message is sent by NG-RAN node to indicate that the positioning information cannot be provided.

Direction: NG-RAN node ( LMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Cause
	M
	
	9.2.1
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.2
	
	YES
	ignore


[Editor’s Note: further details on the IEs are FFS / pending RAN2]
9.1.1.d
POSITIONING INFORMATION UPDATE
This message is sent by NG-RAN node to indicate that a change in the SRS configuration has occurred.

Direction: NG-RAN node ( LMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	SRS Configuration
	O
	
	9.2.y
	
	YES
	ignore


[Editor’s Note: further details on the IEs are FFS / pending RAN2]
NEXT CHANGE
9.1.x
Messages for Assistance Information Transfer Procedures

9.1.x.1
ASSISTANCE INFORMATION CONTROL

This message is sent by the LMF to transfer assistance information.

Direction: LMF ( NG-RAN Node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Assistance Information
	O
	
	9.2.a
	
	YES
	reject

	Broadcast 
	O
	
	ENUMERATED (start, stop, ...)
	
	YES
	reject


9.1.x.2
ASSISTANCE INFORMATION FEEDBACK

This message is sent by the NG-RAN Node to give feedback on assistance information broadcasting.

Direction: NG-RAN Node ( LMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Assistance Information Failure List
	O
	
	9.2.e
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.2
	
	YES
	ignore


NEXT CHANGE
9.1.x
Messages for Measurement Information Transfer Procedures
9.1.x.1
MEASUREMENT REQUEST
This message is sent by the LMF to request the NG-RAN node to configure a positioning measurement.

Direction: LMF ( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15,…)
	
	YES
	reject

	Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic, ...)
	
	YES
	reject

	Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, 60min,…) [FFS]
	
	YES
	reject

	Measurement Type
	
	1 .. <maxnoMeasurementtypes>
	
	
	
	

	  >Measurement Item
	M
	
	ENUMERATED(SS-RSRP, SS-RSRQ, CSI-RSRP, CSI-RSRQ, gNBRxTxTimeDiff, ULSRS-RSRP, ULAoA, UL-RTOA, ...)
	
	YES
	reject

	Measurement Configuration Type
	
	1 .. <maxnoMeasurementConfigurationtypes>
	
	
	
	

	>Measurement Configuration Item
	M
	
	9.2.z10
	
	YES
	ignore


	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Report Characteristics IE is set to the value "Periodic".


	Range bound
	Explanation

	maxnoMeasurementtypes
	Maximum no. of configured measurements. Value is FFS.

	maxnoMeasurementConfigurationtypes
	Maximum no. of configured measurements. Value is FFS.


[Editor’s Note: further details on the IEs are FFS / pending RAN2]
9.1.x.2
MEASUREMENT RESPONSE
This message is sent by the NG-RAN node to report positioning measurements for the target UE.

Direction: NG-RAN node ( LMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15,…)
	
	YES
	reject

	RAN UE Measurement ID
	M
	
	INTEGER (1..15,…)
	
	YES
	reject

	Measurement Result 
	
	1 .. <maxnoMeasurementresulttypes>
	
	
	
	

	  >Measurement Result Item
	M
	
	9.2.z8
	
	
	

	
	
	
	
	
	
	

	Criticality Diagnostics
	O
	
	9.2.11
	
	YES
	ignore


	Range bound
	Explanation

	maxnoMeasurementresulttypes
	Maximum no. of configured measurements. Value is FFS.


[Editor’s Note: further details on the IEs are FFS / pending RAN2]
9.1.x.3
MEASUREMENT FAILURE
This message is sent by the NG-RAN node to report measurement failure.

Direction: NG-RAN node ( LMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15,…)
	
	YES
	reject

	Cause
	M
	
	9.2.10
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.11
	
	YES
	ignore


[Editor’s Note: further details on the IEs are FFS / pending RAN2]
9.1.x.4
MEASUREMENT REPORT
This message is sent by the NG-RAN node to report positioning measurements for the target UE.

Direction: NG-RAN node ( LMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15,…)
	
	YES
	reject

	RAN UE Measurement ID
	M
	
	INTEGER (1..15,…)
	
	YES
	reject

	Measurement Result 
	
	1 .. <maxnoMeasurementresulttypes>
	
	
	
	

	  >Measurement Result Item
	M
	
	9.2.z8
	
	
	

	
	
	
	
	
	
	


[Editor’s Note: further details on the IEs are FFS / pending RAN2]
9.1.x.5
MEASUREMENT UPDATE
This message is sent by the LMF to update a previously configured measurement.

Direction: LMF ( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15,…)
	
	YES
	reject

	SRS Configuration
	O
	
	9.2.y
	
	YES
	ignore


[Editor’s Note: further details on the IEs are FFS / pending RAN2]
9.1.x.6
MEASUREMENT ABORT
This message is sent by the LMF to request the NG-RAN node to abort a measurement.

Direction: LMF (  NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15,…)
	
	YES
	reject


[Editor’s Note: further details on the IEs are FFS / pending RAN2]
9.1.x.7
MEASUREMENT FAILURE INDICATION
This message is sent by the NG-RAN node to indicate that the previously requested measurements can no longer be reported.

Direction: NG-RAN node ( LMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15,…)
	
	YES
	reject

	RAN UE Measurement ID
	M
	
	INTEGER (1..15,…)
	
	YES
	reject

	Cause
	M
	
	9.2.10
	
	YES
	ignore


[Editor’s Note: further details on the IEs are FFS / pending RAN2]
NEXT CHANGE
9.2.a
Assistance Information

This IE contains the assistance information.
Editor’s Note: Details are FFS pending RAN2 progress.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Assistance Information
	M
	
	
	

	>System Information
	
	1..<maxNrOfPosSImessage>
	
	Corresponds to the number of SI messages with posSIBs to be scheduled

	>>Broadcast Periodicity
	M
	
	ENUMERATED (ms80, ms160, ms320, ms640, ms1280, ms2560, ms5120, ...) 
	Broadcast Peiriodicity for the Pos SIBs, see TS 38.331 [x]

	>>Pos SIBs
	
	1..<maxNrOfPosSIBs>
	
	Number of posSIBs in the System Information.

	>>>PosSIB-Type
	M
	
	9.2.d
	

	>>>PosSIB Segments
	M
	
	9.2.b
	

	>>>Assistance Information Meta Data
	O
	
	9.2.c
	

	>>>Broadcast Priority
	O
	
	INTEGER (1..16, ...)
	The priority of the assistance Information where 1 represents the highest priority and 16 the lowest priority 


	Range bound
	Explanation

	maxNrOfPosSImessage
	Maximum number of positioning system information messages. Value is 32.

	maxNrOfPosSIBs
	Maximum number of positioning system information blocks included in the message. Value is 32.


NEXT CHANGE
9.2.b
PosSIB Segments

This IE provides one posSIB or two or more posSIB segments which must be scheduled in series in consecutive transmissions of the same SI message.
Editor’s Note: Details are FFS pending RAN2 progress.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PosSIB Segments
	
	1..<maxNrOfSegments>
	
	

	>Assistance Data SIB Element
	M
	
	OCTET STRING
	TS 36.355 [y]


	Range bound
	Explanation

	maxNrOfSegments
	Maximum number of positioning SIB segments (in case of Assistance Information Element contains segmented data according to TS 36.355 [y]). Value is 64.


NEXT CHANGE
9.2.c
Assistance Information Meta Data

This parameter contains meta data for an assistance information element.
Editor’s Note: Details are FFS pending RAN2 progress.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Encrypted
	O
	
	ENUMERATED (true, …)
	TS 38.331 [x]

	GNSS ID
	O
	
	ENUMERATED (gps, sbas, qzss, galileo, glonass, bds, ...) 
	TS 38.331 [x]

	SBAS ID
	O
	
	ENUMERATED (waas, egnos, msas, gagan, ...) 
	TS 38.331 [x]


NEXT CHANGE
9.2.d
Positioning SIB Type

This parameter defines a specific positioning SIB, as defined in TS 36.355 [y].
Editor’s Note: Details are FFS pending RAN2 progress.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Positioning SIB Type
	M
	
	ENUMERATED ( posSibType1-1, 

posSibType1-2, 

posSibType1-3, 

posSibType1-4, 

posSibType1-5,

posSibType1-6, 

posSibType1-7, 

posSibType2-1, 

posSibType2-2, 

posSibType2-3,

posSibType2-4, 

posSibType2-5, 

posSibType2-6, 

posSibType2-7, 

posSibType2-8,

posSibType2-9, 

posSibType2-10, 

posSibType2-11, 

posSibType2-12, 

posSibType2-13, 

posSibType2-14, 

posSibType2-15, 

posSibType2-16,

posSibType2-17, 

posSibType2-18, 

posSibType2-19, 

posSibType2-20, 

posSibType2-21, 

posSibType2-22, 

posSibType2-23, 

posSibType3-1, 

posSibType3-2, 

posSibType3-3,  

... )
	


NEXT CHANGE
9.2.e
Assistance Information Failure List

This parameter identifies the assistance information for which the NG-RAN Node failed to configure broadcasting.
Editor’s Note: Details are FFS pending RAN2 progress.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Assistance Information Failure List
	
	1..<maxnoAssistInfoFailureListItems>
	
	

	>PosSIB-Type
	M
	
	9.2.d
	

	>Outcome
	M
	
	ENUMERATED (failed, ...)
	


	Range bound
	Explanation

	maxnoAssistInfoFailureListItems
	Maximum no. of assistance information failure list items that can be signaled with one message. Value is 32.


NEXT CHANGE
9.2.x
Requested SRS Transmission Characteristics
This IE contains the requested SRS configuration for the UE.
[Editor’s Note: further details on the IEs are FFS / pending RAN2]
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Number Of Transmissions
	M
	
	INTEGER (0..500,…)
	The number of periodic SRS transmissions requested. The value of ‘0’ represents an infinite number of SRS transmissions.

	Bandwidth
	M
	
	INTEGER (1..100,...)
	The requested bandwidth of the SRS transmissions, the value of which corresponds to the number of resource blocks requested to be allocated.

	
	
	
	
	


9.2.y
SRS Configuration 
This information element contains the SRS configuration configured by the NG-RAN node for the UE.
[Editor’s Note: further details on the IEs are FFS / pending RAN2]
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	
	
	
	
	


9.2.z
UL RTOA Measurement
This information element contains the uplink RTOA measurement.
[Editor’s Note: further details on the IEs are FFS / pending RAN2]
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR ARFCN
	M
	
	INTEGER (0.. 3279165)
	

	Value UL RTOA
	M
	
	INTEGER(0..FFS)
	


9.2.z1
RSRP Measurement
This information element contains the SS-RSRP measurement.
[Editor’s Note: further details on the IEs are FFS / pending RAN2]
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell Identifier of the reported cell

	NR ARFCN
	M
	
	INTEGER (0.. 3279165)
	

	CGI NR
	O
	
	CGI NR
9.2.z7
	NR Cell Global Identifier of the reported cell

	Value RSRP
	M
	
	INTEGER(0..127)
	


9.2.z2
RSRQ Measurement
This information element contains the SS-RSRQ measurement.
[Editor’s Note: further details on the IEs are FFS / pending RAN2]
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell Identifier of the reported cell

	NR ARFCN
	M
	
	INTEGER (0.. 3279165)
	

	CGI NR
	O
	
	CGI NR
9.2.z7
	NR Cell Global Identifier of the reported cell

	Value RSRQ
	M
	
	INTEGER(0..127)
	


9.2.z5
gNB RxTx Time Difference Measurement
This information element contains the gNB RxTx Time Difference measurement.
[Editor’s Note: further details on the IEs are FFS / pending RAN2]
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	gNB Rx-Tx Time Difference
	
	
	INTEGER (0..FFS)
	


9.2.z6
UL AoA Measurement
This information element contains the uplink angle of arrival measurement.
[Editor’s Note: further details on the IEs are FFS / pending RAN2]
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Angle of Arrival 
	
	
	INTEGER (0..FFS)
	


9.2.z7
CGI NR
The Cell Global Identifier EUTRA is used to globally identify an E-UTRA cell.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	PLMN identity
	M
	
	9.2.8
	

	NR Cell Identifier
	M
	
	BIT STRING (36)
	


9.2.z8
Measurement Result Item
This information element contains the measurement result.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Timestamp
	O
	
	9.2.z9
	

	  >CHOICE Measured Result
	M
	
	
	

	    >>SS RSRP Measurement
	O
	
	9.2.z1
	

	    >>SS RSRQ Measurement
	O
	
	9.2.z2
	

	    >>CSI RSRP Measurement
	O
	
	9.2.z3
	

	    >>CSI RSRQ Measurement
	O
	
	9.2.z4
	

	    >>gNB RxTx Time Difference Measurement
	O
	
	9.2.z5
	

	    >>UL SRS RSRP Measurement
	O
	
	9.2.z1
	

	    >>UL AoA Measurement
	O
	
	9.2.z6
	

	    >>UL RTOA Measurement
	O
	
	9.2.z
	


9.2.z9
Timestamp
This information element contains the timestamp of the measurement result.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SFN
	
	
	INTEGER (0..1023)
	


9.2.z10
Measurement Configuration Item
This information element contains the measurement result.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	  >CHOICE Measurement Configuration
	M
	
	
	

	    >> SRS Configuration
	O
	
	9.2.z
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