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---------------- Start of the First Change ---------------
[bookmark: _Toc534727683]
[bookmark: _Toc14207353]8.2.1.2	Successful Operation


Figure 8.2.1.2-1: Handover Preparation, successful operation
The source NG-RAN node initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node. When the source NG-RAN node sends the HANDOVER REQUEST message, it shall start the timer TXnRELOCprep.
[Unchanged text skipped]
For each PDU session resource successfully setup at the target NG-RAN, the target NG-RAN node may allocate resources for additional Xn-U PDU session resource GTP-U tunnels, indicated in the Secondary Data Forwarding Info from target NG-RAN node List IE.
For each PDU session resource successfully setup with the RSN other than the requested RSN, the PDU Session Resources Admitted List IE shall be included containing the Redundant Sequence Number IE.
For each DRB for which the source NG-RAN node proposes to perform forwarding of downlink data, the source NG-RAN node shall include the DRB ID IE and the mapped QoS Flows List IE within the Source DRB to QoS Flow Mapping List IE contained in the PDU Session Resources To Be Setup List IE in the HANDOVER REQUEST message. The source NG-RAN node may include the QoS Flow Mapping Indication IE in the Source DRB to QoS Flow Mapping List IE to indicate that only the uplink or downlink QoS flow is mapped to the DRB. If the target NG-RAN node decides to use the same DRB configuration and to map the same QoS flows as the source NG-RAN node, the target NG-RAN node includes the DL Forwarding GTP Tunnel Endpoint IE within the Data Forwarding Response DRB List IE in the HANDOVER REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding of downlink data for this DRB.
 [Unchanged text skipped]
For each PDU session for which the Security Indication IE is included in the PDU Session Resource To Be Setup List IE and the Integrity Protection Indication IE or Confidentiality Protection Indication IE is set to "not needed", the target NG-RAN node shall not perform user plane integrity protection or ciphering, respectively, for the concerned PDU session.
For each PDU session, if the Additional UL NG-U UP TNL Information List IE is included in the PDU Session Resources To Be Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node may forward the UP transport layer information to the target S-NG-RAN node as the uplink termination point for the user plane data for this PDU session split in different tunnel.
For each PDU session, if the Redundant Sequence Number IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU Session Resources To Be Added List IE, the target NG-RAN node shall, if supported, establish different, redundant user plane resource as specified in TS 23.501 [7].
If the Location Reporting Information IE is included in the HANDOVER REQUEST message, then the target NG-RAN node should initiate the requested location reporting functionality as defined in TS 38.413 [5].
[Unchanged text skipped]

---------------- Start of the First Change ---------------


-------------- Start of the Second Change --------------

[bookmark: _Toc14207389]8.3.1.2	Successful Operation


Figure 8.3.1.2-1: S-NG-RAN node Addition Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE ADDITION REQUEST message to the S-NG-RAN node.
When the M-NG-RAN node sends the S-NODE ADDITION REQUEST message, it shall start the timer TXnDCprep.
The allocation of resources according to the values of the Allocation and Retention Priority IE included in the QoS Flow Level QoS Parameters IE for each QoS flow shall follow the principles specified for the PDU Session Resource Setup procedure in TS 38.413 [5].
The S-NG-RAN node shall choose the ciphering algorithm based on the information in the UE Security Capabilities IE and locally configured priority list of AS encryption algorithms and apply the key indicated in the S-NG-RAN node Security Key IE as specified in TS 33.501 [28].
If the Additional QoS Flow Information IE is included for a QoS flow in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall behave the same as the NG-RAN node in the PDU Session Resource Setup procedure, specified in TS 38.413 [5].
For each PDU session, if the Network Instance IE is included in the PDU Session Resource Setup Info – SN terminated IE contained in the PDU Session Resources To Be Added List IE and the Common Network Instance IE is not present, the S-NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [7].
For each GBR QoS flow, if the Offered GBR QoS Flow Information IE is included in the QoS Flows To Be Setup List IE contained in the PDU Session Resource Setup Info – SN terminated IE, the S-NG-RAN node may request the M-NG-RAN node to configure the DRB to which that QoS flow is mapped with MCG resources. 
For each PDU session, if the Non-GBR Resources Offered IE is included in the PDU Session Resource Setup Info – SN terminated IE contained in the PDU Session Resources To Be Added List IE and set to “true”, the S-NG-RAN node may request the M-NG-RAN node to configure DRBs to which non-GBR QoS flows of the PDU session are mapped with MCG resources.
For each PDU session, if the Common Network Instance IE is included in the PDU Session Resource Setup Info – SN terminated IE contained in the PDU Session Resources To Be Added List IE, the S-NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [7].
For each PDU session, if the Redundant Sequence Number IE is included in the PDU Session Resource Setup Info – SN terminated IE contained in the PDU Session Resources To Be Added List IE, the S-NG-RAN node shall, if supported, establish the SN terminated SCG bearer for redundant user plane resource as specified in TS 23.501 [7].
If the S-NODE ADDITION REQUEST message contains the Selected PLMN IE, the S-NG-RAN node may use it for RRM purposes.
For each PDU session resource successfully setup with the RSN other than the requested RSN, the PDU Session Resource Setup Response Info – SN terminated IE shall be included containing the Redundant Sequence Number IE.
[Unchanged text skipped]

--------------- End of the Second Change --------------


---------------- Start of the Third Change --------------

[bookmark: _Toc14207398]8.3.3.2	Successful Operation


Figure 8.3.3.2-1: M-NG-RAN node initiated S-NG-RAN node Modification Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUEST message to the S-NG-RAN node.
[Unchanged text skipped]
For each PDU session, if the Common Network Instance IE is included in the PDU Session Resource Setup Info – SN terminated IE and in the PDU Session Resource Modification Info – SN terminated IE, the S-NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [7].
For each PDU session, if the Redundant Sequence Number IE is included in the PDU Session Resource Setup Info – SN terminated IE contained in the PDU Session Resources To Be Added List IE, the S-NG-RAN node shall, if supported, establish the SN terminated SCG bearer for redundant user plane resource as specified in TS 23.501 [7].
For each GBR QoS flow, if the Offered GBR QoS Flow Information IE is included in the QoS Flows To Be Setup List IE contained in the PDU Session Resource Setup Info – SN terminated IE, the S-NG-RAN node may request the M-NG-RAN node to configure the DRB to which that QoS flow is mapped with MCG resources. 
For each PDU session, if the Non-GBR Resources Offered IE is included in the PDU Session Resource Modification Info – SN terminated IE contained in the PDU Session Resources To Be Added List IE and set to “true”, the S-NG-RAN node may request the M-NG-RAN node to configure the DRBs to which non-GBR QoS flows of the PDU session are mapped with MCG resources.
If at least one of the requested modifications is admitted by the S-NG-RAN node, the S-NG-RAN node shall modify the related part of the UE context accordingly and send the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message back to the M-NG-RAN node.
For each PDU session resource successfully setup with the RSN other than the requested RSN, the PDU Session Resource Setup Response Info – SN terminated IE shall be included containing the Redundant Sequence Number IE.
[Unchanged text skipped]

----------------- End of the Third Change --------------


--------------- Start of the Fourth Change -------------

[bookmark: _Toc20955236][bookmark: _Toc29991433]9.2.1.1	PDU Session Resources To Be Setup List
This IE contains PDU session resource related information used at UE context transfer between NG-RAN nodes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resources To Be Setup List
	
	1
	
	
	–
	

	>PDU Session Resources To Be Setup Item
	
	1 .. <maxnoof PDU sessions >
	
	
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>PDU Session Resource Aggregate Maximum Bitrate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	This IE shall be present when at least one Non-GBR QoS Flow has been setup.
	–
	

	>>UL NG-U UP TNL Information at UPF 
	M
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	>>Additional UL NG-U UP TNL Information at UPF List
	O
	
	Additional UP Transport Layer Information 9.2.1.32
	Additional UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	YES
	ignore

	>>Source DL NG-U TNL Information  
	O
	
	UP Transport Layer Information 9.2.3.30
	Indicates the possibility to keep the NG-U GTP-U tunnel termination point at the target NG-RAN node.
	–
	

	>>Security Indication
	O
	
	9.2.3.52
	
	–
	

	>>PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	>>Network Instance
	O
	
	9.2.3.85
	This IE is ignored if the Common Network Instance IE is present.
	–
	

	>>QoS Flows To Be Setup List
	
	1
	
	
	–
	

	>>>QoS Flows To Be Setup Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	>>>>E-RAB ID
	O
	
	INTEGER (0..15, …)
	
	–
	

	>>Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	
	–
	

	>> Common Network Instance
	O
	
	9.2.3.92
	
	YES
	ignore

	>> Redundant Sequence Number
	O
	
	9.2.3.X
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.



[bookmark: _Toc29991434]9.2.1.2	PDU Session Resources Admitted List
This IE contains PDU session resource related information to report success of the establishment of PDU session resources.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resources Admitted List
	
	1
	
	
	–
	

	>PDU Session Resources Admitted Item
	
	1..<maxnoofPDUSessions>
	
	
	–
	

	>>PDU Session ID 
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Admitted Info
	M
	
	
	
	–
	

	>>>DL NG-U TNL Information Unchanged
	O
	
	ENUMERATED (True, …)
	Indicates the NG-U tunnels that have been kept unchanged at the target NG-RAN node
	–
	

	>>>QoS Flows Admitted List
	
	1
	
	
	–
	

	>>>>QoS Flows Admitted Item
	
	1..<maxnoofQoSFlows>
	
	
	–
	

	>>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>QoS Flows not Admitted List
	O
	
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	>>>Data Forwarding Info from target NG-RAN node
	O
	
	9.2.1.16
	
	–
	

	>>>Secondary Data Forwarding Info from target NG-RAN node List
	O
	
	9.2.1.31
	This IE would be present only when the target M-NG-RAN node decide to split a PDU session between MN and SN
	YES
	ignore

	>> Redundant Sequence Number 
	O
	
	9.2.3.X
	
	YES
	ignore



---------------- End of the Fourth Change -------------


--------------- Start of the Fifth Change ---------------

[bookmark: _Toc20955241][bookmark: _Toc29991438]9.2.1.5	PDU Session Resource Setup Info – SN terminated
This IE contains information for the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL NG-U UP TNL Information at UPF
	M
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	Network Instance
	O
	
	9.2.3.85
	This IE shall be ignored if the Common Network Instance IE is present.
	–
	

	QoS Flows To Be Setup List
	
	1
	
	
	–
	

	>QoS Flow To Be Setup Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C 
	–
	

	>>Offered GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains M-Node offered GBR QoS Flow Information. 
	–
	

	Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	
	–
	

	Security Indication
	O
	
	9.2.3.52
	
	–
	

	Security Result
	O
	
	9.2.3.67
	Indicates security activation status in MN.
	YES
	reject

	Common Network Instance
	O
	
	9.2.3.92
	
	YES
	ignore

	Default DRB Allowed
	O
	
	9.2.3.93
	
	YES
	ignore

	Split Session Indicator
	O
	
	9.2.3.94
	
	YES
	reject

	Non-GBR Resources Offered
	O
	
	9.2.3.98
	
	YES
	ignore

	Redundant Sequence Number
	O
	
	9.2.3.X
	Indicates to establish the SN terminated SCG bearer.
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64



[bookmark: _Toc29991439]9.2.1.6	PDU Session Resource Setup Response Info – SN terminated
This IE contains the result of the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information at NG-RAN
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBs to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	M
	
	UP Transport Parameters 9.2.3. 76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>RLC Mode
	M
	
	9.2.3.28
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the M-NG-RAN node.
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	Data Forwarding Info from target NG-RAN node
	O
	
	9.2.1.16
	
	–
	

	QoS Flows Not Admitted List
	O
	
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	Security Result
	O
	
	9.2.3.67
	
	–
	

	DRB IDs taken into use
	O
	
	DRB List 9.2.1.29
	Indicating the DRB IDs taken into use by the target NG-RAN node, as specified in TS 37.340 [8].
	YES
	reject

	Redundant Sequence Number
	O
	
	9.2.3.X
	Indicates to establish the SN terminated SCG bearer.
	
	



---------------- End of the Fifth Change ---------------


--------------- Start of the Sixth Change ---------------

[bookmark: _Toc14165970]9.2.3.X	Redundant Sequence Number (RSN)
This IE indicates to NG-RAN that redundant user plane resources shall be provided for the given PDU sessions by means of dual connectivity as described in TS 23.501 [9].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Redundant Sequence Number
	M
	
	ENUMERATED (1, 2, …)
	



---------------- End of the Sixth Change ---------------


-------------- Start of the Seventh Change -------------

[bookmark: _Toc14207710]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
	id-CellAndCapacityAssistanceInfo,
	id-DefaultDRB-Allowed,
	id-EndpointIPAddressAndPort,
	id-SecondarydataForwardingInfoFromTarget-List,
	id-LastE-UTRANPLMNIdentity,
	id-IntendedTDD-DL-ULConfiguration-NR,
	id-MaxIPrate-DL,
	id-PartialListIndicator,
	id-SecurityResult,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-PDUSessionCommonNetworkInstance,
	id-BPLMN-ID-Info-EUTRA,
	id-BPLMN-ID-Info-NR,
	id-DRBsNotAdmittedSetupModifyList,
	id-Secondary-MN-Xn-U-TNLInfoatM,
	id-ULForwardingProposal,
	id-DRB-IDs-takenintouse,
	id-SplitSessionIndicator,
	id-NonGBRResources-Offered,
	id-RedundantSequenceNumber,
	maxEARFCN,
	maxnoofAllowedAreas,

[Unchanged text skipped]

-- **************************************************************
--
-- PDU Session Resources Admitted List
--
-- **************************************************************


PDUSessionResourcesAdmitted-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourcesAdmitted-Item

PDUSessionResourcesAdmitted-Item ::= SEQUENCE {
	pduSessionId						PDUSession-ID,
	pduSessionResourceAdmittedInfo		PDUSessionResourceAdmittedInfo,
	iE-Extensions						ProtocolExtensionContainer { {PDUSessionResourcesAdmitted-Item-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourcesAdmitted-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-RedundantSequenceNumber		CRITICALITY ignore	EXTENSION RedundantSequenceNumber		PRESENCE optional},
	...
}

[Unchanged text skipped]

[bookmark: _Hlk513990739]-- **************************************************************
--
-- PDU Session Resources To Be Setup List
--
-- **************************************************************


PDUSessionResourcesToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourcesToBeSetup-Item

PDUSessionResourcesToBeSetup-Item ::= SEQUENCE {
	pduSessionId					PDUSession-ID,
	s-NSSAI							S-NSSAI,
	pduSessionAMBR					PDUSessionAggregateMaximumBitRate													OPTIONAL,
	uL-NG-U-TNLatUPF				UPTransportLayerInformation,
[bookmark: _Hlk525922913]	source-DL-NG-U-TNL-Information  UPTransportLayerInformation															OPTIONAL,
	securityIndication				SecurityIndication																	OPTIONAL,
	pduSessionType					PDUSessionType,
	pduSessionNetworkInstance		PDUSessionNetworkInstance															OPTIONAL,
	qosFlowsToBeSetup-List			QoSFlowsToBeSetup-List,
	dataforwardinginfofromSource	DataforwardingandOffloadingInfofromSource											OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourcesToBeSetup-Item-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourcesToBeSetup-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-Additional-UL-NG-U-TNLatUPF-List	CRITICALITY ignore	EXTENSION Additional-UL-NG-U-TNLatUPF-List 	PRESENCE optional}|
{ ID id-PDUSessionCommonNetworkInstance		CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance		PRESENCE optional},
{ ID id-RedundantSequenceNumber				CRITICALITY ignore	EXTENSION RedundantSequenceNumber		PRESENCE optional},
	...
}


-- **************************************************************
--
-- PDU Session Resource Setup Info - SN terminated
--
-- **************************************************************


PDUSessionResourceSetupInfo-SNterminated ::= SEQUENCE {
	uL-NG-U-TNLatUPF				UPTransportLayerInformation,
	pduSessionType					PDUSessionType,
	pduSessionNetworkInstance		PDUSessionNetworkInstance																	OPTIONAL,
	qosFlowsToBeSetup-List			QoSFlowsToBeSetup-List-Setup-SNterminated,
	dataforwardinginfofromSource	DataforwardingandOffloadingInfofromSource													OPTIONAL,
	securityIndication				SecurityIndication																			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceSetupInfo-SNterminated-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceSetupInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SecurityResult						CRITICALITY reject	EXTENSION SecurityResult							PRESENCE optional}|
	{ ID id-PDUSessionCommonNetworkInstance		CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance		PRESENCE optional}|
	{ID id-DefaultDRB-Allowed					CRITICALITY ignore	EXTENSION DefaultDRB-Allowed						PRESENCE optional}|
	{ ID id-SplitSessionIndicator				CRITICALITY reject	EXTENSION SplitSessionIndicator					PRESENCE optional}|
	{ID id-NonGBRResources-Offered				CRITICALITY ignore	EXTENSION NonGBRResources-Offered				PRESENCE optional}|
	{ ID id-RedundantSequenceNumber				CRITICALITY ignore	EXTENSION RedundantSequenceNumber	PRESENCE optional},
	...
}

[Unchanged text skipped]

-- **************************************************************
--
-- PDU Session Resource Setup Response Info - SN terminated
--
-- **************************************************************


PDUSessionResourceSetupResponseInfo-SNterminated ::= SEQUENCE {
	dL-NG-U-TNLatNG-RAN				UPTransportLayerInformation,
	dRBsToBeSetup					DRBsToBeSetupList-SetupResponse-SNterminated 	OPTIONAL,
	dataforwardinginfoTarget		DataForwardingInfoFromTargetNGRANnode			OPTIONAL,
	qosFlowsNotAdmittedList			QoSFlows-List-withCause							OPTIONAL,
	securityResult					SecurityResult									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceSetupResponseInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceSetupResponseInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-RedundantSequenceNumber			CRITICALITY ignore	EXTENSION RedundantSequenceNumber	PRESENCE optional},
	...
}

[Unchanged text skipped]

RANPagingFailure		::= 	ENUMERATED {
	true,
	...
}


ReferenceID ::= INTEGER (1..64, ...) -- This IE may need to be refined.


RedundantSequenceNumber ::= SEQUENCE {
	redundantSequenceNumber		RedundantSequenceNumber,
	iE-Extensions		ProtocolExtensionContainer { { RedundantSequenceNumber-ExtIEs} }	OPTIONAL,
	...
}

RedundantSequenceNumber ::= ENUMERATED {1,2,...}


ReflectiveQoSAttribute ::= ENUMERATED {subject-to-reflective-QoS, ...}


ReportArea ::= ENUMERATED {
	cell,
	...
}

[Unchanged text skipped]

[bookmark: _Toc14207712]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

[Unchanged text skipped]

id-NG-RANTraceID													ProtocolIE-ID ::= 145
id-NonGBRResources-Offered											ProtocolIE-ID ::= 146
[bookmark: _Hlk29912457]id-FastMCGRecoveryRRCTransfer-SN-to-MN								ProtocolIE-ID ::= 147
id-RequestedFastMCGRecoveryViaSRB3									ProtocolIE-ID ::= 148
id-AdmittedFastMCGRecoveryViaSRB3									ProtocolIE-ID ::= 149
id-RequestedFastMCGRecoveryViaSRB3Release							ProtocolIE-ID ::= 150
id-AdmittedFastMCGRecoveryViaSRB3Release							ProtocolIE-ID ::= 151
id-FastMCGRecoveryRRCTransfer-MN-to-SN								ProtocolIE-ID ::= 152
id-RedundantTransmission											ProtocolIE-ID ::= XXX

END

--------------- End of the Seventh Change -------------
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