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1. Introduction
In [1], we discuss the Stage 3 issue on the initial access in PNI-NPN, and claim the following proposal:

· To add the semantics description on the NPN Access Information in Initial UE Message.
To reflect such proposal, the TP for TS38.413 is given as below.
2. References

[1] R3-200793, “Discussion on initial access procedure in PNI-NPN,” LGE, February, 2020.
3. Appendix : TP for NPN BL CR for TS 38.413
This appendix provides the Text proposal for NPN BL CR for TS 38.413 based on the proposal of the contribution in [1].
----------------Start of the First Change---------------
9.2.5.1
INITIAL UE MESSAGE

This message is sent by the NG-RAN node to transfer the initial layer 3 message to the AMF over the NG interface.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	reject

	RRC Establishment Cause
	M
	
	9.3.1.111
	
	YES
	ignore

	5G-S-TMSI
	O
	
	9.3.3.20
	
	YES
	reject

	AMF Set ID
	O
	
	9.3.3.12
	
	YES
	ignore

	UE Context Request
	O
	
	ENUMERATED (requested, ...)
	
	YES
	ignore

	Allowed NSSAI
	O
	
	9.3.1.31
	
	YES
	reject

	Source to Target AMF Information Reroute
	O
	
	9.3.3.27
	
	YES
	ignore

	NPN Access Information
	O
	
	9.3.3.Y5
	This IE shall be present if the UE is accessing the NG-RAN via a CAG cell
	YES
	reject


-----------------End of the First Change---------------[image: image1.png]



