Page 1

3GPP TSG-RAN WG3 #107-e	R3-201012
[bookmark: _Hlk536523677]Online, 24th February - 06th March 2020

Agenda Item:	14.3.2
Source:	Ericsson
Title: 	TP to BL CR#0120 for TS 38.413): introduction of NB-IoT UE specific DRX
[bookmark: _GoBack]Document for:	Other
1	Introduction
As discussed in R3-20xxxx, need to update BL CR for NB-IoT with UE specific DRX for NB-IOT.
TP to BL CR #120: extension of Paging DRX IE
START OF CHANGES
[bookmark: _Toc29504871][bookmark: _Toc29504287][bookmark: _Toc29503703][bookmark: _Toc20955254]9.3.1.90	Paging DRX
This IE indicates the Paging DRX as defined in TS 38.304 [12] and TS 36.304 [29].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging DRX
	M
	
	ENUMERATED (32, 64, 128, 256, 512, 1024…) (FFS)
	



EN: FFS whether RAN2 will use the same value range for WB-EUTRA and NB-IoT.

NEXT CHANGE
PagingDRX ::= ENUMERATED {
	v32,
	v64,
	v128,
	v256,
	v512,
	v1024
	...
}

END OF CHANGE
