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1. Introduction
The intention of this paper is to collect company views on the following issue. 
CB: # 37_Email037-WWC_general
- propose to note LSs (0078,0300,0116); take agreements into account if needed
- endorse BL CRs (revise if needed)
(HW)
Summary of offline disc R3-201196
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]2. Discussion
The impact analysis of the LSs, from the moderator perspective, are given as follows:
· R3-200078
This LS discusses the exact AGF-ID, Global AGF-ID, and User location Information, which has already captured in the RAN3 BL CR. 
· R3-200300
This LS from BBF mentions “at least the differentiation between “wireline BBF” and “wireline CableLabs” needs to be introduced due to the different characteristics”. We understand this can be differentiated by the W-AGF user location information in user location information. 
On the “additional distinction between PON and DSL access technologies”, RAN3 can wait for SA2 further progress since SA2 is discussing this issue in parallel. 
· R3-200116
The format of “Global Line Identifier (GLI)” can be discussed in those papers in the section 21.2

The following provides the reference to those submitted papers. 
	21.1. General
Time plan, skeletons, BLs

	R3-200389
	Updated work plan for WWC (Huawei)
	discussion
noted

	R3-200078
	General Status of Work (Broadband_Forum)
	LS in
Move to 21.1
3)	We have initiated discussion on the specification of the RG-LWAC as part of WT-456, for the phase 16.1.
4)	We recommend that 3GPP specifies the following new IEs at the N2 interface: 
AGF-ID, GlobalAGF-ID, UserLocationInformationAGF

	R3-200300
	General status of WWC work (NGComm-Solutions)
	LS in
Move to 21.1

However, BBF believes that at least the differentiation between “wireline BBF” and “wireline CableLabs” needs to be introduced due to the different characteristics.

Regarding the additional distinction between PON and DSL access technologies due to the broad difference, for example on the bitrates supported, in order to provide an answer BBF would like to understand for which scope this additional granularity in RAT type information should be determined (e.g. whether is expected to be determined and send by AGF to AMF in N2 message or to SMF in NAS message, or whether is determined by AMF) and in particular how will be used in 5GC (e.g. by PCF for definition of QoS policy) ?


	R3-200116
	Forwarding LS on definition of GLI (3GPP SA2)
	LS in
Move to 21.1
SA2 believes that the concatenation of Line ID source and Line ID is the functional equivalent of the Global Line Identifier (GLI).

User Location Information (ULI) may correspond to GLI in case of W-5GBAN access as defined in clause 10.1 in TS23.316.

	R3-200069
	CR for introducing WWC in RAN (Huawei, Telecom Italia, BT, Broadcom)
	CR0003r6, TS 29.413 v15.3.0, Rel-16, Cat. B


	R3-200070
	CR for introducing WWC in RAN (Huawei, Telecom Italia, BT, Broadcom)
	CR0192r6, TS 38.413 v16.0.0, Rel-16, Cat. B
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[bookmark: _Toc423020280]Proposal 1: Note the LSs (R3-200078, R3-200300 and R3-200116). 
Proposal 2: Endorse R3-200069 and R3-200070 as BL CRs. 
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