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1   For chairman Notes
R3-201021 TP for 38.470 (E///) for agreement
2   Offline discussion
There was proposal from Qualcomm and Huawei to consider the TP on R3-200425 with FFS with the “Add the Area Scope IE to the Assistance Information Meta Data IE.”. Then as consequence same for 425 with on top 1020, there is a lot of “basics” clean-up here. Ericsson prefers to wait the progress in RAN2 due to the relation with the SI area ID FSS in RAN2.
3   Proposal for easy convergence 
CB: # 59_Email059-Pos_Broadcast_Assist
-  resolve remaining FFSs / open issues? (E///), (QC)

- F1AP aspects? (HW), (QC)

- introduce positioning SI area ID? (CATT) or just area scope? (HW)

- st2 aspects? (E///)

- if agreement, split work; check details; merge/revise as needed

(HW)

Summary of offline disc R3-201190
	3.1   19.4. Broadcast Assistance Data Delivery

QUOTA: 2

Signaling support

St2: companies to coordinate with RAN2 colleagues

Previous summary of offline disc.: R3-194710 (noted)
RAN3 to progress on message structure

Previous summary of offline disc.: R3-196222 (noted) – to be taken into account in preparation for the next meeting

We use the same structure in F1AP and in NRPPa for assistance data

	R3-200424
	(TP for NR_POS BL CR for TS 38.455) 
NRPPa open issues for 
Broadcast Assistance Data Delivery (Qualcomm Incorporated)
	other

Proposal 1: It should be possible to associate NRPPa broadcast assistance data with a “target cell”.

Proposal 2: It is proposed to define a Positioning Broadcast Target IE as a choice to enable both targeting to a single cell, and broadcast in all cells of the gNB. The choice can be extended in the future to a cell list if needed.

Proposal 3: Add the Area Scope IE to the Assistance Information Meta Data IE.
Proposal 4: Agree the text proposal in this document.
Proposal 1-2 need further discussion, e.g. what is the scenario where the positioning assistance data is only sent to a particular cell?  Capture the TP with FFS and editor note

Proposal 3: Add the Area Scope IE to the Assistance Information Meta Data IE (RAN2 agreement)
Rev in R3-20xxx 

	R3-200425
	(TP for NR_POS BL CR for TS 38.473) 
F1AP issues for Broadcast 
Assistance Data Delivery (Qualcomm Incorporated)
	other

Proposal 1: The Positioning Assistance Information IE is coded in F1AP as an octet string and referenced to the NRPPa Assistance Information IE.

Proposal 2: Change the Positioning Broadcast Target Cell IE to an extensible choice (with values “all” or specific cell for now) and remove the associated FFS (and change the name). ( FFS see above

Proposal 3: Remove FFS in Routing ID. 
Rev in R3-20xxx

	R3-200459
	(TP for BL CR for TS 38.455) NR Assistance Data Delivery (Huawei)
	discussion

Proposal 1: Include the “areaScope” IE in “Assistance Information Meta Data” IE in both NRPPa and F1AP. (cover by QC)
Proposal 2: No need to define separate positioning area ID. (pending to RAN2 To be continued)
Proposal 3: Agree the TP.


	R3-200460
	(TP for BL CR for TS 38.473): F1 support for NR positioning (Huawei)
	discussion

To be continued pending to NRPPa discussion

	R3-200546
	Introduce Positioning SI Area ID (CATT)
	discussion

Proposal 1: NR-RAN Node broadcasts separate System Area ID for per posSI which is directly transferred from LMF to NG-RAN Node via NRPPa message.
Merge with QC if needed

Proposal 2: A indicator is introduced to indicate whether the posSIB is valid in the configured Area ID or is only valid in the cell.
(pending to RAN2 To be continued)

	R3-200547
	(TP for [NR_POS-Core] BL CR for TS 38.455) Introduce Positioning SI Area ID (CATT)
	other

see above

	R3-201020
	Discussion on remaining FFS of delivery of Positioning Assistance Data over F1AP (Ericsson)
	discussion

Proposal 1: The gNB-CU forwards the full Assistance Data (posSIB and metadata) received from the LMF over NRPPA to the gNB-DU F1AP. The content of the IE defined in F1AP must be referenced to TS 38.455. (See TP here-below)
Merged with QC if needed

Proposal 2 : The gNB-DU can autonomously map the posSIBs to the SI messages.
Merged with QC if needed

Proposal 3 : capture the TP in [2] for stage 2 TS 38.470
See below

Proposal 4 : further information such as the Area Scope IE as part of meta-data information and possystemInformationAreaID for posSIBs need RAN2 confirmation
(pending to RAN2 To be continued)
Other corrections to the BL CR are indicated in the TP below.
Keep FFS on non-UE associated see discussion on NRPPA

Other clean-up agreed

Rev in R3-20xxxx

	R3-201021
	[TP to BL CR for TS 38.470] Positioning support over F1AP (Ericsson)
	other

Agreed


