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1. Introduction
This document is the summary of offline discussion on CSI-RS configuration transfer as per below:
CB: # 94bis_RAN2_running_CRs_IoT_MTC
-  merge/revise as needed
- remove ed notes from RAN2 on SON (e-mail discussion on SON is starting)
- pending data is agreed; not on same level
- 1278: triggering of optimized procedure is not systematic (“may” is more appropriate)
- QC TP in 0422 suggests to remove corresponding text? Agreement to use pending data indication
(E///)
Summary of offline disc R3-201220
2. Summary of Offline Discussion
2.1 eMTC RAN2 running CR for TS36.300
In the eMTC TS36.300 CR R2-1916361 [1], the following was updated
1) Section 7.3a.3, in the Figure 7.3a.3-3a, as UE Context Resume procedure will not be used in such scenario, the step 7 should be updated to “7. NG-AP: Path Switch Request”, the step 9 should be updated to “9.NGAP: Path Switch Request Ack”;
2) Section 7.3x.3, clarify how the Pending Data Indication IE is used by eNB in UP MT-EDT scenario, following the related discussion in comeback #60bis.
Corresponding draftCR for the above is provided in [2].
2.2 NB-IoT RAN2 running CR for TS36.300
In the NB-IoT TS36.300 CR R2-1916567 [3], there are several things need to be updated:
1) Section 7.1, “TS 24.501 [82]” should be “TS 24.501 [xx]”;
2) Section 7.3a.3, in the Figure 7.3a.3-3a, as UE Context Resume procedure will not be used in such scenario, the step 7 should be updated to “7. NG-AP: Path Switch Request”, the step 9 should be updated to “9.NGAP: Path Switch Request Ack”;
3) Section 7.3x.3, clarify how the Pending Data Indication IE is used by eNB in UP MT-EDT scenario, following the related discussion in comeback #60bis.
3) Section 7.3y.2, in the description of step2, “The eNB” should be “The (ng-)eNB”;
4) Section 22.3.2a, the Editor’s Note at the beginning of the section can be removed after RAN3 review.
5) Section 22.3.4x, as the step 4a and 4b are not alternative steps, they should be updated to step 4 and 5, in the Figure 22.3.4x-1 and the description part.
6) Section 22.4.2.x, need to add description that the eNB receiving the RLF Report from the UE may forward the report to the eNB that served the UE before the reported connection failure using the RLF INDICATION message.
Corresponding draft CR for the above is provided in [4]
3. Way Forward
After offline discussion, it is proposed RAN3 to agree on the following way forward:
· Agree on the RAN3 CRs in [2] and [4] 
· Send the LS to RAN2 in [5]
Papers [2], [4] and [5] are provided in the draft folder
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