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Introduction
In RAN3#107-e, the BLCRs for RACS feature were endorsed, and after reviewing them carefully, there are still some places worth polishing for better accuracy and alignment, e.g:

To clarify the NGAP RACS mapping procedure usage in MR-DC@5GC scenario.
Annex // TP 

<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

8.14.a
UE Radio Capability ID Mapping

8.14.a.1
General

The purpose of the UE Radio Capability ID Mapping procedure is for the NG-RAN node or S-NG-RAN node to request from the AMF UE Radio Capability information mapped to the UE Radio Capabiltiy ID. 
NOTE:
The name of this procedure may need to be further refined.
The procedure uses non UE-associated signalling.

8.14.a.2
Successful Operation
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Figure 8.14.a.2-1: UE Radio Capability ID Mapping procedure: successful operation

The NG-RAN node or S-NG-RAN node initiates the procedure by sending a UE RADIO CAPABILITY ID MAPPING REQUEST message.

Upon receipt of the UE RADIO CAPABILITY ID MAPPING REQUEST message, the AMF shall provide within the UE RADIO CAPABILITY ID MAPPING RESPONSE message the UE Radio Capability information mapped to the UE Capability ID indicated in the UE RADIO CAPABILITY ID MAPPING REQUEST message.
8.14.a.3
Unsuccessful Operation

Not applicable.

8.14.a.4
Abnormal Conditions

Void.
<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

9.2.13.x
UE RADIO CAPABILITY ID MAPPING REQUEST

This message is sent by the NG-RAN node or S-NG-RAN node to request the AMF to provide mapping information for the indicated UE Radio Capability ID.
Direction: NG-RAN node or S-NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	UE Radio Capability ID
	M
	
	9.3.1.z
	
	YES
	reject


9.2.13.y
UE RADIO CAPABILITY ID MAPPING RESPONSE

This message is sent by the AMF to provide UE Radio Capabiltiy information which is mapped to the UE Radio Capability ID indicated by the NG-RAN node in the UE RADIO CAPABILITY ID MAPPING REQUEST message.
Direction: AMF ( NG-RAN node or S-NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	UE Radio Capability ID
	M
	
	9.3.1.z
	
	YES
	ignore

	UE Radio Capability
	M
	
	9.3.1.74
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore
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