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1st Change
[bookmark: OLE_LINK6][bookmark: _Toc20954464][bookmark: OLE_LINK8]9.2.1.144	UE Context Reference at Source
This IE uniquely identifies a UE association over an NG interface and the source NG-RAN nodegNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	[bookmark: _Hlk30435938]Source NG-RAN nodegNB ID
	M
	
	Global RAN NodegNB ID
[bookmark: OLE_LINK7]9.2.1.1312
	
	–

	

	RAN UE NGAP ID
	M
	
	9.2.1.145
	Allocated at the source (Master-)NG-RAN nodegNB.
	–
	



NOTE:	This IE is used in case of inter-system handover to 4G to enable node-internal data forwarding in case of shared en-gNB/gNBs.

[bookmark: OLE_LINK4]Next Change
ContextatSource ::= SEQUENCE {
	Source-NG-RAN-nodegNB-ID				Global-RAN-NODEGNB-ID,
	rAN-UE-NGAP-ID						RAN-UE-NGAP-ID,
	iE-Extensions		ProtocolExtensionContainer { {ContextatSource-ExtIEs} }	OPTIONAL,
	...
}

ContextatSource-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}
End of Changes

