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1 Introduction
One of the open issues related to NRPPa design is the one of TRP selection, which is discussed in further detail in this paper.
2 Discussion
One of the open issues related to NRPPa design is the one of TRP selection. In the current NRPPa BL CR [1] there are several related FFS, specifically: 

· “[It is also FFS if all the measurements should be aimed at specific TRPs or not]”

· TRP ID IE is FFS in the MEASUREMENT REQUEST message

The current RAN2 stage-2 BL CR [2], seems to imply that the TRP selection is performed by the LMF. This is evident, for example, in the description of the Multi-RTT procedure (clause 8.10 in [2]), as shown below:

Table 8.10.2.4-2: TRP Measurement request information that may be transferred from LMF to gNBs.
	Information 

	PCI, GCI, and TRP ID of the TRP for the UE to transmit UL SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty of candidate TRPs (search window)

	Start time, duration and report characteristics for the measurements


Similarly, in the description of UL TDOA measurement procedure (clause 8.13 in [2]) the following is captured:

Table 8.13.2.3-2: TRP Measurement request information that may be transferred from LMF to gNB.
	Information 

	PCI, GCI, and TRP ID of the TRP for the UE to transmit UL SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty of candidate TRPs (search window)

	Start time, duration and report characteristics for the measurements


Therefore, one can observe that while the issue of whether TRP is selected by LMF or gNB-CU is open in RAN3, RAN2 has actually already agreed that it is the LMF.

Note, however, there are also related discussions in RAN2, e.g. on spatial relation for positioning (Post109e#31][NR/Pos] Details of spatial relation for positioning (Huawei)).
Observation 1: while the issue of whether TRP is selected by LMF or gNB-CU is open in RAN3, RAN2 has actually already agreed that it is the LMF. Details (e.g. on spatial relation) are still being discussed in RAN2.
Nevertheless, the issue is still open in RAN3 and need to be resolved. Furthermore, given the time constraints, the decision must be taken in RAN3#107bis-e. In our view, it should be the LMF that performs TRP selection for UE measurements (based on the information previously obtained from gNBs). 
Proposal 1: to agreed that LMF performs TRP selection for UE measurements (based on the information previously obtained from gNBs).

That being said, if the proposal 1 is not agreeable, we are open to accept the majority view. Given the nature of the electronic meetings, perhaps the only efficient way to go is to to add the issue of TRP selection to either one of the email discussions or have a separate discussion for this issue alone. Below we provide a possible template for such email discussion.

Proposal 2: if proposal 1 is not agreeable, to include in an email discussion the issue of TRP selection (LMF vs. gNB-CU).
A sample draft for potential email discussion (if needed) is provided below.
3 Email discussion template

3.1 Issue 1 – TRP selection (LMF vs. gNB-CU)

In the current NRPPa BL CR the issue of which network node (LMF or gNB-CU) makes the selection of TRPs for UE measurements is FFS, see for example “[It is also FFS if all the measurements should be aimed at specific TRPs or not]”. Furthermore, TRP ID IE is FFS in the MEASUREMENT REQUEST message. 

Question – which node (LMF or gNB-CU) shall make TRP selection for UE measurements?

	Company
	Answer
	Comment

	
	
	

	
	
	

	
	
	


3.2 Issue 1 – TRP selection – NRPPa impact

What is missing in the current NRPPa BL CR to implement your preferred way of TRP selection

	Company
	Comment

	
	

	
	

	
	


3.3 Issue 1 – TRP selection – F1-AP impact

What is missing in the current F1 BL CR to implement your preferred way of TRP selection

	Company
	Comment

	
	

	
	

	
	


4 Conclusions
In the present contribution we make the following observations:

Observation 1: while the issue of whether TRP is selected by LMF or gNB-CU is open in RAN3, RAN2 has actually already agreed that it is the LMF. Details (e.g. on spatial relation) are still being discussed in RAN2.

Based on the discussion in the present contribution and the observations above we propose: 

Proposal 1: to agreed that LMF performs TRP selection for UE measurements (based on the information previously obtained from gNBs).

Proposal 2: if proposal 1 is not agreeable, to include in an email discussion the issue of TRP selection (LMF vs. gNB-CU).
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