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1. Overall Description:
RAN3 thanks SA2, RAN2 and CT1 for their LSs “Reply LS on assistance indication for WUS”.

RAN3 further discussed the Rel-15 WUS related issues, and get the flowing agreed solutions:

Issue 1 Mobile UE using WUS
In order to reduce the false wake up of the other UEs due to paging in multiple cells following paging escalation, it is needed to only use WUS in the last used cell of a UE:
· The eNB provides the WUS capable info of the UE in UE Radio Capability for Paging to the MME in S1AP: UE CAPABILITY INFO INDICATION message.
· The MME provides the UE Radio Capability for Paging, and the last used cell of the UE (e.g. by reusing the Recommended Cells for Paging IE, and Cell Identifier and Coverage Enhancement Level IE) in S1AP Paging message;
· The eNB only use WUS for the UE in the last used cell, based on the received WUS capable info of the UE, and the last used cell info;
Issue 2 MME Paging strategies in case of WUS 1: N mapping
In order to help the MME to set proper Paging strategies, e.g. avoid triggering paging after the last WUS during the PTW, make sure to set re-paging Timer larger than N*DRX cycle, it is needed for the eNB to provide the following information to the MME:
· [bookmark: _GoBack]the eNB provides the number of consecutive POs mapped to one WUS to the MME in S1 SETUP REQUEST and ENB CONFIGURATION UPDATE messages;
· the eNB provides a new IE to indicate the UE capability of supporting WUS to the MME in S1AP: UE CAPABILITY INFO INDICATION message;

The corresponding agreed CR is attached.

2. Actions:
To SA2, RAN2, CT1 group.
ACTION: 	RAN3 would like to ask recipient groups to take the above into account.

3. Date of Next RAN3 Meetings:
RAN3#108-e	25-29 May 2020	E-Meeting
RAN3#109	24-28 Aug 2020	Toulouse, FR
